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Tillman Construction Chemicals 
is the leading producer of 
admixtures for concrete and 
mortar. Tillman has branches 
in Belgium, Germany and 
Luxembourg serving customers all 
over the world. The headquarters 
are located in Megchelen, the 
Netherlands, where the production 
facilities and the research 
organisation are based. Very 
close contacts with customers 
represent an indispensable link 
between Tillman and the market. 
The need for new developments 
can be defined by staying in touch 
with customers’ current concerns. 
As a result of this, Tillman, as 
an independent admixtures 
manufacturer, is able to respond 
quickly and effectively to new 
customer needs and changes 
in the market. It is therefore not 
surprising that you find Tillman 
products in such a wide range 
of projects, for example the 
Amsterdam ArenA, the Eastern 
Schelde Flood Barrier and the 
Lyon metro.
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Top-flight technical research 
is important. There needs to 
be continual innovation in the 
present range and new products 
have to be launched on the 
market continuously. As a leading 
manufacturer of construction 
chemicals, Tillman is involved in 
research and development on 
a daily basis. A combination of 
internal and external training and
education courses is the 
foundation on which this work 
is done. Tillman staff are kept 
abreast of the latest developments 
in the field of concrete and mortar 
admixtures on an ongoing basis. 
Existing and new customers 
and suppliers are also regularly 
invited to seminars in Tillman’s 
conference facilities.
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As far as Tillman is concerned, 
quality monitoring is just as 
important as innovation. There 
are intensive checks during 
the production process. Highly 
qualified staff continually evaluate 
the products to see whether they 
meet the stringent requirements. 
All common products and raw 
materials can be analysed in 
modern laboratories. As a result 
of this Tillman has acquired 
experience over the years that 
enables it to guarantee that the 
concrete and mortar admixtures 
perform properly and have 
consistent compositions. Our 
construction chemicals were all 
developed in our own laboratories 
and are manufactured in our 
own factory. The concrete and 
chemical laboratories have been 
accredited as E-Prüfstelle in 
accordance with DIN 1045.
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Buyer must prove that the defect or flaw was caused solely 
or mainly as a direct result of faulty material or manufacturing 
defect.
11.2 Should we acknowledge liability for the defect or the flaw, 
we are entitled to restore (or cause the restoring of) the goods 
or to supply new goods in exchange for the supplied goods, at 
our own discretion. 
11.3 We shall not accept goods that are returned without our 
prior advice.
11.4 Small deviations in colour, qualities, weights and measure-
ments that are deemed acceptable or technically unavoidable 
in trade, shall not give reasons for claims, not even if sold by 
sample. Technical advice is given by us to the best of our know-
ledge and our ability, but can never be the cause of any liability.
11.5 Our guarantee does not apply to defects that are caused 
by outside force, weather influences, and wrong treatment, 
handling or processing after delivery by us, or other reasons 
beyond our control. Neither can we vouch for failings resulting 
from the Buyer’s providing us incorrect information or unsuita-
ble materials when instructing us.
11.6 As goods that are not included in our manufacturing pro-
gramm, we are required to give only the guarantee we were 
provided with by the manufacturer of these goods.
11.7 We cannot vouch for the goods being suitable for the pur-
pose for which the Buyer wants to designate them, not even 
if we were informed of this purpose, unless the contrary was 
explicitly agreed to by the Buyer and us.
11.8 Claims for guarantee do not suspend the Buyer’s payment 
obligations. The guarantee and any claim on this basis shall 
lapse when the Buyer fails to fulfill obligations towards us.
11.9 On pain of cancellation, legal actions relating to claims or 
guarantees must be commenced within one year after timely 
lodging the claim.
11.10 Compliance with our guarantee is the only full compen-
sation. Any further claim for compensation and every form of 
compensation for consequential loss is excluded. Should we 
nevertheless be bound to compensation of damages, they are 
deemed to be, at most, equal to the invoice price of the faulty 
part that caused the damage. Under no circumstances we are 
obliged to pay compensation more than our indemnity insu-
rance paid out.
11.11 The Buyer shall indemnify us and our employees against 
claims from third parties for damages for which we excluded or 
restricted our liability in our General Terms and Conditions in 
our relationship with the Buyer.
11.12 We shall never be liable for (the result of) faulty storage, 
or for wrong or improper use of the goods supplied by us.
 
Dissolution
12.1 Without prejudicing any further rights belonging to us, we, 
in case circumstances beyond our control prevent us from ful-
filling the Agreement, are entitled to suspend the delivery until 
these circumstances have ceased to exist, or, in as far as the 
Agreement has not been fulfilled, to dissolve the Agreement 
wholly or partly at our discretion, without being obliged to pay 
any damages or guarantee, without prejudicing the Buyer’s 
right stipulated in sub-clause 5 of Clause 7.
12.2 In these General Terms and Conditions, circumstances 
beyond our control shall mean any circumstance independent 
of our will, whether or not foreseeable, as a result of which we 
cannot comply with our obligations temporarily or permanently, 
including war, the threat of war, (natural) disasters, blockades, 
riots, strikes, government intervention, weather conditions that 
are bad for the goods to be delivered, damage of lost raw mate-
rials, transport difficulties, fire and other industrial disturbances, 
delayed delivery by sub-suppliers and other reasons beyond 
our control.
12.3 If the Buyer does not, or does not properly or timely com-
ply with an obligation resulting from the Agreement, as well as 
in case of bankruptcy, or suspension of payment or of a win-
ding-up of the Buyer’s company, the Buyer is considered to be 
in default by operation of law, and we are, at our discretion, 
entitled to suspend the fulfillment of all agreements with the 
Buyer without notice of default and without judicial intervention, 
without having to pay any damages. Should we dissolve the 
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rials, transport difficulties, fire and other industrial disturbances, 
delayed delivery by sub-suppliers and other reasons beyond 
our control.
12.3 If the Buyer does not, or does not properly or timely com-
ply with an obligation resulting from the Agreement, as well as 
in case of bankruptcy, or suspension of payment or of a win-
ding-up of the Buyer’s company, the Buyer is considered to be 
in default by operation of law, and we are, at our discretion, 
entitled to suspend the fulfillment of all agreements with the 
Buyer without notice of default and without judicial intervention, 
without having to pay any damages. Should we dissolve the 

Buyer must prove that the defect or flaw was caused solely 
or mainly as a direct result of faulty material or manufacturing 
defect.
11.2 Should we acknowledge liability for the defect or the flaw, 
we are entitled to restore (or cause the restoring of) the goods 
or to supply new goods in exchange for the supplied goods, at 
our own discretion. 
11.3 We shall not accept goods that are returned without our 
prior advice.
11.4 Small deviations in colour, qualities, weights and measure-
ments that are deemed acceptable or technically unavoidable 
in trade, shall not give reasons for claims, not even if sold by 
sample. Technical advice is given by us to the best of our know-
ledge and our ability, but can never be the cause of any liability.
11.5 Our guarantee does not apply to defects that are caused 
by outside force, weather influences, and wrong treatment, 
handling or processing after delivery by us, or other reasons 
beyond our control. Neither can we vouch for failings resulting 
from the Buyer’s providing us incorrect information or unsuita-
ble materials when instructing us.
11.6 As goods that are not included in our manufacturing pro-
gramm, we are required to give only the guarantee we were 
provided with by the manufacturer of these goods.
11.7 We cannot vouch for the goods being suitable for the pur-
pose for which the Buyer wants to designate them, not even 
if we were informed of this purpose, unless the contrary was 
explicitly agreed to by the Buyer and us.
11.8 Claims for guarantee do not suspend the Buyer’s payment 
obligations. The guarantee and any claim on this basis shall 
lapse when the Buyer fails to fulfill obligations towards us.
11.9 On pain of cancellation, legal actions relating to claims or 
guarantees must be commenced within one year after timely 
lodging the claim.
11.10 Compliance with our guarantee is the only full compen-
sation. Any further claim for compensation and every form of 
compensation for consequential loss is excluded. Should we 
nevertheless be bound to compensation of damages, they are 
deemed to be, at most, equal to the invoice price of the faulty 
part that caused the damage. Under no circumstances we are 
obliged to pay compensation more than our indemnity insu-
rance paid out.
11.11 The Buyer shall indemnify us and our employees against 
claims from third parties for damages for which we excluded or 
restricted our liability in our General Terms and Conditions in 
our relationship with the Buyer.
11.12 We shall never be liable for (the result of) faulty storage, 
or for wrong or improper use of the goods supplied by us.
 
Dissolution
12.1 Without prejudicing any further rights belonging to us, we, 
in case circumstances beyond our control prevent us from ful-
filling the Agreement, are entitled to suspend the delivery until 
these circumstances have ceased to exist, or, in as far as the 
Agreement has not been fulfilled, to dissolve the Agreement 
wholly or partly at our discretion, without being obliged to pay 
any damages or guarantee, without prejudicing the Buyer’s 
right stipulated in sub-clause 5 of Clause 7.
12.2 In these General Terms and Conditions, circumstances 
beyond our control shall mean any circumstance independent 
of our will, whether or not foreseeable, as a result of which we 
cannot comply with our obligations temporarily or permanently, 
including war, the threat of war, (natural) disasters, blockades, 
riots, strikes, government intervention, weather conditions that 
are bad for the goods to be delivered, damage of lost raw mate-
rials, transport difficulties, fire and other industrial disturbances, 
delayed delivery by sub-suppliers and other reasons beyond 
our control.
12.3 If the Buyer does not, or does not properly or timely com-
ply with an obligation resulting from the Agreement, as well as 
in case of bankruptcy, or suspension of payment or of a win-
ding-up of the Buyer’s company, the Buyer is considered to be 
in default by operation of law, and we are, at our discretion, 
entitled to suspend the fulfillment of all agreements with the 
Buyer without notice of default and without judicial intervention, 
without having to pay any damages. Should we dissolve the 

Buyer must prove that the defect or flaw was caused solely 
or mainly as a direct result of faulty material or manufacturing 
defect.
11.2 Should we acknowledge liability for the defect or the flaw, 
we are entitled to restore (or cause the restoring of) the goods 
or to supply new goods in exchange for the supplied goods, at 
our own discretion. 
11.3 We shall not accept goods that are returned without our 
prior advice.
11.4 Small deviations in colour, qualities, weights and measure-
ments that are deemed acceptable or technically unavoidable 
in trade, shall not give reasons for claims, not even if sold by 
sample. Technical advice is given by us to the best of our know-
ledge and our ability, but can never be the cause of any liability.
11.5 Our guarantee does not apply to defects that are caused 
by outside force, weather influences, and wrong treatment, 
handling or processing after delivery by us, or other reasons 
beyond our control. Neither can we vouch for failings resulting 
from the Buyer’s providing us incorrect information or unsuita-
ble materials when instructing us.
11.6 As goods that are not included in our manufacturing pro-
gramm, we are required to give only the guarantee we were 
provided with by the manufacturer of these goods.
11.7 We cannot vouch for the goods being suitable for the pur-
pose for which the Buyer wants to designate them, not even 
if we were informed of this purpose, unless the contrary was 
explicitly agreed to by the Buyer and us.
11.8 Claims for guarantee do not suspend the Buyer’s payment 
obligations. The guarantee and any claim on this basis shall 
lapse when the Buyer fails to fulfill obligations towards us.
11.9 On pain of cancellation, legal actions relating to claims or 
guarantees must be commenced within one year after timely 
lodging the claim.
11.10 Compliance with our guarantee is the only full compen-
sation. Any further claim for compensation and every form of 
compensation for consequential loss is excluded. Should we 
nevertheless be bound to compensation of damages, they are 
deemed to be, at most, equal to the invoice price of the faulty 
part that caused the damage. Under no circumstances we are 
obliged to pay compensation more than our indemnity insu-
rance paid out.
11.11 The Buyer shall indemnify us and our employees against 
claims from third parties for damages for which we excluded or 
restricted our liability in our General Terms and Conditions in 
our relationship with the Buyer.
11.12 We shall never be liable for (the result of) faulty storage, 
or for wrong or improper use of the goods supplied by us.
 
Dissolution
12.1 Without prejudicing any further rights belonging to us, we, 
in case circumstances beyond our control prevent us from ful-
filling the Agreement, are entitled to suspend the delivery until 
these circumstances have ceased to exist, or, in as far as the 
Agreement has not been fulfilled, to dissolve the Agreement 
wholly or partly at our discretion, without being obliged to pay 
any damages or guarantee, without prejudicing the Buyer’s 
right stipulated in sub-clause 5 of Clause 7.
12.2 In these General Terms and Conditions, circumstances 
beyond our control shall mean any circumstance independent 
of our will, whether or not foreseeable, as a result of which we 
cannot comply with our obligations temporarily or permanently, 
including war, the threat of war, (natural) disasters, blockades, 
riots, strikes, government intervention, weather conditions that 
are bad for the goods to be delivered, damage of lost raw mate-
rials, transport difficulties, fire and other industrial disturbances, 
delayed delivery by sub-suppliers and other reasons beyond 
our control.
12.3 If the Buyer does not, or does not properly or timely com-
ply with an obligation resulting from the Agreement, as well as 
in case of bankruptcy, or suspension of payment or of a win-
ding-up of the Buyer’s company, the Buyer is considered to be 
in default by operation of law, and we are, at our discretion, 
entitled to suspend the fulfillment of all agreements with the 
Buyer without notice of default and without judicial intervention, 
without having to pay any damages. Should we dissolve the 

Buyer must prove that the defect or flaw was caused solely 
or mainly as a direct result of faulty material or manufacturing 
defect.
11.2 Should we acknowledge liability for the defect or the flaw, 
we are entitled to restore (or cause the restoring of) the goods 
or to supply new goods in exchange for the supplied goods, at 
our own discretion. 
11.3 We shall not accept goods that are returned without our 
prior advice.
11.4 Small deviations in colour, qualities, weights and measure-
ments that are deemed acceptable or technically unavoidable 
in trade, shall not give reasons for claims, not even if sold by 
sample. Technical advice is given by us to the best of our know-
ledge and our ability, but can never be the cause of any liability.
11.5 Our guarantee does not apply to defects that are caused 
by outside force, weather influences, and wrong treatment, 
handling or processing after delivery by us, or other reasons 
beyond our control. Neither can we vouch for failings resulting 
from the Buyer’s providing us incorrect information or unsuita-
ble materials when instructing us.
11.6 As goods that are not included in our manufacturing pro-
gramm, we are required to give only the guarantee we were 
provided with by the manufacturer of these goods.
11.7 We cannot vouch for the goods being suitable for the pur-
pose for which the Buyer wants to designate them, not even 
if we were informed of this purpose, unless the contrary was 
explicitly agreed to by the Buyer and us.
11.8 Claims for guarantee do not suspend the Buyer’s payment 
obligations. The guarantee and any claim on this basis shall 
lapse when the Buyer fails to fulfill obligations towards us.
11.9 On pain of cancellation, legal actions relating to claims or 
guarantees must be commenced within one year after timely 
lodging the claim.
11.10 Compliance with our guarantee is the only full compen-
sation. Any further claim for compensation and every form of 
compensation for consequential loss is excluded. Should we 
nevertheless be bound to compensation of damages, they are 
deemed to be, at most, equal to the invoice price of the faulty 
part that caused the damage. Under no circumstances we are 
obliged to pay compensation more than our indemnity insu-
rance paid out.
11.11 The Buyer shall indemnify us and our employees against 
claims from third parties for damages for which we excluded or 
restricted our liability in our General Terms and Conditions in 
our relationship with the Buyer.
11.12 We shall never be liable for (the result of) faulty storage, 
or for wrong or improper use of the goods supplied by us.
 
Dissolution
12.1 Without prejudicing any further rights belonging to us, we, 
in case circumstances beyond our control prevent us from ful-
filling the Agreement, are entitled to suspend the delivery until 
these circumstances have ceased to exist, or, in as far as the 
Agreement has not been fulfilled, to dissolve the Agreement 
wholly or partly at our discretion, without being obliged to pay 
any damages or guarantee, without prejudicing the Buyer’s 
right stipulated in sub-clause 5 of Clause 7.
12.2 In these General Terms and Conditions, circumstances 
beyond our control shall mean any circumstance independent 
of our will, whether or not foreseeable, as a result of which we 
cannot comply with our obligations temporarily or permanently, 
including war, the threat of war, (natural) disasters, blockades, 
riots, strikes, government intervention, weather conditions that 
are bad for the goods to be delivered, damage of lost raw mate-
rials, transport difficulties, fire and other industrial disturbances, 
delayed delivery by sub-suppliers and other reasons beyond 
our control.
12.3 If the Buyer does not, or does not properly or timely com-
ply with an obligation resulting from the Agreement, as well as 
in case of bankruptcy, or suspension of payment or of a win-
ding-up of the Buyer’s company, the Buyer is considered to be 
in default by operation of law, and we are, at our discretion, 
entitled to suspend the fulfillment of all agreements with the 
Buyer without notice of default and without judicial intervention, 
without having to pay any damages. Should we dissolve the 

Buyer must prove that the defect or flaw was caused solely 
or mainly as a direct result of faulty material or manufacturing 
defect.
11.2 Should we acknowledge liability for the defect or the flaw, 
we are entitled to restore (or cause the restoring of) the goods 
or to supply new goods in exchange for the supplied goods, at 
our own discretion. 
11.3 We shall not accept goods that are returned without our 
prior advice.
11.4 Small deviations in colour, qualities, weights and measure-
ments that are deemed acceptable or technically unavoidable 
in trade, shall not give reasons for claims, not even if sold by 
sample. Technical advice is given by us to the best of our know-
ledge and our ability, but can never be the cause of any liability.
11.5 Our guarantee does not apply to defects that are caused 
by outside force, weather influences, and wrong treatment, 
handling or processing after delivery by us, or other reasons 
beyond our control. Neither can we vouch for failings resulting 
from the Buyer’s providing us incorrect information or unsuita-
ble materials when instructing us.
11.6 As goods that are not included in our manufacturing pro-
gramm, we are required to give only the guarantee we were 
provided with by the manufacturer of these goods.
11.7 We cannot vouch for the goods being suitable for the pur-
pose for which the Buyer wants to designate them, not even 
if we were informed of this purpose, unless the contrary was 
explicitly agreed to by the Buyer and us.
11.8 Claims for guarantee do not suspend the Buyer’s payment 
obligations. The guarantee and any claim on this basis shall 
lapse when the Buyer fails to fulfill obligations towards us.
11.9 On pain of cancellation, legal actions relating to claims or 
guarantees must be commenced within one year after timely 
lodging the claim.
11.10 Compliance with our guarantee is the only full compen-
sation. Any further claim for compensation and every form of 
compensation for consequential loss is excluded. Should we 
nevertheless be bound to compensation of damages, they are 
deemed to be, at most, equal to the invoice price of the faulty 
part that caused the damage. Under no circumstances we are 
obliged to pay compensation more than our indemnity insu-
rance paid out.
11.11 The Buyer shall indemnify us and our employees against 
claims from third parties for damages for which we excluded or 
restricted our liability in our General Terms and Conditions in 
our relationship with the Buyer.
11.12 We shall never be liable for (the result of) faulty storage, 
or for wrong or improper use of the goods supplied by us.
 
Dissolution
12.1 Without prejudicing any further rights belonging to us, we, 
in case circumstances beyond our control prevent us from ful-
filling the Agreement, are entitled to suspend the delivery until 
these circumstances have ceased to exist, or, in as far as the 
Agreement has not been fulfilled, to dissolve the Agreement 
wholly or partly at our discretion, without being obliged to pay 
any damages or guarantee, without prejudicing the Buyer’s 
right stipulated in sub-clause 5 of Clause 7.
12.2 In these General Terms and Conditions, circumstances 
beyond our control shall mean any circumstance independent 
of our will, whether or not foreseeable, as a result of which we 
cannot comply with our obligations temporarily or permanently, 
including war, the threat of war, (natural) disasters, blockades, 
riots, strikes, government intervention, weather conditions that 
are bad for the goods to be delivered, damage of lost raw mate-
rials, transport difficulties, fire and other industrial disturbances, 
delayed delivery by sub-suppliers and other reasons beyond 
our control.
12.3 If the Buyer does not, or does not properly or timely com-
ply with an obligation resulting from the Agreement, as well as 
in case of bankruptcy, or suspension of payment or of a win-
ding-up of the Buyer’s company, the Buyer is considered to be 
in default by operation of law, and we are, at our discretion, 
entitled to suspend the fulfillment of all agreements with the 
Buyer without notice of default and without judicial intervention, 
without having to pay any damages. Should we dissolve the 
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Preliminary tests for the product‘s suitability 
are indispensable
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ACCELERATOR TM

Product description
Accelerator TM is an accelerator for 
concrete and mortar which increases 
the initial compressive strength. Accel-
erator TM  considerably reduces the 
formwork removal time through the 
chemical reaction set off between the 
cement components and Accelerator 
TM. This chemical reaction acceler-
ates hydration and at the same time 
raises the temperature in the mixture.  

Application 
Accelerator  TM is perfectly suit-
able for non-reinforced concrete like 
concrete products or sewer pipes. 
Especially during the cold season 
there are many fields of application 
for Accelerator TM. When concreting 
at low temperatures, additional meas-
ures are to be taken:
- formwork and foundations have to 

be free of ice and snow
- formwork has to be insulated
- a high-quality cement, preferably 

CEM I 42.5-R or 52.5-R, should be 
used

- thorough mixing of the concrete for 
a sufficient period of time with the 
lowest water-cement ratio possible

- mixing water should be warm – the 
temperature of the concrete has to 
be at 5ºC at least 

- appropriate measures to protect the 
concrete from frost, e.g. by insulat-
ing foils

Dosage
- Min. dosage: 1.0% of the cement 

weight
- Max. dosage: 3.0% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: green
- Density (kg/l): 1.30
- pH-Value: 9.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 25.0
- Colour code: green
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, IBC, bulk.

Article number 010010
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Preliminary tests for the product‘s suitability 
are indispensable

ACCELERATOR TM HBI 73/73

Product description
Accelerator TM HBI 73/73 is a ready 
for use additive for concrete and mor-
tar that speeds up the hardening of 
cement. The product gives thixotropic 
properties to the concrete or mortar, 
essentially improving green strength. 
Accelerator TM HBI 73/73 stimulates 
and accelerates the binding proper-
ties of the cement components which 
results in the improved hardening of 
the cement stone. Furthermore, it 
plasticises concrete or mortar which 
allows to reduce the amount of mix 
water used.

Application 
Accelerator TM HBI 73/73 is used 
when concreting at low environmen-
tal  temperatures, it can still be used 
as there is a light frost. The concrete 
will have a high initial compressive 
strength and an increased tightness. 
The product shows its excellent 
applicability e.g. in the production of 
concrete paving stones.

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the mix water or 
else together with the aggregates

Technical data
- State of aggregation: liquid
- Colour: transparent
- Density (kg/l): 1.30
- pH-Value: 9.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 25.0
- Colour code: green
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, IBC, bulk.

Article number 010020
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Preliminary tests for the product‘s suitability 
are indispensable
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ACCELERATOR TM 72/42

Accelerator TM 72/42 (010030)
Accelerator TM 72/42 A (010040)
Accelerator TM 72/42 B (010210)

Product description
Accelerator TM 72/42 is used to 
speed up the hardening process of 
hydraulic binders. Accelerator TM 
72/42 has multiple effects. The plas-
ticising properties of this admixture 
allow to obtain a constantly good 
workability while the amount of mix 
water can be reduced. Accelerator TM 
72/42 causes a chemical reaction that 
speeds up the hardening process. 
This leads to a considerable reduc-
tion of the formwork removal time, 
although no reduction of the setting 
time is obtained. 

Application 
This product is highly adequate for 
non-reinforced concrete, for exam-
ple concrete paving stones, artificial 
stones, sewer pipes, and so on.

Dosage
- Min. dosage: 0.2% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Article number 010030 
010040 010210

Packaging
Cans, IBC, bulk.

Remarks
72/42 A furthermore reduces the set-
ting time and additionally enhances 
the thixotropic properties of the mix.
72/42 B doesn’t reduce the setting 
time. It stabilises and improves the 
thixotropic properties. 72/42 B influ-
ences one clinker phase.

Technical data
72/42 72/42 A 72/42 B

State of aggregation:

liquid liquid liquid

Colour:

colourless 
(grey)

colourless 
(grey)

colourless 
(grey)

Density (kg/l):

1,35 1,35 1,36

pH-Value:

9,0 9,0 9,0

max. alkali content (% Na2O-eq):

n.a. n.a. n.a.

max. chloride content (%):

25,0 25,0 25,0

Colour code:

green green green

Storage: dry, frost-protected, in closed 
packaging

Shelf-life: when stored correctly at least 1 
year, after date of production.
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Preliminary tests for the product‘s suitability 
are indispensable

ACCELERATOR TM 74/137 
CON.14%

Product description
Accelerator TM 74/137 accelerates 
the hardening process of hydrau-
lic binders. The product has several 
effects. It enhances the reactivity of 
the cement, which results in a higher 
initial compressive strength. As the 
water-cement ratio is so important 
for developing strength, Accelerator 
TM 74/137 is designed to give a con-
stant workability when reducing the 
water-cement ratio. This improves the 
properties of the concrete. Accelera-
tor TM 74/137 is free of chlorides.

Application 
As Accelerator TM 74/137 is free of 
chlorides, it is approved for the produc-
tion of reinforced concrete products.

Dosage
- Min. dosage: 1.0% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: transparent
- Density (kg/l): 1.07
- pH-Value: 7.0
- max. alkali content (%Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: green
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 010050
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Preliminary tests for the product‘s suitability 
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ANTIFREEZE TM 
CONTAINING CHLORIDE

Product description
Antifreeze TM is added to the mix 
water to protect fresh concrete and 
mortar which are thus freeze-safe 
up to -8ºC, as their freezing point is 
lowered. The valid regulations con-
cerning “Casting of concrete at low 
temperatures” are to be applied. The 
cement reacts with the water at tem-
peratures of more than 5ºC. There is 
no difference in the setting and hard-
ening between concrete or mortar that 
contains Antifreeze TM and concrete 
or mortar without any admixtures 
added. The product holds plasticis-
ing properties which results in an 
improved concrete compaction.

Application 
This product contains chlorides and 
therefore is only suitable for non-rein-
forced concrete.

Dosage
- Min. dosage: 0.5% of the cement 

weight
- Max. dosage: 0.5% of the cement 

weight up to -2ºC; 1.0% of the 
cement weight up to-5ºC; 1.5% of 
the   cement weight up to -8ºC

- Method of adding and point of time: 
preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.30 
- pH-Value: 9.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 25.0
- Colour code: green
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, IBC, bulk.

Article number 010070
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Preliminary tests for the product‘s suitability 
are indispensable

ACCELERATOR TM D

Product description
Accelerator TM D is a product with 
several effects. On one hand, it 
speeds up the hardening. On the oth-
er hand, it delivers plasticising prop-
erties to the mix. Accelerator TM D 
moreover reduces the setting-time of 
fresh concrete and mortar.

Application 
Accelerator TM D is used if the fresh 
concrete or mortar has to develop 
a certain degree of compressive 
strength after a short period of time 
or if short formwork removal times are 
necessary.

Dosage
- Min. dosage: 1.0% of the cement 

weight
- Max. dosage: 3.0% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: transparent grey
- Density (kg/l): 1.33
- pH-Value: 9.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 25.0
- Colour code: green
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, IBC, bulk.

Article number 010090
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Preliminary tests for the product‘s suitability 
are indispensable
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ANTIFREEZE TM 
CHLORIDE-FREE

Product description
Antifreeze TM protects freshly mixed 
concrete and mortar against frost up 
to -8ºC. The product is added to the 
mix water thus lowering its freezing 
point. The cement reacts with the wa-
ter at temperatures of at least +5ºC. 
The plasticising agents in Antifreeze 
TM fluidise the concrete which re-
sults in an improved density of the 
mix. There is also an increase in early 
strength of the concrete or mortar.

Application 
Antifreeze TM can be used with every 
kind of concrete or mortar available. 
Measures supporting fast develop-
ment of initial strength have to be 
taken. The use of CEM I cements is 
highly recommended when working 
at low temperatures. If necessary, the 
water-cement ratio has to be reduced 
and higher consistency classes have 
to be used. The fresh concrete has 
to be protected against frost, e.g. by 
means of insulation.

Dosage
- Min. dosage: 0.5% of the cement 

weight bis -2°C
- Max. dosage: 1.5% of the cement 

weight bis -8°C
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.04
- pH-Value: 4.25
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 010110
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SETTING ACCELERATOR TM 
87/10

Product description
Setting Accelerator TM 87/10 mainly 
influences the setting-time of cement. 
Especially with CEM I-cements, a very 
short setting-time can be obtained. 
The product is alkaline and doesn’t 
affect reinforcements. The Setting Ac-
celerator TM 87/10 consists of silicate 
combinations that actively stimulate 
the C3A-phase. Depending on the 
dosage, setting-time can be reduced 
to a few minutes. Adding Setting ac-
celerator TM 87/10 also increases the 
chemical resistance. 

Application 
Setting accelerator TM 87/10 is 
added to mortar when repairing floors 
and walls. Water leakages caused 
by joints, gaps and cracks can be 
sealed, or gravel pockets can be filled 
up. Moreover, the Setting accelerator 
TM 87/10 can be used for installations 
such as the locking of screws, anchors, 
and so on.

Dosage
- Min. dosage: 1.0% of the cement 

weight
- Max. dosage: 7.0% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 1.25
- pH: 13.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: green
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 3 months after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
The product may still be used after the 
recommended shelf-life has expired. 
Please be aware that the effect of the 
product in that case might be reduced. 
Setting accelerator TM 87/10 is highly 
alkaline. When using this product, pro-
tective gloves and goggles are to be 
worn. After skin contact immediately 
rinse with watered-down vinegar.

Article number 010130
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ACCELERATOR TM B CON. 44% 

Product description
Accelerator TM B is an admixture 
which speeds up the chemical reac-
tion between cement and water. The 
initial compressive strength of con-
crete is increased. Accelerator TM B is 
mainly used with cements of the CEM 
I-type and is applied throughout the 
cold season. Through the chemical 
reaction with the cement, the product 
increases the binding temperature of 
the fresh concrete.

Application 
Accelerator TM B is often used in non-
reinforced concrete, as for example 
concrete products, concrete slabs, 
sewer pipes and foamed concrete. 
When casting concrete at low temper-
atures, additional measures have to be 
taken, as stipulated in the valid regu-
lations. These measures for example 
include using warm mix water, reduc-
ing the water-cement ratio, covering 
the freshly-cast concrete with insulat-
ing materials.

Dosage
- Min. dosage: 1.0% of the cement 

weight
- Max. dosage: 3.0%.of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 1.35
- pH-Value: 9.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 25.0
- Colour code: green
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, IBC, bulk.

Article number 010140
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SETTING ACCELERATOR TM 
86/14

Product description
Setting accelerator TM 86/14 has an 
impact on the setting time of concrete. 
Especially with CEM-I cement, very 
short setting times can be obtained. 
The product is alkaline and doesn’t 
affect reinforcements. Setting accel-
erator TM 86/14 consists of silicate 
compositions which mainly stimu-
late the C3A-phase of the cement. 
Depending on the dosage, the setting 
time can be reduced to several min-
utes.

Application 
Setting accelerator TM 86/14 can be 
added to mortar when repairing floors 
and walls to seal water leakages 
caused by gaps, joints and cracks or 
filling up rock pockets. The needed 
amount of Setting accelerator TM 
86/14 is mixed with water, the maxi-
mum is 1:10 parts (the minimum is 
1 part of water). This mixture is then 
added to the mortar. After mixing, the 
mortar is spread in a layer of about 0.5 
mm with a steel trowel. Setting accel-
erator TM 86/14 can also be used for 
installations, e.g. locking of anchors, 
screws, and so on. In a case where 
you need to repair a precast concrete 
unit in a very short period of time, the 
hardening process of a ready-for-use 
mortar can be accelerated by adding 
Setting accelerator TM 86/14. To do 
so, determine the adequate quantity 
of this product through preliminary 
tests.

Dosage
- Min. dosage: 1.0% of the cement 

weight
- Max. dosage: 7.0% of the cement 

weight
- Method of adding and point of time: 

prepare a dilution of Setting Accelera-
tor TM 86/14 and water of 1:10 parts 
and add it to the mortar

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 1.24
- pH-Value: 14.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: green
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 3 months after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
The product may still be used after the 
recommended shelf-life has expired. 
Please be aware that the effect of the 
product in that case might be reduced. 
Setting accelerator TM 86/14 is highly 
alkaline. When using this product, pro-
tective gloves and goggles are to be 
worn. After skin contact immediately 
rinse with watered-down vinegar.

Article number 010150
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ACCELERATOR TM BLD

Product description
Accelerator TM BLD can be used for 
non-reinforced concrete, as this prod-
uct contains chlorides. Accelerator TM 
BLD speeds up the setting and hard-
ening process and allows to reduce 
the period of time until the formwork 
can be removed.

Application 
Accelerator TM BLD is highly applica-
ble to be used in concrete and mortar 
when producing garden sculptures. 
Using Accelerator TM BLD in this 
production process can remarkably 
reduce the period of time until the 
moulds can be removed. In the cold 
season, Accelerator TM BLD can be 
used until temperatures of 5ºC are 
reached. Especially at the beginning 
of the hardening process, the concrete 
or mortar exhibits better frost-resist-
ance because of the acceleration of 
the cement hydration. Carefully cover 
the concrete products to avoid frost-
inflicted damage. Furthermore, this 
accelerator can be added to all kinds 
of non-reinforced concrete as well as 
to ready-mixed concrete.

Dosage
- Min. dosage: 1.0% of the cement 

weight
- Max. dosage: 4.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the mix water, 
or to the ready mix

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.33
- pH-Value: 9.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 25.0
- Colour code: green
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, IBC, bulk.

Article number 010160
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ACCELERATOR TM 
FOR SHOTCRETE

Accelerator TM for shotcrete A 
(010170)
Accelerator TM for shotcrete E 
(010180)

Product description
Accelerator TM for shotcrete enhan-
ces the adhesion of shotcrete on 
natural stone walls or concrete walls 
and facilitates overarm work. The re-
bound is diminished. Layers of up to 
30 mm can be superimposed in one 
single work stage, if using an appro-
priate mixture. The accelerator de-
livers several valuable properties to 
the concrete. Cement particles are 
wetted more thoroughly, the cement 
hydration is stimulated, the hydration 
is caused to generate heat and final-
ly, an overall increase of compressi-
ve strength during the first 24 hours 
is obtained. Compared to each other, 
type A delivers a remarkably high-
er final compressive strength, whe-
reas type E enhances the resistance 
against sulfates. TM for shotcrete is 
chloride-free. The thickness of the 
layers that can be applied in one work 
stage depends on the whole mixture 
(cement-type, cement-content) as 
well as on the circumstances at the 
site (shotcrete-system, kind and con-
dition of surfaces).

Application 
Accelerator TM for shotcrete can be 
used for tunnelling, mining, securing 
building pits, and redevelopment pro-
jects.

Remarks 
After expiry of the shelf-life stated, the 
product may still be used. However, 
the properties of the product might 
prove reduced.

Article number 010170 010180

Dosage
A E
Min. dosage:
1.0% 1.0% 
Max. dosage:
8.0% 12.0% 
Method of adding and point of time:
preferably ad while processing

Technical data
A E
State of aggregation:
liquid liquid
Colour:
transparent colourless
Density (kg/l):
1.12 1.34
pH-Value:
13.0 12.0
max. alkali content (% Na2O eq):
n.a. n.a. 
max. chloride content (%):
0.1 0.1
Colour code:
green green
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
3 months after date of production.

Packaging
Cans, barrels, IBC, bulk.
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ACCELERATOR FOR 
SHOTCRETE TM S

Product description
Accelerator for shotcrete TM S is 
an alkali-free high-performance 
accelerator. The dosage depends on 
the required setting and hardening 
times. The product is perfectly suitable 
for the wet mix shotcrete system. 
Due to fast setting times, there are 
advantages in the use (application 
of thicker layers possible) dust and 
rebound are reduced. Accelerator 
for shotcrete TM S is not aggressive, 
ecological and easy to process. The 
product can be used in combination 
with Stabiliser TM Stabex 100 to 
optimize the concrete quality.

Application 
Accelerator for shotcrete TM S can be 
used in for example tunneling, mining, 
for securing building pits and for rede-
velopment projects. The use of this 
product implies several advantages:
- fast setting times
- application of thicker layers
- high initial and final strengths
- application on humid surfaces pos-

sible
- suitable for consolidation of rocks
- high concrete consistency (for 

example slump >48 cm)

Remarks
Store the product in its original pack-
aging at >+5°C. Please agitate before 
using.

Dosage
- Min. dosage: 3.0 % of the cement 

weight
- Max. dosage: 10.0% of the cement 

weight
- Method of adding and point of time: 

added directly at the jet while the 
shotcrete is processed

Technical data
- State of aggregation: liquid
- Colour: beige
- Density (kg/l): 1.47
- pH-Value: 2.7
- max. alkali content (% Na2O-eq): 

<1.0 %
- max. chloride content (%): 0.1
- Colour code: green
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 3 months after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 010220
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ACCELERATOR TM 96/100 
CON. 30%

Product description
Accelerator TM 96/100 is a ready-
to-use admixture for concrete and 
mortar which enhances the hardening 
process of the cement. This property 
allows to significantly reduce the 
period of time until the formwork can 
be removed. Accelerator TM 96/100 
increases the early strength of the 
concrete as well. Furthermore, the 
product doesn’t influence the final 
strength in a negative way when 
used with the same water-cement 
ratio. Accelerator TM 96/100 is free of 
chlorides.

Application 
Accelerator TM 96/100 can be used 
in all kinds of concrete, mortar and 
floor pavement, whether they are 
reinforced or not. When concreting at 
low temperatures, the valid technical 
regulations have to be followed:
- formwork and foundations have to 

be free of ice and snow
- formwork has to be insulated
- a high-quality cement, preferably 

CEM I 42.5 or CEM-I 52.5, should 
be used

- thorough mixing of the concrete for 
a sufficient period of time with the 
lowest water- cement ratio possible

- mix water, and perhaps aggregates 
should be warm – the temperature 
of the concrete has to be at 5ºC at 
least 

- appropriate measures to protect the 
concrete from frost, e.g. by insulat-
ing foils; if necessary, keep doors 
shut

Dosage
- Min. dosage: 1.0% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 1.25
- pH-Value: 14.0
- max. alkali content (% Na2O-eq): 

15.0
- max. chloride content (%): 0.1
- Colour code: green
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 3 months after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
After expiry of the shelf-life stated, the 
product may still be used. However, 
the properties of the product might 
prove reduced.

Article number 010190
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MORTAR ACCELERATOR TM 
72/42-HO

Product description
Mortar accelerator TM 72/42 HO 
accelerates the hardening process of 
hydraulic binding agents and is widely 
used in different kinds of mortar, as 
for example calcium sulfate mortar 
or masonry mortar. Mortar accelera-
tor TM 72/42 HO has multiple effects 
as it holds plasticising properties as 
well as accelerating properties. These 
plasticising properties allow to obtain 
a constant workability while reducing 
the amount of mix water. Whereas the 
mortar accelerator causes a speed-
ing-up of the hardening process.

Application 
Mortar accelerator TM 72/42 HO is 
used in:
- masonry mortar 
- calcium sulfate mortar
- cement facing and so on

Dosage
- Min. dosage: 0.2% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 1.30
- pH-Value: 9.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 25.0
- Colour code: green
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, IBC, bulk.

Article number 020060
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ESTRIFIX TM

Product description
Estrifix TM is an admixture for cement-
based screed mortar which holds 
plasticising properties. Estrifix TM 
accelerates the hardening process, 
causing the mortar to set earlier. Thus, 
the floor will sooner be accessible 
and tasks like installing floor covers, 
as carpets or parquet floors, can be 
executed earlier. At the same time 
stabilising agents contained in the 
product diminish the tendency to 
segregate and/or bleed.

Application 
Estrifix TM is used for cement-based 
screed mortar, especially if thin layers 
of screed mortar have to be spread on 
vast areas.

Dosage
- Min. dosage: 1.0% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: green
- Density (kg/l): 1.28
- pH-Value: 9.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: green
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, IBC, bulk.

Article number 020070



2.1 CONCRETE RETARDERS



31

020519-15

Preliminary tests for the product‘s suitability 
are indispensable

Tillman B.V. - Julianaweg 12 - 7078 AR Megchelen Gld.NL - tel. +31(0)315377541 - fax. +31(0)315377577 - info@tillman.nl - www.tillman.nl

CONCRETE RETARDER TM K

Concrete retarder TM K con. 9% 
(011090)
Concrete retarder TM K con. 18% 
(011010)

Product description
Concrete retarder TM K delays the 
hydration process of the cement. For 
this reason, the heat generation pro-
cess of the hydration is extended over 
a longer period of time. Which, more-
over, avoids extreme temperatures of 
hydration heat. By using this product, 
a predefined time of delay can be 
obtained. For a certain period of time, 
the product prevents the reactive com-
ponents of the mix from dissolving, so 
that the start of the hydration process 
is delayed. Dosage is to be varied 
depending on the kind of cement 
used, the biggest differences occur 
when comparing the use of CEM 
I-cement to that of CEM III-cement. 
To obtain the desired delay effect, 
cements generating great hydration 
heat have to be added more retarder 
than those not generating much 
hydration heat. Further is the retarding 
effect influenced by the temperature 
of the concrete, environmental tem-
peratures and the water-cement ratio. 
The initial compressive strength of  a 
retarder-altered concrete will be lower 
than that of a concrete without retard-
ing components. Its 28-days strength 
however, will be higher than that of a 
non-retarded concrete. 

The use of Concrete retarder TM K: 
- delays the beginning of the setting 
- increases final strength
- provides for constant air content

Article number 011010 
011090



32

020519-15

Tillman B.V. - Julianaweg 12 - 7078 AR Megchelen Gld.NL - tel. +31(0)315377541 - fax. +31(0)315377577 - info@tillman.nl - www.tillman.nl

Preliminary tests for the product‘s suitability 
are indispensable

Technical data
9% 18%
State of aggregation:
liquid liquid
Colour:
colourless colourless
Density (kg/l):
1.07 1.14
pH-Value:
10.0 10.0
max. alkali content (% Na2O eq):
4.0 8.5
max. chloride content (%):
0.1 0.1
Colour code:
red red
Storage: dry, frost-protected, in 
closed packaging
Shelf-life: when stored correctly 
at least 1 year, after date of 
production.

Dosage
- Min. dosage 0.2% of the cement 

weight.
- Max. dosage: 1.5% of the cement 

weight.
- Method of adding and point of time: 

preferably added directly after the 
mix water.

Application 
Concrete retarder TM K is used when-
ever concrete is needed to retain its 
workability longer than usual. This 
product is perfectly suitable for the 
manufacturing of massive concrete 
elements . During the process of 
casting, the content of the retarder 
is gradually reduced towards “0“ to 
have all the concrete start setting at 
the same time. Concrete retarder TM 
K is used with high-quality concrete 
whenever:
- a projected prolongation of workabil 
 ity is desired.
- vast amounts of concrete are to set  
 at the same time.
 
Remarks
When using Concrete retarder TM K, 
the apporiate curing of the concrete is 
most important, therefore the applica-
tion of Curing Compound TM is highly 
recommended. A higher-than-usual 
pressure on the framework is to be 
expected. 

Packaging
Cans, barrels, IBC, bulk.

Article number 011010 
011090
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Article number 011030

RETARDER TM K-P

Product description
Retarder TM K-P delays the hydration 
process of Portland cement clinker. 
Warmth development due to hydra-
tation is divided over a longer period. 
Therefore Retarder TM K-P prevents 
high temperature rise in large concrete 
elements. In dry mortar, Retarder TM 
K-P is an easy-to-use but effective, 
uncritical retardant.

The retardaning ratio is linear, mean-
ing that the exact time of hydratation 
delay can easily be determined from a 
graphic. This enables to calculate an 
exact predefined time of setting the 
mortar.

Using Retarder TM K-P decreases the 
amount of water needed for a mixture. 
After hardening, the final strength will 
be higher compared to mortars with-
out retarder K-P while initial strength 
(1-28 days) will be slightly lower.

Application
Retarder TM K-P is used whenever 
concrete or mortar needs to main-
tain its workability longer than usual. 
This product is perfectly suitable for 
the manufacturing of (dry-)mortars 
for many purposes where longer 
workability is needed. For example 
brick-laying mortar or cementitious 
calcium sulfates. Dosage depends on 
W/C ratio, cementtype, temperature, 
etc. The graphic on the next page 
shows the time of retarding in relation 
to the dosage.

Retarder TM K-P is suitable for gen-
eral use in almost any cement based 
mortar.

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max dosage: 2.0% of the cement 

weight

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.- p H - Va l u e : 

n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1 
- Colour code: red
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of production

Packaging
Sacks, pallets, big bags.



Article number 011010 011030

DELAY-TIME (HOURS)

3 5 7 9 12 15 20 24

Cement type Environmental 
temperature 
(ºC)

Dosage (% of cement weight)

CEM III/A 32.5 +   5
+ 10
+ 15
+ 20
+ 25
+ 30

--
0.1
0.2
0.2
0.3
0.4

0.1
0.2
0.2
0.3
0.4
0.5

0.2
0.3
0.3
0.4
0.5
0.6

0.3
0.4
0.5
0.5
0.6
0.7

0.4
0.5
0.6
0.7
0.8
0.9

0.6
0.7
0.8
0.9
1.0
1.1

0.8
0.9
1.0
1.1
1.2
1.3

1.0
1.1
1.2
1.3
1.4
1.5

CEM III/A 42.5

CEM I/32.5 R

+  5
+ 10
+ 15
+ 20
+ 25
+ 30

0.1
0.2
0.2
0.3
0.4
0.5

0.2
0.2
0.3
0.4
0.5
0.6

0.3
0.3
0.4
0.5
0.6
0.7

0.4
0.4
0.5
0.6
0.7
0.8

0.5
0.6
0.7
0.8
0.9
1.0

0.6
0.7
0.9
1.0
1.1
1.2

0.8
0.9
1.1
1.2
1.3
1.4

1.0
1.1
1.3
1.4
1.5
1.6

CEM I/42.5 R +   5
+ 10
+ 15
+ 20
+ 25

0.2
0.2
0.3
0.4
0.5

0.3
0.3
0.4
0.5
0.6

0.4
0.4
0.5
0.6
0.7

0.5
0.5
0.6
0.7
0.8

0.6
0.7
0.8
0.9
1.0

0.8
0.9
1.0
1.1
1.2

1.0
1.1
1.2
1.3
1.4

1.2
1.3
1.4
1.5
1.6

This chart contains standard values.
Tests were conducted with a water-cement ratio of 0.6.
Cement type, grinding fineness and water-cement ratio influence delay-time.
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CONCRETE RETARDER TM C

Product description
Concrete Retarder TM C causes 
a delay in the hydration process 
of cement, spreading the heat of 
hydration over a longer period. A pre-
determined delay in the hardening 
of concrete and mortar can even be 
achieved with a low dosage of Con-
crete Retarder TM C. Suitability tests 
are necessary to determine the differ-
ent delay times and the corresponding 
dosages, depending on conditions, 
concrete composition and cements. 

The product prevents the reaction 
of the fast cement components for a 
certain time, thus delaying the hydra-
tion. The delay of different cements 
is carried out by adjusting the dos-
age quantity. To achieve the desired 
delay effect, more retarder will have 
to be added to a cement with a high 
hydration heat than to cement with 
low hydration heat. The temperature 
of both the mortar and the envi-
ronment is also important for the 
retarding time. The water cement ratio 
also largely determines the ultimate 
degree of delay. The compressive 
strenght development of the concrete 
in which a retarder has been applied, 
lags behind somewhat in the initial 
phase compared to concrete without 
retarder.

The use of Concrete Retarder TM C 
causes: 
• a delay of the initial strength
• an increase of the final strength 

Article number 011100
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Preliminary tests for the product‘s suitability 
are indispensable Article number 011100

Application
By using Concrete Retarder TM C, 
the workability / consistency of con-
crete mortar can be promoted over 
a long period of time, for example to 
overcome a transport distance. 

This product is ideal when pouring 
mass concrete. In this case, the dos-
age should be gradually reduced to 0, 
so that the processed concrete binds 
at the same time. 

Concrete Retarder TM C is: 

• Deliberately prolonging the con-
sistency with high mortar and am-
bient temperatures. 

• Applicable in larger quantities of 
concrete mortar used for mass 
concrete that must harden simul-
taneously. When pouring with 
concrete retarders, care must be 
taken to prevent water from the 
concrete evaporating or being 
lost too quickly. The use of Curing 
Compound TM C is then recom-
mended. 

An increase in formwork pressure 
must be taken into account.  

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max dosage: 1.0% of the cement 

weight

Technical data
- State of aggregation: powder
- Colour: yellow
- Density (kg/l): n.a.- p H - Va l u e : 

n.a.
- max. alkali content (% Na2O-eq): 

4,0
- max. chloride content (%): 0.1 
- Colour code: red
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of production

Packaging
Sacks, pallets, big bags.



2.2 MORTAR RETARDERS
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MORTAR RETARDER TM FT 
CON. 30%

Product description
Mortar retarder  TM FT delays the set-
ting of cement in the masonry mortar. 
Delay-time for different cement types 
can be adjusted through the appropri-
ate dosage. For example, the dosage 
for CEM-III cement is lower than for 
CEM-I cement. The period of the 
delay depends on the temperature of 
the mortar mix and on environmental 
temperatures. Relative to the dosage, 
Mortar retarder TM FT delays the set-
ting of the mortar and increases its 
consistency.

Application 
Mortar retarder TM FT is added if the 
mortar is to retain its workability over 
a long period of time, e.g. in the case 
of ready-mixed mortar. The individual 
dosage of Mortar retarder TM FT 
allows the production of mortar that 
has to be used immediately, as well 
as mortar that can still be used the fol-
lowing day. Delay-times also depend 
on the cement type used.

Remarks 
Dosage applies for liquid as well as 
powder. Mortar retarder TM FT can 
be used with Mortar stabiliser TM FTB 
(Art. No. 020010).

Dosage
- Min. dosage: 0.2% of the cement 

weight
- Max. dosage: 1.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the mix water or 
directly after the mix water

Technical data
- State of aggregation: powder
- Colour: colourless
- Density (kg/l): 1.15
- pH-Value: 7.5
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1 
- Colour code: red
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of production

Packaging
Cans, barrels, IBC, bulk.
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MORTAR RETARDER TM FT-P

Article number 020140

Product description
Mortar retarder TM FT-P delays the 
setting of Portland cement clinker in 
mortar. Highly suitable for masonry 
mortars. Retarder TM FT-P is an easy-
to-use admixture. It retards binding 
of cement and increases consist-
ency. Can be applied to many types 
of cements and mortars, although 
dosage depends on the properties of 
the cement, mortar composition and 
wanted properties.

Application 
Mortar retarder TM FT-P is added if 
the mortar is to retain its workability 
over a longer period of time, e.g. in 
the case of ready-mixed mortar. Time 
of cement setting can be delayed for 
up to 24 hours or more.

Retarder TM FT-P can easily be 
combined with Tillman stabilis-
ers for improved mortar properties. 
Research to determine the correct 
dosage is essential, as the reactivity 
of retarders highly depends on the 
type of cement. Higher temperatures 
will diminish the extension of consist-
ency.

Dosage
From 0.1-1.0% of the binder weight. 

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1 
- Colour code: red
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of production

Packaging
Sacks, pallets, big bags.
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MORTAR ADDITIVE TM 79/7

Product description
Mortar additive TM 79/7 is an admix-
ture for factory mortar containing 
retarder, Plasticiser and air-entraining 
agents. Mortar additive TM 97/7 can 
delay the setting of mortar up to 48 
hours.  The micro-air pores added by 
this product increase the ductility and 
stability of fresh mortar. Using  Mor-
tar additive TM 97/7 offers several 
advantages. As the mortar doesn’t 
have to be produced on-site, there’s 
no standby time before the start of the 
work and the mortar will under all cir-
cumstances be of a constant quality.  

Application 
Mortar additive TM 97/7 is used if the 
mortar is to retain its workability over 
a long period of time. It is especially 
convenient for the production of fac-
tory mortar in mortar and ready-mixed 
concrete plants, as well as for mortar 
used on highly absorbing surfaces.

Remarks 
The sand (0-2 mm) has to comprise a 
sufficient amount of superfines.
Standard values for a delay time of 36 
hours:
Temperature Dosage (% of 

cement weight)
+   5 –   7°C 0.6%
+   7 – 12°C 0.7%
+ 12 – 17°C 0.8%
+ 17 – 22°C 1.0%
+ 22 – 27°C 1.1%
+ 27 – 32°C 1.2%

Dosage
- Min. dosage: see standard values in 

the chart
- Max. dosage: see standard values 

in the chart
- Method of adding and point of time: 

preferably added to the mix water, 
or to the ready mix

Packaging
Cans, barrels, IBC, bulk.

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 1.09
- pH-Value: 7.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a. 
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion
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MORTAR RETARDER TM W

Product description
Mortar retarder TM W delays the set-
ting of cement in mortar and PM-bind-
ers over an extremely long period of 
time, as it prevents certain cement 
components from dissolving. Thus, 
the beginning of the hydration is re-
tarded. The possible delays also de-
pend on temperature and consistency 
of the cement type and strength class 
used.

Application 
Mortar retarder TM W is used if ce-
ment-bound mortar have to retain a 
constant workability over a long pe-
riod of time. It is possible, depending 
on dosage and temperatures, to ob-
tain a retardation of several days.

Dosage
- Min. dosage: 0.2% of the cement 

weight
- Max. dosage: 1.5% of the cement 

weight
- Method of adding and point of time: 

preferably ad to the mix water or 
with the last partial amount of the 
mix water

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.17
- pH: 6.5
- Max. alkali content (% Na2O-eq): 

n.a..
- Max. chloride content (%): 0.1
- Colour code: red
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 020160
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MORTAR ADMIXTURE TM 79/8

Product description
Mortar Admixture TM 79/8 is an ad-
mixture for factory mortar and con-
tains retarding, plasticising and sta-
bilising components. The combined 
properties of Mortar Admixture TM 
79/8 enable easy dosing and precise 
adjustment of the required properties 
of the mortar. In particular, this prod-
uct stands out due to a uniform con-
tent of air pores and its processing 
time. Depending on ambient and mor-
tar temperautres, a processing time of 
at least 40 hours is possible.

Application 
Mortar Admixture TM 79/8 can be 
used whenever mortar is required to 
remain workable for a long period of 
time. The product is especially suita-
ble for the production of factory mortar 
in mortar and ready-mixed concrete 
plants, and for bricking up highly ab-
sorbing stones. Dosage is 0.6% - 
1,2% of the cement weight depending 
on the temperature.

Remarks
The sand used has to comprise a suf-
ficient amount of superfines.

Dosage
- Min. dosage: 0.6% of the cement 

weight
- Max. dosage: 1.2% of the cement 

weight
- Method of adding and point of time: 

preferably ad to the mix water or 
with the last partial amount of the 
mix water

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 1.07
- pH: 7
- Max. alkali content (% Na2O-eq): 

n.a..
- Max. chloride content (%): 0.1
- Colour code: red
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 020170



2.3 CALCIUM SULFATE RETARDERS
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PLASTER RETARDER TM 88/15

Product description
Plaster retarder 88/15 prevents early 
setting of calcium sulfate. This retar-
der is specially developed for calcium 
sulfate based (dry-)mortars.

Application 
By adding 0.1-1.0% of the calcium 
sulfate weight of this retarder, setting 
time can easily be controlled and the 
time of setting can be determined. The 
most appropriate dosage depends on 
the application, the composition of the 
dry mortar and the wanted effect. 

Like any dry-mortar product, Plaster 
retarder 88/15 must be intensively 
mixed with the mortar. Workability of 
the retarding properties depends on 
the quality and type of calcium sulfate.

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max. dosage: 1.0% of the cement 

weight
- Method of adding and point of time: 

preferably add to the mix water

Article number 011070

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH: n.a.
- Max. alkali content (% Na2O-eq): 

n.a..
- Max. chloride content (%): n.a.
- Colour code: red
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of production

Packaging
Sacks, pallets, big bags.
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PLASTER RETARDER TM 88/15 
VL

Product description
Plaster retarder TM 88/15  VL retards 
the setting of calcium sulfate.

Application 
Plaster retarder TM 88/15  VL is used 
if the setting of calcium sulfate is to be 
retarded or if early hardening is to be 
prevented. The workability of calcium 
sulfate can be prolonged by adding 
Plaster retarder TM 88/15 VL, the pe-
riod of the prolongation depending on 
the dosage.

Remarks 
The better the quality of the calcium 
sulfate used, the more effective the 
Plaster retarder TM 88/15 VL proves 
to be. 

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max. dosage: 0.2% of the cement 

weight
- Method of adding and point of time: 

preferably add to the mix water

Article number 011080

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 1.14
- pH: 4.0
- Max. alkali content (% Na2O-eq): 

n.a..
- Max. chloride content (%): n.a.
- Colour code: red
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of production

Packaging
Cans, barrels, IBC, bulk.
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SURFACE RETARDER TM 72/34

Product description
Surface retarder TM 72/34 slows down 
the hydration process of the cement. 
It is applied directly on the formwork. 
The effects of the product still work 
after drying. After the removal of the 
formwork the treated surface of the 
concrete is washed. Non-hardened 
cement paste is rinsed off the near-
surface area, so that a coarse, 
rough-textured surface structure 
is obtained. This surface structure 
provides a good adhesive grip for 
concrete that might be applied later. 
The depth of penetration depends on 
the cement type used, the temperature 
of the concrete, the quantity of Surface 
retarder TM 72/34 applied and the 
degree of its dilution.

Application 
For concrete that has to be washed, 
vertical concrete surfaces, wall ele-
ments, fair faced concrete and so on.

User instructions 
Surface retarder TM 72/34 is applied 
via big brush or roll. If diluted, it can 
also be sprayed. The product can be 
diluted in a ratio of 1:5.

Consumption
1 litre is sufficient for approximately 
3-5 m², depending on the ratio of dilu-
tion and the depth of washing request-
ed. 

Technical data
- State of aggregation: viscous
- Colour: yellow
- Density (kg/lt): 1.06
- pH-Value: 7.0
- max. alkali content (% Na2O eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: red
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 011040
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SURFACE RETARDER TM M174

Product description
Surface retarder TM M174 thoroughly 
slows down the hydration of the ce-
ment. For the production of exposed 
aggregate concrete (slabs or the like), 
appropriate casing (paper, cardboard, 
foamed material) treated with a suffi-
cient quantity of Surface retarder TM 
M174 is put into the mould or form-
work before casting the concrete. 
After formwork and casings are re-
moved, the concrete can be washed. 
The ideal point of time for the wash-
ing depends on the cement type used 
and the temperature of the concrete. 
Fresh-concrete surfaces can be treat-
ed with the product directly after in-
stallation.

Application 
Surface retarder TM M174 is used for 
the production of exposed aggregate 
concrete elements and the genera-
tion of coarse surface structures. It 
can also be applied to avoid casting 
seams.

User instructions 
To obtain a rough concrete sur-
face, apply Surface retarder TM M 
174 directly after production using 
a spraying device, roll or soft brush. 
The ideal point of time for the wash-
ing depends on the cement type used 
and the temperature of the concrete. 
The product can be watered down in 
a ratio of 1:5.

Consumption
1 kg is sufficient for 5-8 m².

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.12
- pH-Value: 5.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: red
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 011050
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SURFACE RETARDER TM 

Product description
Surface retarder TM offers a wide va-
riety of possible applications for con-
crete for which a delay of the setting 
on the surface is requested. Surface 
retarder TM can be used to produce 
coarse surfaces, e.g. concrete floors, 
fair faced concrete  and exposed ag-
gregate concrete. The efficient use of 
the product is independent of weather 
conditions.

Application 
Used with concrete if a delay of 
the setting in near-surface areas is 
desired or to avoid casting seams.

User instructions 
Evenly spray on surface directly after 
production and processing. Let the 
product act upon the surface for a suf-
ficient period of time, then rinse with a 
pressure washer.

Dosage
Depending on the demanded wash 
out depth. 

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 1.11
- pH-Value: 8.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: red
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 011060
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PLASTICISER TM 
CON.33%

Product description
Plasticser TM reduces the surface 
tension of the mix water and thus 
stimulates faster wetting of the aggre-
gates, especially of the cement. Any 
possible water reduction depends 
on the dosage of the admixture, the 
cement type used and the grading 
of the gravel. Using Plasticiser TM 
allows to reduce the water-cement 
ratio, which enhances the concrete 
properties. This product distributes 
a dispersing effect which diminish-
es the cement particles’ tendency to 
coagulate. This results in enhanced 
flow properties of the cement paste 
and thus increases the workability of 
fresh concrete. Plasticiser TM reduc-
es cement sedimentation while at the 
same time the homogeneity of fresh 
concrete is increased. This leads to 
a more compact structure of the con-
crete featuring enhanced water im-
permeability and increased resistance 
against frost and aggressive environ-
mental impacts. Casting and compac-
tion of  Plasticiser TM-added concrete 
are made easier.

Article number 012010
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Application 
The following technological aspects 
can explain the excellent suitability of 
Plasticiser TM for so many different 
fields of applications:
- at a constant water-cement ratio, 

consistency is increased, thus bet-
ter workability and compaction are 
obtained

- compressive strength is increased 
by reducing the water-cement ratio, 
consistency remains constant

- the journey time for transport con-
crete can be bridged

Plasticiser TM is used to manufacture:
- high-quality concrete of all kinds
- fair faced concrete
- heavily reinforced construction ele-

ments
- inherently stable, sharp-edged 

artificial stones with a compact 
structure

Remarks
Accidental overdosing might slow 
down the hardening process. There 
won’t be any negative consequences 
as long as the concrete is thoroughly 
cured to avoid premature drying.

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max. dosage: 1.0% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Article number 012010

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.14
- pH-Value: 4.5.
- max. alkali content (% Na2O-eq): 

2.0
- max. chloride content (%): 0.1
- Colour code: yellow
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of production

Packaging
Cans, barrels, IBC, bulk.
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PLASTICISER TM

Product description
Plasticser TM 310 (012310)
Plasticiser TM 350 (012350)

Plasticser TM 310 reduces the sur-
face tension of the mix water and thus 
stimulates faster wetting of the aggre-
gates, especially of the cement. Any 
possible water reduction depends 
on the dosage of the admixture, the 
cement type used and the grading of 
the gravel. Using Plasticiser TM 310 
allows to reduce the water-cement 
ratio, which enhances the concrete 
properties. This product distributes 
a dispersing effect which diminish-
es the cement particles’ tendency to 
coagulate. This results in enhanced 
flow properties of the cement paste 
and thus increases the workability of 
fresh concrete. Plasticiser TM 310 
reduces cement sedimentation while 
at the same time the homogeneity 
of fresh concrete is increased. This 
leads to a more compact structure of 
the concrete featuring enhanced wa-
ter impermeability and increased re-
sistance against frost and aggressive 
environmental impacts. Casting and 
compaction of  Plasticiser TM 310 
added concrete are made easier.

For Plasticiser TM 350 all these 
properties with an equally higher sta-
bility, are further enhanced, if required 
for the intended application.

Article number 012310 012350
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Application 
The following technological aspects 
can explain the excellent suitability 
of Plasticiser TM 310 and 350 for so 
many different fields of applications:
- at a constant water-cement ratio, 

consistency is increased, thus bet-
ter workability and compaction are 
obtained

- compressive strength is increased 
by reducing the water-cement ratio, 
consistency remains constant

- the journey time for transport con-
crete can be bridged

Plasticiser TM 310 and 350is used to 
manufacture:
- high-quality concrete of all kinds
- fair faced concrete
- heavily reinforced construction ele-

ments
- inherently stable, sharp-edged artifi-

cial stones with a compact structure

Remarks
Accidental overdosing might slow 
down the hardening process. There 
won’t be any negative consequences 
as long as the concrete is thoroughly 
cured to avoid premature drying.

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max. dosage: 1.0% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Article number 012310 012350

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.16
- pH-Value: 4.5.
- max. alkali content (% Na2O-eq): 

6.0
- max. chloride content (%): 0.1
- Colour code: yellow
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of production

Packaging
Cans, barrels, IBC, bulk.
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PLASTICISER TM-P

Article number 012170

Product description
Plasticiser TM-P reduces the surface 
tension of the mix water and thus 
stimulates faster wetting and dispers-
ing of aggregates, fillers and cement. 
It extends the open time of the final 
mortar.
Using Plasticiser TM-P allows to re-
duce the water-cement ratio, which 
enhances the mortar properties; bet-
ter mortar at lower costs.
Plasticiser TM-P has a dispersing 
effect which diminishes the cement 
particles’ tendency to coagulate. This 
results in enhanced flow properties of 
the cement paste and increases the 
workability of fresh mortar. Plasticiser 
TM-P reduces cement sedimentation 
while, at the same time, the homoge-
nity of fresh mortar is increased. 
Moreover, mortars produces with 
Plasticiser TM-P are less water per-
meable and better resistant against 
frost and environmental impact. Plas-
ticiser TM-P is suitable for general 
use and easy to dose. 

Application
Plasticiser TM-P is an easy-to-use 
and widely applicable admixture. 
Plasticiser TM-P is easy to dissolve 
and will be effective directly after add-
ing the mix water. It can be used in 
mortar and has no negative effects on 
other admixtures from Tillman.

Dosage
Between 0.1-3.0% of the cement 
weight depending on cement type, 
mortar composition and wanted motar 
properties.

Packaging
Sacks, pallets and big bags. 

Technical data
- State of aggregation: powder
- Colour: brown
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

2.0
- max. chloride content (%): 0.1
- Colour code: yellow
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of production
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PLASTICISER TM 70/153-A

Product description
Plasticiser TM 70/135-A gives the 
concrete plasticising and accelerat-
ing properties. The product contains 
surface active substances that allow 
to reduce the water content while 
the workability remains constant. 
Plasticising and accelerating proper-
ties depend on:

- cement type and content
- water-cement ratio
- temperature of the fresh concrete

Application 
Plasticiser TM 70/135-A is main-
ly used for the production of con-
crete stones, to allow a removal 
of the formwork after a very short 
period of time. When used for con-
crete, it increases green strength.

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max. dosage: 0.4% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.08
- pH-Value: 9.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: yellow
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 012020
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Article number 012030

Product description
Plasticiser TM 300 reduces the sur-
face tension of the water and there-
by causes accelerated wetting of the 
aggregates, especially of the cement. 
The possible reduction of water de-
pends on the dosage of the admix-
ture, the cement type used and the 
grading of the aggregates. By using 
Plasticiser TM 300 the water/cement 
ration can be reduced which lead to 
an improvement of the concrete prop-
erties. The product’s dispersing effect 
counteracts the coagulation tendency 
of the cement particles while it pro-
vides for a better workability of the 
fresh concrete 

Application
From a technological point of view, 
Plasticiser TM 300 is especially suit-
able for:
- increasing the consistency at con-
stant water/cement ratio for enhanced 
workability and compactness
- increasing the compressive strength 
by reducing the water/cement ratio at 
constant consistency
- bypassing the time of travel ready-
mixed concrete needs to reach the 
construction site 

Plasticiser TM 300 is used for:
- making high-qualitiy concrete of all 
categories
- making fairfaced concrete 
- producing heavily-reinforced con-
struction components
- producing inherently stable, sharp-
edged artificial stones with a closed 
structure.

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.12
- pH-Value: 4.5
- max. alkali content (% Na2O-eq): 

2.0
- max. chloride content (%): 0.1 
- Colour code: yellow
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of production

Packaging
Cans, barrels, IBC, bulk.

Remarks
An accidental overdose of Plasticiser 
TM 300 might slow down the harden-
ing of the cement. This does not result 
in negative consequences if the con-
crete is cured adequately to prevent 
premature dehydration. 

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max. dosage: 1.0% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

PLASTICISER TM 300 
CON.28%
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PLASTICISER TM F 
CON. 19%

Product description
Plasticiser TM F is a concrete admix-
ture for many possible fields of appli-
cation. Its use changes the rheologic 
properties of concrete. Plasticiser TM 
F stimulates and intensifies the wet-
ting of the aggregates, especially of 
the cement, by reducing the surface 
tension of the mix water. Plasticis-
er TM F is added to the mix to give 
thixotropic properties to the concrete. 
Adhesion and cohesion strength of 
the finer particles are increased which 
enhances the coherence. Any pos-
sible reduction of the quantity of mix 
water is depending on the dosage of 
the admixture, the cement type and 
the graining of the aggregate. A re-
duction of the water content means 
a reduction of the water-cement ra-
tio and results in enhanced concrete 
properties. By decreasing sedimen-
tation of the finer particles, Plasticiser 
TM F delivers excellent homogeneity 
and compactness to fresh concrete. 
This will then result in a tight con-
crete structure with increased water 
tightness and better frost-resistance. 
Casting and compacting of  Plasticis-
er TM F-added concrete is made easi-
er and there will be no deformations of 
fresh concrete due to the immediate 
removal of the formwork.

Application
Because of its thixotropic properties,  
Plasticiser TM F is used for the follow-
ing applications:
- casting of slopes
- production of artificial and paving 

stones 
- when producing concrete products: 

increase of green strength 
- when producing lightweight con-

crete: promotion of compactness 
and prevention of bleeding

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max. dosage: 0.5% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.08
- pH-Value: 4.0
- max. alkali content (% Na2O-eq): 

1.0
- max. chloride content (%): 0.1
- Colour code: yellow
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Accidental overdosing might slow 
down the hardening process. There 
won’t be negative consequences as 
long as the concrete is thoroughly 
cured to avoid premature dehydra-
tion.

Article number 012040
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PLASTICISER TM BV–VZ

Technical data
35% 45%
State of aggregation:
liquid liquid
Colour:
brown brown
Density (kg/l):
1.15 1.23
pH-Value:
4.0 6.0
max. alkali content (% Na2O eq):
8.5 8.5
max. chloride content (%):
0.1 0.1
Colour code:
yellow yellow
Storage: dry, frost-protected, in 
closed packaging
Shelf-life: when stored correctly 
at least 1 year, after date of 
production.

Dosage
- Dosage (con. 35%): 0.4%-0.8% of 

the cement weight
- Dosage (con. 45%): 0.3%-0.6% of 

the cement weight
- Method of adding and point of time: 

preferably added to the mix water 
or else together with the aggre-
gates

Article number 012050 
012210

Plasticiser TM BV–VZ con. 35% 
(012050)
Plasticiser TM BV-VZ con. 45% 
(012210)

Product description
Plasticiser TM BV-VZ consists of a 
Plasticiser and a retarder. Plasticiser 
TM BV-VZ contains surface-active 
substances that cause the excellent 
plasticising effects which allow to 
reduce the water-cement ratio while 
maintaining a constant workability. 
Depending on the dosage, the setting 
time can be prolonged up to 15 hours. 
Delay periods further depend on 
cement type, water-cement ratio and 
temperature of the fresh concrete.

Application 
Plasticiser TM BV-VZ is used to pro-
duce high-quality concrete, or for 
the casting of drilled piles. The use 
of Plasticiser TM BV-VZ is espe-
cially adequate if the concrete has 
to be pumped, e.g. there will be no 
loss if concrete remains in the hoses 
while the concrete pumps are being 
replaced.

Remarks
If the delay time is very long,  high-
er-than-usual pressure on the form-
work has to be expected. 

Packaging
Cans, barrels, IBC, bulk.
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PLASTICISER TM BV-VZ-P

Packaging
Sacks, pallets, big bags.

Technical data
- State of aggregation: powder
- Colour: brown
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: yellow
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Dosage
- Dosage: 0.1%-0.6% of the 

cement weight

Product description
Plasticiser TM BV-VZ-P is a retarding 
Plasticiser. Plasticiser TM BVVZ-P 
contains surface-active substances 
that cause the excellent plasticising 
and wetting effects which allow reduc-
tion of the water-cement ratio while 
maintaining a constant workability 
and consistency.
Depending on the dosage, the open 
time can be extended up to 10 hours.

Application 
Plasticiser TM BV-VZ is used to pro-
duce high-quality concrete, or for 
the casting of drilled piles. The use 
of plasticiser TM BV-VZ is espe-
cially adequate if the concrete has 
to be pumped, e.g. there will be no 
loss if concrete remains in the hoses 
while the concrete pumps are being 
replaced.

Article number 012180
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Plasticiser TM 70/153-APLASTICISER TM 85/11

Product description
Plasticiser TM 85/11 is made of 
high-quality basic materials and was 
especially designed for the applica-
tion with calcium sulfate mortar. This 
product essentially alters the rheo-
logic properties of calcium sulfate 
mortar when added to the mix. The 
reduction of the water content, like 
in cement-bound mortars, results in 
greater strength, while retaining con-
stant workability.

Application 
Plasticiser TM 85/11 is used in the 
production of calcium sulfate prod-
ucts, for building materials as well as 
for decorations or ornaments.

Dosage
- Min. dosage: 0.2% of the calcium 

sulfate weight
- Max. dosage: 0.5% of the calcium 

sulfate weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.19
- pH-Value: 6.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: yellow
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 012060
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PLASTICISER TM 400

Product description
Plasticiser TM 400 consists of 
high-quality basic materials and when 
added to a mix it alters the rheologic 
properties of concrete and mortar. 
Primarily, the finer particles of a mix 
are influenced. Plasticiser TM 400 
prevents coagulation of the cement, 
segregation and bleeding. Plasticiser 
TM 400 causes a slight delay of set-
ting times, depending on cement type 
and temperature.

Application 
Plasticiser TM 400 is used for the 
production of concrete with a low 
water content. The plasticising prop-
erties of this product provide for es-
pecially compact concrete even if the 
water-cement ratio is low. Thus, this 
product is particularly suitable for the 
production of concrete elements.

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max. dosage: 0.4% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.16
- pH-Value: 4.5
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: yellow
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 012100
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STONE ADMIXTURE TM

Product description
Stone admixture TM enhances the 
properties of earth-moist concrete 
and is applied in the production of 
concrete paving stones. Stone admix-
ture TM reduces the surface tension 
of the mix water and thus enables 
faster and more intense wetting of the 
aggregate and the cement particles. 
The earth-moist concrete gains a high 
green strength, enabling the concrete 
products to remain inherently stable 
immediately after compaction. Moreo-
ver, this product enables you to obtain 
concrete products with a smooth sur-
face.

Application 
Stone admixture TM is applied if earth-
moist concrete or concrete mortar is 
processed, if high green strength is 
relevant or if smooth surfaces are re-
quested.

Dosage
- Min. dosage: 0.02% of the cement 

weight
- Max. dosage: 0.6% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.01 
- pH-Value: 6.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1 
- Colour code: yellow
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 012120





66

020519-15

Tillman B.V. - Julianaweg 12 - 7078 AR Megchelen Gld.NL - tel. +31(0)315377541 - fax. +31(0)315377577 - info@tillman.nl - www.tillman.nl

Preliminary tests for the product‘s suitability 
are indispensable

PLASTICISER TM XR-100 
CON. 37%

Product description
Plasticiser TM XR-100 is a Plasticiser 
consisting of modified, natural, and syn-
thetic basic materials and offers many 
different fields of application for concrete. 
Plasticiser TM XR-100 reduces the sur-
face tension of the mix water, which en-
ables a faster and better wetting of the 
aggregate and especially of the cement 
particles. Depending on the dosage, the 
cement type and the grading of the ag-
gregate, a remarkable reduction of the 
water content can be obtained. This re-
duction of the water content brings about 
a reduction of the water-cement ratio 
which means that the properties of the 
concrete are enhanced. Plasticiser TM 
XR-100 delivers dispersing properties 
to the concrete, preventing the coagula-
tion of the cement particles. This leads 
to a significantly enhanced flowability of 
the cement paste which finally results 
in increased consistence and workabili-
ty of the fresh concrete. Plasticiser TM 
XR-100 counteracts sedimentation of 
finer particles and increases the homo-
geneity of fresh concrete. One obtains 
more compact concrete featuring in-
creased water tightness and enhanced 
resistances to frost and other aggressive 
substances. Plasticiser TM XR-100 can 
perfectly be used in combination with 
all variants of Superplasticisers OFT-II, 
OFT-III and OFT-4.

Application 
Plasticiser TM XR-100 is used:
- to increase the consistency of concrete 

without changing the water-cement 
ratio which increases workability and 
compactness

- to enhance compressive strength by 
reducing the water-cement ratio, while 
obtaining  constant workability 

- to produce high-quality concrete, 
fair faced concrete, highly-reinforced 
concrete or heavily-compacted, sharp-
edged concrete stones that are true to 
size.

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max. dosage: 0.4% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.17
- pH-Value: 4.5
- max. alkali content (% Na2O-eq): 

0.5
- max. chloride content (%): 0.1 
- Colour code: yellow
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Accidental overdosing of Plasticis-
er TM XR-100 might prolong setting 
times. There won’t be negative con-
sequences as long as the concrete is 
thoroughly cured to avoid premature 
dehydration.

Article number 012130
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PLASTICISER TM CX-200

Product description
Plasticiser TM CX-200 reduces the sur-
face tension of the mix water and thus 
enables fast wetting of the aggregates 
and specially of the cement particles. A 
possible reduction of the water content 
depends on the dosage of this admix-
ture, the cement type and the grading 
of the aggregate. Using  Plasticiser TM 
CX-200 allows to reduce the water-ce-
ment ratio which, consequently, results 
in increased concrete properties. The 
distinct dispersing properties of this 
product diminish coagulation of the ce-
ment particles and lead to an increased 
workability of fresh concrete because 
of the enhanced fluidity of the cement 
paste. Plasticiser TM CX-200 dimin-
ishes the sedimentation of cement and 
other fine particles and distributes bet-
ter homogeneity and compactness to 
the fresh concrete. This leads to a tight 
concrete structure exhibiting increased 
water tightness and resistances against 
frost and aggressive environmental influ-
ences. Casting and compacting of Plas-
ticiser TM CX-200-treated concrete are 
facilitated.

Application
Plasticiser TM CX-200 can be used:
- to increase consistency without chang-

ing water content and water-cement 
ratio which leads to increased work-
ability and compactness

- to enhance compressive strength by 
reducing the water-cement ratio while 
the consistency remains constant

- to bridge the transport of ready-mixed 
concrete

Plasticiser TM CX-200 is used:
- to produce high-quality concrete of all 

kinds
- to produce fair faced concrete
- to produce heavily-reinforced con-

crete
- to produce inherently-stable, sharp-

edged artificial stones with a compact 
structure

Article number 012150

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max. dosage: 1.0% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/lt): 1.15
- pH-Value: 4.5
- max. alkali content (% Na2O eq): 

0.5
- max. chloride content (%): 0.1
- Colour code: yellow
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Accidental overdosing of Plasticis-
er TM CX-200 might slow down the 
hardening process. There won’t be 
negative consequences as long as 
the concrete is thoroughly cured to 
avoid premature dehydration.
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STONE ADMIXTURE TM R

Product description
Stone admixture TM R enhances the 
properties of earth-moist concrete and 
accelerates the hardening process. 
This admixture reduces the surface 
tension of the mix water which pro-
vides for more intense wetting of the 
aggregates and cement particles. 
This results in earth-moist concrete 
obtaining early green strength. After 
compacting and immediate removal of 
formwork, concrete products treated 
with Stone admixture TM R keep their 
inherent stability and exhibit smoother 
surfaces.

Application
Stone admixture TM R is used mainly 
if earth-moist concrete is to develop 
great green strength in a short period 
of time, e.g. in the production of pav-
ing stones, or if smooth surfaces are 
requested.

Article number 012160

Dosage
- Min. dosage: 0.02% of the cement 

weight
- Max. dosage: 0.6% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.15
- pH-Value: 4.5
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: yellow
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.
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PLASTICISER TM BV-X 
CON. 32%

Product description
Plasticiser TM BV-X is a Plasticiser con-
taining modified natural substances and 
offers a wide variety of possible appli-
cations. The effects of this product are 
very similar to the properties of Plasti-
ciser TM (Art. No. 012010). However, 
there are differences. The reduction of 
air pores caused by Plasticiser TM BV-X 
is much more thoroughly and moreover, 
it diminishes foam generation on the sur-
face. Plasticiser TM BV-X diminishes the 
surface tension of the mix water, thus it 
enhances the wetting of the aggregates, 
especially of the cement particles. The 
possible reduction of the water content is 
dependent on the dosage of the admix-
ture, the cement type and the grading of 
the aggregates. Pronounced dispersing 
properties prevent coagulation of the ce-
ment particles which, because of the en-
hanced flowability of the cement paste, 
results in a distinct plasticisation of the 
fresh concrete. Plasticiser TM BV-X re-
duces the sedimentation of cement and 
other fine particles thus giving the fresh 
concrete a good homogeneity and com-
pactness. This finally leads to a more 
compact concrete structure exhibiting 
enhanced water tightness and better re-
sistances against frost and aggressive 
environmental influences. Casting and 
compaction of Plasticiser TM BV-X-add-
ed concrete is made easier.

Application
Plasticiser TM BV-X is used to increase 
the consistency without changing the 
water-cement ratio to enhance worka-
bility and compactness of the concrete. 
Moreover, it is used to increase com-
pressive strength and obtain a constant 
workability by lowering the water-cement 
ratio. This product is added for the pro-
duction of high-quality concrete of all 
kinds, fair faced concrete, heavily-rein-
forced concrete and inherently-stable, 
sharp-edged artificial stones with a com-
pact structure.

Article number 012200

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Min. dosage: 1.0% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.14 
- pH-Value: 4.0
- max. alkali content (% Na2O eq): 

5.0
- max. chloride content (%): 0.1
- Colour code: yellow
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Accidental overdosing of Plasticiser 
TM BV-X might prolong setting times. 
There won’t be negative consequenc-
es as long as the concrete is thor-
oughly cured to avoid premature de-
hydration.



4.1 SUPERPLASTICISERS FOR CONCRETE
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SUPERPLASTICISER TM OFT-III

Superplasticiser TM OFT-III con. 27% 
(013260) 
Superplasticiser TM OFT-III con. 32% 
(013390)
Superplasticiser TM OFT-III con. 40% 
(013010)

Product description
Superplasticiser TM OFT-III is a prod-
uct on the basis of modified natural 
substances that offers a wide variety 
of possible applications for concrete 
and calcium sulfate. The product 
increases the properties of fresh and 
hardened concrete of all qualities 
and consistencies. It can be used 
for all kinds of concrete and calcium 
sulfate. Superplasticiser TM OFT-III 
holds excellent dispersing properties 
and causes substantial plasticisa-
tion, even with sharp sand or sand 
that doesn’t hold a sufficient quan-
tity of fine particles. Superplasticiser 
TM OFT-III doesn’t have a negative 
influence on the hydration process of 
binders.

Application
Superplasticiser TM OFT-III is used for 
the production of concrete or calcium 
sulfate with a low water-cement ratio, 
improved workability and increased 
tightness to enhance the qualities 
of the concrete or calcium sulfate. It 
can also be used to improve the com-
pressive strength of fluid concrete or 
within the production of high-quality 
concrete, concrete or calcium sul-
fate with special properties, concrete 
for heavily-reinforced concrete parts, 
fair faced concrete, fluid concrete, 
pumped concrete, lightweight con-
crete, aerated concrete and calcium 
sulfate elements.

Article number 013010 
013260 013390

Dosage
- Min. dosage (con. 40%): 0.4% of the 

cement weight
- Max. dosage (con. 40%): 2.0% of 

the cement weight
- Method of adding and point of time: 

preferably added to the mix water, 
or to the ready mix

Technical data
27% 32% 40%
State of aggregation:
liquid liquid liquid
Colour:
brown brown brown 
Density (kg/l):
1.14 1.15 1.19
pH-Value:
7.5 7.5 7.0
max. alkali content (% Na2O eq):
5.0 6.0 8.5
max. chloride content (%):
0.1 0.1 0.1
Colour code:
grey grey grey
Storage: dry, frost-protected, in 
closed packaging
Shelf-life: when stored correctly at 
least 1 year, after date of production.

Packaging
Cans, barrels, IBC, bulk.
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SUPERPLASTICISER
TM OFT-III-P F

Product description
Superplasticiser TM OFT-III-P F is a 
high performance superplasticiser, 
based on modified natural substances 
that offer a wide variety of possible 
applications for cementitious mortars, 
as well as for gypsum based products. 
It achieves strong water reduction 
and therefore, improved quality of the 
final products. The product is suit-
able for general use in almost any 
condition. Superplasticiser OFT-III-P 
F increases the properties of fresh 
and hardened mortars of all qualities 
and consistencies. It holds excellent 
dispersing properties and causes sub-
stantial plasticisation, even with sharp 
sand or sand without sufficient quan-
tity of fine particles. Even products 
with a non-continuous sieve analysis 
or fluctuating cement-chemistry react 
extremely well on Superplasticiser 
OFT-III-P F. The product does not 
have any negative influence on the 
hydration process of binders.
Mortars produced with Superplas-
ticiser OFT-III-P F reach higher 
compression strengths. 

Application
Superplasticiser OFT-III-P F is used 
for the production of mortars with a 
water-cement ratio between 0.40 and 
0.65. It matches most of cement types 
perfectly and is suitable to produce 
mortars with consistency from C1 to 
SF1. It is easy to mix and activated 
immediately after mixing. The product 
can be applied in any mortar.

Dosage
- Method of adding and point of time: 

preferably added to the mix water, 
or to the ready mix

Technical data
- State of aggregation: powder
- Colour: brown
- Density (kg/l): 0.70
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

15.0
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of production

Packaging
Sacks, pallets, big bags.

Article number 013020
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SUPERPLASTICISER TM OFT-II 
CON. 24%

Product description
Superplasticiser TM OFT-II is a 
concrete admixture that plasticises 
concrete and prolongs the process-
ing time. Superplasticiser TM OFT-II 
contains surface-active substances 
which allow improved wetting espe-
cially of the finest particles. By adding 
this product, the consistency of con-
crete is considerably improved, which 
allows to significantly reduce the 
water-cement ratio. Transport and 
processing time are prolonged by a 
retarding component. The slight retar-
dation of the start of the hardening 
process depends on the dosage of 
the Plasticiser, the cement type and 
the temperature.

Application
Superplasticiser TM OFT-II is applied 
to produce concrete with a low 
water-cement ratio while at the same 
time workability is improved, tightness 
is enhanced and concrete properties 
are increased. The product can also 
be added to improve compressive 
strength of fluid concrete. Further, 
Superplasticiser TM OFT-II is used 
to produce high-quality concrete for 
fair faced concrete, flow concrete, 
pumped concrete or lightweight con-
crete.

Article number 013030

Dosage
- Min. dosage: 0.4% of the cement 

weight
- Max. dosage: 1.2% of the cement 

weight
- Method of adding and point of time: 

preferably added to the mix water, 
or to the ready mix

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.11 
- pH-Value: 8.0
- max. alkali content (% Na2O-eq): 

5.0
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.
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SUPERPLASTICISER TM 
K3T-11+H CON. 31%

Product description
Superplasticiser TM K3T-11+H is 
a highly effective concrete admix-
ture with special properties. The 
product can be applied for different 
purposes. Superplasticiser TM K3T-
11+H effectively plasticises the mix. 
This admixture gives plasticising 
properties to the concrete by reduc-
ing the surface tension of the mix 
water. Special components improve 
the dispersing effects of the cement 
particles which results in the fact 
that, compared to a base concrete, 
a higher quantity of cement particles 
can hydrate. This leads to a greater 
final strength. The consistency of the 
fresh concrete remains stable for a 
longer period of time. Higher dosage 
causes a prolonged processing time, 
which depends on cement type, con-
crete temperature and consistency 
class.  Superplasticiser TM K3T-11+H 
is particularly suitable for the produc-
tion of bulk concrete. Tensions in the 
concrete elements due to temper-
atures are significantly reduced as 
the generation of hydration heat is 
extended over a longer period of time. 
Using Superplasticiser TM K3T-11+H  
for the production of concrete used in 
road construction is definitely advan-
tageous.

Article number 013040
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Article number 013040

Dosage
- Min. dosage: 0.2% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably ad to the mix water or 
with the last partial amount of the 
mix water

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.14
- pH-Value: 7.0
- max. alkali content (% Na2O-eq): 

5.0
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Application
Superplasticiser TM K3T-11+H is 
used:
- to produce concrete with a low 

water-cement ratio to obtain a bet-
ter workability

- to increase the hydration of the 
cement for improved final strength

- to produce concrete for road con-
struction, for example concrete 
pavements, traffic barriers or sound 
walls using slipforms 

- to produce concrete of which the 
processing time has to be securely 
prolonged and retarded, e.g. 
because of temporary storage in 
silos or other delays

- to produce underwater concrete 
which is cast by delivery chute or 
concrete pump

- to produce concrete that is applica-
ble in slip forms, with a content of 
about 5% of air pores, e.g. for chan-
nels, walls, and so on

- colloidal concrete in combination 
with Stabiliser TM 74/125 (Art. No. 
081010)

- to produce colloidal concrete in 
combination with Injex TM MV (Art. 
No. 081060)

- to produce concrete that is to be 
cast as a filler (joining of concrete 
elements) in combination with 
Acrytekt TM (Art. No. 033020)

- to produce concrete for wastewater 
treatment plants, water towers, or 
other devices for potable water

Remarks
Superplasticiser TM K3T-11+H is not 
to be used with high-alumina cement.
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PREFAB ADMIXTURE TM

Product description
Prefab Admixture TM is a water-
reducing admixture. On one hand, it 
improves workability and on the other 
hand it causes fast green strength. 
This product was especially designed 
for concrete of a high workability 
which is used, among others, in the 
concrete products industry where 
thixotropic properties are impor-
tant.  Prefab Admixture TM allows a 
significant reduction of the water con-
tent, or, without reducing the water 
content, increases the workability of 
concrete. The combination of high-
quality basic materials contained in 
this product prevents segregation and 
avoids bleeding. The effects of Prefab 
Admixture TM last for about 30 min-
utes and depend mainly on concrete 
and environmental temperatures. 
After these 30 minutes, workability will 
start decreasing. Prefab Admixture 
TM doesn’t hold retarding properties.

Application
Prefab Admixture TM is used:
- to manufacture high-quality con-

crete
- to manufacture heavily-reinforced 

concrete elements

Article number 013050

Dosage
- Min. dosage: 0.4% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the ready mix, 
might be added to the mix water

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.13
- pH-Value: 9.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.
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SUPERPLASTICISER TM 
OFT-II 84/39 CON. 35% 

Product description
Superplasticiser TM OFT-II 84/39 is 
an admixture which powerfully plas-
ticises concrete and, moreover, pro-
longs the processing time of concrete. 
It can be used as a Plasticiser and 
thus is especially suitable for ready-
mixed concrete. Superplasticiser TM 
OFT-II 84/39 contains surface-active 
substances that stimulate the wetting 
of the aggregate, particularly of the 
finest particles. The product has sub-
stantial plasticising properties, which 
allows a considerable reduction of the 
water-cement ratio. The processing 
time is prolonged to about 2-3 hours 
and depends on cement type, wa-
ter-cement ratio, dosage and temper-
ature.

Application
Superplasticiser TM OFT-II 84/39 is 
added:
- for the production of concrete with 

a low water-cement ratio while 
workability and compactness are 
improved and the quality of the con-
crete is increased

- to increase the compressive strength 
of fluid concrete

- for the production of high-quality 
concrete, special kinds of concrete, 
heavily-reinforced concrete parts, 
fair-faced concrete, fluid concrete, 
pumped concrete, lightweight con-
crete and transport concrete

Article number 013060

Dosage
- Min. dosage: 0.4% of the cement 

weight
- Max. dosage: 1.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the mix water, 
or to the ready mix

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.17
- pH-Value: 8.0
- max. alkali content (% Na2O-eq): 

8.5
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.
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SUPERLASTICISER TM 83/6

Product description
Superplasticiser TM 83/6 is a ready-
to-use admixture for the production 
of fluid concrete that allows a consid-
erable reduction of the water-cement 
ratio. Superplasticiser TM 83/6 is 
a surface-active substance which 
enhances the distribution of the 
cement particles and improves the 
coherence and structure of the con-
crete. There is no negative impact on 
the hydration process. Superplasti-
ciser TM 83/6 enables you to benefit 
of:
- homogenous concrete mixes
- reduced bleeding
- improved cement hydration
- lowering of the water-cement ratio 

while obtaining constant workability

Application
Superplasticiser TM 83/6 is used for 
the production of high-quality con-
crete. There are many possible uses 
for this admixture especially in the 
production of precast concrete parts. 
The surfaces of the concrete are re-
markably smooth and almost non-po-
rous. Additionally, the tightness and 
the resistance to abrasion are im-
proved.

Article number 013070

Dosage
- Min. dosage: 0.4% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the mix water or 
else together with the aggregates

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.14
- pH-Value: 7.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.
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SUPERPLASTICISER TM 
OFT-III+O CON. 39% 

Product description
Superplasticiser TM OFT-III+O is a 
product on the basis of modified nat-
ural substances and offers a great 
variety of possible applications. Prop-
erties of fresh and hardened concrete 
are improved in all kinds of concrete 
and consistency classes.  Super-
plasticiser TM OFT-III+O causes 
extraordinary plasticisation even if 
sharp sands or sands with a low con-
tent of fine particles are used. There 
is no negative influence on the hydra-
tion process of cement caused by this 
product. The base concrete should 
be of consistency class F2, so that 
an F4-consistency can be obtained 
by adding Superplasticiser TM 
OFT-III+O. That means, in practice, 
improved workability, homogenous 
structure and high tightness of the 
concrete. Moreover, the product 
reduces the content of air pores and 
diminishes possible foam generation 
on the surface. 

Application
Superplasticiser TM OFT-III+O is 
used:
- to produce concrete with a low 

water-cement ratio and improved 
workability and compactness to 
enhance concrete properties

- to improve the compressive strength 
of fluid concrete

- to produce high-quality concrete, 
special kinds of concrete, heavily-
reinforced concrete parts, fair faced 
concrete, pumped concrete or light-
weight concrete

Article number 013080

Dosage
- Min. dosage: 0.4% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the ready mix

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.20
- pH-Value: 7.5
- max. alkali content (% Na2O-eq): 

8.5
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.
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SUPERPLASTICISER TM OFT-4N

Superplasticiser TM OFT-4N 
con. 20% (013370)
Superplasticiser TM OFT-4N 
con. 40% (013090)

Product description
Superplasticiser TM OFT-4N 
increases the workability of concrete 
and mortar. Superplasticiser TM 
OFT-4N is a surface active substance 
which allows a considerable reduction 
of the water content. Without reduc-
ing the water content, the consistency 
of fresh concrete is increased signifi-
cantly when adding Superplasticiser 
TM OFT-4N. Its dispersing properties 
prevent segregation and bleeding, 
even in cements with a slow strength 
development. The cement hydra-
tion is sped up, therefore there is no 
prolongation of the processing time 
for concrete that already has a short 
processing time. The effects of the 
product last for about 30 minutes, and 
after this period the consistency of the 
fresh concrete decreases again.

Application
Superplasticiser TM OFT-4N is 
applied:
- in the production of high-quality 

concrete
- to produce heavily-reinforced con-

crete parts
- in the production of columns, 

supports and walls in industrial con-
struction

- for plasticising calcium sulfate

Article number 013090 
013370

Dosage
- Min. dosage (con. 40%): 0.4% of the 

cement weight
- Max. dosage (con. 40%): 2.0% of 

the cement weight
- Method of adding and point of time: 

preferably added to the mix water, 
or to the ready mix

Technical data
20% 40%
State of aggregation:
liquid liquid

Colour:
colourless colourless
Density (kg/l):
1.10 1.25
pH-Value:
9.5 10.5
max. alkali content (% Na2O eq):
8.5 8.5
max. chloride content (%):
0.1 0.1
Colour code:
grey grey
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at 
least 1 year, after date of production.

Packaging
Cans, barrels, IBC, bulk.
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Dosage
- Method of adding and point of time: 

preferably added to the mix water, 
or to the ready mix

Technical data
- State of aggregation: powder
- Colour: white
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq):  

n.a.
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of production

Packaging
Sacks, pallets, big bags.

Article number 013490

SUPERPLASTICISER TM 
OFT-4N-P1 

Product description
Superplasticiser OFT-4N-P1 is a 
high performance plasticiser, which 
increases the workability of mortar. It 
is a surface active admixture, which 
allows a substantial reduction of mix 
water Without reducing the water con-
tact, the consistency of fresh mortar 
is increased significantly by adding 
Superplasticiser OFT-4N-P1. 
Its dispersing properties prevent 
segregation and bleeding, even in 
cements with a slow development.
The cement hydration is sped up, 
therefore there is no prolongation of 
the processing time for products that 
need immediate application.
Effectiveness decreases rapidly after 
approximately 30 minutes. 
Superplasticiser OFT-4N-P1 is sui-
table for general use in cementitious 
mortars, as well as gypsum. 

Application
Superplasticiser OFT-4N-P1 can be 
applied in nearly any type of mortar, to 
reduce water, or increase the quality 
of the final product.
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SUPERPLASTICISER TM 
OFT-II-DS CON. 37% 

Product description
Superplasticiser TM OFT-II-DS is an 
admixture for concrete that increases 
the workability and retards the set-
ting time of the concrete. It is an ideal 
Plasticiser for the ready-mixed con-
crete industry. As the surface tension 
is reduced, even the finest particles 
in the concrete are thoroughly wet-
ted. High-quality components polarise 
the cement particles, which leads to 
an improved generation of cement 
stone during the hydration process. 
Thus, tensile strength and compres-
sive strength of the concrete are 
increased. The retardation of the set-
ting time depends on the dosage and 
lasts for about 1 to 2 hours.

Application
Superplasticiser TM OFT-II-DS is 
mainly added to concrete of strength 
classes C12/15 to C 55/67 and is per-
fectly suitable for the production of 
fluid concrete, pumped concrete, rein-
forced concrete parts and lightweight 
concrete.

Remarks
A dosage of more than 1% of the ce-
ment weight is possible if tests have 
been conducted beforehand to asses 
compatibility and retardation of the re-
spective cement.

Article number 013110

Dosage
- Min. dosage: 0.4% of the cement 

weight
- Max. dosage: 1.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the mix water or 
to the ready mix

Technical data
- State of aggregation: liquid 
- Colour: brown
- Density (kg/l): 1.18
- pH-Value: 7.5
- max. alkali content (% Na2O-eq): 

8.5
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.
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SUPERPLASTICISER TM OFT-5

Product description
Superplasticiser TM OFT-5 is a highly 
effective admixture for concrete and 
calcium sulfate. Superplasticiser TM 
OFT-5 improves the properties of fresh 
concrete and increases its strength. 
The product can be used for every 
kind and quality of concrete and calci-
um sulfate. The dispersing property of 
Superplasticiser TM OFT-5 causes a 
remarkable plasticisation, so that even 
for sharp-edged sands only a low con-
tent of finest particles is required. There 
is no negative impact on the hydration 
of the binder caused by this product.  A 
concrete of consistency class F2 can 
obtain consistency class F4 if Super-
plasticiser TM OFT-5 is added. This 
results in improved workability, a more 
homogenous mix, higher tightness and 
in increased frost-resistance of the 
concrete. When used at low tempera-
tures, Superplasticiser TM OFT-5 caus-
es higher initial strength and therefore 
is particularly suitable for precast and 
ready-mixed concrete plants especially 
during the cold season. 

Application
Superplasticiser TM OFT-5 is used:
- for the production of concrete and 

calcium sulfate with a low water-
binder ratio, improved workability and 
compactness to increase the quality 
of the concrete or calcium sulfate

- to produce high-quality concrete, 
special kinds of concrete and mortar, 
heavily-reinforced concrete parts, fair 
faced concrete, pumped concrete, 
lightweight concrete, foamed calcium 
sulfate and calcium sulfate elements

- for the production of concrete for 
which short formwork removal times 
are requested

Article number 013120

Dosage
- Min. dosage: 0.4% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the mix water

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.22
- pH-Value: 9.0
- max. alkali content (% Na2O-eq): 

8.5
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.
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SUPERPLASTICISER TM OFT-6

Product description
Superplasticiser TM OFT-6 is a highly 
effective concrete admixture offering 
a wide range of applications. Super-
plasticiser TM OFT-6 increases the 
properties of fresh concrete and pro-
vides for higher strength. Exceptionally 
good plasticisation is caused by the 
dispersing property of  Superplasti-
ciser TM OFT-6, even if sharp-edged 
sands are used that only contain a low 
quantity of fine particles. There is no 
negative influence on the hydration 
process caused by this product. The 
base concrete of consistency class F2 
will reach consistency class F4 after 
adding Superplasticiser TM OFT-
6. This means that workability and 
homogeneity are improved, tightness 
is increased and frost resistance is 
enhanced.

Application
Superplasticiser TM OFT-6 is applied:
- to produce concrete with a low 

water-cement ratio while workabil-
ity and compactness are increased 
to improved the quality of the con-
crete

- for the production of high-quality 
concrete, special kinds of con-
crete, heavily-reinforced concrete, 
fair faced concrete, fluid concrete, 
pumped concrete and lightweight 
concrete

Article number 013150

Dosage
- Min. dosage: 0.4% of the cement 

weight
- Max. dosage: 1.5% of the cement 

weight
- Method of adding and point of time: 

preferably added to the ready mix, 
a mixing time of 1 minute per m³ of 
concrete has to be observed

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.15
- pH-Value: 7.5
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.
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SUPERPLASTICISER TM 
XB-140 CON. 40% 

Product description
Superplasticiser TM XB-140 is a 
surface active admixture and its prop-
erties allow a considerable reduction 
of the water content. Without chang-
ing the water content, the workability 
of concrete and mortar is significantly 
improved. The good dispersing prop-
erty increases the coherence of the 
concrete and prevents bleeding. 
Processing time is about 40 min-
utes before the consistency starts 
to decrease again. Processing time 
depends on cement type, quantity 
of cement, the water-cement ratio 
and the temperature. The homoge-
neity of fresh concrete and mortar is 
increased in particular.

Application
Superplasticiser TM XB-140 is used 
in the production of high-quality con-
crete, heavily-reinforced concrete 
parts that are installed outdoors, as for 
example walls and pillars. Superplas-
ticiser TM XB-140 can be added to all 
kinds of reinforced or non-reinforced 
concrete as well as pre-stressed con-
crete parts.

Article number 013180

Dosage
- Min. dosage: 0.2% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the ready mix

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.20
- pH-Value: 5.0
- max. alkali content (%Na2O-eq): 1.5
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.
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Preliminary tests for the product‘s suitability 
are indispensable

SUPERPLASTICISER TM CF-110

Product description
Superplasticiser TM CF-110 consists 
of high-quality, modified basic mate-
rials and is used in the production of 
special kinds of concrete and mortar. 
Superplasticiser TM CF-110 improves 
the properties of fresh and hardened 
concrete. This product has good 
dispersing effects and therefore en-
hances the consistency of fresh con-
crete. There is no negative effect on 
the hydration process caused by this 
product. Superplasticiser TM CF-110 
gives the concrete or mortar a better 
homogeneity and thus facilitates the 
processing and increases the tight-
ness and frost-resistance of concrete.

Application
Superplasticiser TM CF-110 is used:
- for the production of concrete 

with a low water-cement ratio with 
increased workability and tightness 
to improve the quality of the con-
crete

- to produce high-quality concrete 
and mortar products

Article number 013190

Dosage
- Min. dosage: 0.4% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.20
- pH-Value: 7.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1 
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.
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SUPERPLASTICISER TM 
OFT-600 CON. 26% 

Product description
Superplasticiser TM OFT-600 is an 
admixture that has been purpose-built 
for concrete poor of C3A. It is particu-
larly suitable for concrete containing 
CEM-III-NA cement but also for CEM 
I-NA cement of a reduced C3A con-
tent. In all qualities and consistency 
classes, Superplasticiser TM OFT-600 
considerably increases the proper-
ties of fresh and hardened concrete. 
Moreover, the use of Superplasticiser 
TM OFT-600 results in exceptional 
plasticisation even for sharp sands 
and sands with a low content of fine 
particles.

Application
Superplasticiser TM OFT-600 is used:
- to produce concrete with a low 

water-cement ratio
- for the production of fair faced 

concrete, fluid concrete, pumped 
concrete, heavily-reinforced con-
crete parts and high-performance 
concrete

Article number 013200

Dosage
- Min. dosage: 0.4% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the ready mix 
shortly before casting, a mixing 
time of 1 minute per m³ has to be 
observed

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.14
- pH-Value: 8.0
- max. alkali content (% Na2O-eq): 

8.5
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.
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PREFAB ADMIXTURE TM M6 
CON. 30% 

Product description
Prefab admixture TM M6 is an ad-
mixture used for the reduction of the 
water-cement ratio or the increase of 
workability. Additionally, the concrete 
is being stabilised and the develop-
ment of initial strength in enhanced 
considerably. Without changing the 
water-cement ratio of the base con-
crete, adding Prefab admixture TM 
M6 will considerably increase work-
ability. Adding Prefab admixture TM 
M6 to a base concrete with a reduced 
water-cement ratio will increase initial 
strength, which allows earlier removal 
of the formwork. The surfaces of the 
concrete will be very smooth and com-
pact because of the increased com-
pactness. Depending on cement type, 
cement class, water-cement ratio and 
temperatures, processing time of the 
concrete will be about 30 minutes if  
Prefab admixture TM M6 is added.

Application
Prefab admixture TM M6 was pur-
pose-built for the production of 
high-quality concrete, heavily-rein-
forced (pre-stressed) concrete parts, 
concrete parts of which the surfaces 
are required to be compact and even 
as well as for earth-moist concrete 
that has to be heavily compacted.

Article number 013210

Dosage
- Min. dosage: 0.4% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time:

preferably added to the ready mix or 
with the last partial amount of mix 
water

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.14
- pH-Value: 5.0
- max. alkali content (% Na2O-eq): 

5.0
- max. chloride content (%): 0.1 
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.
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SUPERPLASTICISER TM XB-141 
CON. 35%

Article number 013220 

Dosage
- Min. dosage: 0.4% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the mix water or 
to the ready mix 

Product description
Superplasticiser TM XB-141 is a 
concrete admixture with a highly plas-
ticising effect. It is an ideal Plasticiser 
for the transport concrete industry. 
Superplasticiser TM XB-141 contains 
surface active substances which stim-
ulate the thorough wetting of even the 
finest particles of the concrete. Add-
ing Superplasticiser TM XB-141 to the 
mix will considerably increase its con-
sistency which allows to reduce the 
water-cement ratio. When applying 
CEM-III cements at low temperatures 
and with an increased dosage of the 
admixture, the start of the setting pro-
cess might be retarded.

Application 
Superplasticiser TM XB-141 is used:
- to produce concrete with a low water-

cement ratio, increased workability 
and compactness, improvement of 
the concrete quality 

- for the production of high-qual-
ity concrete such as fair faced 
concrete, fluid concrete, pumped 
concrete and lightweight concrete

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.17
- pH-Value: 5.0
- max. alkali content (% Na2O-eq): 

5.0
- max. chloride content (%): 0.1 
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly 

at least 1 year, after date of pro-
duction

Packaging
Cans, barrels, IBC, bulk.
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Product description
Superplasticiser TM XB-141-P is a 
high performance superplasticiser, 
which offers a wide variety of possible 
applications for mortars. It achieves 
strong water reduction and there-
fore improves the quality of the final 
product. The product contains special 
surface-active components, which 
intensify the wetting of particles. This 
results in a substantial decrease of 
the water-cement ratio. The product is 
suitable for general use, in almost any 
condition. Superplasticiser XB-141-P 
increases the properties of fresh and 
hardened mortars of all qualities and 
consistencies. With Superplasticiser 
XB-141-P, an extended open time of 
mortars can be achieved. Mortars pro-
duced with Superplasticiser XB-141-P 
obtain higher compression strengths. 

Application 
Superplasticiser XB-141-P is used for 
the production of mortars, with vari-
ous water-cement ratios, when longer 
workability is demanded. The product 
is easy to mix and activated immedi-
ately after mixing.
 

SUPERPLASTICISER TM 
XB-141-P

Dosage
- Method of adding and point of time: 

preferably added to the mix water or 
to the ready mix 

Technical data
- State of aggregation: powder
- Colour: brown
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

5.0
- max. chloride content (%): 0.1 
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of production

Packaging
Sacks, pallets, big bags.

Article number 013280
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PLASTER PLASTICISER TM 
XB-140 C

Product description
Plaster Plasticiser TM XB-140 C is an 
admixture that considerably increases 
the workability of plaster. Due to its 
high efficiency, Plaster Plasticiser 
TM XB-140 C allows a remarkable 
reduction of the water content. This 
reduction of the water content leads 
to a diminished need of energy for 
the manufacturing of plaster products. 
The dispersing properties of Plaster  
Plasticiser TM XB-140 C enable the 
best possible wetting of the particles, 
thus a very high flowability can be 
obtained with small amounts of water.

Application
Plaster Plasticiser TM XB-140 C was 
purpose-built for the use in the plaster 
products industry, where fast harden-
ing has to be obtained.

Article number 013230

Dosage
- Min. dosage: 0.2% of the binder 

weight
- Max. dosage: 2.0% of the binder 

weight
- Method of adding and point of time: 

preferably added to the ready mix or 
with the last partial amount of mix 
water

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.20
- pH-Value: 5.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: yellow
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.
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SUPERPLASTICISER TM ON1

Article number 013240 013290

Dosage
- Min. dosage (con. 40%): 0.2% of the 

cement weight
- Max. dosage (con. 40%): 4.0% of 

the cement weight
- Method of adding and point of time: 

preferably added to the ready mix or 
with the last partial amount of mix 
water

Superplasticiser TM ON1 con. 20% 
(013290)
Superplasticiser TM ON1 con. 40% 
(013240)

Product description
Superplasticiser TM ON1 is a high-
ly efficient concrete admixture for 
special applications. Especially for 
the production of high-performance 
concrete (>C 60/75), this admixture 
allows to obtain ideal results regard-
ing the requested consistency and 
strength development. This product is 
mainly applied if special fillers are to 
be used, for example to increase sta-
bility, or to improve strength and tight-
ness. If the base concrete is of an F1 
consistency, by adding   Superplasti-
ciser TM ON1 an S3/F4 consistency 
will be obtained.

Application 
Superplasticiser TM ON1 is used:
- to produce high-performance con-

crete
- for the production of concrete with a 

low water-cement ratio
- for the production of self-compact-

ing concrete
- to produce heavily-reinforced con-

crete parts

Technical data
20% 40%
State of aggregation:
liquid liquid
Colour:
colourless colourless
Density (kg/l):
1.12 1.25
pH-Value:
10.0 10.5
max. alkali content (% Na2O eq):
6.0 8.5
max. chloride content (%):
0.1 0.1
Colour code:
grey grey
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
1 year, after date of production.

Packaging
Cans, barrels, IBC, bulk.
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SUPERPLASTICISER TM ON2

Article number 013250 013300

Dosage
- Min. dosage (con. 39%): 0.4% of the 

cement weight
- Max. dosage (con. 39%): 4.0% of 

the cement weight
- Method of adding and point of time: 

preferably added to the ready mix or 
with the last partial amount of mix 
water 

Superplasticiser TM ON2 con. 20%  
(013300)
Superplasticiser TM ON2 con. 39%  
(013250)

Product description
Superplasticiser TM ON2 is a highly 
efficient concrete admixture for spe-
cial applications. Especially for the 
production of high-performance con-
crete (>C 60/75), this admixture allows 
to obtain ideal results regarding the 
requested consistency and strength 
development. This product is mainly 
applied if special fillers are to be used, 
for example to increase stability, or to 
improve strength and compactness. 
If the base concrete is of an F1 con-
sistency, by adding   Superplasticiser 
TM ON2 an S3/F4 consistency will 
be obtained. The product contains 
special substances which allow to be 
easily mixed with the concrete.

Application 
Superplasticiser TM ON2 is applied:
- for the production of high-perform-

ance concrete
- for the production of concrete with a 

low water-cement ratio
- to produce self-compacting con-

crete
- for the production of heavily-rein-

forced concrete

Technical data
20% 39%
State of aggregation:
liquid liquid
Colour:
colourless colourless
Density (kg/l):
1.12 1.24
pH-Value:
10.5 10.5
max. alkali content (% Na2O eq):
6.0 8.5
max. chloride content (%):
0.1 0.1
Colour code:
grey grey
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
1 year, after date of production.

Packaging
Cans, barrels, IBC, bulk.
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SUPERPLASTICISER TM 
K3T-11+H CONCENTRATE

Product description
Just as Superplasticiser TM K3T-11+H, 
this product improves the concrete 
properties and increases compressive 
strength. It can be used for many dif-
ferent concrete qualities and is added 
to concrete if different periods of retar-
dation are requested. Superplasticiser 
TM K3T-11+H concentrate changes 
the rheologic properties of fresh 
concrete and mortar. This superPlas-
ticiser is a high-range water-reducing 
admixture that reduces the surface 
tension which causes a highly plas-
ticising effect. A special component 
provides for the better dispersion of 
the cement particles which results in 
the hydration of a higher quantity of 
the cement, compared to the base 
concrete. Increased final strength is 
obtained by the improved wetting of 
the cement particles and the reduc-
tion of the surface tension and the 
water content. The workability of the 
concrete remains constant for about 
2 hours. The dosage influences the 
period of retardation, depending on 
the cement type, the concrete temper-
ature and the consistency.

Article number 013270

Dosage
N.a.

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.23
- pH-Value: 7.0
- max. alkali content (% Na2O-eq): 

14.0
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.
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SUPERPLASTICISER TM 
ON-S1000

Superplasticiser TM ON-S1000 
con. 12% (013330)
Superplasticiser TM ON-S1000 
con. 20% (013320)
Superplasticiser TM ON-S1000 
con. 30% (013880)
Superplasticiser TM ON-S1000
con. 39% (013310)

Product description
Superplasticiser TM ON-S1000 is a 
highly efficient product. Even with 
very low dosages, consistency class-
es can be improved from C1 to F4. 
The product prolongs the process-
ing time, after which begins a fast 
strength development.

Application
Superplasticiser TM ON-S1000 is 
added to the mix if the concrete is 
required to fulfil high expectations 
regarding consistency, strength devel-
opment and durability. The product is 
especially suitable for the production 
of tight concrete. Because of the very 
high initial strength obtainable, this 
product is particularly applicable in 
the precast industry.

Remarks
Dosing systems have to be able to 
process fluids of a viscosity of 1500 
mPa.s.

Article number 013310 013320
013330 013880

Dosage
- Min. dosage (con. 39%): 0.1% of the 

cement weight
- Max. dosage (con. 39%): 2.0% of 

the cement weight
- Method of adding and point of time: 

preferably added to the ready mix or 
with the last partial amount of mix 
water

Technical data
12% 20% 30% 39%
State of aggregation:
liquid liquid liquid liquid
Colour:
brown brown brown brown 
Density (kg/l):
1,02 1,04 1,08 1,09
pH-Value:
6,0 6,0 6,0 6,5
max. alkali content (% Na2O eq):
1,0 1,5 1,8 3,0
max. chloride content (%):
0,1 0,1 0,1 0,1
Colour code:
grey grey grey grey
Storage: dry, frost-protected, in closed 
packaging.
Schelf-life: when stored correctly at least 
1 year, after date of production.

Packaging
Cans, barrels, IBC, bulk.



99

020519-15

Preliminary tests for the product‘s suitability 
are indispensable

Tillman B.V. - Julianaweg 12 - 7078 AR Megchelen Gld.NL - tel. +31(0)315377541 - fax. +31(0)315377577 - info@tillman.nl - www.tillman.nl

SUPERPLASTICISER TM 
ON-S1000+O CON.20%

Product description
Superplasticiser TM ON-S1000+O is 
a highly efficient product. Even with 
very low dosages, consistency class-
es can be improved from C1 to F4. 
The product prolongs the processing 
time, after which begins a fast strength 
development. Superplasticiser TM 
ON-S1000+O furthermore causes a 
reduction of the content of air voids 
and reduces the possible formation of 
foam on the concrete surface.
 
Application
Superplasticiser TM ON-S1000+O 
is added to the mix if the concrete 
is required to fulfil high expectations 
regarding consistency, strength devel-
opment and durability. The product is 
especially suitable for the production 
of tight concrete. Because of the very 
high initial strength obtainable, this 
product is particularly applicable in 
the precast industry.

Remarks
Dosing systems have to be able to 
process fluids of a viscosity of 1500 
mPa.s.

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the ready mix or 
with the last partial amount of mix 
water

Article number 013321

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.04
- pH-Value: 5.0
- max. alkali content (% Na2O-eq): 

1.5
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of production

Packaging
Cans, barrels, IBC, bulk.
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Product description
Tillman Superplasticiser ON-
S1000B-P is an extremely active, ul-
tra high performance Plasticiser and 
waterreducer. It is specially devel-
oped for high-performance mortars 
when rapid strength development 
and high compression strengths are 
required.ON-S1000B-P enables high 
slump-flow without the disadvantage 
of high viscosity. Water-cement ra-
tios of less than 0.40 can be obtained 
easily by using ON-S1000B-P. The 
properties of mortars produced with 
ON-S1000B-P will improve tremen-
dously. Early strength development 
will increase substantially, as well as 
final strengths.

Application 
ON-S1000B-P has proven to be ef-
fective in almost any kind of mortar. 
Mortars will improve on all properties 
like shrink-reduction, bonding flex-
ural strength, tension strength and 
crack-reduction. In particular the sen-
sitive mortars like levelling-mortar will 
take advantage from these qualities. 
Tile adhesives can also improve sub-
stantially from being produced with 
ON-S1000B-P. Superplasticiser ON-
S1000B-P is produced as free flowing, 
easy and fast soluble micro granulate. 
The micro granulate is de-dusted to 
avoid bridging and caking in machine 
applications which makes it easy to 
handle under almost all circumstanc-
es.

Article number 013311

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max. dosage: 3.0% of the cement 

weight

Packaging
Sacks, pallets, big bags, drums.

Technical data
- State of aggregation: powder
- Colour: light brown
- Density (kg/l): 0.54
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 4.0
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in closed 

packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of production

SUPERPLASTICISER TM 
ON-S1000B-P
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SUPERPLASTICISER TM 
ON-S1203 CON.30% 

Product description
Superplasticiser TM ON-S1203 is 
a highly efficient superPlasticiser 
made of high-quality basic materials. 
Superplasticiser TM ON-S1203 was 
especially developed for the applica-
tion in the precast industry. Depending 
on the composition of the concrete, 
high consistencies can be obtained 
even at low dosages; for example 
from C1 to F4 and higher. The worka-
bility can be prolonged depending on 
the cement type and temperature. The 
use of Superplasticiser TM ON-S1203 
enables a considerable reduction of 
the water-cement ratio. 

Application 
Superplasticiser TM ON-S1203 can 
be used in concrete whenever high 
consistencies have to be retained for 
a long period of time. The superPlas-
ticiser is first and foremost used in the 
precast industry as it meets the de-
mands regarding high consistencies 
and prolonged open times. Depending 
on the composition of the concrete, 
high early strength can be obtained. 

Article number 013790

Dosage
- Min. dosage : 0.2% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the   ready mix 
or during the fine dosage of the mix 
water

Technical data
- State of aggregation: liquid
- Colour: light brown
- Density (kg/l): 1.07
- pH-Value: 6.0
- max. alkali content (% Na2O-eq): 

2.0
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.
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SUPERPLASTICISER TM 
ON-S2000

Dosage
- Min. dosage (con.39%): 0.1% of the 

cement weight
- Max. dosage (con.39%): 2.0% of 

the cement weight
- Method of adding and point of time: 

preferably added to the ready mix or 
with the last partial amount of mix 
water

Superplasticiser TM ON-S2000 
con. 12% (013360)
Superplasticiser TM ON-S2000 
con. 20% (013350)
Superplasticiser TM ON-S2000 
con. 39% (013340)

Product description
Superplasticiser TM ON-S2000 is a 
highly efficient product. Even with 
very low dosages, consistency clas-
ses can be improved from C1 to F4 
and higher. The superPlasticiser is 
effective for about 45 minutes, depen-
ding on the composition of the mix and 
the cement type. After the processing 
time a fast strength development pro-
cess begins.

Application 
Superplasticiser TM ON-S2000 is 
used if there are great expectations 
to be fulfilled regarding consistency, 
strength development and durability. 
The product is especially suitable for 
the production of tight concrete. Due 
to the extremely fast strength devel-
opment it is possible to remove the 
formwork earlier which qualifies the 
product for the application in the pre-
cast industry where it can be used 
for the production of self-compacting 
concrete.

Remarks 
Dosing systems have to be able to 
process fluids of a viscosity of 1500 
mPa.s.

Article number 013340 
013350  013360

Technical data
12% 20% 39%
State of aggregation:
liquid liquid liquid
Colour:
brown brown brown
Density (kg/l):
1.03 1.05 1.10
pH-Value:
6.0 6.0 6.5 
max. alkali content (% Na2O-eq):
1,5 2.0 3,0
max. chloride content (%):
0.1 0.1 0.1
Colour code:

grey grey grey
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
1 year, after date of production.

Packaging
Cans, barrels, IBC, bulk.



103

020519-15

Preliminary tests for the product‘s suitability 
are indispensable

Tillman B.V. - Julianaweg 12 - 7078 AR Megchelen Gld.NL - tel. +31(0)315377541 - fax. +31(0)315377577 - info@tillman.nl - www.tillman.nl

Article number 013410 
013800

SUPERPLASTICISER TM 
ON-S2000P

Superplasticiser TM ON-S2000P 
(013410)
Superplasticiser TM ON-S2000P-F 
(013800)

Product description
Tillman Superplasticiser ON-S2000P 
is an extremely active, ultra high 
performance pasticizer and waterre-
ducer based on polymer technology.  
Superplasticiser ON-S2000P gives 
your product very special properties 
and will boost performances tremend-
ously. It provides excellent workability, 
extreme strength development and a 
good stability without the need of high 
amounts of binders, fine materials or 
stabilisers.

ON-S200P is designed for high-
performance mortars when rapid 
development and high compression 
strengths are required. Its special 
molecule structure is developed to 
get maximum performance out of 
cements and clinker using almost all 
of the binder‘s potentials. By using 
ON-S2000P a serious reduction of 
binder quantity is possible and easily 
manageable. A low binder quantity is 
probably the best possibility to reduce 
costs and negative technical side 
effects as shrinkage, temperature 
developemt etc. as a bonus.

ON-S2000P can be used for mortars 
with high workability as well as with 
low workability.  For mortars with low 
workability ON-S2000P is commonly 
used for extreme water reduction. 
Water-cement ratios far lower than 
0.40 can be obtained easily. The 
properties of mortars produced with 
Superplasticiser ON-S2000P will 
improve tremendously.

Superplasticiser ON-S2000P is pro-
duced as a free flowing, easy and 
fast soluble micro granulate. The 
micro granulate is de-dusted to avoid 
bridging and caking in machine appli-
cations which makes it easy to handle 
under almost all circumstances.



104

020519-15

Tillman B.V. - Julianaweg 12 - 7078 AR Megchelen Gld.NL - tel. +31(0)315377541 - fax. +31(0)315377577 - info@tillman.nl - www.tillman.nl

Preliminary tests for the product‘s suitability 
are indispensable

Application 
ON-S2000P has proven to be ex-
tremely effective in almost any kind 
of mortar. Mortars will improve on all 
properties like shrink-reduction, bond-
ing, flexural strength, tension strength 
and crack-reduction. In particular the 
sensitive mortars like levelling-mortar 
will profit from these qualities. Even 
tile adhesives can improve substan-
tially from being produced with ON-
S2000P.

Remarks 
In calcium sulfate flooring application, 
often organic stabilisers are used. 
The excellent dispersing properties 
of ON-S2000P will boost the perfor-
mance of stabilisers significantly. It 
will double or triple the effect of certain 
stabilisers (Cellulose, Xanthan, Dex-
trin, MC, CMH, HEC, etc.). In most 
cases it is recommended to reduce 
the quantity of stabilisers when using 
ON-S2000P in calcium sulfate appli-
cations.

Dosage
- Min. dosage: 0.01% of the cement 

weight
- Max. dosage: 3.0% of the cement 

weight

Technical data
- State of aggregation: powder
- Colour: light brown
- Density (kg/l): 0.60
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

4.0
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of production

Packaging
Sacks, pallets, big bags.

Article number 013410 
013800
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SUPERPLASTICISER TM 
ON-S4000

Article number 013420 
013480

Dosage
- Min. dosage (con. 30%): 0.1% of the 

cement weight
- Max. dosage (con. 30%): 2.0% of 

the cement weight
- Method of adding and point of time: 

preferably added to the ready mix or 
with the last partial amount of mix 
water

Superplasticiser TM ON-S4000 
con. 20% (013480)
Superplasticiser TM ON-S4000 
con. 30% (013420)

Product description
Superplasticiser TM ON-S4000 is a 
highly efficient concrete admixture. 
Even with low dosages, improving 
consistency from C1 to F4 or higher is 
possible. The product has a process-
ing time of approximately 45 minutes 
depending on the mix design and the 
concrete type used. Strength devel-
opment will begin immediately after 
processing time.

Application 
Superplasticiser TM ON-S4000 can 
be added to concrete if the require-
ments regarding workability, strength 
development and durability are very 
high. The product is also highly suit-
able for the production of fluid tight 
concrete. During production, special 
components can be added to Super-
plasticiser TM ON-S4000 to prolong 
the processing time of the concrete, 
which makes it perfectly suitable 
for the use in ready-mixed concrete 
plants.

Remarks 
Dosage systems will have to be able 
to handle fluids of a viscosity of 1500 
mPa.s.

Technical data
20% 30%
State of aggregation:
liquid liquid
Colour:
brown brown 
Density (kg/l):
1.07 1.08
pH-Value:
6.0 6.4
max. alkali content (% Na2O eq):
0,8 2,0
max. chloride content (%):
0.1 0.1
Colour code:
grey grey
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
1 year, after date of production.

Packaging
Cans, barrels, IBC, bulk.
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SUPERPLASTICISER TM 
ON-S5000

Article number 013430 013440 
013600

Dosage
- Min. dosage (con. 35%): 0.1% of the 

cement weight
- Max. dosage (con. 35%): 2.0% of 

the cement weight
- Method of adding and point of time: 

preferably added to the ready mix or 
with the last partial amount of mix 
water

Superplasticiser TM ON-S5000 
con. 20% (013600)
Superplasticiser TM ON-S5000 
con. 26% (013440)
Superplasticiser TM ON-S5000 
con. 35% (013430)

Product description
Superplasticiser TM ON-S5000 is a 
highly effective concrete admixture. 
Even with low dosages, improving 
consistency from C1 to F4 or higher 
is possible. The product enables pro-
cessing times of approximately 60 
minutes, depending on the mix design 
and the concrete type used. Strength 
development will begin immediately 
after processing time.

Application 
Superplasticiser TM ON-S5000 can 
be added to concrete if the require-
ments regarding workability, strength 
development and durability are very 
high. The product is also highly suit-
able for the production of fluid tight 
concrete. The extremely fast strength 
development allows to shorten form-
work removal times, which makes this 
product perfectly applicable in precast 
plants.

Remarks 
When adding the superPlasticiser in 
the mixing truck at the building site, a 
mixing time of 1 minute per m³ is to be 
observed. Dosage systems will have 
to be able to handle fluids of a viscos-
ity of 1500 mPa.s.

Technical data
20% 26% 35%
State of aggregation:
liquid liquid liquid
Colour:
brown brown brown
Density (kg/l):
1.06 1.08 1.10
pH-Value:
6.5 6.5 6.9
max. alkali content (% Na2O eq):
2.0 2.5 4.0
max. chloride content (%):
0.1 0.1 0.1
Colour code:
grey grey grey
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
1 year, after date of production.

Packaging
Cans, barrels, IBC, bulk.
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POROFLOW TM

Article number 013450

Dosage
- Dosage (liquid): min. 0.2% max. 

2.0% of the binder weight
- Method of adding and point of time: 

preferably added to the ready mix.

Product description
Poroflow TM has been developed for 
the manufacture of porous concrete 
blocks. Poroflow TM is highly plasti-
cising and stimulates the insertion of 
stable, big air pores. Adding Poroflow 
TM allows to reduce the water con-
tent. This diminishes the stickiness 
of porous concrete blocks for the cut-
ting and in the autoclave. The final 
strength of porous concrete blocks 
is higher and the resistance against 
impact stress, as for example occurs 
during piling, packaging and trans-
port, is by far greater when Poroflow 
TM is used. Additionally to reducing 
the water content, a slight reduction 
of cement can be made to obtain the 
same consistency. Moreover, Por-
oflow TM can be used to plasticise 
foamed concrete.

Remarks 
Poroflow TM is not applicable for the 
use in standard concrete.

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.10 

pH-Value: 6.5
- max. alkali content (% Na2O-eq):  

n.a.
- max. chloride content (%): 0.1
- Colour code: yellow
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly 

at least 1 year, after date of pro-
duction

Packaging
Cans, barrels, IBC, bulk.
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POROFLOW TM P

Product description
Poroflow TM P has been developed  
to manufacture  porous mortars. Por-
oflow TM is an ultra high performance 
plasticizer with air building properties. 
It enables reduction of water. Poroflow 
entrains course air in mortars. This 
results in higher impact resistance 
and better final strengths. Using Por-
oflow effects in better hydration and 
extreme high strength development 
during the whole hydration process. 
Production of foamed mortars can be 
upgraded by using Poroflow. Poro-
flow is not designed for general use 
in cementitious mortars, but as an air 
generating agent in mortars where 
higher air contents are required.

Application
Poroflow TM P can be applied in 
cementitious mortars when specific 
requirements for pore volumes are 
given. Reactivity depends on many 
factors such as; cementtype, water 
cement ratio, temperature etc. Mor-
tars produced with Poroflow need 
close monitoring on the properties.

Dosage
- Dosage: min. 0.1% max. 0.8% of 

the binder weight
- Poroflow TM P can be added either 

to the dry or the ready mix

Technical data
- State of aggregation: powder
- Colour: brown
- Density (kg/l): n.a. 
-  pH-Value: n.a.
- max. alkali content (% Na2O-eq):  

n.a.
- max. chloride content (%): 0.1
- Colour code: yellow
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of production

Packaging
Sacks, pallets, big bags.

Article number 013460
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SUPERPLASTICISER TM 
ON-S6000

Superplasticiser TM ON-S6000   
con 8%. (013471)
Superplasticiser TM ON-S6000   
con 17%. (013471)
Superplasticiser TM ON-S6000
con 20% (013470)

Product description
Superplasticiser TM ON-S6000 is a 
highly concentrated product. Even 
with a low dosage, consistency in-
creases from consistency class F1 to 
F4 and higher. With certain cement 
types and mix designs, processing 
time is approximately 60 minutes. 
After that, an extremely fast strength 
development begins. This can bridge 
transportation.

Application
Superplasticiser TM ON-S6000 can 
be added to concrete if the require-
ments regarding workability, strength 
development and durability are very 
high. The product is also highly suit-
able for the production of fluid tight 
concrete.

Remarks
If this superplasticiser is given to the 
ready mix on the construction site, a 
mixing time of 1 minute per m³ is to be 
observed. The dosage system has to 
be able to treat fluids of a viscosity of 
1500 mPa.s.

Article number 013470
013471 013472

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the ready mix or 
to the mix water

Packaging
Cans, barrels, IBC, bulk.

Technical data
8% 17% 20%
State of aggregation:
liquid liquid liquid
Colour:
brown brown brown
Density (kg/l):
1.02 1.04 1.10
pH-Value:
6.0 6.5 6.9
max. alkali content (% Na2O eq):
1.5 2.5 4.0
max. chloride content (%):
0.1 0.1 0.1
Colour code:
grey grey grey
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
1 year, after date of production.
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POLYFLOW S100 

Polyflow S100 con. 20% (013770)
Polyflow S100 con. 29% (013970)

Product description
Polyflow S100 is a very efficient su-
perplasticiser containing high-quality 
basic materials. This additive has es-
pecially been developed for the use in 
ready-mixed concrete, and very high 
consistencies are obtained even at 
low dosages. Workability is prolonged 
depending on the temperature, the 
cement type and the composition of 
the concrete. It is also possible to sig-
nificantly decrease the water-cement 
ratio.

Application
Polyflow S100 is used if long-lasting, 
high consistencies are required. This 
additive is especially used in ready-
mixed concrete where it perfectly 
meets the demands of higher con-
sistency and prolonged workability. 
The product is also very suitable for 
high-quality concrete formulas with a 
low water-cement ratio, for example 
for fluid-tight concrete floors. 

Dosage
- Min. dosage: 0.2% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the ready mix or 
to the mix water 

Packaging
Cans, barrels, IBC, bulk.

Article number 013770
013970

Technical data
12% 20%
State of aggregation:
liquid liquid
Colour:
brown brown
Density (kg/l):
1,04 1,06
pH-Value:
6,0 6,0
max. alkali content (% Na2O eq):
2,0 3,0
max. chloride content (%):
0.1 0.1
Colour code:
grey grey
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
1 year, after date of production.
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POLYFLOW S180  

Polyflow S180 con. 12% (013680)
Polyflow S180 con. 20% (013500)
Polyflow S180 con. 30% (013690)

Product description
Polyflow S180 is a highly effective 
superplasticiser which improves the 
consistency already with a small dos-
age, from consistency class F2 to 
consistency class F4 and higher. De-
pending on the composition of the mix 
and the cement type, the concrete will 
have a processing time of about 45 
minutes. As soon as the processing 
time is over, a very fast strength de-
velopment will start.

Application
Polyflow S180 is mainly used if the 
requirements regarding workability, 
strength development and durabil-
ity are extreme. The product is also 
highly suitable for the production of 
fluid tight concrete. Depending on 
the composition of the mix, the tem-
perature and the cement type, there 
is enough time for processing. As 
short formwork removal times can be 
obtained by adding this product, it is 
perfectly suitable to be used in pre-
cast concrete plants.

Article number 013500 
013680 013690

Dosage
- Min. dosage: 0.2% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the mix water or 
directly after the mix water

Technical data
12% 20% 30%
State of aggregation:
liquid liquid liquid
Colour:
brown brown brown
Density (kg/l):
1,07 1,04 1,06
pH-Value:
6,2 6,0 6,2
max. alkali content (% Na2O eq):
1,5 2,0 3,0
max. chloride content (%):
0.1 0.1 0.1
Colour code:
grey grey grey
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
1 year, after date of production.

Packaging
Cans, barrels, IBC, bulk.
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POLYFLOW S210  

Polyflow S210 con. 20% (013560)
Polyflow S210 con. 30% (013950)

Product description
Polyflow S210 is a highly effective 
admixture for concrete. Already at a 
lower dosage, the consistency can be 
increased from S2 to F4 and higher. 
Depending on the composition of the 
mix and the cement type used, this 
superplasticiser enables a processing 
time of about 45 minutes, after which 
follows an extremely rapid strength 
development.

Application
Polyflow S210 is used whenever 
there are high expectations to be met 
regarding processing, strength devel-
opment and durability. The product is 
especially suitable for concrete for-
mulations for liquid-tight applications. 
Depending on the composition of the 
concrete, the temperature and the 
cement type, an adequate processing 
time can be obtained which enables 
a good finish of the concrete. At the 
same time, relatively short formwork 
removal times can be obtained, which 
makes this product especially suitable 
for the precast industry.   

Dosage
- Min. dosage: 0.2% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the mix water,  
or added to the freshly mixed con-
crete directly after the last amount 
of mix water  

Article number 013560 013950

Technical data
20% 30%
State of aggregation:
liquid liquid
Colour:
brown brown 
Density (kg/l):
1.04 1.07
pH-Value:
6.0 6.0
max. alkali content (% Na2O eq):
2.0 2.5
max. chloride content (%):
0.1 0.1
Colour code:
grey grey
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
1 year, after date of production.

Packaging
Cans, barrels, IBC, bulk.
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POLYFLOW S550  

Polyflow S550 con. 20% (013640) 
Polyflow S550 con. 25% (013650)
Polyflow S550 con. 27% (013660) 
Polyflow S550 con. 35% (013670)

Product description
Polyflow S550 is an efficient, high-
quality admixture for concrete if a pro-
longed processing time is requested. 
At a lower dosage, consistency can 
be increased from F1 to F4 and hig-
her. This admixture provides for long 
processing times and a subsequent 
rapid strength development, depen-
ding on the composition of the mix 
and the cement type. 

Application
Superplasticiser Polyflow S550 can 
be used for concrete whenever high 
demands are made regarding proces-
sing properties, strength development 
and durability. The product is espe-
cially suitable for liquid-tight concrete 
formulations. Depending on the com-
position of the concrete, the cement 
type and the temperature, open times 
can be prolonged to obtain a good 
finish of the concrete surface. At the 
same time, exceptionally short form-
work removal times can be obtained, 
thus this admixture can likewise be 
used in the precast industry.   

Article number 013640 
013650 013660 013670

Technical data
20% 25% 27% 35%
State of aggregation:
liquid liquid liquid liquid
Colour:
light 
brown 

light 
brown 

light 
brown 

light 
brown 

Density (kg/l):
1,04 1,06 1,06 1,08
pH-Value:
6,2 6,2 6,3 6,4
max. alkali content (% Na2O eq):
2,5 3,0 3,0 3,5
max. chloride content (%):
0,1 0,1 0,1 0,1
Colour code:
grey grey grey grey
Storage: dry, frost-protectd, in closed 
packaging.
Schelf-life: when stored correctly at least 
1 year, after date of production.

Dosage
- Min. dosage: 0.2% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the mix water or 
to the ready mix.

Packaging
Cans, barrels, IBC, bulk.
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POLYFLOW S620  

Polyflow S620 con. 12% (013992) 
Polyflow S620 con. 20% (013990) 
Polyflow S620 con. 30% (013991) 
Polyflow S620 con. 35% (013960) 

Product description
Polyflow S620 is an extremely effec-
tive superPlasticiser especially formu-
lated to meet the requirements of the 
precast concrete industry. Polyflow 
S620 is especially suitable for an ap-
plication in self-compacting concrete, 
where an extreme workability and 
high early strength is required. In-
creasing the consistency from C1 to 
F4 and is possible without any further 
ado.

Application
Polyflow S620 is used whenever high 
working properties and early strength 
development are required. Depending 
on the composition of the concrete 
and the used cement, Polyflow S620 
can provide for extreme working 
properties and high early strength 
development at a very low dosage.

Remarks
Reservoirs and dosage systems need 
to be cleaned thoroughly before the 
application of Polyflow S620.

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the ready mix or 
with the last portion of the mix water.

Article number 013960 013990 
013991 013992

Packaging
Cans, barrels, IBC, bulk.

 

Datos técnicos
12% 20% 30% 35%
State of aggregation:
liquid liquid liquid liquid
Colour:
light 
brown 

light 
brown

light 
brown 

light 
brown 

Density (kg/l):
N. a. N. a. N. a. N. a.
pH-Value:
5 5 5 5,5
max. alkali content (% Na2O eq):
1,0 1,5 1,5 2,0
max. chloride content (%):
0,1 0,1 0,1 0,1
Colour code:
grey grey grey grey
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at 
least 1 year, after date of production.
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Article number 013510

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

POLY SMART SYSTEM PSS A

Product description
Poly Smart System PSS A is an accel-
erating high performance superPlas-
ticiser.

Poly Smart System PSS A results in 
high performance plasticising at low 
dosage. The system implements ex-
treme fast early and final strength de-
velopment. However, consistency of 
the fresh concrete holds.

These performances enable water 
reduction which leads to less cement 
use and substantially higher compres-
sion strengths. As any other admix-
ture, workability from PSS A is effect-
ed by external circumstances such as 
temperature, cement type and mortar 
composition. Poly Smart is the easiest 
way of cost reducing in the dry mortar 
industry.

Application
Poly Smart System PSS A is specially 
made for applications where high 
performances are demanded. Using 
Poly Smart will enable short setting 
and curing time.

Remarks
For optimum performance, Poly 
Smart only takes a minimum mixing 
time and will not cause any delays in 
your process. 
After the consistency has diminshed, 
quick setting time is achieved, en-
abling the concrete elements to be 
finished. A combined use with  Poly 
Smart System PSS B (010200) is 
possible.

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max. dosage: 3.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the aggregates

Packaging
Sacks, pallets, big bags.
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POLY SMART SYSTEM PSS B

Product description
Poly Smart System PSS B strongly 
influences the setting behaviour of 
cement. The product is alkaline and 
does in no way affect reinforcements.  
Poly Smart System PSS B consists of 
silicate compositions which primarily 
react with the C3A-phase in the ce-
ment. Depending on the dosage, set-
ting time can be reduced to several 
minutes. Adding this product to the 
mix additionally increases the chem-
ical resistance.

Application 
Poly Smart System PSS B is used 
as an accelerator for mortar and con-
crete.

Remarks
After expiry of the shelf-life stated, the 
product may still be used. However, 
the properties of the product might 
prove reduced. Poly Smart System 
PSS B is highly alkaline, so protec-
tive gloves and goggles are to be 
worn when using this product. After 
skin contact immediately rinse with 
watered-down vinegar. This product 
was especially designed to shorten 
formwork-removal times or reduce the 
content of binding agents, or both. A 
combined use with  Poly Smart Sys-
tem PSS A (013510) is possible.

Dosage
- Min. dosage: 1.0% of the cement 

weight
- Max. dosage: 7.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the ready mix

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 1.24
- pH-Value: 14.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: green
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 3 months after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
After expiry of the shelf-life stated, the 
product may still be used. However, 
the properties of the product might 
prove reduced. Poly Smart System 
PSS B is highly alkaline, so protec-
tive gloves and goggles are to be 
worn when using this product. After 
skin contact immediately rinse with 
watered-down vinegar. This product 
was especially designed to shorten 
formwork-removal times or reduce the 
content of binding agents, or both. A 
combined use with  Poly Smart Sys-
tem PSS A (013510) is possible.

Article number 010200
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POLYFLOW 1500 

Polyflow 1500 con. 17% (013851)
Polyflow 1500 con. 20% (013520)
Polyflow 1500 con. 35% (013850)

Product description
Polyfllow 1500 ensures excellent 
workability even if the dosage is very 
low. The workability remains con-
stant for quite a long period of time, 
depending on temperatures, cement 
type and composition of the concrete 
mix. Moreover, the water-cement ratio 
can be lowered considerably.

Application
Polyfllow 1500 can be used if good 
workability and a long processing time 
are requested at the same time. This 
admixture is thus perfectly suitable 
for applications in precast concrete 
plants and for the use in ready 
mixed concrete industry. Using this 
admixture allows to reduce the water-
cement ratio to produce concrete with 
liquid-tight properties.

Article number 013520 
013850 013851

Dosage
- Min. dosage: 0.2% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the ready mix or 
with the last partial amount of mix 
water

Technical data
17% 20% 35%
State of aggregation:
liquid liquid liquid
Colour:
brown brown brown
Density (kg/l):
1.04 1.06 1.09
pH-Value:
6.0 6.5 6.5
max. alkali content (% Na2O eq):
2.0 2.0 3.5
max. chloride content (%):
0.1 0.1 0.1
Colour code:
grey grey grey
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at 
least 1 year, after date of production.

Packaging
Cans, barrels, IBC, bulk.
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POLYFLOW L100 CON. 20% 

Product description
Polyflow L100 ensures good workabil-
ity, even if it is added in a low dosage. 
Moreover, the workability will remain 
constantly high over a long period 
of time, depending on temperature, 
cement type and concrete composi-
tion. Polyflow L100 can also be used 
to significantly reduce the water-ce-
ment ratio.

Application
Polyflow L100 is added to the con-
crete if good workability and enduring 
consistency are requested. The 
admixture is perfectly suitable to be 
used in precast concrete and ready-
mixed concrete plants. When this 
product is added to mix a concrete 
with a reduced water-cement ratio, 
high-quality concrete with liquid-tight 
properties can be obtained.

Article number 013530

Dosage
- Min. dosage: 0.2% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the ready mix or 
with the last partial amount of mix 
water

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.04
- pH-Value: 6.0
- max. alkali content (% Na2O-eq): 

1.0
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.
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POLYFLOW S413

Article number 013570 013580

Dosage
- Min. dosage: 0.2% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the mix water 
or immediately after the last partial 
amount of mix water directly to the 
fresh concrete

Polyflow S413 con. 20% (013580)
Polyflow S413 con. 35% (013570)

Product description
Even with a low dosage, Polyflow S413 
strongly improves the workability. 
Dependent on temperature, cement 
type and mix design, this workability is 
constant for a long period of time. The 
water-cement ratio can be consider-
ably reduced. 

Application 
Polyflow S413 is applied if good, long-
lasting workability is requested. The 
product is perfectly suitable for the 
precast industry and the ready-mixed 
concrete industry. When adding this 
admixture to reduce the water-ce-
ment ratio, high-quality concrete can 
be produced which is at the same time 
suitable for liquid-tight applications.

Technical data
20% 35%
State of aggregation:
liquid liquid
Colour:
brown brown 
Density (kg/l):
1.03 1.06
pH-Value:
6.0 6.0
max. alkali content (% Na2O eq):
2.0 3.0 
max. chloride content (%):
0.1 0.1
Colour code:
grey grey
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
1 year, after date of production.

Packaging
Cans, barrels, IBC, bulk.
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FLOWPOWER TM S300 
CON. 17% 

Product description
Flowpower TM S300 represents the 
new generation of concrete additives. 
Efficiency and working properties 
have especially been adapted for 
the ready-mixed concrete industry. 
Depending on the cement used, very 
high consistencies and a long-last-
ing, good workability can be obtained 
already at low dosages. Flowpower 
TM S300 offers the possibility to pro-
duce a ready-mixed concrete already 
holding the consistency demanded 
on site when it leaves the concrete 
plant. Concrete produced with Flow-
power TM S300 isn’t ‘sticky’, which is 
a well-known fact for other high-per-
formance superPlasticisers.

Application
Flowpower TM S300 can be used in a 
vast range of applications and for all 
required qualities. Casting and com-
paction of the concrete will be easy 
even at a low water-cement ratio. The 
product can be used as a Plasticiser 
as well as a superPlasticiser and thus 
allows the producer of ready-mixed 
concrete to optimise warehouse 
capacities. 

Remarks
Before the use of Flowpower TM S300 
con. 17% reservoirs and dosage sys-
tems have to be cleaned thoroughly.

Dosage
- Min. dosage: 0.2% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the ready mix or 
with the last partial amount of mix 
water

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.05
- pH-Value: 7.0
- max. alkali content (% Na2O-eq): 

4.0
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 013720
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FLOWPOWER TM S340 

Flowpower TM S340 con. 12% 
(013900)
Flowpower TM S340 con. 20% 
(013980)
Flowpower TM S340 con. 25% 
(013860)

Product description
Flowpower TM S340 represents the 
latest generation of concrete additives. 
Efficiency and working properties 
have especially been adapted for the 
ready-mixed concrete industry. Due 
to its well-balanced properties, the 
product can also be used in precast 
plants. Depending on the cement 
used, considerable gain in consten-
cies and long-lasting, good workability 
can be obtained. Flowpower TM S340 
offers the possbility to produce a 
ready-mixed concrete already hold-
ing the consistency required on site 
as it leaves the concrete plant while 
the product is suitable for all strength 
classes. Concrete produced with 
Flowpower TM S340 offers ideal pro-
cessability and isn’t “sticky”, like other 
well-known high-performance super-
Plasticisers.

Application
Flowpower TM S340 is an all-pur-
pose product and suitable for all 
required concrete qualities. Even at 
a low water-cement ratio, good pro-
cessability and compaction will be 
obtained. The product can be used 
in a combination with a Plasticiser or 
as a superplasticiser and thus allows 
the producer of ready-mixed concrete 
to optimise warehouse capacities. 
Information on compatibility tests with 
Tillman’s air entraining agents is avail-
able on request.

Remarks
Before the use of Flowpower TM 
S340 reservoirs and dosage systems 
have to be cleaned thoroughly. 

Dosage
- Min. dosage: 0.2% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the ready mix or 
with the last partial amount of mix 
water

Article number 013860 
013900 013980

Packaging
Cans, barrels, IBC, bulk.

Technical data
12% 20% 25%
State of aggregation:
liquid liquid liquid
Colour:
brown brown brown 
Density (kg/l):
1,04 1,06 1,08
pH-Value:
7 6,7 6,7
max. alkali content (% Na2O eq):
2,0 3,0 4,0

max. chloride content (%):
0,1 0,1 0,1
Colour code:
grey grey grey
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
1 year, after date of production.
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are indispensable

FLOWPOWER TM S350 
CON. 20% 

Product description
Flowpower TM S350 was especially 
developed for the use in ready-mixed 
concrete. Very high consistencies are 
obtained even at low dosages. Work-
ability can be prolonged depending on 
the temperature, the cement type and 
the composition of the concrete. The 
water-cement ratio can be reduced 
considerably. Flowpower TM S350 
can be used for all kinds of concrete.

Application
Flowpower TM S350 is used whenever 
high and long-lasting consistencies 
are desired. For this reason, Flow-
power TM S350 is especially suitable 
for the casting of industrial floors. The 
concrete produced is of an excellent 
workability and isn’t ‘sticky’, which is a 
well-known fact for other high-perfor-
mance superplasticisers.

Remarks
Before the use of Flowpower TM 
S350 reservoirs and dosage systems 
have to be cleaned thoroughly. 

Dosage
- Min. dosage: 0.2% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the ready mix or 
with the last partial amount of mix 
water

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.07
- pH-Value: 6.5
- max. alkali content (% Na2O-eq): 
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 013750
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FLOWPOWER TM S351 
CON. 30%

Flowpower TM S351 con.20% 
(013810)
Flowpower TM S351 con.30% 
(013760)

Product description
Flowpower TM S351 was especially 
developed for the use in ready-mixed 
concrete. Very high consistencies are 
obtained even at low dosages. Depen-
ding on the temperature, the cement 
type and the composition of the con-
crete, the workability is prolonged 
more than with the use of Flowpower 
TM S350. The water-cement ratio can 
be reduced considerably. Flowpower 
TM S351  can be used for all kinds of 
concrete.

Application
Flowpower TM S351  is used whenever 
high and long-lasting consistencies 
are desired. For this reason, Flow-
power TM S351 is especially suitable 
for the casting of industrial floors. The 
concrete produced is of an excellent 
workability and isn’t ‘sticky’, which is a 
well-known fact for other high-perfor-
mance superPlasticisers.

Remarks
Before the use of Flowpower TM 
S351 reservoirs and dosage systems 
have to be cleaned thoroughly.

Dosage
- Min. dosage: 0.2% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the ready mix or 
with the last partial amount of mix 
water

Article number 013760 013810

Technical data
20% 30%
State of aggregation:
liquid liquid
Colour:
brown brown 
Density (kg/l):
1.07 1,01
pH-Value:
6.5 6,5
max. alkali content (% Na2O eq):
3,0 3.0 
max. chloride content (%):
0.1 0.1
Colour code:
grey grey
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
1 year, after date of production.

Packaging
Cans, barrels, IBC, bulk.
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Preliminary tests for the product‘s suitability 
are indispensable

SUPERPLASTICISER TM 
ON-S2000+O CON.20%

Product description
Superplasticiser TM ON-S2000+O 
is a highly efficient product. Even 
with very low dosages, consisten-
cies can be improved from C1 to F4 
and higher. The superPlasticiser is 
efficient for about 30-45 minutes, 
depending on the composition of the 
mix and the cement type. After the 
processing time a very fast strength 
development begins. Superplasticiser 
TM  ON-S2000+O furthermore causes 
a reduction of the content of air voids 
and reduces the possible formation of 
foam on the concrete surface.

Application
Superplasticiser TM ON-S2000+O 
is used if the concrete is required to 
fulfil very high expectations regarding 
consistency, strength development 
and durability. The product is espe-
cially suitable for the production of 
liquid-tight concrete. An extremely 
fast strength development enables to 
reduce stripping times which results in 
the product’s special suitability for the 
production of precast concrete units 
using easily compacted and self-com-
pacting concrete.

Remarks
For the combined application of Su-
perplasticiser TM ON-S2000+O and 
air-entraining agents, preliminary 
tests for suitability are indispensable. 
Dosing systems have to be able to 
process fluids of a viscosity of 1500 
mPa.s. 

Dosage
- Min. dosage: 0.2% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the ready mix or 
with the last portion of mix water

Technical data
- State of aggregation: liquid
- Colour: light brown
- Density (kg/l): 1.05
- pH-Value: 6
- max. alkali content (% Na2O-eq): 
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 013780
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SUPERPLASTICISER TM
POWDERFLOW 300

Superplasticiser TM Powderflow 300
con. 20% (013830)
Superplasticiser TM Powderflow 300
con. 100% (013840)

Product description
Superplasticiser TM Powderflow 300 
is a very effiecient product. Even with 
very low dosages, consistency clas-
ses can be improved from C1 to F4 
and higher. The superPlasticiser is 
effective for about 60 minutes, depen-
ding on the compostion of the mix and 
the cement type. After the processing 
time a fast strength development pro-
cess begins.

Application
Superplasticiser TM Powderflow 300 
is used if there are great expectations 
to be fulfilled regarding consistency, 
strength development and durability. 
The product is especially suitable for 
the production of screeds, which are 
produced from silos. Due to the very 
fast strength development it is possi-
ble to start next working steps earlier, 
which qualifies the product for the 
application in the self-levelling under-
layments or selfcompacting concrete 
or screeds.

The product was developed for pump-
able screeds and other quick mixing 
systems. Beside its very short solubil-
ity and product activation the product 
is described by its low rheological 
behaviour and the easy flowability.

Remarks
Dosing systems have to be able to 
process fluids of a viscosity of 1500 
mPa.s.

Dosage
- Min. dosage (con.100%): 0.1% of 

the cement weight
- Max. dosage (con.100%): 1.0% of 

the cement weight
- Method of adding and point of time: 

preferably added to the dry mix or 
with the last partial amount of mix 
water.

Technical data
20% 100%
State of aggregation:
liquid powder
Colour:
brown brown 
Density (kg/l):
1.05 0.52
pH-Value:
6.5 7.0
max. alkali content (% Na2O eq):
1.5 4.0 
max. chloride content (%):
0.1 0.1
Colour code:
grey grey
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
1 year, after date of production.

Article number 013830 
013840

Packaging
Liquid: Cans, barrels, IBC, bulk.
Powder: Sacks, pallets, big bags.
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Preliminary tests for the product‘s suitability 
are indispensable

SUPERPLASTICISER TM 
ON-S1000 H3 CON. 20% 

Product description
Superplasticiser TM ON-S1000 H3 is 
an extremely effective concrete addi-
tive. Already at a very low dosage 
increases in consistency from C1 to 
F4 and higher can be achieved. The 
product provides for good proces-
sability, long open times and a fast 
strength development, depending on 
the cement used.

Application
Superplasticiser TM ON-S1000 H3 
is used whenever there are extreme 
requirements regarding consistency, 
strength development, open time 
and durability. The product is espe-
cially suitable for the production of 
liquid-tight concrete. Thanks to the 
obtainable very high early strength, 
Superplasticiser TM ON-S1000 H3 
is especially suitable for the precast 
concrete industry and for winter con-
struction projects. In addition, due to 
the long open time, the product can 
be recommended for use in the ready-
mixed concrete industry

Remarks
For the combined application of Su-
perplasticiser TM ON-S1000 H3 and 
air-entraining agents, preliminary 
tests for suitability are indispensable. 
Dosing systems have to be able to 
process fluids of a viscosity of 1500 
mPa.s. 

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the dry mix or 
with the last partial amount of mix 
water.

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.06
- pH-Value: 4
- max. alkali content (% Na2O-eq): 

2,5
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 013890
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Product description
Polyflow S570 is an extremely effec-
tive superplasticiser which has been 
developed especially for the require-
ments in the precast industry. Polyflow 
S570 is very suitable for self-compac-
ting concretes that require extreme 
workability and high early strength. An 
increase in consistency from F1 to F4 
is easily possible. 

Application
Polyflow S570 is used whenever good 
working properties and high early 
strength development are required. 
Depending on the composition of the 
concrete and the cement type, our 
superPlasticiser Polyflow S570 can 
be used to obtain extreme working 
properties and high early strength 
development at a very low dosage. 

POLYFLOW S570 CON.35%

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the dry mix or 
with the last partial amount of mix 
water.

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.08
- pH-Value: 6,0
- max. alkali content (% Na2O-eq): 

2,5
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 013910
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POLYFLOW 1500 H3 CON.18%

Product description
Polyflow 1500 H3 is a very effec-
tive superplasticiser for concrete. An 
increase in consistency from F1 to 
F4 is easily possible at low dosages. 
The product permits, depending on 
the cement used, high workability and 
long open times. The product provi-
des for high early strength.

Application
Polyflow 1500 H3 is used wherever 
extremely high demands are made 
regarding workability, early strength 
development, open time and cohe-
sion. The product is very suitable for 
liquid-tight concrete. Due to the high 
early strength development of Poly-
flow 1500 H3, it is especially suitable 
for the precast industry and for con-
struction projects in winter. Due to the 
long open time provided by Polyflow 
1500 H3, it is also especially suitable 
for the ready-mixed concrete industry. 
Moreover, Polyflow 1500 H3 can be 
mixed with Polyflow 1500. Combining 
the products enables, depending on 
the temperature, to individually con-
trol the open time.
 

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the dry mix or 
with the last partial amount of mix 
water.

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.05
- pH-Value: 5,0
- max. alkali content (% Na2O-eq): 

2,5
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 013920
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Product description
Polyflow S550 H3 is a very effec-
tive superplasticiser for concrete. An 
increase in consistency from F1 to 
F4 is easily possible at low dosages. 
The product permits, depending on 
the cement used, high workability and 
long open times. The product provi-
des for high early strength.

Application
Polyflow S550 H3 is used wherever 
extremely high demands are made 
regarding workability, early strength 
development, open time and cohe-
sion. The product is very suitable for 
liquid-tight concrete. Due to the long 
open time provided by Polyflow S550 
H3, it is especially suitable for the 
ready-mixed concrete industry. Due to 
the high early strength development 
of Polyflow S550 H3, it is also espe-
cially suitable for the precast industry 
and for construction projects in winter. 
Moreover, Polyflow S550 H3 can be 
mixed with Polyflow S550. Combining 
the products enables, depending on 
the temperature, to individually con-
trol the open time.

POLYFLOW S550 H3 CON.18%

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the dry mix or 
with the last partial amount of mix 
water.

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.04
- pH-Value: 5,0
- max. alkali content (% Na2O-eq): 

2,5
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 013930
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Technical data
- State of aggregation: powder
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

POWERPACK  CATALYST

Powerpack Catalyst II (013802) 
Powerpack Catalyst IV (013804) 
Powerpack Catalyst V (013805)
Powerpack Catalyst 8 (013805)
Powerpack Catalyst 9.5 (013809) 

Product description
Powerpack Catalyst is a pow-
dered catalyst and high-perfor-
mance superplasticiser with unique 
properties in advanced packag-
ing and application technology. 

The technology offers optimal use of 
the available cement potential. This 
leads to cement reduction, which lead 
to reduction of clinker content. 
As a result, cost and CO2 re-
duction can be achieved.  

In addition to excellent plasticising 
properties Powerpack Catalyst in-
creases initial strength, while main-
taining processing times en concrete 
characteristics.

Application
The field of application for this prod-
uct is very broad. It can be used when 
initial strength is important, or as a re-
duction of cement clinker.

- Production of     
 environmentally friendly concrete. 
- Quicker finishing of monolithic  
 concrete floors. 
- Precast concrete elements
- Mass concrete.
- Low shrinkage concrete.
- High strength concrete
- Self-sealing concrete  
 

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max. dosage: 3.0% of the cement 

weight
- Method of adding and point of time: 

Preferabely add to ready mixed con-
crete. Ensure thorough mixing. Mix 
1 minute per m3.

Packaging
Water-soluble bags, packed in water-
tight drums on pallet.

 Article number  013802 013804 
013805 013808 013809
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Packaging
Cans, barrels, IBC, bulk.

POLYFLOW DRIVE

Polyflow Drive 200 (013521)
Polyflow Drive 300 (013522) 

Product description
Polyflow Drive is the ideal new 
generation superplasticiser for rea-
dy-mixed concrete in which the extra 
long open time Makes de difference. 
This extra time to pour the redymix 
gives the user more controle of the 
pouring.

This new generation superplasticiser 
is suitable for all desired consistency 
classes from Cl up to SF5 and above 
and in all environmental classes. Due 
to the extra plasticizing capacity, Poly-
flow Drive is very effective and even 
more efficient in use at lower dosa-
ges.

Application
The Polyflow Drive has been specially 
developed for bridging longer trans-
portation and pouring times. For both 
busy urban areas with, for example, 
long discharge times at a city pump 
and on long journeys with high tem-
peratures, the Polyflow Drive 200 can 
retain its consistency class for a long 
time. Open times of 1.5 to 2 hours 
with only slight backflow are achie-
vable, depending on composition and 
cement type you use.
 
Many different applications are possi-
ble with the Polyflow Drive, such as 
concrete mortar processed with small 
trailer pumps, cubic work at height, 
unexpected extra waiting times on 
the construction site, and delay. In 
addition to the advantages of a larger 
transport range, the quality and Wor-
kability of the concrete remains at the 
desired level for much longer, even at 
tropical temperatures.

Dosage
- Min. dosage: 0.2% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

add to the mixing water or after the 
last mixing water in the finished mix-
ture.

Technical data
200 300
State of aggregation:
liquid liquid
Colour:
light brown light brown
Density (kg/l):
1.07 1.10
pH-Value:
5 5

max. alkali content (% Na2O eq):
<3.0 <4.0
max. chloride content (%):
<0.1 <0.1
Colour code:
grey grey
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
1 year, after date of production.

Article number   013521
Article number   013522
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POLYFLOW S-9100 CON. 18%

POLYFLOW S-9100 CON. 18%

Technical data
- State of aggregation: liquid
- Colour: light brown
- Density (kg/l): 1.04
- pH-Value: 4.0
- max. alkali content (% Na2O-eq): 

<2.0
- max. chloride content (%): 0.1
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of production

Packaging
Cans, barrels, IBC, bulk.

POLYFLOW S-9100

Product description
Polyflow S-9100  is a highly effective 
additive admixture blended of high 
end quality technology materials. With 
Polyflow S-9100 , the economical 
highest consistencies are achieva-
ble with efficient low doses. To reach 
this the natural raw materials in the 
concrete mixture design are impor-
tant. With these characteristics and 
thereby concrete temperature which 
can is important, Polyflow S-9100  
gives you the possibility to keep the 
workability of the concrete open for 
a long manageable time. The Poly-
flow S-9100  offers the possibility to 
design the concrete recipe efficiently 
with the achievement of the regulati-
ons needed.

Application
Polyflow S-9100  is a superlasticer 
where high demands are placed on 
the overall concrete recipe and requi-
rements with regard to workability and 
consistency maintenance. Polyflow 
S-9100 is especially suitable for rea-
dy-mixed concrete with the selected 
raw materials . Polyflow S-9100  is 
perfectly suitable for precast concrete 
manufacturing. Polyflow S-91 00 is 
the best admixture when it comes to 
processing requirements due to high 
consistency in combination with a low 
WCR, finishing and the performance 
of the concrete visuality after demoul-
ding.

Article number 013506

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

ad to the already mixed concrete 
mortar or the dosage water.
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FLOWING FLOOR 
ADMIXTURE TM

Article number 020030 020040

Dosage
- Min. dosage: 2.0% of the cement 

weight
- Max. dosage: 4.0% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Flowing Floor Admixture TM 79/37 L 
(020030)
Flowing Floor Admixture TM 81/37 
(020040)

Product description
Flowing Floor Admixture TM is a com-
bination of high-quality components 
which ensure a good coherence of 
the mix and homogenous mixture of 
cement and aggregates. If applied 
properly, Flowing Floor Admixture TM 
can be used to produce mortar that 
doesn’t segregate while bleeding is 
prevented as well, and additionally, the 
mortar will be self-levelling because 
of its excellent flow properties. Flow-
ing Floor Admixture TM 79/37 L has 
a retarding effect whereas  Flowing 
Floor Admixture TM 81/37 contains 
an accelerator which provides for suf-
ficient compressive strength of the 
screed in a relatively short period of 
time, even when the temperatures are 
low.

Application
Flowing Floor Admixture TM is used 
for cement-bound screed, blinding lay-
ers, or if a sand-cement mix is needed 
as a self-levelling mass. The excellent 
coherence and density provide for an 
end-product of high density and homo-
geneity.  Flowing Floor Admixture TM 
can also be added to improve the flow 
properties of foamed concrete.

Technical data
79/37 L 81/37
State of aggregation:
liquid liquid
Colour:
light brown white
Density (kg/l):
1.03 1.30
pH-Value:
8 8.5

max. alkali content (% Na2O eq):
n.a. n.a.
max. chloride content (%):
0.1 25.0
Colour code:
n.a. n.a.
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
1 year, after date of production.

Packaging
Cans, barrels, IBC, bulk.



5.1 AIR-ENTRAINING AGENTS FOR 
CONCRETE
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AIR-ENTRAINING AGENT TM 
AEA-3

Air-entraining agent TM AEA-3 
con. 3% (014050)
Air-entraining agent TM AEA-3 
con. 8% (014010)
Air-entraining agent TM AEA-3 
white (014130)
Air-entraining agent TM AEA-3 
Concentrate (014140)

Product description
Air-entraining agent TM AEA-3 is 
a ready-to-use admixture used to 
entrain a predefined quantity of air 
pores in concrete. The product stimu-
lates the generation of micro air pores, 
and ensures them to be of the right 
size and to be correctly distributed in 
the concrete. The artificially entrained 
air gives several favourable prop-
erties to concrete. Workability and 
coherence are increased. The abil-
ity to retain water is improved which 
diminishes bleeding and segregation. 
The resistance to frost-de-icing cycles 
is enhanced. The content of air pores 
in the concrete or mortar mix depends 
on the dosage of Air-entraining agent 
TM AEA-3, the content of fine parti-
cles, <0.250 mm, mixing intensity and 
consistency.

Application
Air-entraining agent TM AEA-3 is 
used:
- to manufacture concrete with a high 

resistance against frost and de-icing 
salt

- to produce concrete that is water-
impervious

- to produce mortar. Air-entraining 
agent TM AEA-3 is mainly used in 
road construction, barrage dams, 
wastewater treatment plants.

Remarks
The effects of Air-entraining agent TM 
AEA-3 white are the same as of Air-
entraining agent TM AEA-3, it is prin-
cipally used with coloured mortar.

Article number 014010 014050
014130 014140

Dosage
- dosage (con. 3%): min. 0.05% - 

max. 1.0% of the cement weight
- dosage (con. 8%): min. 0.05% - 

max. 0.6% of the cement weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
3% 8% White Con-

centrate
State of aggregation:
liquid liquid liquid liquid
Colour:
brown brown white brown
Density (kg/l):
1.00 1.03 1.01 n.a.
pH-Value:
9.0 10.0 7.0 n.a.
max. alkali content (% Na2O eq):
1.5 1.5 n.a. n.a.
max. chloride content (%):
0.1 0.1 0.1 0.1
Colour code:
blue blue blue blue 
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
1 year after date of production.

Packaging
Cans, barrels, IBC, bulk.
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Article number 014180

Product description
Air entraining agent TM AEA-3 powder 
is a ready-to-use admixture specially 
developed to entrain a predefined 
quantity of fine air pores in mortars. 
It generates micro air pores, and 
ensures correct dimensions and posi-
tioning of these pores in the mortar. 
Mortars with correct air-contents dis-
play better cohesion of the particles, 
improved frost-thawsalt resistance, 
better workability and less bleeding.

Application
Air entraining agent TM AEA-3 powder 
can be used in any mortar that needs 
better frost-thawsalt resistance. Dos-
age depends on cement type, water/
cement ratio etc. As air results in bet-
ter workability, water can be reduced, 
diminishing the water/cement ratio, 
and thus improving the quality. 
Thorough mixing is essential to obtain 
the best results. 

AIR ENTRAINING AGENT TM 
AEA-3 POWDER

Dosage
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: powder
- Colour: light brown
- Density (kg/l): 1,034
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: blue
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of production

Packaging
Sacks, pallets, big bags.
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AIR-ENTRAINING PLASTICISER 
TM LPV

Product description
Air-entraining Plasticiser TM LPV is a 
ready-for-use admixture used to gen-
erate and thoroughly distribute micro 
air pores in the concrete. Air-entrain-
ing Plasticiser TM LPV is a synthetic 
product containing a plasticising 
component and gives the following 
properties to concrete:
- micro air pores are generated and 

distributed to improve the frost-de-
icing salt resistance

- reduction of water-cement ratio 
possible because of the Plasticiser, 
improved concrete properties; with-
out changing the water-cement 
ratio, improved consistency

- prevention of segregation during 
transport

- tendency of bleeding diminished

Application
Air-entraining Plasticiser TM LPV is 
mainly used in road construction. It is 
also applicable for other kinds of con-
crete, e.g. environmental classes XD 
up to XF.

Article number 014020

Dosage
- Min. dosage: 0.2% of the cement 

weight
- Max. dosage: 0.5% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: transparent
- Density (kg/l): 1.04 
- pH-Value: 7.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1 
- Colour code: blue
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.
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AIR-ENTRAINING RETARDER 
TM LPVZ-55

Product description
Air-entraining retarder TM LPVZ-55 is 
a ready-for-use admixture that gen-
erates and distributes air pores in 
concrete and which has, moreover, a 
retarding effect on the cement hydra-
tion. There are three different aspects 
in the effect of Air-entraining retarder 
TM LPVZ-55:
- increase of the air pore content to 

improve frost-de-icing resistances
- enhanced workability because of 

the plasticising property
- retardation of setting to prolong the 

processing time

Application
Air-entraining retarder TM LPVZ-55 is 
primarily applied in road construction.

Article number 014040

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max. dosage: 0.4% of the cement 

weight
- Method of adding and point of time: 

preferably added to the mix water; 
combined with Superplasticiser TM 
K3T-11+H, dosage shouldn’t pass 
0.04-0.2% of cement weight

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.10
- pH-Value: 13.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1 
- Colour code: blue
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.
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AIR-ENTRAINING AGENT TM 
AEA-B 

Air-entraining agent TM AEA-B 
con. 2% (014110)
Air-entraining agent TM AEA-B 
con. 5% (014120)

Product description
Air-entraining agent TM AEA-B is a 
highly efficient concrete admixture 
that generates and effectively distri-
butes air pores in concrete. This has 
a positive influence on the concrete 
properties:
- increase of workability
- possible reduction of water content
- reduction of segregation and  blee-

ding tendency 
- increase of water-impermeability
- increase of frost-de-icing salt resi-

stance

The generation and distribution of air 
pores also depends on circumstances 
like temperature of the fresh concrete, 
consistency, mixing time, content of 
finer particles and dosage.

Application
Air-entraining agent TM AEA-B is 
used for:
- concrete with high resistance of 

frost and de-icing salt
- concrete used for road construction
- airfields
- barrage dams
- wastewater treatment plants
- mass concrete

Article number 014110 014120

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max. dosage: 0.6% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
2% 5%
State of aggregation:
liquid liquid
Colour:
brown brown 
Density (kg/l):
1.01 1.02
pH-Value:
12,0 12,0
max. alkali content (% Na2O eq):
1.0 1.0 
max. chloride content (%):
0.1 0.1
Colour code:
blue blue
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
1 year, after date of production.

Packaging
Cans, barrels, IBC, bulk.
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AIR ENTRAINING AGENT TM 
89/29 E

Product description
Air entraining agent TM 89/29 E is a 
ready-to-use concrete admixture that 
stimulates the generation of air pores 
in concrete. Air entraining agent TM 
89/29 E is the ideal admixture for con-
crete with absorbent contents. The air 
pores generated aren’t too small, so 
this product can be added to concrete 
containing fly ash. Air entraining agent 
TM 89/29 E significantly increases the 
coherence of the concrete, prevents 
bleeding and additionally enhances 
the frost and frost-thawing resist-
ances of the hardened concrete. The 
content of air pores in the concrete 
mix depends on the dosage of  Air 
entraining agent TM 89/29 E, the con-
tent of fine particles <0.250 mm, the 
mixing process and consistency of the 
fresh concrete as well as the content 
of absorbing aggregates in the fresh 
concrete.

Application
Air entraining agent TM 89/29 E is 
to be used for concrete that holds 
absorbent contents and for concrete 
containing fly ash.

Article number 020120

Dosage
- Min. dosage: 0.01% of the cement 

weight
- Max. dosage: 1.0% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 1.0
- pH-Value: 7.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: blue
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.
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MORTAR STABILISER TM FTB

Mortar stabiliser TM FTB 
con. 3% (020150)
Mortar stabiliser TM FTB FTB V4 
con. 11%(020010)
Mortar stabiliser TM FTB-P (021330)

Product description
Mortar stabiliser TM FTB con. 11% is 
a highly concentrated admixture used 
to evenly distribute air pores in mortar. 
Mortar stabiliser TM FTB con. 3% is a 
product of lower concentration which 
simplifies the dosage. After being 
thoroughly mixed with cement, sand 
and water, Mortar stabiliser TM FTB 
causes the generation and even dis-
tribution of air pores. Enriching mortar 
with air pores creates several favour-
able conditions:
- improved workability and coherence 

of the mortar mix
- enhanced binding of water
- increased frost resistance of the 

(hardened) mortar

The desired content of air pores can 
be obtained if the following decisive 
factors are observed:
- the dosage of Mortar stabiliser TM 

FTB
- the mixing process
- the water-cement ratio
- the grain size distribution of the 

sand

Application 
Mortar stabiliser TM FTB can be add-
ed to many different kinds of mortar, 
as for example masonry mortar, stuc-
co, grout, factory and joint mortar.

Remarks 
Mortar stabiliser TM FTB can be used 
in combination with Mortar retarder 
TM FT (Art. No. 020020).

Dosage
- Min. dosage (con.11%): 0.05% of 

the cement weight
- Max. dosage (con.11%): 1.0% of the 

cement weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Article number 020010 
020150 021330

Technical data
3% 11% powder
State of aggregation:
liquid liquid powder
Colour:
brown brown brown
Density (kg/l):
1.03 1.05 0.9
pH-Value:
10.0 10.0 n.a.
max. alkali content (% Na2O eq):
8.5 8.5 8.5
max. chloride content (%):
0.1 0.1 0.1
Colour code:
blue blue blue
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
1 year, after date of production.

Packaging
Liquid: Cans, barrels, IBC, bulk.
Powder: Sacks, pallets, big bags.
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MORTAR STABILISER TM 81/36

Product description
Mortar Stabiliser TM 81/36 is an ad-
mixture that stimulates a considerable 
increase of the air content in masonry 
mortar after being thoroughly mixed 
with cement, sand and water. This im-
proves workability and coherence of 
the mortar. The product doesn’t have 
negative effects on coloured mortar. 
The content of air pores generated by 
this product, similar to Mortar Stabilis-
er TM FTB (Art. No. 020010), depends 
on the dosage, the mixing process, 
the water-cement ratio and the parti-
cle size distribution of the sand. 

Application 
Mortar Stabiliser TM 81/36 is used to 
manufacture masonry mortar, stucco, 
grout and also joint mortar for which 
intensive colouring is important.

Dosage
- Min. dosage: 0.01% of the cement 

weight
- Max. dosage: 0.2% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 1.03
- pH-Value: 7.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: blue
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 020050
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FOAMING PROMOTER 
CONCENTRATE TM 3

Product description
Foaming promoter concentrate TM 
3 contains highly plasticising prop-
erties and is an admixture for mortar 
which entrains and distributes micro 
air pores during the mixing process. 
The fine, thoroughly distributed micro 
air pores stabilise the mortar and 
diminish the tendency to segregate 
or bleed. The water content of the mix 
can be reduced because of its plas-
ticising property. A sufficient mixing 
time has to be observed. 

Application 
Foaming promoter concentrate TM 3 
is used for the production of masonry 
mortar which can then be applied for 
concrete blocks and walls in- and out-
doors.

Dosage
- Min. dosage: 0.05% of the cement 

weight
- Max. dosage: 0.15% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.05
- pH-Value: 10.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: blue
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 020080
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PLASTERING AGENT TM

Product description
Plastering Agent TM is an admixture 
specially designed to prevent bleed-
ing and segregation of  plaster and 
masonry mortar. The product’s plas-
ticising property allows to reduce the 
amount of mix water. Moreover, mate-
rial shrinkage is reduced and it will be 
easier to apply finishing coats.

Application 
Plastering Agent TM is added to plas-
ter and masonry mortar.

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max. dosage: n.a.
- Method of adding and point of time: 

preferably added directly after the 
mix water.

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 1.01
- pH-Value: 5.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 020090
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STABIFOAM TM II

Product description
Stabifoam TM II is a high-quality ad-
mixture specially developed to make 
lightweight cementitious mortars of 
EPS, Vermiculite and Perlite for in-
sulation layers on flat roofs stable, 
pumpable and easy to spread. 
Stabifoam TM II gives a remarkable 
improvement to the quality of the mor-
tar due to its water-reducing and sta-
bilising properties. With the addition of 
Stabifoam TM II, the mortar is perfect-
ly pumpable and can be transported 
over long distances. 

Application 
Stabifoam TM II is used to make light-
weight mortars with variable gravel 
construction for insulation layers, sta-
ble and pumpable. Stabifoam TM II is 
a quick and easy to mix in as an ad-
mixture and is particularly suitable for 
use when using pumps for floor mor-
tar, which often work with hoses with 
a diameter of 50 mm. This admixture 
is very suitable for both cement and 
cement/limestone meal mortars.

User instructions
Stabifoam TM II should preferably be 
added to the mixing water or dosed in 
the wet mixture, after which it should 
be mixed for at least 1 minute.
Treat the surface with Acrytekt TM 
(Art.no. 033020). Apply the mortar to 
a still moist surface. Cure with Curing 
Compound TM AC-1 (Art.no. 032040).

Dosage
- Min. dosage: 0.02% of the cement 

weight
- Max. dosage: 1.0% of the cement 

weight

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 1.01
- pH-Value: 7.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.002
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of production

Packaging
Cans, barrels, IBC, bulk.

Article number 020180



5.3 FOAMING AGENTS
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Consumption
For every m³ of foamed concrete 1 kg 
Aircel TM is required.

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.08
- pH-Value: 7.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: blue
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Aircel TM should not be used to fill 
service cavities under ground floors 
due to possible smells.

Article number 014070

Product description
Aircel TM is a protein-based product, 
which is used to produce a very stable 
foam in a foam generator. The foam 
cells generated will be of a size bet-
ween 0.2-0.8 mm. 
Aircel TM is used if the foamed con-
crete is to be self-levelling. Moreover, 
Aircel TM ensures that the foamed 
concrete exhibits high stability and 
good workability. 

Application
With Aircel TM, old and decommis-
sioned pipe systems or storage tanks 
can be filled up, insulating layers can 
be cast for floors in industrial or hous-
ing construction, foamed concrete 
precast elements can be produced, 
and so on.

User instructions
A solution is made containing 3-4% 
of Aircel TM. Using a foam genera-
tor, this solution is taken to generate a 
stable foam which is then mixed with 
the base mortar or cement paste in a 
rotary drum or compulsory mixer to 
produce foamed concrete. For mix-
ing the base mortar, CEM-III cement 
as well as CEM-I cement can be 
used. It is strongly recommended not 
to use fly ash, as remaining carbon 
particles can destroy the foam cells. 
Decrease in foam cells will result in 
a loss in volume of the foamed con-
crete. Depending on the quantity of 
foam added to the base mortar or 
cement paste, the density of the fresh 
concrete will differ. Density can be 
measured directly after producing the 
foamed concrete. There might be dif-
ferences in weight between the fresh 
and hardened concrete of about 50 kg/
m³. Additionally, Flowing Floor Admix-
ture TM 79/7 L (Art. No. 020030) or 
Flowing Floor Admixture TM 81/37 
(Art. No. 020040) can be added to the 
base mortar.

AIRCEL TM
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FOAMING AGENT TM 80/23

Consumption
For every m³ of foamed concrete 1 kg 
Foaming agent TM 80/23 is required.

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 1.06
- pH-Value: 8.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: blue
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 014080

Product description
Foaming agent TM 80/23 is a synthet-
ic product that is used to produce a 
very stable foam with a foam genera-
tor. The foam cells will have a diam-
eter of 0.2 mm to 0.8 mm. With Foam-
ing agent TM 80/23, foam concrete is 
produced that is not self-levelling.

Application
Foaming agent TM 80/23 is applied 
if cavities have to be filled up, for the 
production of insulating layers and 
whenever foamed concrete doesn’t 
have to be self-levelling, as is for ex-
ample the case with inclined planes.

User instructions
A solution is made, containing 3-4% of 
Foaming agent TM 80/23. This mixture 
is transformed into a stable foam with 
a foam generator. The foam created is 
added to the base mortar or to the ce-
ment paste, both are thoroughly mixed 
in a rotary-drum or compulsory mixer 
to produce foamed concrete. The base 
mortar can be produced with CEM-III 
or CEM-I cement types. As possible 
remains of carbon particles might de-
stroy the foam cells, it is recommended 
not to use fly ash for the base mortar. 
A destruction of foam cells would result 
in a loss of volume. The density of the 
foamed concrete can be measured di-
rectly after its production. The density 
depends on the added quantity of foam 
and it can be up to 50 kg/m³ higher than 
that of the hardened concrete. Flow-
ing Floor Admixture TM 81/37 (Art. No. 
020040) can be added to the base mor-
tar to increase flowability and to speed 
up the hardening process. Whereas 
Flowing Floor Admixture TM 79/37 L 
(Art. No. 020030) is added to obtain 
self-levelling concrete. To improve the 
workability of the foamed concrete, Air-
cel TM (Art. No. 014070) can be used 
in combination with Foaming agent TM 
80/23.
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Product description
Foaming agent TM M1 is a product 
based on proteins. It is used to pro-
duce a very stable foam containing 
foam cells of a size between 0.2 mm 
and 0.8 mm. If a foamed concrete is to 
be produced which is not required to 
be self-levelling, Foaming agent TM 
M1 is the ideal admixture. Moreover, 
the foamed concrete will be very sta-
ble and highly plastic.

Application
Foamed concrete enhanced with 
Foaming agent TM M1 can be used 
to fill up old piping systems or stor-
age tanks, to cast insulating layers in 
housing construction, to cast industrial 
floors, to manufacture foamed-con-
crete elements, and so on.

User instructions
A solution is made, containing 3-4% of  
Foaming agent TM M1. This mixture 
is now taken to produce a stable foam 
with a foam generator. In a rotary-
drum mixer or compulsory mixer, this 
foam is mixed with the cement paste 
or the base mortar to produce foamed 
concrete. To produce the base mor-
tar, CEM-III cement as well as CEM-I 
cement can be used. Further should 
the base mortar not contain any fly 
ash, as remaining carbon particles 
might destroy the foam cells. Destruc-
tion of foam cells inevitably leads to 
a loss in volume. Depending on the 
added quantity of foam, the foamed 
concrete will exhibit different densi-
ties.

FOAMING AGENT TM M1

Article number 014160
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Compared with the fresh concrete, 
the hardened concrete may undergo 
a reduction in weight of up to 50 kg 
per m³. Other admixtures that can be 
combined with Foaming agent TM M1 
are Flowing Floor Agent TM 79/37 L 
(Art. No. 020030) and Flowing Floor 
Agent TM 81/37 (Art. No. 020040).  To 
improve the workability of the foamed 
concrete, Aircel TM (Art. No. 014070) 
can be used in combination with 
Foaming agent TM M1.

Remarks
Foaming agent TM M1 should not be 
used in small cavities, as the proteins 
omit smells.

Consumption
For every m³ of foamed concrete 1 kg 
Foaming agent TM M1 is required.

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.05
- pH-Value: 7.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: blue
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 014160



6.1 CONCRETE SEALANTS
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CONCRETE SEALANT TM DM

Dosage
- Min. dosage: 0.5% of the cement 

weight
- Max. dosage: 1.0% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Packaging
Liquid: Cans, barrels, IBC, bulk.
Powder: Sacks, pallets, big bags.

Article number 015010 015050

Concrete sealant TM DM (015010)
Concrete sealant TM D-P (015050)

Product description
Concrete sealant TM DM is a ready-
to-use concrete admixture which 
substantially increases the (water) 
tightness of concrete. This product’s 
plasticising property allows to reduce 
the water-cement ratio which results 
in a more compact cement structure. 
Furthermore, Concrete sealant TM 
DM contains hydrophobic substances 
which make the capillaries in the con-
crete water-repellent.

Application
Concrete sealant TM DM is used:
- for the production of water imper-

meable concrete
- to manufacture concrete with a high 

frost and frost-de-icing salt resist-
ance

- to produce concrete that is highly 
resistant against chemical attacks

The best results for this product are 
obtained with blast-furnace cement. 
Concrete sealant TM DM increas-
es the pumpability of concrete and 
doesn’t contain saponifiable sub-
stances.

Remarks
Concrete sealant TM DM is also avail-
able in powder form. Dosage is the 
same for liquid and powder. In case 
of an accidental overdose, the hard-
ening process will be retarded.

Technical data
DM DM-P
State of aggregation:
liquid powder
Colour:
brown brown 
Density (kg/l):
1.07 0.95
pH-Value:
4 10
max. alkali content (% Na2O eq):
n.a. n.a.
max. chloride content (%):
0.1 n.a.
Colour code:
brown brown
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
1 year, after date of production.
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CONCRETE SEALANT TM 
HYDROPHOBIC

Dosage
- Min. dosage: 0.2% of the cement 

weight
- Max. dosage: 0.8% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water, do not add to dry mix

Technical data
- State of aggregation: liquid
- Colour: white
- Density (kg/l): 1.01
- pH-Value: 9.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1 
- Colour code: brown 
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 015020

Product description
Concrete sealant TM hydrophobic is a 
ready-to-use admixture for concrete. 
It contains substances which bind 
the free lime that is generated during 
the cement hydration. This process 
caused by Concrete sealant TM 
hydrophobic, generates insoluble, 
water-repellent salts which are resist-
ant of ultraviolet rays. This leads to 
a near-to-infinite tightness and works 
as a protection against aggressive 
environmental conditions. Finally, 
the product holds highly plasticising 
properties which allows to reduce the 
water-cement ratio.

Application
Concrete sealant TM hydrophobic is 
applied:
- for the production of water-imper-

meable concrete
- to produce concrete with a high 

resistance against frost and de-
icing salts

- to produce concrete with a high 
resistance of aggressive chemi-
cals

As the concrete produced with Con-
crete sealant TM hydrophobic is 
more compact, it is possible to manu-
facture slender but highly-reinforced 
concrete elements. Concrete sealant 
TM hydrophobic also makes pump-
ing of concrete easier.

Remarks
Accidental overdosing might prolong 
setting times. When producing wa-
ter-impermeable concrete with Con-
crete Sealant TM hydrophobic, valid 
regulations are to be observed.



157

020519-15

Preliminary tests for the product‘s suitability 
are indispensable

Tillman B.V. - Julianaweg 12 - 7078 AR Megchelen Gld.NL - tel. +31(0)315377541 - fax. +31(0)315377577 - info@tillman.nl - www.tillman.nl

PLASTUATE TM

Dosage
- Min. dosage: 0.3% of the cement 

weight
- Max. dosage: 1.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the mix water or 
else together with the aggregates

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.13
- pH-Value: 1.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: yellow
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 015040

Product description
Plastuate TM is a concrete plasti-
ciser with several effects. It contains 
a water-reducing component which 
ensures constant workability while the 
water-cement ratio can be lowered. 
Further it contains water-soluble flu-
ate compounds that bind some of the 
free lime generated during cement 
hydration. These lime particles are 
transformed into non-soluble fluorine 
compounds. These processes result 
in a notably improved chemical resist-
ance of the hardened concrete, as the 
calcium fluate formed is by far more 
resistant to aggressive influences 
than the free lime. Additionally, the 
formation of bio-organisms on con-
crete surfaces is prevented.

Application
Plastuate TM is used to improve con-
crete properties if high chemical re-
sistance is requested.

Remarks
Plastuate TM contains fluates which 
attack and destroy glass. When using 
this product, wear protective goggles 
and gloves.
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ACRYTEKT TM XE

Dosage
- Min. dosage: 1.0% of the cement 

weight
- Max. dosage: 3.0% of the cement 

weight
- Method of adding and point of time: 

preferably add to the mix water

Technical data
- State of aggregation: liquid
- Colour: white
- Density (kg/l): 1.03 
- pH-Value: 8.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 015060

Product description
Acrytekt TM XE is a ready-to-use con-
crete admixture. Special components 
in this product considerably increase 
the tightness of concrete and improve 
the elastic modulus. Moreover, these 
components provide for a better 
chemical resistance, so this prod-
uct is perfectly suitable for concrete 
in aggressive environments. Finally, 
Acrytekt TM XE increases the homo-
geneity of the concrete mix.

Application
Acrytekt TM XE is used for the pro-
duction of:
- impermeable or liquid-tight con-

crete
- concrete with a high resistance of 

de-icing salts
- concrete in aggressive environ-

ments

Acrytekt TM XE can be used in combi-
nation with other Tillman products, for 
example Plasticisers. Dosage is to be 
executed separately.
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HYDROPHOBING POWDER TM 
86/12

Dosage
- Min. dosage: 0.2% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the dry aggre-
gates

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: grey
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.

Article number 015090

Product description
Hydrophobing powder TM 86/12 is 
a ready-to-use powder admixture. 
Its special components bind the free 
lime generated during cement hydra-
tion. The salts generated in this proc-
ess are insoluble and water-repellent. 
Hydrophobing powder TM 86/12 sub-
stantially increases the tightness of 
concrete, masonry mortar, joint mor-
tar and similar products.

Application
Hydrophobing powder TM 86/12 is 
perfectly suitable to make dry mor-
tar, masonry mortar and joint mortar 
water-repellent. TM 86/12 consider-
ably diminishes lime efflorescence. 
By adding Hydrophobing powder TM 
86/12, humidity will be prevented from 
permeating as far as possible.
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CHEMSEAL TM T5

Dosage
- Min. dosage: 1.0% of the cement 

weight
- Max. dosage: 6.0% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water, do not add to dry mix

Technical data
- State of aggregation: liquid
- Colour: white
- Density (kg/l): 1.03
- pH-Value: 13.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 015110

Product description
Chemseal TM T5 is a liquid admixture 
on the basis of polymers. The 
substances contained react with 
the calcium compounds generated 
during cement hydration, resulting 
in the formation of insoluble salts. 
Due to this process, the capillaries 
in the concrete are water-repellent 
(hydrophobic). Chemseal TM T5 
notably increases the tightness of 
concrete. This high tightness is a 
good protection against aggressive 
environmental influences. The 
plasticising property of Chemseal TM 
T5 allows to reduce the water-cement 
ratio which increases the properties 
of the concrete. The product exhibits 
the same workability even when used 
at higher temperatures and, more 
importantly, there won’t be remains of 
the product in metering systems or in 
the piping after usage.

Application
Chemseal TM T5 is used:
- for the production of water-imper-

meable concrete or tight concrete 
- to produce concrete with a high 

resistance to frost and de-icing 
agents

- to produce concrete suitable for 
aggressive environments

- for the production of slender con-
crete elements
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Preliminary tests for the product‘s suitability 
are indispensable

CONCRETE SEALANT TM II 
(HYDROPHOBIC)

Dosage
- Min. dosage: 0.2% of the cement 

weight
- Max. dosage: 0.8% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water, do not add to dry mix 

Technical data
- State of aggregation: liquid
- Colour: white
- Density (kg/l): 1.03
- pH-Value: 10.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: brown
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 015120

Product description
Concrete sealant TM II (hydrophobic) 
is a ready-to-use sealing agent for 
concrete. The substances it contains 
react with the calcium compounds 
generated during cement hydration. 
The insoluble  compounds generated 
by this reaction are hydrophobic, i.e. 
water-repellent. These water-repel-
lent compounds, generated because 
Concrete sealant TM II (hydrophobic) 
was added to the mix, are resistant 
to ultraviolet rays which results in a 
long-lasting sealing effect. This nota-
ble tightness offers, moreover, a good 
protection against aggressive envi-
ronmental influences. Furthermore, 
the product holds a strongly plasticis-
ing property that allows to reduce the 
water-cement ratio.

Application
Concrete sealant TM II (hydrophobic) 
is applied:
- to produce water-tight concrete
- to produce concrete with a high 

resistance of frost and de-icing salt
- for the production of concrete suit-

able for aggressive environments

Due to the increase in tightness 
caused by Concrete sealant TM II (hy-
drophobic), this product is perfectly 
suitable for the production of slender 
concrete elements. Concrete sealant 
TM II (hydrophobic) facilitates pump-
ing of fresh concrete.
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SEALANT TM II P (HYDROPHO-
BIC)

Dosage
- Sealant TM II P (hydrophobic) con. 

40%: 0.2% - 0.8% of the cement 
weight  - 

- Sealant TM II P (hydrophobic) con. 
80%: 0.2% - 0.8%of the cement 
weight

- Sealant TM II P (hydrophobic)             
 con.  100%: 0.1% - 0.4% of the 
cement weightweight
If possible, add to ready-mixed 
mortar. Mix intensively after addition. 
Consider an increase in fluidity after 
addition due to the plasticizing effect 
of Sealant TM II P (hydrophobic).

Packaging
Sacks, big bags

Article number 015130  015140
015150

Sealant TM II P (hydrophobic) 
con. 40% (015140)
Sealant TM II P (hydrophobic) 
con. 80% (015150)
Sealant TM II P (hydrophobic) 
con. 100% (015130)

Product description
Sealant TM II P (hydrophobic) is a 
ready-to-use sealing agent for con-
crete. The substances it contains 
react with the calcium compounds 
generated during cement hydration. 
The insoluble  compounds generated 
by this reaction are hydrophobic, i.e. 
water-repellent. These water-repel-
lent compounds, generated because 
Sealant TM II P (hydrophobic) was 
added to the mix, are resistant to 
ultraviolet rays which results in a 
long-lasting sealing effect. This nota-
ble tightness offers, moreover, a good 
protection against aggressive envi-
ronmental influences. Furthermore, 
the product holds a strongly plasticis-
ing property that allows to reduce the 
water-cement ratio.

Application
Sealant TM II P (hydrophobic) is 
applied:
- to produce water-tight concrete
- to produce concrete with a high 

resistance of frost and de-icing salt
- for the production of concrete suita-

ble for aggressive environments

Due to the increase in tightness 
caused by Sealant TM II P (hydropho-
bic), this product is perfectly suitable 
for the production of slender concrete 
elements. Sealant TM II P (hydropho-
bic) facilitates pumping of fresh con-
crete.

Technical data 
40% 80% 100%
State of aggregation:
powder powder powder
Colour:
grey grey grey
volumieke massa (kg/l):
0.60 0.54 0.36
pH:
n.a. n.a. n.a.
max. alkali content (% Na2O eq):
n.a. n.a. n.a.
max. chloride content (%):
n.a. n.a. n.a.
kleurcode:
brown brown brown
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at 
least 6 months, after date of produc-
tion.



6.2 MORTAR SEALANTS
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MORTAR SEALANT TM 76/139

Dosage
- Min. dosage: 0.1% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 1.0
- pH-Value: 8.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: brown
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 015100

Product description
Mortar sealant TM 76/139 is a ready-
to-use admixture for mortar containing 
substances that bind the free lime 
which is generated during cement 
hydration. The insoluble salts created 
in this process are water-repellent. 
Thus, the mortar is made hydropho-
bic from the inside. Mortar sealant TM 
76/139 substantially increases the 
tightness of mortar.

Application
Mortar sealant TM 76/139 is par-
ticularly suitable to make different 
types of mortar water-repellent. Mor-
tar sealant TM 76/139 diminishes 
lime efflorescence. Impermeability 
is improved considerably by Mortar 
sealant TM 76/139, so that intrusion 
and absorption of humidity can be 
largely reduced.
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Preliminary tests for the product‘s suitability 
are indispensable

SEALING AGENT TM

Dosage
- Min. dosage: 0.5% of the cement 

weight
- Max. dosage: 2.0% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: white
- Density (kg/l): 1.01
- pH-Value: 10.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: brown
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 020100

Product description
Sealing agent TM is a ready-to-use 
admixture which is added to mortar 
to make it watertight. Due to the prod-
uct’s plasticising property, the wa-
ter-cement ratio can be lowered, thus 
a more compact cement structure is 
obtained. The hydrophobic substanc-
es contained in the product prevent 
water from intruding into the capillar-
ies of the masonry mortar.

Application
Sealing agent TM is used:
- to produce water-impermeable 

walls
- for the production of mortar that is 

highly resistant to frost and de-icing 
agents

- to produce masonry mortar suitable 
for aggressive environments



7.1 FORMWORK RELEASE AGENTS
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Preliminary tests for the product‘s suitability 
are indispensable

FORMWORK RELEASE TM

Coverage
1 Litre Formwork release TM is suffi-
cient for about 30-40 m².

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 0.83
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Formwork release TM is not to be 
used on rubber forms.

Article number 030180

Product description
Formwork release TM is a solvent-
free product that can be applied on 
wooden and steel formwork. The prod-
uct doesn’t contain any saponifiable 
contents. The appearance of concrete 
surfaces is improved and the service 
life of the formwork is prolonged.

Application
Formwork release TM is highly suit-
able for wooden and steel formwork.

User instructions
Formwork release TM is thin and 
evenly sprayed on the formwork, 
preferably with a broad nozzle. Form-
work release TM can alternatively be 
applied with a big brush or a roll. The 
oil shouldn’t be used too excessively 
and there shouldn’t be any spill-overs 
on horizontal surfaces or in angles.
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FORMWORK RELEASING OIL 
TM

Coverage
1 Litre Formwork releasing oil TM is 
sufficient for about 30 m² of formwork 
surface.

Technical data
- State of aggregation: liquid
- Colour: green
- Density (kg/l): 0.93
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Formwork releasing oil TM is not suita-
ble for steel formwork. For new wood-
en formwork, the emulsion should be 
mixed in a relation of 10 parts of wa-
ter to 1 part of Formwork releasing oil 
TM.

Article number 031010

Product description
Formwork releasing oil TM contains 
emulsifying agents. It is mixed with 
water before the application. The pro-
duct prevents the adhesion of concrete 
on wooden formwork. The product 
doesn’t contain any saponifiable con-
tents. The appearance of the concrete 
surface is enhanced. The application 
of Formwork releasing oil TM will 
have a positive, enduring effect on the 
formwork, i.e. it can be seen as a part 
of the maintenance work.

Application
Formwork releasing oil TM is to be 
used for wooden formwork exclusi-
vely.

User instructions
1 Part of Formwork releasing oil TM 
is mixed with 20-30 parts of water. 
Always add the water to the oil, not 
vice versa. The emulsion resulting 
from this can then be applied on the 
formwork by using a spraying-device, 
a big brush or a roll.
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Preliminary tests for the product‘s suitability 
are indispensable

FORMWORK RELEASING OIL 
TM C01

Coverage
Consumption is about 1 litre for 10 to 
40 m² of formwork surfaces depend-
ing on the degree of dilution. 

Technical data
- State of aggregation: liquid
- Colour: colourless, transparent
- Density (kg/l): 0.88
- pH-Value: 6,5
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 031110

Product description
Formwork releasing oil TM C-01 is a 
physical release agent which consists 
of high-quality basic materials. The 
product doesn’t contain saponifiable 
ingredients and is completely free of 
solvents. Formwork releasing oil TM 
C-01 is a ready-for-use product, but 
can be emulsified with water if desi-
red.

Application
Formwork releasing oil TM C-01 is 
especially suitable if the formwork is 
to be removed immediately. It can be 
used for steel and wooden formwork; 
the prepared emulsion is only sui-
table for wooden formwork. Excellent 
results are obtained if the product is 
used for the production of stones on 
wooden slabs. 

User instructions
Formwork releasing oil TM C-01 can 
be applied purely or in its emulsified 
state. The product can be diluted by 
adding 5 – 10 parts of water; mix tho-
roughly. If the product is used when not 
diluted, it is thinly and evenly applied 
on the surface of the formwork using 
a spraying device.
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FORMWORK RELEASING OIL 
TM C02

Product description
Formwork releasing oil TM C-02 is a 
formwork releasing oil which consists 
of high-quality mineral raw materials. 
The is solvent free and doesn’t con-
tain saponifiable ingredients. A very 
important property of this product is 
the physical separating effect. Form-
work releasing oil TM C-02 is ready 
for use but can also be mixed with wa-
ter to obtain an emulsion.

Application
Formwork releasing oil TM C-02 is 
especially suitable whenever the pre-
cast concrete unit has to be directly 
removed from the formwork. The pro-
duct can also be used if the concrete 
remains in the formwork for a longer 
period of time. The basic product, 
as well as the emulsion, is suitable 
for steel and wooden formwork. It 
can be used on cold and warm steel 
formwork. The resulting concrete sur-
faces are excellent and the formwork 
remains without concrete residues.  

User instructions
Formwork releasing oil TM C-02 can 
be used diluted or undiluted. To emul-
sify the product, mix it with 3 – 4 parts 
of water; mix thoroughly. If it takes a 
while until the emulsion is used, regu-
larly stir it to obtain optimal results. 
Diluted or undiluted, the formwork 
releasing oil is thin and evenly applied 
to the formwork by using a spraying 
device

Coverage
Consumption is 1 l for 10 – 40 m² of 
formwork; depending, among other 
things, on the degree of dilution. 

Technical data
- State of aggregation: liquid
- Colour: colourless, yellow
- Density (kg/l): 0.84
- pH-Value: 7,0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 031160
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Product description
Formwork oil TM is a biodegradable 
release agent preventing the adhesion 
of concrete on steel and coated 
wooden formwork. The product is to 
be applied in an extremely thin layer. 
It can remain on the formwork for a 
long time without drying excessively. 
Formwork oil TM enables clean and 
fast removal of the formwork and 
prevents the generation of stains on 
the surfaces as well as “sanding”. If  
applied thin and evenly, there won’t 
be any problems when future layers 
have to be applied, e.g. calcium 
sulfate, paint, tiles.  Formwork oil 
TM is completely decomposed after 
approximately 4 weeks. 

Application
Formwork oil TM can be used for 
steel formwork and coated wooden 
formwork.

User instructions
Formwork oil TM is applied on the 
formwork with a spraying device or 
with a piece of thin cloth. Spill-overs 
of the oil in edges and recesses of 
horizontal surfaces are to be avoided. 
Exceeding oil is to be removed with a 
piece of cloth.

Coverage
N.a.

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 0.86
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

FORMWORK OIL TM

Article number 031020
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FORMWORK OIL TM M

Coverage
Don’t apply too excessively. 1 Litre is 
sufficient for about 30-40 m².

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 0.83
- pH-Value: 6.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Formwork oil TM M is not suitable for 
rubber-lined formwork.

Article number 031030

Product description
Formwork oil TM M is a biodegradable, 
physical form release agent. It 
doesn’t contain saponifiable or wax-
like substances. Formwork oil TM M 
causes a formidable release effect 
between concrete and formwork.

Application
Formwork oil TM M is perfectly suit-
able for steel, wooden and plastic 
formwork.

User instructions
Formwork oil TM M is applied thin and 
evenly with a spraying device, pre-
ferably with a broad sprayer nozzle. 
Alternatively, the product can be 
applied with a big brush or roll. Excee-
ding oil is to be removed from edges 
and recesses.
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Preliminary tests for the product‘s suitability 
are indispensable

FORMWORK OIL TM SPECIAL

Coverage
Applied with a spraying device 1 litre 
will be sufficient for 30-40 m² of form-
work surfaces.

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 0.88
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 031040

Product description
Formwork oil TM special prevents the 
adhesion of concrete on formwork. 
Special components in this product 
allow its application on slightly wet 
surfaces. Formwork oil TM special 
has the same effect as Formwork oil 
TM. The product is to be applied in an 
extremely thin layer. It can remain on 
the formwork for a long time without 
drying excessively.  Formwork oil TM 
special enables good and clean remo-
val of the formwork and prevents the 
generation of stains on the surfaces 
as well as “sanding”. If  applied thin 
and evenly, there won’t be any pro-
blems when future layers have to be 
applied, e.g. calcium sulfate, paint, 
tiles.  Formwork releasing oil TM is 
biodegradable and will be completely 
decomposed after approximately 4 
weeks. 

Application
Formwork oil TM special can be used 
for steel and wooden formwork.

User instructions
The wet or dry formwork is coated with 
a thin layer of Formwork oil TM spe-
cial, using a brush, cloth or spraying 
device. Excessive application is to be 
avoided. It has to be observed that, 
for horizontal surfaces, no spill-overs 
remain in edges or recesses. Any spill-
overs are to be cleaned up before the 
casting.
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RELEASE AGENT TM

Coverage
Applied with a spraying device 1 litre 
will be sufficient for 30-40 m² of form-
work surfaces.

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 0.83
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Release agent TM is not suitable for 
rubber-lined or rubber formwork.

Article number 031050

Product description
Release agent TM has the same 
properties as Formwork oil TM. Ad-
ditionally, Release agent TM can also 
be applied on wet formwork, as mois-
ture existent on the formwork is thrust 
aside/squeezed out. Thus, no water 
or air bubbles remain and a smooth 
concrete surface is obtained. Release 
Agent TM is solvent-free.

Application
Release agent TM can be applied on 
wooden, steel and plastic formwork.
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Preliminary tests for the product‘s suitability 
are indispensable

PRESERVATION AGENT TM

Technical data
- State of aggregation: liquid
- Colour: white
- Density (kg/l): 0.95
- pH-Value: 4.0
- max. alkali content (% Na2O-eq) 

: n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks 
After usage, clean the spraying devic-
es with warm water and soap suds.

Article number 031070

Coverage
1 Litre Preservation agent TM is suf-
ficient to treat 6-8 m² of surfaces.

Product description
Preservation agent TM is a liquid 
product to conserve and protect steel 
formwork. After being sprayed onto 
the formwork, the dried film effectively 
prevents further generation of rust 
and acts as a protection from other 
environmental influences.

User instructions 
Preservation agent TM is applied on 
the clean and dry surface by spray-
ing or by roller. After the preservative 
agent has dried, apply a second time. 
The surfaces treated are protected for 
a minimum of 2 months. Before the 
formwork is used again it should be 
cleaned with warm water and soap 
suds or by steam jet cleaner. After 
cleaning, treat the surfaces with a 
common formwork oil.
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RELEASE AGENT BA TM

Technical data
- State of aggregation: liquid
- Colour: transperant
- Density (kg/l): 0.83
- pH-Value: 7
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: frost-protected, in closed 

packaging
- Shelf-life: when stored correctly at 

least 1 year after date of production

Packaging
Cans, barrels, IBC.

Article number 031390

Coverage
According to use (formwork surface 
sufficiently treated).

Product description
Release agent BA TM is a fluid, rea-
dy-to-use detachment agent for the 
tarmac industry. Release agent BA 
TM is used for traditional asphalt and 
tarmac, as well as polymer modified 
tarmac. 

Application
Applicable on tarmac mixing plants, 
loading decks from tipper trucks, as-
phalt recycle equipment, pavers, tools 
and other machinery. It neither stains, 
nor leaves any residue on tarmac and 
does not dissolve asphalt or affects it 
in any other way. 

User instructions 
Release agent BA TM is applied unB-
diluted with a brush, a roller or any 
suitable pressure spray, in a thin and 
even layer. Also suitable for several 
spraying systems.
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Preliminary tests for the product‘s suitability 
are indispensable

FORMWORK REMOVAL OIL TM

Coverage
Applied with a spraying device,  ap-
proximately 1 litre will be sufficient for 
30-40 m² of formwork surfaces.

Technical data
- State of aggregation: liquid
- Colour:  colourless
- Density (kg/l): 0.85
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Formwork removal oil TM is not 
suitable for rubber-lined or rubber 
formwork.

Article number 031100

Product description
Formwork removal oil TM prevents 
the concrete from sticking to the 
formwork. The product ensures clean 
formwork removal, even if it is stored 
in between. The costs for the clean-
ing of the  formwork are reduced. 
Formwork removal oil prevents the 
concrete surfaces from sanding. If this 
product is applied in a thin and even 
layer, additional layers, i.e. bonding 
bridges, calcium sulfate or roughcast, 
can be applied without difficulties.

Application
Formwork removal oil TM is used to 
lubricate steel and plastic formwork 
and coated wooden formwork.
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FORMWORK OIL TM 76/109

Coverage
Applied with a spraying device, ap-
proximately 1 litre will be sufficient for 
30-40 m² of formwork surfaces.

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 0.84
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 031120

Product description
Formwork oil TM 76/109 prevents 
concrete from sticking to the formwork 
material. The product doesn’t contain 
saponifiable substances and ensures 
removal of formwork that is free of 
residues, thus the costs for the clean-
ing of the formwork can be reduced. 
Thin and evenly applied, future layers 
can be applied without problems.

Application
Formwork oil TM 76/109 doesn’t 
contain mineral oils and therefore 
is perfectly suitable for rubber form-
work.
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FORMWORK OIL TM 89/17

Coverage
Depending on the kind of formwork, 1 
litre is sufficient for approximately 20-
30 m².

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 0.81
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Provide for good ventilation, no open 
flames.

Article number 031130

Product description
Formwork oil TM 89/17 excellently 
prevents concrete from sticking to the 
formwork. Special components in this 
product guarantee its ideal effects. If 
used correctly, stainless and nonpo-
rous, as well as very smooth, surfaces 
are obtained that can be designated 
fair faced concrete surfaces. Moreo-
ver, Formwork oil TM 89/17 prevents 
wooden formwork from absorbing 
water, even if there is an interim before 
the formwork is used again. Formwork 
oil TM 89/17prevents sanding of con-
crete surfaces. For steel formwork, its 
corrosion-inhibiting contents prevent 
rust generation. Finally, cleaning of 
the formwork won’t take as long as 
it used to. Thin and evenly applied, 
application of additional layers, as for 
example bonding bridges, paint, tiles 
and so on, can be executed without 
any problems.

Application
Formwork oil TM 89/17 can be used 
for steel, plastic and wooden form-
work. It can also be applied if the 
formwork is wet.

User instructions
Formwork oil TM 89/17 is evenly ap-
plied with a  spraying device. Applica-
tion can also be done with a big brush 
or roller, if surpluses are wiped with a 
clean piece of cloth. Prevent exces-
sive application and observe to wipe 
off spill-overs from horizontal surfac-
es, edges and recesses.
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FORMWORK OIL TM J

Coverage
1 litre of Formwork oil TM J is suffici-
net to cover about 30 m² of formwork 
surfaces.

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 0.85
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Formwork oil TM J is not suitable for 
rubber-lined or rubber formwork.

Article number 031150

Product description
Formwork oil TM J is an extremely 
thin oil and therefore is perfectly suita-
ble for the production of concrete ele-
ments with smooth, almost nonporous 
surfaces. It is an excellent formwork 
oil for the manufacture of high-qual-
ity fair faced concrete surfaces which 
have to meet high expectations.

Application
Formwork oil TM J can be used for 
wooden, plastic and steel formwork.

User instructions
Formwork oil TM J is thin and evenly 
applied with a spraying device.
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are indispensable

FORMWORK OIL TM 88/7

Coverage
1 litre is sufficinet to cover about 30-
40 m² of formwork surfaces.

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 0.79
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Provide for good ventilation, no open 
flames.

Article number 031170

Product description
Formwork oil TM 88/7 is perfectly 
suitable for direct formwork removal 
of concrete parts due to its special 
components. The formwork will be al-
most free of residues, if  Formwork oil 
TM 88/7 is used. So the cleaning of 
the formwork will be remarkably less 
time-consuming. By using this form-
work oil, possible interim periods may 
be prolonged.

Application
Formwork oil TM 88/7 can be used for 
all kinds of formwork.

User instructions
Formwork oil TM 88/7 is thin and even-
ly applied with a spraying device.
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MOULDING OIL TM 88/7 G

Coverage
1 litre is sufficinet to cover about 30-
40 m² of formwork surfaces.

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 0.82
- pH-Value: 6,0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Provide for good ventilation, no open 
flames.

Article number 031090

Product description
Moulding oil TM 88/7 G is especially 
suitable for immediate formwork re-
moval of precast concrete units due to 
its special ingredients. The formwork 
remains virtually without any resi-
dues, thus only little effort is required 
for cleaning the formwork. Even ex-
cessive application doesn’t have any 
negative consequences on the prod-
ucts.

Application
Moulding oil TM 88/7 G can be used 
for all kinds of formwork. The prod-
uct is especially suitable for strongly 
structured formwork and for formwork 
slabs which are scrubbed mechani-
cally. 

User instructions
Moulding oil TM 88/7 G is thin and 
evenly applied using a spraying de-
vice. Provide for good ventilation. No 
open flames. 
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FORMWORK OIL TM 89/3

Coverage
Applied thinly by spraying device, 1 li-
tre will be sufficient for about 30 m² of 
formwork surfaces.

Technical data
- State of aggregation: liquid
- Colour: yellow-brown
- Density (kg/l): 0.81
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Formwork oil TM 89/3 is not suitable 
for rubber-lined or rubber formwork. 
Care for good ventilation and prevent 
open flames.

Article number 031200

Product description
Formwork oil TM 89/3 physical-chem-
ical release agent. Thin and evenly 
applied, this oil provides for an excel-
lent release effect, even if it is used for 
low-alkaline concrete.

Application
Formwork oil TM 89/3 can be applied 
to steel, wooden and plastic form-
work.
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UNIOIL TM 204

Coverage
1 litre Unioil TM 204 is sufficient for 
about ca. 20-30 m² surfaces.

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 0.82
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Unioil TM 204 is not to be used on rub-
ber-coated or rubber formwork.

Article number 031210

Product description
Unioil TM 204 prevents concrete from 
sticking to formwork. Unioil TM 204 
is a release oil. It doesn’t contain sa-
ponifiable or wax-like contents and is 
solvent-free. Unioil TM 204 provides 
an excellent release effect of concrete 
and formwork. If applied correctly, the 
generation of stains can be avoided. 
Unioil TM 204 is primarily used in the 
production of precast concrete parts 
of which the formwork is to be imme-
diately removed. Cleaning the form-
work will become less expensive.

Application
Unioil TM 204 is applied to steel, 
wooden and plastic formwork.

User instructions
Unioil TM 204 is thin and evenly 
sprayed on the formwork with a 
broad nozzle. The layer of Unioil TM 
204 shouldn’t be too thick and there 
shouldn’t be spill-overs on horizontal 
surfaces, in edges and recesses.
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UNIOIL TM 205

Coverage
1 Litre is sufficient for about 30-40 m2 
surfaces.

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 0.82
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Unioil TM 205 is not suitable for rub-
ber or rubber-coated formwork.

Article number 031220

Product description
Unioil TM 205 is a physical release 
agent which prevents concrete from 
sticking to the formwork. It doesn’t 
content saponifiable or wax-like sub-
stances and is solvent-free. Unioil TM 
205 provides for clean and easy re-
moval of formwork. Therefore, there 
is no sanding or staining of concrete 
surfaces if the product is used cor-
rectly. Unioil TM 205 can be applied 
if there is no immediate removal of 
formwork requested, or if there is an 
interim between castings. Expenses 
for cleaning the formwork can be re-
duced substantially. If the product is 
applied thin and evenly, application 
and adhesion of further layers, such 
as bonding bridges, calcium sulfate, 
tiles, can be executed without prob-
lems.

Application
Unioil TM 205 is used for steel and 
plastic formwork as well as for plastic-
coated wooden formwork.

User instructions
Unioil TM 205 is thin and evenly 
applied by spraying device with a 
broad nozzle. There should be no 
accumulations of oil on horizontal sur-
faces, in edges and recesses.
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UNIOIL TM 200

Coverage
1 Litre is sufficient for about 30-40 m² 
surfaces.

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 0.81
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Unioil TM 200 is not suitable for rub-
ber-lined and rubber formwork.

Article number 031230

Product description
Unioil TM 200 is a solvent-free, che-
mical formwork oil which can be 
applied to many kinds of formwork. 
It exhibits an excellent release effect 
and is free of saponifiable compon-
ents. When applying Unioil TM 200, 
the appearance of concrete surfaces 
is enhanced while the service life of 
formwork itself is prolonged.

Application
Unioil TM 200 can be applied for 
steel, wooden and plastic formwork, 
it is used when immediate removal of 
formwork is required.

User instructions
Unioil TM 200 preferably is applied 
using a spraying device with a broad 
nozzle. A big brush or roller could also 
be used. Apply economically and ob-
serve that no spill-overs should be left 
on horizontal surfaces, in edges and 
recesses.
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UNIOIL TM X61

Coverage
1 Litre is sufficient for about 20-30 m² 
surfaces.

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 0.80
- pH-Value: 7
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Provide for good ventilation, no open 
flames.

Article number 031350

Product description
Unioil TM X61 is a release oil made 
of herbal, natural and synthetic com-
ponents and prevents concrete from 
sticking to the formwork. The pro-
duct doesn‘t contain saponifiable or 
wax-like substances. Unioil TM X61 
provides for an excellent release effect 
and the formwork remains clean with 
virtually any residues. Unioil TM X61 
is primarily used in the production of 
precast concrete parts of which the 
formwork is to be removed immedia-
tely.

Application
Unioil TM X61 is used for steel and 
plastic formwork removal of: concrete 
pipes, concrete manhole rings and 
concrete slatted floors.

User instructions
Unioil TM X61 is thin and evenly ap-
plied to the formwork using a spraying 
device.
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UNIOIL TM X25 BIO

Coverage
1 Litre covers about 30 to 40 m² of 
formwork surfaces.

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 0.87
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Provide for good ventilation, no open 
flames.

Article number 031310

Product description
UNIOIL TM X25 BIO is a release agent 
of universal use. The product con-
sists of herbal, natural and synthetic 
ingredients and prevents the concrete 
from sticking to the formwork. The 
product doesn’t contain wax-like or 
saponifiable substances. UNIOIL TM 
X25 BIO provides for clean removal 
of the formwork. The formwork will 
be almost free of residues, thus there 
will only be little effort for cleaning the 
formwork. UNIOIL TM X25 BIO can 
be used for the production of precast 
concrete parts which are to be directly 
released from the formwork as well 
as for concrete which remains in the 
formwork for a longer period of time.

Application
UNIOIL TM X25 BIO is used for steel, 
plastic and coated wooden formwork.
Especially suitable for the formwork 
removal of: Bottom sockets, casted 
concrete adjusting units, steel form-
work in the production of washed con-
crete, concrete slatted floors, wooden 
screen printing plates.

User instructions
UNIOIL TM X25 BIO is applied on 
the formwork thin and evenly using a 
spraying device.
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Preliminary tests for the product‘s suitability 
are indispensable

UNIOIL TM X41

Coverage
1 Litre covers about 30 to 40 m² of 
formwork surfaces.

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 0.83
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 031320

Product description
Unioil TM X41 is a universal release 
agent which can be used in many 
fields of application. The product 
consists of high-quality mineral 
ingredients and contains corrosion-
inhibiting substances, but no solvents. 
Applied correctly, Unioil TM X41 enab-
les excellent formwork removal and 
doesn’t leave any concrete residues. 
The concrete surface retains its con-
sistent colour while the percentage of 
air pores is reduced. 

Application
Unioil TM X41 enables excellent re-
sults on non-absorbing formwork sur-
faces, for example steel, plastic, Beto-
plex and Betoplan. 

User instructions
Unioil TM X41 is thinly applied using a 
spraying device with a broad nozzle.
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UNIOIL TM X43

Coverage
Avoid excessive application. 1 Litre of 
Unioil TM X43 will be sufficient to treat 
30 to 40 m². 

Technical data
- State of aggregation: liquid
- Colour: light yellow
- Density (kg/l): 0.83
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 031340

Product description
Unioil TM X43 is a universal formwork 
oil which is especially suitable for con-
crete with a high consistency class or 
self-compacting concrete. It consists 
of high-quality mineral raw materi-
als and contains corrosion-inhibiting 
ingredients. Moreover, Unioil TM X43 
is completely free of solvents and is 
categorised as class II in the classi-
fication of formwork release agents 
(NL). Applied correctly, Unioil TM 
X43 provides for excellent formwork 
removal and doesn’t leave concrete 
residues on the formwork. The con-
crete surface retains a uniform colour, 
and air pores are reduced to a mini-
mum

Application
Unioil TM X43 provides for good re-
sults on non-absorbing surfaces, for 
example steel, plastic and Betoplex. 
The product can be used indoors and 
outdoors. 

User instructions
Unioil TM X43 is applied thinly using a 
spraying device with a broad nozzle.
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Preliminary tests for the product‘s suitability 
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FORMWORK OIL TM B

Consumption
1 Litre is sufficient for about 30-40 m² 
surfaces.

Technical data
- State of aggregation: liquid
- Colour: white
- Density (kg/l): 0.98
- pH-Value: 7.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Formwork oil TM B should be 
thoroughly stirred before usage. 

Article number 031250

Product description
Formwork oil TM B is an emulsion 
which prevents concrete from stick-
ing to formwork. It consists of natural 
basic materials and is biodegradable. 

Application
Formwork oil TM B can be used for 
wooden, steel, rubber and plastic 
formwork.

User instructions
Formwork oil TM B is thin and evenly 
sprayed on the formwork surfaces. 
The film takes about 15 minutes to 
fully develop after which the concrete 
can be cast. To ensure perfect coat-
ing, spraying should be executed with 
a round nozzle and with a pressure of 
at least 4 bar.
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FORMWORK OIL TM E

Coverage
1 Litre Formwork oil TM E is sufficient 
for about 30-40 m² Surfaces.

Technical data
- State of aggregation: liquid
- Colour: white
- Density (kg/l): 0.92
- pH-Value: 6.5
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Formwork oil TM E is not suitable for 
rubber and rubber-lined formwork.

Article number 031260

Product description
Formwork oil TM E is an emulsion 
which prevents concrete from stick-
ing to the formwork. It is a product 
with a physical effect. It doesn’t 
contain saponifiable or wax-like sub-
stances and is perfectly suitable 
for the production of fair faced con-
crete surfaces, as there is virtually 
no generation of stains or sanding. 
Formwork oil TM E provides for easy 
formwork removal, even if there are 
interim storage times. The costs for 
cleaning the formwork are reduced. 
Thin and evenly applied, further lay-
ers, e.g. bonding bridges, wall tiles, 
paint, calcium sulfate, and so on, can 
be applied without problems.

Application
Formwork oil TM E is suitable for steel 
and plastic formwork and for plastic-
coated timber. This product is also 
perfectly suitable for the production of 
fair faced concrete surfaces.

User instructions
Formwork oil TM E is thin and evenly 
sprayed on the formwork using a round 
nozzle. A big brush or roller could as 
well be used for the application. Form-
work oil TM E shouldn’t be applied too 
excessively and spill-overs in angles, 
recesses and on horizontal surfaces 
should be avoided.
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FORMWORK PASTE TM ECO-5

Coverage
Coverage varies depending on the 
type of formwork.

Technical data
- State of aggregation: viscous
- Colour: white
- Density (kg/l): 0.91
- pH-Value: 7.5
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Buckets.

Remarks
Formwork Paste TM ECO-5 is not 
suitable for rubber and rubber-lined 
formwork.

Article number 031270

Product description
Formwork paste TM eco-5 is a physi-
cal-chemical, viscous, water-based 
emulsion. It is biodegradable and 
doesn’t contain solvents. Formwork 
paste TM eco-5 can easily be applied 
on the formwork with a big brush, or 
soft broom, or something like that. 
After application, the emulsion breaks 
up, the oil remains on the formwork. 
Formwork paste TM eco-5 provides 
for excellent formwork removal. The 
concrete surfaces are smooth and 
evenly coloured.

Application
Formwork paste TM eco-5 is perfectly 
suitable for steel, wooden and plastic 
formwork. It is especially applicable 
for vast vertical surfaces and closed 
formwork. It is quite easy to spread 
Formwork paste TM eco-5 evenly.

User instructions
Formwork paste TM eco-5 is even-
ly applied with a big brush or soft 
broom.
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FORMWORK OIL TM S-06

Coverage
1 Litre is sufficient for about 30-40 
m².

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 0.83
- pH-Value: 5.0
- max. alkali content (% Na2O-eq) 

: n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Formwork oil TM S-06 is not suitable 
for rubber and rubber-lined formwork.

Article number 031280

Product description
Formwork oil TM S-06 is a physical, 
biodegradable formwork oil. Due to its 
special contents, it can be applied on 
wet surfaces. Formwork oil TM S-06 
doesn’t contain solvents, or saponifi-
able or wax-like substances. Form-
work oil TM S-06 enables excellent 
formwork removal.

Application
Formwork oil TM S-06 is perfectly 
suitable for steel, wooden and plastic 
formwork. It can easily be applied thin 
and evenly. 

User instructions
Formwork oil TM S-06 is thin and 
evenly sprayed on the formwork using 
a broad spray nozzle. A big brush or a 
roller can also be used for the applica-
tion. The product should not be applied 
excessively, and no accumulations of 
oil should remain on horizontal sur-
faces, in angles and recesses.
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Preliminary tests for the product‘s suitability 
are indispensable

FORMWORK OIL TM S-04

Coverage
1 Litre is sufficient for about 30-40 
m².

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 0.84
- pH: 6.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Formwork oil TM S-04 is not suitable 
for rubber and rubber-lined formwork.

Article number 031290

Product description
Formwork oil TM S-04 is a formwork 
oil with physical properties which 
ensures excellent formwork removal. 
The product is biodegradable and 
doesn’t contain solvents or saponi-
fiable substances. To improve the 
adhesion on vertical surfaces, Form-
work oil TM S-04 contains wax-like 
substances. This results in less oil 
being spoilt during application.

Application
Formwork oil TM S-04 is perfectly 
suitable for steel, wooden and plas-
tic formwork. Formwork oil TM S-04 
can very easily be applied thin and 
evenly.

User instructions
Formwork oil TM S-04 is thin and 
evenly sprayed upon the surfaces. 
With a special spraying nozzle (T-Jet, 
Type 6501), and a spraying pres-
sure between 4.5 and 5 bar, excellent 
results can be obtained. Avoid 
excessive use and take care no oil 
accumulates on horizontal surfaces, 
in angles and recesses.
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FORMWORK OIL TM M10

Coverage
1 Litre is sufficient for about 30-40 
m².

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 0.84
- pH: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Formwork oil TM M10 is not suitable 
for rubber and rubber-lined formwork.

Article number 031300

Product description
Formwork oil TM M10 is a biode-
gradable formwork oil with physical 
properties. Special contents enable 
the product to be applied on wet sur-
faces. Formwork oil TM M10 doesn’t 
contain solvents, saponifiable or wax-
like substances. Formwork oil TM 
M10 provides for excellent formwork 
removal. 

Application
Formwork oil TM M10 is perfectly 
suitable for steel, wooden and plas-
tic formwork. If there are rusty spots 
on steel formwork, Formwork oil TM 
M10 could be the ideal solution to that 
problem; the rusty spots will have dis-
appeared after several applications of 
the product.

User instructions
Formwork oil TM M10 is thin and 
evenly sprayed on the formwork using 
a spraying device with a broad spray 
nozzle. A big brush or a roller can 
also be used for the application. Avoid 
excessive use and take care no oil 
accumulates on horizontal surfaces, 
in angles and recesses. 
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Preliminary tests for the product‘s suitability 
are indispensable

FORMWORK OIL TM E-II

Coverage
1 Litre Formwork oil TM E-II is suffi-
cient for about 30-40 m² Surfaces.

Technical data
- State of aggregation: liquid
- Colour: white
- Density (kg/l): 0.94
- pH-Value: 6.5
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Formwork oil TM E-II is not suitable for 
rubber and rubber-lined formwork.

Article number 031330

Product description
Formwork oil TM E-II is an emul-
sion which prevents concrete from 
sticking to the formwork. It is a prod-
uct with a physical effect. It doesn’t 
contain saponifiable or wax-like sub-
stances and is perfectly suitable for 
the production of fair faced concrete 
surfaces, as there is virtually no 
generation of stains or sanding. Form-
work oil TM E-II provides for easy 
formwork removal, even if there are 
interim storage times. The costs for 
cleaning the formwork are reduced. 
Thin and evenly applied, further lay-
ers, e.g. bonding bridges, wall tiles, 
paint, calcium sulfate, and so on, can 
be applied without problems.

Application
Formwork oil TM E-II is suitable for 
steel and plastic formwork and for 
plastic-coated timber. This product is 
also perfectly suitable for the produc-
tion of fair faced concrete surfaces.

User instructions
Formwork oil TM E-II is thin and 
evenly sprayed on the formwork 
using a round nozzle. A big brush or 
roller could as well be used for the 
application. Formwork oil TM E-II 
shouldn’t be applied too excessively 
and spill-overs in angles, recesses 
and on horizontal surfaces should be 
avoided.
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FORMWORK OIL TM M12

Coverage
1 Litre is sufficient for about 30-40 
m².

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 0.83
- pH: 6,5
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Formwork oil TM M12 is not suitable 
for rubber and rubber-lined formwork.

Article number 031360

Product description
Formwork oil TM M12 is a physical, 
biodegradable release agent contain-
ing special substances which enable 
the application on slightly wet or lightly 
rusty surfaces. Formwork oil TM M12 
doesn’t contain solvents, saponifiable 
or wax-like substances. Formwork oil 
TM M12 causes formidable release 
effects. Formwork oil TM M12 has 
corrosion-inhibiting properties which 
make it an excellent product for rusty 
steel formwork. In many cases corro-
sion should be clearly reduced after a 
number of days of use.

Application
Formwork oil TM M12 is particularly 
suitable for steel, wooden and plas-
tic formwork. Moreover, Formwork oil 
TM M12 is to be applied in a very thin 
layer.

User instructions
Formwork oil TM M12 is sprayed thin 
and evenly on the formwork using a 
high-pressure spraying device with a 
broad nozzle. Alternatively, a roll or 
big brush can be used. The product 
shouldn’t be used excessively and 
ther shouldn’t be any spill-overs on 
horizontal surfaces or in edges of the 
face sides.
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Preliminary tests for the product‘s suitability 
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Product description
Formwork oil TM M16 is a physi-
cal and biodegradable formwork oil. 
It contains a high percentage of anti 
corrosive agents to remove tena-
cious rust stains from steel formwork. 
Formwork oil TM M16 doesn’t contain 
saponifiable ingredients or wax-like 
substances. Formwork oil TM M16 
provides for excellent formwork 
removal. 

Application
Formwork oil TM M16 is recommend-
ed for steel formwork which is subject 
to heavy rust formation. 

User instructions
Formwork oil TM M16 should be 
applied at least once every week. 
The product is thin and evenly applied 
using a spraying device. A T-Jet noz-
zle (type 800067) is recommended. 
Avoid excessive application and take 
care no oil accumulates on horizontal 
surfaces, in angles and recesses. 

Packaging
Cans, barrels, IBC, bulk.

Remarks
Formwork oil TM M16 is not suitable 
for rubber-lined formwork.

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 0.83
- pH: 7,0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Coverage
1 Litre is sufficient for about 30-40 
m².

FORMWORK OIL TM M16

Article number 031370
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Product description
Unioil TM X28 BIO is a universally 
applicable separating agent based 
on herbal, natural and synthetic basic 
materials. It prevents concrete from 
sticking on the formwork. It doesn’t 
contain saponifiable or wax-like ingre-
dients. Unioil TM X28 BIO gives the 
concrete a clean surface. Formwork 
surfaces remain virtually free of resi-
dues, which reduces the necessary 
time and effort for cleaning. Unioil TM 
X28 BIO can be used for the produc-
tion of concrete parts which are to be 
removed from the formwork immedi-
ately, as well as for concrete which 
remains in the formwork for a longer 
time.

Application
Unioil TM X28 BIO is used for steel, 
plastic, and coated wooden formwork. 
The product is especially suitable for 
when used for earth-moist concrete, 
self-compacting concrete, exposed 
aggregate concrete, concrete slatted 
floors, wooden slabs used for screen 
printing.

User instructions
UNIOIL TM X28 BIO is applied on 
the formwork thin and evenly using a 
spraying device.

Coverage
1 Litre covers about 30 to 40 m² of 
formwork surfaces.

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 0.84
- pH: 6,5
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Unioil TM X28 BIO can be compared 
to Unioil TM X25 BIO, but has a lower 
viscosity. Prior to the use of Unioil TM 
X28 BIO, the corresponding reser-
voirs and dosing systems have to be 
cleaned thoroughly. .

Article number 031380

UNIOIL TM X28 BIO
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CURING COMPOUND TM 85/60

Product description
Curing Compound TM 86/60 is a pro-
duct for curing concrete and mortar 
consisting of resin. The product does 
contain solvents. After spreading 
Curing Compound TM 85/60, there 
will be a thin, shiny, and water-vapour-
proof protective film on the surfaces 
treated. This protective film prevents 
the evaporation of water, which is 
needed for the cement hydration. 
Thus, Curing Compound TM 85/60 
prevents the surfaces from drying up 
too soon, the formation of cracks, and 
dusting, which is quite undesirable for 
cement-bound floors.

Application 
Curing Compound TM 85/60 is prima-
rily used to produce industrial floors 
where thorough curing is necessary 
and shiny concrete surfaces are 
requested.

User instructions
Curing Compound TM 85/60 is evenly 
sprayed on the surface immediately 
after the concrete or mortar surface 
has been wiped.

Remarks 
When using Curing Compound TM 
85/60, good aeration is most impor-
tant. No open flames! Devices should, 
immediately after usage, be cleaned 
with toluene.

Technical data
- State of aggregation: liquid
- Colour: transparent
- Density (kg/l): 0.89
- pH-Value: 6.5
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 032010

Coverage
1 Litre is sufficient for about 4-8 m².
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CURING COMPOUND TM P-OT

Product description
Curing Compound TM P-OT is a 
curing compound for concrete on 
the basis of emulsified paraffin. After 
applying Curing Compound TM P-OT, 
there will be a wax-like protective film 
on the concrete surface. Thus, the 
water is kept in the concrete as long 
as necessary. Curing concrete with 
Curing Compound TM P-OT further-
more prevents shrinkage cracks. The 
decomposition of the protective film 
depends on the weather conditions 
and on stress.

Application 
Curing Compound TM P-OT is used 
for concrete surfaces if no further lay-
ers, e.g. cement-bound mortar, tiles or 
colour markings have to be applied. 
Curing Compound TM P-OT is per-
fectly suitable for curing concrete 
bicycle and footpaths, or concrete 
used in road construction, and so on.

User instructions 
Curing Compound TM P-OT is evenly 
sprayed onto concrete or mortar sur-
faces immediately after these surfac-
es have been wiped.

Remarks
Adhesion of further layers, for exam-
ple mortar, paint or coatings, might be 
reduced due to the paraffin. However, 
in most cases it can be removed with 
hot water or by using a steam cleaner.

Coverage
1 Litre is sufficient for about 4-5 m².

Technical data
- State of aggregation: liquid
- Colour: white
- Density (kg/l): 0.98
- pH-Value: 5.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 032020
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WATERTIGHT MEMBRANE TM

Product description
Watertight Membrane TM is an alco-
hol-based curing compound for con-
crete. After the formwork removal of 
precast elements, water can evapo-
rate in a very short period of time 
which can cause shrinkage. Water-
tight Membrane TM limits the loss of 
water after the formwork has been 
removed.

Application 
Watertight Membrane is applied to 
pillars and walls immediately after 
formwork removal. Its effects last for 
about 10 days and it is completely 
decomposed after 14 days.

User instructions
Watertight Membrane TM is evenly 
applied directly after formwork remov-
al.

Remarks
When using Watertight Membrane 
TM, provide for good aeration, don’t 
smoke, prevent any contact with open 
flames.

Coverage
1 Litre is sufficient for about 15 m².

Technical data
- State of aggregation: liquid
- Colour: transparent
- Density (kg/l): 0.79
- pH-Value: 7.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a. 
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 032030
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CURING COMPOUND TM AC-1

Product description
Curing Compound TM AC-1 is a 
curing compound for concrete and 
consists of emulsified acrylic resin. A 
thin film is generated on the surfaces 
after Curing Compound TM AC-1 has 
been applied. This film keeps the 
water needed for cement hydration 
in the concrete. Curing concrete with 
Curing Compound TM AC-1 is neces-
sary to prevent shrinkage caused by 
fast drying because this could result in 
the formation of surfaces cracks.

Application 
Curing Compound TM AC-1 is particu-
larly suitable if there are further layers 
to be added for which good adhesion 
on the underground is important. For 
example, additional layers could be 
colour marks on roads, surface fin-
ishing, or tiles. Additionally, Curing 
Compound TM AC-1 can be used for 
the curing of footpaths or similar struc-
tures made of concrete, concrete used 
for road construction, mortar, calcium 
sulfate, and so on. If paintwork is to 
be done later, an acrylic-based paint 
should be used.

User instructions
Curing Compound TM AC-1 is evenly 
sprayed on the surface to be treated, 
using an appropriate spraying noz-
zle. The curing compound is applied 
directly after the surfaces have been 
wiped and have reached their matt-
finished appearance.

Technical data
- State of aggregation: liquid
- Colour: white
- Density (kg/l): 1.02
- pH-Value: 9.0
- max. alkali content (%Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 032040

Coverage
1 kg is sufficient for about 4-5 m².
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CURING COMPOUND TM B

Product description
Curing Compound TM B is a resin-
based curing compound for concrete 
and mortar. A thin film will cover the 
surface treated after Curing Com-
pound TM B has been applied. This 
film prevents excessive evaporation 
of water in near-surface areas.

Application 
Curing Compound TM B is applied in 
the production of industrial floors, for 
which thorough curing is necessary. 
Curing Compound TM B prevents the 
premature drying of the concrete sur-
face and thus prevents the formation 
of cracks. White colour pigments are 
added to the product, therefore after 
the cement hydration, a white surface 
remains.

User instructions
Curing Compound TM B is evenly 
sprayed on the concrete surface im-
mediately after wiping, or after the sur-
face gained its matt-finished appear-
ance respectively. The drying period 
of Curing Compound TM B depends 
on the temperature, it takes about 
one hour. Stir well before usage. The 
spraying device can be cleaned with 
warm water, to which a small amount 
of spirit may be added. 

Remarks
The adhesion of further layers might 
be decreased due to remaining resin 
layers.

Technical data
- State of aggregation: liquid
- Colour: white
- Density (kg/l): 0.99
- pH-Value: 6.5
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 032060

Coverage
1 Litre is sufficient for about 4-5 m2.
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POLYTOP TM AF 20

Product description
Polytop TM AF 20 is a product which 
holds chemical properties to increase 
the tightness of concrete. It penetrates 
the near-surface area of concrete and 
screed to solidify and seal them per-
manently. The concrete pores are 
blocked from the inside. The tightness 
of near-surface areas is remarkably 
improved while at the same time 
strength is increased as well.

Application 
Polytop TM AF 20 is used to increase 
the water impermeability of mineral 
construction materials. Resistance 
to abrasion and wear and tear, as 
well as the chemical resistance to 
oil, fat, acid, and basic substances is 
increased while efflorescence is dimin-
ished. Possible fields of application 
can be the construction of industrial 
floors in storage rooms, production 
facilities, cold storage rooms, parking 
sites, department stores, facilities for 
research and development.

User instructions 
Polytop TM AF 20 can be applied to 
freshly cast concrete surfaces and 
hardened concrete surfaces alike. 
Every contact of the fresh product with 
glass or aluminium has to be avoided 
in all circumstances. If Polytop TM AF 
20 gets in contact with these materi-
als however, immediately rinse it off 
with plenty of water. Polytop TM AF 
20 should not be applied on surfaces 
that have been treated before, e.g. 
with other curing compounds. Other 
courses, for example glues or paints, 
can be applied to Polytop TM AF 20.

The amount consumed of Ploytop TM 
AF 20 depends on the reactivity and 
porosity of the concrete. At a tem-
perature of 20ºC, a consumption of 
0.15-0.25 kg/m² is to be expected. 

Article number 032080

The product is to be stirred or agitated 
well before use. If Polytop TM AF 20 
is applied richly, one application of the 
concrete surface should be sufficient. 
Tools can afterwards be cleaned with 
water.

Application on new concrete surfaces: 

Polytop TM AF 20 is applied imme-
diately after the  processing of the 
concrete surface (the floor has 
already to be accessible). The best 
results are obtained only if Polytop 
TM AF 20 is richly applied. Thus, 
pouring Polytop TM AF 20 on the sur-
face to spread it with a soft broom or 
adequate roller is recommended. The 
surface is “flooded”, and for at least 
30 minutes it should be kept wet. Dur-
ing this penetration phase, dry spots 
appearing on the surface should be 
avoided. This is done by adding more 
Polytop TM AF 20, or by redistributing 
excessive liquid to highly-absorbent 
areas (attention should also be given 
to rims and borders). After these 30 
minutes, the product should become 
gel-like and slippery. The exact point 
of time of the gelation depends on 
environmental temperatures and con-
ditions. Immediately after gelation, a 
small amount of water is sprayed on 
the surface. This leads to Polyflow TM 
AF 20 dissolving again, which means 
that it is no longer gel-like and slippery. 
Using a broom, penetration is sup-
ported. Again, there’s a waiting time 
before Polytop TM AF 20 becomes 
gel-like and slippery again. Now the 
concrete surface is completely rinsed 
with water and excessive Polytop 
TM AF 20 is wiped off, as well as the 
remaining water. Applying a polishing 
machine results in a faster develop-
ment of surface gloss.
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Application on existing concrete sur-
faces: 

The concrete surface has to be com-
pletely free of any substance that 
might prevent penetration of Polytop 
TM AF 20. Dust and dirt have to be 
wiped off. Polytop TM AF 20 should 
be allowed to penetrate the surface 
for about 30 minutes. After these 30 
minutes, the product should become 
gel-like and slippery. Now the con-
crete surface is completely rinsed with 
water and excessive Polytop TM AF 
20 is wiped off, as well as the remain-
ing water.

Remarks
Not to be applied on aerated concrete 
or other highly-porous materials.

Coverage
N.a.

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 1.15
- pH-Value: 11.5
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 032080
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POLYTOP TM 2

Product description
Polytop TM 2 is a chemically acting 
product used to enhance the imper-
meability of concrete. The product 
saturates stone-like materials (like 
concrete, screed, masonry mortar, 
brickwork, calcium sulfate, etc.) and 
durably hardens and preserves them. 
A deep and thorough saturation of 
the treated surface can be obtained 
due to the low viscosity of POLYTOP 
TM 2. Chemical reactions cause the 
formation of hard and impermeable 
compounds. POLYTOP TM 2 can be 
used as a cost-effective alternative to 
surface coatings. Even older, existing 
surfaces can be enhanced qualita-
tively (redeveloped).    

Application 
Polytop TM 2 can be used to improve 
new and older concretes. It doesn’t 
make any difference how the sur-
face was finished; by using a power 
trowel or broom, polished or coloured 
concrete or terrazzo. The domains of 
application are vast; - liquid-tight sur-
faces, - chemically stressed surfaces, 
- wear-resistant floors, - dust-laden 
floors, - to enhance the colour of sur-
faces, as a protection against alkalinity 
and efflorescence. Subsequent mark-
ings can be done without further ado. 

Article number 032090

User instructions 
The surfaces to be treated with Polytop 
TM 2 have to be cleaned thoroughly. 
Sinter layers, old surface coatings, 
oils and fats, paints and dust have to 
be removed. 
In case of doubt, existing concrete 
surfaces have to be abraded or 
sandblasted before a treatment with 
Polytop TM 2. The surface to be 
treated must be free from any curing 
compound!
Consumption strongly depends on the 
absorption behaviour of the surface, 
as it is quite porous, higher consump-
tion should be anticipated. 
Consumption usually is 150-250 ml/
m².
Polytop TM 2 should be processed at 
temperatures between 5° and 30° C.
Suitable media of application are low 
pressure spraying devices, brooms or 
rubber slide bars.
Polytop TM 2 can be sprayed or 
poured onto the surface.
When sprayed onto the surface, the 
product should be applied in longitu-
dinal and cross directions to obtain an 
adequate and overall application.
A surplus of Polytop TM 2 can be 
drawn to more porous areas by using 
a rubber slide bar.
On fresh concrete, Polytop TM 2 can 
be polished into the surface imme-
diately after application by using a 
power trowel.

Remarks
Avoid any contact of Polytop TM 2 
and glass, light metals and alloys. 
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Coverage
N.a.

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 1.05
- pH-Value: 11.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 032090
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GLÄTTHILFE TM

Product description
Glätthilfe TM is an additive for the im-
proved finishing of concrete and floor 
surfaces on the basis of an emulsified 
acrylic resin. In particular in the case 
of “green” concrete and freshly poured 
concrete, the finishing is more easily 
achieved. Glätthilfe TM is applied to 
the concrete surface when a very tight 
and smooth finish is an absolute re-
quirement. For example, in fair-faced 
concrete, decorative concrete which 
has to be finished at a later date for 
whatever reason and on earth-moist 
concrete.

Application 
Glätthilfe TM is a ready-to-use pro-
duct. After the concrete has been 
compacted, the product is applied 
thinly and evenly to the surface to be 
finished using an mist sprayer. The 
concrete surface can then be finished 
perfectly and easily. 

Packaging
Cans, barrels, IBC, bulk.

Article number 032100

Coverage
1 kg is sufficient for about 4-8 m2

Technical data
- State of aggregation: liquid
- Colour: White
- Density (kg/l): 1.02
- pH-Value: 8.5
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 month, after date of produc-
tion



9.1 PRIMERS
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CONCRETE REPAIR 
EMULSION TM

Dosage
N.a.

Technical data
- State of aggregation: liquid
- Colour: white
- Density (kg/l): 1.06
- pH-Value: 5.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 033010

Product description
Concrete repair emulsion TM is an 
admixture on the basis of synthetic 
resins and increases the tensile and 
adhesive strength of the cement-
bound products to which it is added. 
Moreover, workability is increased, 
resistance to frost and chemicals, and 
water-tightness are improved. 

Application 
Concrete repair emulsion TM is 
used for producing repair mortar for 
concrete and for making bonding 
bridges.

User instructions 

Making a bonding bridge:
1 part of cement is thoroughly mixed 
with 1 part of Concrete repair emul-
sion TM, and the mixture is then thinly 
applied on the concrete surface with 
a brush.

Production of repair mortar:
Cement and sand are mixed in a 
relation of 1:2 or 1:3. Concrete repair 
emulsion TM is added to the mix 
water (2-3% of the cement weight, 
which might be 1-1½ litres per sack 
of cement). Everything is thoroughly 
mixed in a rotary-drum or compulsory 
mixer. 

All surfaces have to be free of dust and 
grease. Before the application of the 
bonding bridge or the repair mortar, 
the surface should be wetted suffici-
ently. However, the water shouldn’t 
be used too excessively and slops 
should be wiped off. As soon as all 
preparations are made, mix the repair 
mortar or bonding bridge and apply 
them according to the instructions.
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ACRYTEKT TM

Article number 033020

Product description
Acrytekt TM is a dispersion of synthe-
tic resins based on acrylate. It is used 
as a bonding bridge between existing 
and fresh concrete or for repairing 
concrete and mortar elements. Used 
as a bonding bridge or added to fresh 
concrete or mortar, this admixture 
increases adhesive pull and tensile 
strength, and workability. Additionally, 
Acrytekt TM increases the resistance 
to penetrating moisture and the che-
mical resistance. 

Application 
Acrytekt TM is used to make bonding 
bridges, to repair layers of concrete 
and mortar, to make mortar which is 
used to seal leakages in cellars, to 
make water-tight joints and walls, to 
produce water-tight concrete, to apply 
preliminary layers on walls, to produce 
screed floors, to enhance the chemi-
cal resistance of the final product.

User instructions 
The surface to be treated has to be 
free of dust and grease; it has to be 
thoroughly wetted before the applica-
tion. Acrytekt TM is mixed with cement 
in a ratio of 1:0.5 up to 1:1 and applied 
to the surface with a big brush or rol-
ler.

The concrete or mortar should be 
applied to the slightly wet bonding 
bridge and then be treated with Curing 
Compound TM, to prevent premature 
drying. Acrytekt TM can be applied in 
its undiluted condition if it is used as 
an undercoat on walls to increase the 
adhesion of further layers like mor-
tar or calcium sulfate, or to increase 
water impermeability and chemical 
resistance.

Remarks
Further information is available on 
request.
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Dosage
N.a.

Article number 033020

Packaging
Cans, barrels, IBC, bulk.

Technical data
- State of aggregation: liquid
- Colour: white
- Density (kg/l): 1.04
- pH-Value: 8.5
- max. alkali content (% Na2O-eq):  

n.a.
- max. chloride content (%): 0.1
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion
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Article number 033040 033041

Packaging
Sacks, pallets, big bags.

Dosage
N.a.

ACRYTEKT TM-P

Acrytekt TM 92/5 P (033040)
Acrytekt TM 16/01 P (033041)

Product description
Acrytekt TM P is an unique redisper-
sible powder polymer which improves 
mortars tremendously. Mortars with 
Acrytekt TM P show higher water-
retention and longer open times as 
well as enhanced viscosity. 
The product improves wetting of the 
substrate, flexural strength and flexi-
bility of the mortar. Acrytekt TM P is 
an excellent adhesive for mortars on 
almost any surface. Mortars produ-
ced with Acrytekt TM P are durable, 
because of its strong UV-resistance 
and stability.

Application 
Acrytekt TM P is suitable for use in any 
mortar for any purpose. Properties will 
improve substantially in general. 
It can be applied in tile-adhesives, 
repair mortars, high performance 
mortars, as well as mortars for gen-
eral use.  Basically both products 
are equal, however 16/01 P reacts 
stronger regarding adhesion and flex-
ibility. 

Technical data 
Acrytekt 92/5 P Acrytekt 16/01 P
State of aggregation
powder powder
Colour
white white
Density (kg/l)
n.a. n.a.
pH-value
n.a. n.a.
max. alkali content (% Na2O-eq):
n.a. n.a.
max. Chloridcontent (%):
n.a. n.a.
Colour code
White White
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
6 months after date of production
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ACRYTEKT TM XB-1020

Dosage
- Min. dosage: 1.0% of the cement 

weight
- Max. dosage: 3.0% of the cement 

weight
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: white
- Density (kg/l): 1.02
- pH-Value: 9.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 033060

Product description
Acrytekt TM XB-1020 is a ready-
to-use admixture for concrete and 
masonry mortar. Acrytekt TM XB-1020 
substantially increases the tightness 
of the hardened construction material. 
Moreover, the chemical resistance is 
improved which makes Acrytekt TM 
XB-1020 perfectly suitable to be used 
in aggressive environments.

Application 
Acrytekt TM XB-1020 is used if spe-
cial demands on concrete and mortar 
parts have to be met, for example:
- elements that have to be water- or 

liquid-tight
- elements with an increased resist-

ance to frost and de-icing agents
- mortar and concrete suitable for the 

use in aggressive environments
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PRIMER TM

Article number 033070

Product description
Primer TM is a high-quality product 
that is used to solidify absorbing but 
intact surfaces. Primer TM is a ready-
to-use, solvent-free emulsion. This 
product increases the stability of the 
surface and improves the adhesion of 
the existent underground and further 
cement-bound layers like mortar, 
concrete and calcium sulfate. Preli-
minary treating surfaces with Primer 
TM prevents fast loss of water due 
to absorbent materials and thereby 
diminishes the formation of shrinkage 
cracks, while adhesion is improved.

Application 
Primer TM is suitable for calcium sul-
fate, calcium sulfate elements, porous 
concrete blocks, sand-lime brick, con-
crete and brick walls. Furthermore, 
it can be used as a bonding bridge 
before applying tile adhesive, level-
ling courses, or cement-bound repair 
mortar. Primer TM is milky-white in 
colour, and once it is hardened, is 
a solid, transparent and colourless 
protective layer. As a  solvent-free 
dispersion, Primer TM can safely be 
used in rooms which cannot, or can 
only poorly, be aerated. 

User instructions 
Consumption of Primer TM is highly 
dependent on the texture and porosity 
of the surface treated. This surface 
has to be clean and dry, and free of 
oil, grease, remainders of glue or paint 
or other things like this. When pre-
treating calcium sulfate-like surfaces, 
the producer’s recommendations 
regarding maximum amount of liquid 
applied, as well as the strength of the 
layer and its surface structure have to 
be observed. Primer TM can undiluted, 
and evenly be applied with a big brush 
or by standard spraying device. If the 
treated surface is highly absorbent, 
the application of a second layer is 
recommended. When applying Primer 
TM to cement-bound floors and walls, 
the very first layer is to be removed. 
This product shouldn’t be applied too 
excessively, slops of exceeding mate-
rial should be avoided. The necessary 
equipment should be cleaned with 
water immediately after usage.
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Dosage
N.a.

Technical data
- State of aggregation: liquid
- Colour: white, transparent after dry-

ing
- Density (kg/l): 1.02
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 033070
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BONDING BRIDGE TM 

Article number 033080

Product description
Bonding Bridge TM is a high-quality, 
mineral-bound, cement-bound bon-
ding bridge for bonding cement-bound 
screeds and Tillman’s hard material 
systems. Bonding Bridge TM is a 
ready-made product and especially 
suitable for clean-up operations.

Application 
Bonding Bridge TM is used whenever 
an ideal bond on hardened concrete 
surfaces is important. Bonding Bridge 
TM is used:
- whenever repair mortar is pro    
  cessed (for example, when using 
  Tillman’s PCC Repair System)
- on cement-bound screed and hea
   ting screed
- on hard materials courses
- for clean-up operations

User instructions 
The surface to be treated has to be 
clean, free of dust and fat and intact. 
Extremely smooth surfaces roughe-
ned up to enhance adhesion. Weak 
spots like deposits of cement slurry, 
cracks or gravel pockets have to be 
repaired in advance. Shortly before 
the application of Bonding Bridge TM, 
the surface to be treated is wet suffici-
ently; avoid puddles of water. Existing 
joints in the underground have to be 
transferred!

Consumption
Mix about 5-6 litres of water with 25 
kg (1 sack) Bonding Bridge TM. The 
needed amount of water should be 
determined in advance as the water 
should be added in one single dose 
– avoid segmenting the amount of mix 
water and don’t add too much water. 
The amount of water added influences 
the quality of adhesion! A slow-going 
mixer should be used for at least 3 
minutes, or until a brushable consi-
stency is obtained. Bonding Bridge 
TM  is then applied to the pale damp 
surface in a layer of 1-2 mm using 
a brush, big brush or broom. In any 
case, dehydration of Bonding Bridge 
TM has to be avoided. The following 
courses are to be applied immediately 
onto the still fresh bonding bridge. 
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Consumption
About 2 kg/m², depending on the type 
and absorptive capacity of the respec-
tive underground. Processing and 
surface temperatures >5°C.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.

Article number 033080



10.1.1 CEMENT-BOUND MORTARS
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INJECTION MORTAR TM 91/31

Dosage
N.a.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.

Article number 050920

Product description
Injection mortar TM 91/31 is a cement-
bound, low-shrinkage mortar used 
to fill prestressing cuts and cavities. 
Even with a low water-cement ratio, 
Injection mortar TM 91/31 exhibits 
high fluidity and excellent adhesive 
properties which ensure a flawless 
bond with the prestressing steel. 
The product’s special components 
compensate the shrinkage of the 
cement. Moreover, the prestressing 
steel is protected from corrosion, the 
tightness is enhanced, and high final 
strength is obtained.

Application 
Injection mortar TM is used to fill 
prestressing cuts and cavities in and 
under prefabricated parts.

User instructions 
For a water-solid ratio of 0.34% 
(standard value), approximately 8.5 
litres of water are added for every 25 
kg of mortar. The best results for mix-
ing are obtained if a colloidal mixer 
or a compulsory mixer are used. A 
mixing time of 2 minutes has to be 
observed. The decisive factors for an 
increase in volume are water content, 
temperature and the reactivity of the 
cement.

Remarks
At temperatures of less than 10ºC, 
the increase in volume will be notably 
smaller than expected.
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LEVELLING COMPOUND TM

Consumption
About 12 litres of mortar will be ob-
tained by adding water to 25 kg Level-
ling Compound TM.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride: n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Article number 051020

Product description
Levelling compound TM is made 
of high-quality cement and silica 
sand of grain sizes of up to 0.5 mm. 
The product contains resins which 
improve the adhesion to the surface, 
and components which enhance 
fluidity. Levelling compound TM is 
applied to textured/rough concrete 
surfaces. The product is self-levelling 
due to its special flowing properties, 
which results in a complete and even 
surface. Approximately 3-4 hours 
after mixing, the hardening process 
begins.

Application 
Levelling compound TM is used to 
even out concrete floors or to level 
and repair larger surface defects and 
holes in concrete floors.

User instructions 
Wet the cleaned surface (no exces-
sive water, no slops). Preferably, a 
bonding bridge is applied, consist-
ing of 1 part of Acrytekt TM (Art. No. 
033020) and 1 part of water. It is rec-
ommended to add 6.5 litres of water 
to every 25 kg of Levelling Compound 
TM, which are then mixed in a rota-
ry-drum or compulsory mixer. The 
ready mortar is then evenly spread 
on the surface. To prevent excessive 
loss of water, the surface should then 
be treated with Curing Compound TM 
AC-1 (Art. No. 032040).

Packaging
Buckets, sacks, palletts.

Remarks
Levelling compound TM:

Density
in kg/l

Tensile 
strength
N/mm2

Com-
pres-
sive 
strength
N/mm2

Adhe-
sive pull 
strength
N/mm2

24 
hours

1.90 2.0 7.5 -

7
days

1.92 2.9 12.5 1.2

28 
days

1.90 5.8 35.0 2.3
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CALCIUM SULFATE 
MORTAR TM

Calcium sulfate mortar TM 1 mm  
grey (051120)
Calcium sulfate mortar TM 4 mm 
grey (051390)
Calcium sulfate mortar TM 1 mm 
white (051400)
Calcium sulfate mortar TM 4 mm 
white (051410)

Product description
Calcium sulfate mortar TM is a high-
quality mortar consisting of grey 
or white CEM-I cement, sand and 
diverse additives. These additives 
not only improve the workability but 
also enhance the adhesion to the 
underground.

Application 
Calcium sulfate mortar TM is used as 
a levelling course on concrete and 
brickwork. Layers of Calcium sulfate 
mortar TM 1 mm grey or 1 mm white 
can be 3-20 mm thick. Thicker layers 
can be obtained by using Calcium 
sulfate mortar TM 4 mm grey or 4 mm 
white. Additionally, these thicker lay-
ers can be added another, levelling, 
course of Calcium sulfate mortar TM 
1 mm wet-on-wet. In this case, a net 
is to be applied between the coarse 
and fine layers to obtain an optimised 
connection of both layers.

User instructions 
The surface has to be free of grease, 
oil, dirt, or any other loose particles. 
Highly absorbent surfaces should be 
pre-treated; first they are moistened, 
and then an adhesive emulsion is 
applied (use 1 part of Acrytekt TM 
(Art. No. 033020) and 1 part of water).

This emulsion can be applied with 
a big brush. Then, 25 kg of Calcium 
sulfate mortar TM is mixed with 3-3.5 
litres of water in a mortar mill. Calcium 
sulfate mortar TM is applied to the 
wet underground with suitable tools. 
If several layers of mortar are to be 
applied, it has to be done wet-in-wet. 
The temperature of the mortar during 
processing has to be at least 5ºC, and 
after processing, the mortar has to be 
protected from frost. Excessive drying 
can be prevented by treating the fresh 
surface with Curing Compound TM 
AC-1 (Art. No. 032040).

Article number 051120 051390
 051400 051410
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Consumption
About 50 litres of mortar can be pre-
pared from 100 kg Calcium sulfate 
mortar TM.

Technical data
- State of aggregation: powder
- Colour: grey-white
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.

Article number 051120 051390
 051400 051410
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SPRAY MORTAR TM

Yield
100 kg Spray mortar TM, mixed with 
water will yield about 50 litres of mor-
tar.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.

Article number 051140

Product description
Spray mortar TM is a ready-for-use 
mortar made of high-quality cement 
and quartz sand. Resins added to the 
product provide for good adhesion 
to the underground and for sufficient 
water-retaining properties. Spray 
mortar TM is a calcium sulfate mor-
tar that can be applied using standard 
calcium sulfate-spraying systems. 
The layer applied can be 10-30 mm 
thick. The mortar is coloured evenly 
grey and will exhibit an especially 
compact surface.

Application 
Spray mortar TM is used for calcium 
sulfateing on brickwork and as a lev-
elling course.

User instructions 
The cleaned underground is wetted. 
A low-plasticity mortar is prepared 
by mixing Spray mortar TM and 
water. About 5.50-5.75 litres of water 
should be added for every 25 kg of 
Spray mortar TM. Workability is to be 
adjusted to the respective spraying 
system. Spray mortar TM is unfit for 
processing at freezing temperatures. 
To prevent premature loss in water, 
the mortar should be treated with 
Curing Compound TM AC-1 (Art. No. 
032040).
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Preliminary tests for the product‘s suitability 
are indispensable

CONSTRUCTION MORTAR TM 
E1

Yield
1 kg Construction Mortar TM E1, pre-
pared with water will yield about 0.5 
litre of mortar.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.

Article number 051180

Product description
Construction mortar TM E1 is perfectly 
suitable to be used as a bedding and 
filling mortar, which remains screwable 
after hardening. It’s maximum grain 
size is 0.2 mm. The special compon-
ents in the product provide for a high 
stability of the ready mortar and for a 
fast hardening process. The mortar’s 
content in air pores will be about 25-
30%; processing time is approximately 
20 minutes at a temperature of 20°C.

Application 
Construction mortar TM E1 is used 
for:
- the installation (bedding) of window 

frames and frame connectors
- filling cavities, and so on

User instructions 
Construction mortar TM E1 is prefera-
bly mixed in a mortar mill. Depending 
on the purpose, no more than 1.5-2 
litres of water are added for every 25 
kg of mortar. The hardening begins 
quite fast (depending on ambient 
temperatures), the recommended 
processing time is 15-20 minutes at 
20°C. 
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JOINT FILLER FOR TILES TM

Dosage
N.a.

Article number 051240 051250

Joint filler for tiles TM white (051240) 
Joint filler for tiles TM grey (051250)

Product description
Joint filler for tiles TM is a ready-for-
use product for grouting tiles.

Application 
Joint filler for tiles TM can be used for 
wall tiles and for floor tiles.

User instructions 
Joint filler for tiles TM is prefer-
ably mixed mechanically. As the 
mixing proceeds, add small amounts 
of water until the desired consistency 
is obtained. Grouting is done with 
the appropriate tools. After grout-
ing, the tiles are cleaned with a wet 
sponge, resistant cement stains can 
be removed with Tile cleaner TM 
(071060).

Technical data
white grey
State of aggregation:
powder powder
Colour:
white grey
Density (kg/l):
n.a. n.a.
pH-Value:
n.a. n.a.
max. alkali content (% Na2O eq):
n.a. n.a.
max. chloride content (%):
n.a. n.a.
Colour code:
n.a. n.a.
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
6 months after date of production.

Packaging
Sacks, pallets, big bags.
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Preliminary tests for the product‘s suitability 
are indispensable

JOINT CASTING MORTAR TM 
700 PFM

Article number 051310

Product description
Joint casting mortar TM 700 PFM is 
a cement-bound product which is pri-
marily used for jointing natural stones. 
It is based on Portland cement and 
contains special substances which 
enhance the adhesion on the stones 
and increase water-tightness and 
frost-resistance. Joint casting mortar 
TM 700 PFM is part of the Tillman 
joint-casting system and has to be 
used with Curing Compound TM 702 
HD 5 (Art. No. 051320). The curing 
compound prevents setting of the 
mortar close to the surface, thus after 
the hardening of the joints excessive 
material can be removed using a low-
pressure washer with a special spray 
nozzle. 

Joint casting mortar TM 700 PFM is 
resistant against:
- high strain caused by road traffic
- automated and high-pressure clean-

ing executed by road sweepers
- de-icing agents, oils (combustibles), 

fuels and frost

Joint casting mortar TM 700 PFM 
offers several advantages:
- cost savings for cleaning
- savings in upkeep expenses (re-fill-

ing of sand is made redundant)
- increase of long-time-durability of 

the whole paving, which reduces 
the costs of restoration and repairs

- savings regarding herbicides
- advantages for the environment as 

the high tightness of the joints pre-
vents virtually every penetration, 
e.g. of oil, petrol, and so on; if the 
paving has to be renovated,  Joint 
casting mortar TM 700 PFM is eas-
ily recyclable

Application
Joint casting mortar TM 700 PFM is 
used for high-quality jointing of natu-
ral stones, for example porphyry or 
granite. In special cases, Joint cast-
ing mortar TM 700 PFM can be used 
for jointing burnt stones. The under-
ground has to be compacted and 
stabilised. The product is suitable for 
existing and new paving.
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Article number 051310

User instructions 
The underground has to be clean, 
and free of oil and grease. Joint cast-
ing mortar TM 700 PFM is mixed in 
a rotary-drum or compulsory mixer. 
Approximately 3.5 litres of water are 
added for every 25 kg of dry mortar. 
The mixing time is 5 minutes. The 
ready mortar is then poured onto the 
stones and spread in the joints with 
a rubber wiper. Excessive material 
is removed. Now, Curing Compound 
TM 702 HD 5 (Art. No. 051320) is 
sprayed on the whole surface. Prefer-
ably, a thermoplastic foil can be used 
to additionally cover the surface to 
prevent premature drying of the mor-
tar. After the hardening of the mortar, 
the surface is rinsed with a specially 
developed spray nozzle, applying low 
pressure, to remove excessive mate-
rial and cement remainders. The right 
point of time for the cleaning primarily 
depends on the environmental tem-
peratures; it can be determined by 
penetrating the mortar with a pointed 
object (ideal depth of penetration 
approximately 1-2 mm). Alternatively, 
one can try to clean a hidden patch of 
the paving to determine this point of 
time. Ideally, joints should be at least 
3.5-4 cm in depth and at least 0.5 cm 
in breadth if Joint casting mortar TM 
700 PFM is to be applied. Mixed with 
water, 2 kg of Joint casting mortar TM 
700 PFM yield 1 litre of ready mortar.

Yield
2 kg Joint casting mortar TM 700 PFM, 
prepared with water will yield about 1 
litre of mortar. Consumption depends 
on the paving material, the breadth 
and depth of the joints and on the pat-
tern of the paving.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.
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Preliminary tests for the product‘s suitability 
are indispensable

CURING COMPOUND TM 702 
HD 5

Article number 051320

Product description
Curing Compound TM 702 HD 5 is a 
ready-to-use emulsion which retards 
the hardening of Joint casting mor-
tar TM 700 PFM (Art. No. 051310) in 
near-surface areas to ensure excel-
lent cleaning of the stone surfaces.

Application
Curing Compound TM 702 HD 5 is 
exclusively used with the joint cast-
ing system TM (Art. No. 051310 and 
051330).

User instructions 
Curing Compound TM 702 HD 5 is 
spray-applied on the surface directly 
after Joint casting mortar TM 700 
PFM has been cast and spread. The 
whole surface is then covered with a 
thermoplastic foil; its removal depends 
on the ambient temperatures and 
the strength of the mortar joints. The 
effect of the product is terminated as 
soon as the surface is wetted. The 
whole surface is then cleaned with a 
specially developed spraying nozzle, 
applying low water pressure. This 
also cleans the stones from a thin 
mortar layer. After cleaning, the stones 
should be higher than the joints (by 
some millimetres).

Dosage
- Min. dosage: 300-320 g/m²
- Max. dosage: n.a.
- Method of adding and point of time: 

n.a.

Technical data
- State of aggregation: liquid
- Colour: transparent-white
- Density (kg/l): 1.05
- pH-Value: 8.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans.
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Preliminary tests for the product‘s suitability 
are indispensable

PRE-CASTING AGENT TM  700 
PFM

Article number 051330

Product description
Pre-casting agent TM VGM 700 PFM 
is a ready-to-use wax-like emulsion 
which prevents Joint casting mortar 
TM 700 PFM from sticking to the sur-
faces of the stones to joint, and thus 
enables easy cleaning after paving. 
Pre-casting agent TM VGM 700 PFM 
is exclusively used with the Joint cast-
ing system TM (Art. No. 051310 and 
051320). The product is solvent-free 
and environmentally friendly. As Pre-
casting agent TM VGM 700 PFM is 
spray-applied, it penetrates the pores 
in the near-surface areas of rough 
and highly-absorbent paving stones. 
Smooth and non-absorbent objects, 
as well as metal parts can also be 
treated with this precasting agent.

Application
Pre-casting agent TM VGM 700 PFM 
is spray-applied:
- to neighbouring surfaces which are 

not treated with joint casting mortar, 
but could be stained by cement 
paste as the cleaning of the surface 
proceeds

- to surfaces with a compact struc-
ture, for example burnt stones as 
bricks and the like, which are to be 
treated with the joint casting system; 
Joint casting system TM is only to 
be applied if preliminary tests with 
the respective kind of stone have 
been conducted

- to precast elements, metallic man-
hole covers, columns and so on, 
to protect these from staining. Due 
to the special wax-like emulsion, 
cement residues are avoided

User instructions 
Pre-casting agent TM VGM 700 PFM 
is evenly sprayed on the clean and dry 
surface. The application has to take 
place in dry weather. During the appli-
cation, the product is white in colour 
but becomes colourless-transparent 
after a short period of time. The sur-
faces treated might be slightly darker 
in colour; however, this difference will 
disappear soon. Pre-casting agent 
TM VGM 700 PFM mustn’t come into 
contact with areas which are to be 
treated with Joint casting mortar TM 
700 PFM.

Remarks
The treated surfaces might be 
slippery after rainfalls due to the 
product’s wax-like components. Using 
road sweepers, or other appropriate 
means, the surfaces can be cleaned 
of almost any remains. A good means 
to remove the wax-like surface is a 
pressure washer used with hot water. 
In case that colour markings or paints 
have to be applied later, reduced 
adhesion might be expected.
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Article number 051330

Consumption
N.a.

Technical data
- State of aggregation: liquid
- Colour: white
- Density (kg/l): 0.98
- pH-Value: 5.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.
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Preliminary tests for the product‘s suitability 
are indispensable

JOINT FILLER FOR MASONRY 
TM

Article number 051420 051430

Joint filler for masonry TM 1 mm Grey 
(051420)
Joint filler for masonry TM 1 mm White 
(051430)

Product description
Joint filler for masonry TM which is 
based on grey or white CEM-I cement 
and contains synthetic resins. This en-
sures good workability and optimised 
adhesion in the joints.

Application
Joint filler for masonry TM is used for 
jointing concrete and standard bricks 
in- and outdoors.

User instructions 
Using a compulsory mixer, an earth-
moist mortar is prepared of Joint filler 
for masonry TM and water. The sur-
face to be jointed has to be cleaned 
and stabilised. Highly-absorbent sur-
faces have to be wetted before the 
joint filler is applied with common joint-
ing tools. The processing temperature 
has to be at least 5ºC, and the freshly 
applied joint filler has to be protected 
from frost. Approximately 2.5 litres of 
mortar are added to every 25 kg of 
Joint filler for masonry TM.

Consumption
N.a.

Technical data
white grey
State of aggregation:
powder powder
Colour:
white grey
Density (kg/l):
n.a. n.a.
pH-Value:
n.a. n.a.
max. alkali content (% Na2O eq):
n.a. n.a.
max. chloride content (%):
n.a. n.a.
Colour code:
n.a. n.a.
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
6 months after date of production.

Packaging
Sacks, pallets, big bags.





242

020519-15

Tillman B.V. - Julianaweg 12 - 7078 AR Megchelen Gld.NL - tel. +31(0)315377541 - fax. +31(0)315377577 - info@tillman.nl - www.tillman.nl

Preliminary tests for the product‘s suitability 
are indispensable

JOINT FILLER WATER-
REPELLENT TM

Joint filler water-repellent TM 1 mm 
grey (051440)
Joint filler water-repellent TM 1 mm 
white (051450)
Joint filler water-repellent TM 1 mm 
anthracite (051460)

Product description
Joint filler water-repellent TM is a high-
quality, ready-for-use mortar based on 
grey or white CEM-I cement. Moreover, 
the product contains synthetic resins 
which optimise workability and 
adhesive strength. Joint filler water-
repellent is used for exterior projects. 
The joint filler will be water-repellent 
after hardening, thus even driving rain 
cannot penetrate the joints.

Application
Joint filler water-repellent TM is pri-
marily used outdoors for the jointing 
of sand-lime stones, facing bricks and 
clinker.

User instructions 
Joint filler water-repellent TM is mixed 
with water until an earth-moist mor-
tar is obtained. Mixing preferably is 
done in a compulsory mixer. As Joint 
filler water-repellent has hydrophobic 
properties, thorough mixing is very 
important for the complete intake 
of the mix water and for obtaining a 
good consistency. If necessary, the 
mixing time should be prolonged. 
The work surface has to be clean and 
compact. Highly-absorbent surfaces 
have to be watered before Joint filler 
water-repellent TM is applied using 
the appropriate tools. The processing 
temperature has to be at least 5ºC; 
and the freshly applied joint filler has 
to be protected from frost.

Consumption
25 kg Joint filler water-repellent TM, 
prepared with water will yield about 
12.5 litre mortar.

Article number 051440 051450
 051460

Technical data
grey white anthracite
State of aggregation:
powder powder powder
Colour:
grey white anthracite
Density (kg/l):
n.a. n.a. n.a.
pH-Value:
n.a. n.a. n.a.
max. alkali content (% Na2O eq):
n.a. n.a. n.a.
max. chloride content (%):
n.a. n.a. n.a.
Colour code:
n.a. n.a. n.a.
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
6 months after date of production.

Packaging
Sacks, pallets, big bags.
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SPRAY MORTAR TM 8 MM

Article number 051530

Product description
Spray mortar TM is a ready-to-use, min-
eral product consisting of high-quality 
cement, quartz and aggregate of up to 
8 mm. Spray mortar TM also contains 
additives which enhance the adhesion 
to the underground and the water reten-
tion. Furthermore, the rebound is dimin-
ished.

Application
Spray mortar TM is used in redevelop-
ment projects, to secure large areas of 
rock in tunnelling and mining, and for 
the lining of construction sites. Spray 
mortar TM can be processed in wet 
and dry methods.

User instructions 
The work surface has to be inherently 
stable, and free of all kinds of loose 
particles or other impurities which 
might negatively influence the  adhe-
sion of the product. If necessary, unfit 
surfaces have to be sand-blasted or 
treated with equivalent methods as 
a pre-treatment. Depending on the 
purpose, underground, and added 
amounts of water and accelerator, 
the mortar can be applied in layers of 
up to 15cm. The accelerator is added 
separately, dependent on the spray 
system used. Suitable accelerators 
are Accelerator for shotcrete types A 
and E (Art. No. 010170 and 010180). 
Additionally, Stabiliser TM MA (Art. 
No. 081030) could be added to the 
mortar, to further increase adhesion 
and workability; and moreover, it will 
facilitate the finishing of the freshly 
applied layer. Spray mortar TM can be 
applied to vertical surfaces as well as 
overarm.

Consumption
100 kg Spray mortar TM, prepared 
with water will yield about 50 litres of 
mortar.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.
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Preliminary tests for the product‘s suitability 
are indispensable

CONSTRUCTION MORTAR TM 
WATI 4 MM

Article number 051540

Product description
Construction mortar TM WATI con-
sists of high-quality cement and silica 
sand. Synthetic resins added to the 
product ensure fast strength develop-
ment, optimise its adhesive strength 
and the sealing between concrete 
components. This mortar is highly 
resistant and therefore suitable to be 
applied in aggressive environments. 
Construction mortar TM WATI is used 
for assembling and repairing concrete 
components in sewage systems.

Application
Construction mortar TM WATI is used 
for sealing supplies of sewer pipes 
and wells, bedding pipe connections 
and supplies and for assembling and 
repairing concrete components in civil 
engineering.

User instructions 
Construction mortar TM WATI is to 
be applied to clean surfaces. Loose 
particles, grease and oil have to 
be removed before the application. 
Approximately 2-3.5 litres of water 
are added for every 25 kg Construc-
tion mortar TM WATI. The mortar 
is prepared in a mortar mixer until a 
low-plastic consistency is obtained. 
Construction mortar TM WATI is not 
suitable for processing at tempera-
tures lower than 5ºC.

Remarks
Construction mortar TM WATI is a 
low-shrink mortar.

Consumption
25 kg Construction Mortar TM WATI 
prepared with water will yield about 
12.5 litres of mortar.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali contente (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.



245

020519-15

Preliminary tests for the product‘s suitability 
are indispensable

Tillman B.V. - Julianaweg 12 - 7078 AR Megchelen Gld.NL - tel. +31(0)315377541 - fax. +31(0)315377577 - info@tillman.nl - www.tillman.nl

JOINT CASTING MORTAR TM 
PFM

Joint casting mortar TM PFM 25-02 
grey-brown (051600)
Joint casting mortar TM PFM 25-02 
grey (051650)
Joint casting mortar TM PFM 25-02 
dark grey (051700)
Joint casting mortar TM PFM 25-01 
uncoloured grey (051710)
Joint casting mortar TM PFM 25-01 
grey-brown (051760)
Joint casting mortar TM PFM 25-01 
grey (051780)

Product description
Joint casting mortar TM PFM is a 
hydraulic-bound mortar with a good 
fluidity. It contains additives which 
improve the adhesion to the sur-
face, elasticity, water tightness and 
frost resistance. Type 25-01 contains 
aggregates of a maximum size of 1 
mm, type 25-02 contains aggregates 
of a maximum size of 2 mm.

Application
Joint casting mortar TM PFM is used 
for jointing natural stone paving, e.g. 
porphyry, granite, and so on. Joint 
casting mortar TM PFM 25-01 grey 
and greyish brown are perfectly suita-
ble for jointing burnt stones. The work 
surface has to be prepared sufficiently; 
this goes for new and existent paving. 
Joint casting mortar TM PFM is part of 
the TM Joint casting system and has 
to be used with Curing Compound TM 
702 HD 5 (Art. No. 051320). If burnt 
paving stones have to be jointed, we 
recommend a treatment of Pre-cast-
ing agent TM VGM 700 PFM (Art. No. 
051330).

Joint casting mortar TM PFM is resi-
stant:
- to high strain caused by road traffic
- to automated and high-pressure 

cleaning, and road sweepers
- to de-icing agents, oils and combu-

stibles
- to frost

Joint casting mortar TM PFM offers 
several advantages:
- cost savings for cleaning
-  savings regarding upkeep expenses 

(replenishment of sand is redun-
dant)

- high long-term quality of the joints, 
restoring or exchanging the paving 
is not necessary

- savings made regarding herbicides
- advantages for the environment; 

due to the high density of the joint 
casting system, there is no negative 
impact for the environment as oils, 
petrol, and so on can hardly pene-
trate the underground

- if there is a renewal or removal of 
the paving, the remains are easily 
recyclable

Article number 051600 051650
 051700 051710 051760 051780
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User instructions 
The cleaned work surface has to be 
free of oil and grease. Joint cast-
ing mortar TM PFM is produced in a 
rotary-drum or compulsory mixer; for 
every 25kg of mortar, 3.5l of water 
are added. The mixing takes five min-
utes. The mortar produced this way is 
applied to the pre-treated, still slightly 
wet, surface. After the application, 
Curing Compound TM 701 HD 5 (Art. 
No. 051320) is spray-applied and then 
the whole area is covered with a foil. 
After the hardening of the mortar, the 
surface is rinsed at low pressure with 
a specially developed spraying device 
to remove excessive material and 
cement residues. The ideal point of 
time for the cleaning depends on the 
environmental temperatures and can 
be found out in a preliminary test. The 
joints to be filled should be at least 3.5-
4cm in depth and 0.5cm in breadth.

Consumption
2 kg Joint casting mortar TM PFM 25-
01 grey-brown and grey prepared with 
water will yield about 1 litre mortar. 
Consumption per m² depends on the 
type of calcium sulfate and the laying 
pattern, as well as the breadth and 
depth of the joints.

Article number 051600 051650
 051700 051710 051760 051780

Technical data
- State of aggregation: powder
- Colour:
 PFM 25-01 grey-brown: brown
 PFM 25-02 grey-brown: brown
 PFM 25-01 grey: anthrazit
 PFM 25-02 grey: anthrazit
 PFM 25-01 uncoloured grey: grey 
 PFM 25-02 grey: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali contente (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.
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GROUT TM

Grout TM, Article number:
052020  052030  052040 052060  
052120  052130  052150  052180  
052190  052200 052210  052220  
052230  052240  052280

Product description
Grout TM consists of high-quality com-
ponents and exhibits excellent fluidity 
and high early and final strength. Grout 
TM can be used to underpour cavities 
without segregation, if the amount of 
water is properly adjusted. Even for 
long processing times, an expansion 
of 0.1-2.0% is possible due to the 
controlled and retarded increase in 
volume. Polymer components added 
to the product increase the elasticity 
of the mortar.

Application
Grout TM is used:
- to underpour machinery, turbines, 

generators, and other technical 
devices

- for underpouring bridge bearings 
and beams as well as concrete 
columns

- for underpouring prefabricated con-
crete and steel constructions

- to underpour crane runways, guide 
rails, e.g. for high-bay warehouses

- for underpouring anchors
- for injecting
- to repair concrete carriageways and 

roads, and bridges
- for filling drilling core borrow areas 

and recesses

User instructions
Grout TM is preferably prepared in 
countercurrent mixers. Small amounts 
can alternatively  be prepared manu-
ally. Mixing is done in two steps. Grout 
TM is added to 2/3 of the mix water 
and mixed for a short moment. Then 
the remaining water is added until a 
processable consistency is obtained. 
The mixing time is about 4-6 minutes. 
Cement residues on the surfaces to 
be treated have to be removed before 
Grout TM is applied. Moreover, these 
surfaces have to be clean, i.e. free 
of grease and oil. The surfaces have 
to be wetted before the application. 
To prevent air locks, underpouring is 
done from one single side. Proces-
sing time is about 30 minutes at 20ºC. 
The temperature at which Grout TM 
is processed should not be less than 
5ºC and not higher than 30ºC.

Article number 052010 052020
 052030 052040 052060 052120 052130 >
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Yield
100 kg Grout TM prepared with water 
will yield about 55 litres of mortar.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.

Remarks
A detailed brochure about “Grout and 
Grouting mortar TM” is available on 
request.

> 052150 052180 052190 052200  
052210 052220 052230 052240 052280



Grout TM 
052010 
0,5 mm

052020
1,0 mm

052240
1,0 mm

052230
1,0 mm

052030
2,0 mm K

052190
2,0 mm

052180
2,0 mm

Typical compressive 
strength (N/mm2) K50 K70 K50 K30 K70 K50 K30

Tensile strength (N/mm2): 

24 h
3 days
7 days

28 days

6
7
8
9

6
7
8
9

3
4
5
6

2
3
5
7

6
7
8

10

4
5
6
6

2
3
6
8

Compressive strength (N/mm2): 

24 h
3 days
7 days

28 days

36
52
60
62

47
75
85
97

12
30
55
65

  3
15
35
45

44
60
75
90

20
32
54
61

  4
20
38
48

Water (liter per 25 kg) 3-5 3-5 3-5 3-5 3-5 3-5 3-5

Open time (min. at 20oC) 30 30 30 30 30 30 30

Swelling (%) 0,1-2,0 0,1-2,0 0,1-2,0 0,1-2,0 0,1-2,0 0,1-2,0 0,1-2,0

Slump t=0 / t=30 (mm) 650/600 650/600 750/680 850/825 640/600 640/600 810/575

Grouting height (mm) 0/10 5/25 5/25 5/25 15/50 15/50 15/50

Grout TM 
052060 
4,0 mm K

052040
4,0 mm

052210
4,0 mm

052200
4,0 mm

05210
8,0 mm

052130
8,0 mm D

052220
8,0 mm

Typical compressive 
strength (N/mm2) K70 K70 K50 K30 K70 K50 K30

Tensile strength (N/mm2): 

24 h
3 days
7 days

28 days

5
6
8
8

  5
  6
  7
10

  5
  6
  7
  9

  2
  3
  4
  7

  9
12
13
14

  7
  8
  9
10

  2
  4
  7
  9

Compressive strength (N/mm2): 

24 h
3 days
7 days

28 days

36
65
74
82

45
60
80
91

20
45
65
80

  6
25
40
50

65
70
84
90

40
55
66
75

20
32
45
60

Water (liter per 25 kg) 3-5 3-5 3-5 3-5 2-3 2-3 2-3

Open time (min. at 20oC) 30 30 30 30 30 30 30

Swelling (%) 0,1-2,0 0,1-2,0 0,1-2,0 0,1-2,0 0,1-2,0 0,1-2,0 0,1-2,0

Slump t=0 / t=30 (mm) 750/670 800/700 825/780 810/575 600/560 600/560 600/560

Grouting height (mm) 30/80 30/80 30/80 30/80 >80 >80 >80

All trials are carried out in accordance with “CUR Recommendation 24” and the German “Merkblatt Ver-
gussmörtel”. All figures are indicative only and may deviate in practice as a result of, for example, the effect 
of temperature and water addition. Environment class: all except XA2 XA3



250

020519-15

Tillman B.V. - Julianaweg 12 - 7078 AR Megchelen Gld.NL - tel. +31(0)315377541 - fax. +31(0)315377577 - info@tillman.nl - www.tillman.nl

Preliminary tests for the product‘s suitability 
are indispensable

GROUT TM VB

Article number 052070

Product description
Grout TM VB is a shrink-compensated 
mortar with excellent flow properties. 
Polypropylene fibres contained in 
the product increase tensile strength. 
Grout TM VB is made of CEM-III 
cement, resulting in an improved 
chemical resistance of the mortar. 
Additionally, the quite low water-
cement ratio enables the generation 
of a very tight cement stone. Grout 
TM VB has several advantages; 
shrinkage cracks caused by internal 
strain are prevented, shock resistance 
is improved, abrasion resistance and 
durability are increased.

Application
Grout TM VB is used to repair con-
crete carriageways and roads, bridges 
and crossovers, to underpour machin-
ery, turbines, generators and pillars in 
steel construction, to underpour crane 
runways and safety rails (for example 
in high-bay warehouses), and to un-
derpour anchors.

User instructions 
The underground has to be clean 
(free of oil and grease) and has to be 
wetted before Grout TM BV is poured. 
For every 25 kg of Grout TM BV 3-3.5 
litres of water are added. The grout is 
preferably mixed in a countercurrent 
or rotary-drum mixer. First, 2/3 of the 
mix water are thoroughly mixed with 
the grout. Then the remaining water 
is added until a processable consist-
ency is obtained. The overall mixing 
time is about 4-5 minutes. To prevent 
airlocks during the pouring, the grout 
should always be poured from one 
side only.

Yield
100 kg Grout TM VB, prepared with 
water will yield about 55 litres of mor-
tar.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a. 
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.
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GROUT TM BLD-II 

Article number 052090

Product description
Grout TM BLD-II is a shrink-compen-
sated mortar with a maximum grain 
size of 4 mm. Grout TM BLD-II has 
excellent flow properties and a high 
stability which enables pouring of cav-
ities without segregation or air locks, 
if the consistency has been properly 
adjusted. This results in very smooth 
and nonporous surfaces. Grout TM 
BLD-II is very similar to Grout TM 
(Art. No. 052010-052280), except for 
a slightly lower expansion property 
and slightly decreased compressive 
strength. Grout TM BLD-II is free of 
chlorides and doesn’t contain any 
substances which could cause corro-
sion. The mortar’s consistency during 
processing is very plastic.

Application
Grout TM BLD-II is applied to produce 
garden sculptures or grout work in 
garden and landscape construction, 
for example to pour tie mounts for 
fences.

User instructions 
For every 25 kg of Grout TM BLD-
II approximately 2.5 litres of water 
are added. The grout is preferably 
prepared in a countercurrent mixer. 
Processing has to take place immedi-
ately after mixing and the freshly cast 
grout should be covered with plastic 
foils. To prevent a premature loss of 
water after formwork removal, the 
workpieces should be treated with 
Curing Compound TM AC-1 (Art. No. 
032040) and stored in a room with 
constant temperatures as the harden-
ing proceeds.

Yield
100 kg Grout TM BLD-II, prepared 
with water will yield about 55 litres of 
mortar.

Packaging
Sacks, pallets, big bags.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a. 
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion
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GROUT TM OVERLAY

Article number 052100 052110

Grout TM Overlay 1 mm (052100)
Grout TM Overlay 2 mm (052110)

Product description
Grout TM Overlay is a shrink-com-
pensated mortar with excellent flow 
properties. For an increase in ten-
sile strength, polypropylene fibres 
are added to the product. Grout TM 
Overlay is produced on the basis 
of CEM-III cement, which results in 
increased chemical resistance. The 
low water-cement ratio ensures the 
formation of very tight cement stone. 
The properties of Grout TM Overlay 
are very advantageous; prevention 
of shrinkage cracks due to internal 
strain, improved shock resistance, 
enhanced resistance to abrasion and 
increased durability.

Application
Grout TM Overlay is used:
- to repair concrete carriageways and 

roads, bridges and crossovers
- for underpouring machinery, turbi-

nes, generators and pillars in steel 
construction

- for underpouring crane runways 
and guide rails (e.g. in high-bay 
warehouses)

- for bedding anchors

User instructions 
The underground has to be clean 
(free of oil and grease) and has to 
be wetted before Grout TM Overlay 
is poured. For every 25 kg of Grout 
TM Overlay 3-3.5 litres of water are 
added. The grout is preferably mixed 
in a countercurrent or rotary-drum 
mixer. First, 2/3 of the mix water are 
thoroughly mixed with the grout. Then 
the remaining water is added until a 
workable consistency is obtained. 
The overall mixing time is about 4-5 
minutes. To prevent airlocks during 
the pouring, the grout should always 
be poured from the side.

Yield
100 kg Grout TM Overlay, prepared 
with water will yield about 55 litres of 
mortar.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a. 
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.
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GROUT TM DSM 8 MM

Article number 052160 052170

Grout TM DSM 8 mm (052160)
Grout TM DSM 8 mm fibre-reinforced 
(052170) 

Product description
Grout TM DSM 8 mm is a high-qual-
ity shrink-compensated mortar with 
excellent flow properties. This mortar 
is also available in a fibre-reinforced 
version which increases adhesive pull 
strength. Grout TM DSM 8 mm con-
sists of high-quality cement, polymers, 
and additives; which cause a growth 
in volume, a certain elasticity and high 
early and final strengths.

Application
Grout TM DSM 8 mm is applied:
- for underpouring machinery, turbi-

nes, generators and pillars in steel 
construction

- for underpouring crane runways and 
guide rails 

- to underpour constructional 
members if high tightness and com-
pressive strength of the mortar are 
requested

User instructions 
Grout TM DSM 8 mm is preferably 
prepared in a countercurrent or rota-
ry-drum mixer. Mixing is done in two 
steps. First, 2/3 of the mix water are 
filled into the mixer, the mortar is added 
and both are mixed thoroughly. Then, 
the remaining mix water is added until 
a workable consistency is obtained. 
Total mixing time is 4-6 minutes.

Yield
100 kg Grout TM DSM 8 mm, pre-
pared with water will yield about 55 
litres of mortar.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.
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GROUT TM V

Grout TM V01-70 (052270)
Grout TM V04-70 (052250)
Grout TM V08-70 (052260)

Product description
Grout TM V01-V08 is a high-qual-
ity mortar with excellent flow proper-
ties. If the processing consistency 
is adjusted properly, cavities can be 
poured without segregation. A control-
led, retarded growth in volume ena-
bles an expansion of 0.1-2.0% , even 
if the processing time is prolonged. 
Additionally, a polymer component 
with a high molecular weight ensures 
high elasticity. Due to the low water-
cement-ratio, the mortar obtains high 
early and final strengths.

Application
Grout TM V is used:
- to underpour machinery, turbines, 

generators, and so on
- for underpouring bridge bearings 

and beams, as well as concrete 
supports

- for underpouring concrete and steel 
structures

- to underpour crane runways and 
guide rails, e.g. in high-bay ware-
houses

- to pour anchors
- for bedding ducts
- to repair concrete carriageways and 

roads, as well as bridges
- to fill up drilling core borrow areas 

and recesses

Article number 052250 052260
 052270

User instructions 
Grout TM V is preferably mixed in a 
countercurrent or rotary-drum mixer; 
small amounts can alternatively be 
mixed manually. Mixing is done in 
two steps. Grout TM V is added to 2/3 
of the mix water; both is mixed thor-
oughly. Then the remaining water is 
added until the processing consist-
ency is obtained. The mixing time is 
about 4-6 minutes. Before Grout TM 
V is poured, possible cement residues 
have to be removed. The surface to 
be treated has to be cleaned and wet-
ted before the application. To prevent 
air locks, underpouring is done from a 
side or angle. Processing time is about 
30 minutes at 20ºC. The temperature 
at which Grout TM V is processed 
should not be less than 5ºC and not 
higher than 30ºC.
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Yield
100 kg Grout TM V, prepared with 
water will yield about 55 litres of 
mortar.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.

Article number 052250 052260
 052270

Article 
number

Strength 
class

Grain size 
(mm)

052270 K 70 1.0
052250 K 70 4.0
052260 K 70 8.0
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Yield
100 kg Grouting Mortar TM prepared 
with water will yield about 55 litres of 
mortar.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.

Grouting mortar TM, Article number:
054010 054020 054030 054040 
054050 054060 054070 054080 
054090 054100 054110 054120 
054130 054140

Product description
Grouting mortar TM consists of high-
quality components which ensure 
excellent workability and provide for 
high early and final strengths. Poly-
mers added to the product distribute 
high adhesive strength, good adhe-
sion to the surface, and high elasticity. 
Grouting mortar TM is used if the mate-
rial applied is requested to be highly 
shrink-compensated. The product is 
processed in an earth-moist state. 
However, due to its special properties 
it can easily be pressed into cavities 
which makes it perfectly suitable for 
the assembly of concrete parts and for 
repairing concrete elements. Grouting 
mortar TM is free of chlorides and other 
substances which might cause cor-
rosion and moreover, it is resistant to 
mineral oils and grease. The mortar’s 
increase in volume is 0.1-2.0% depend-
ing on the amount of water added. 

Application
Grouting mortar TM is used:
- to underpour machinery, turbines, 

generators and so on
- for bedding and assembling precast 

parts
- to repair precast structures
- for filling cavities of all different kinds
- to lay heavy natural stones in garden 

and landscape construction

User instructions 
For every 25 kg of Grouting mortar TM 
3-4 litres of water are required. Mixing 
is preferably done in a countercurrent 
mixer or in a rotary-drum mixer. Small-
er amounts can alternatively be mixed 
manually. Grouting mortar TM is applied 
by putty to cleaned, wetted surfaces.

GROUTING MORTAR TM

Article number 054010 054020
054030 054040 054050 054060 054070 >



Grouting mortar TM 
054010 
0,5 mm

054020
1,0 mm

054130
1,0 mm

054120
1,0 mm

054030
2,0 mm

054080
2,0 mm

054070
2,0 mm

Typical compressive 
strength (N/mm2) K50 K70 K50 K30 K70 K50 K30

Tensile strength (N/mm2): 

24 h
3 days
7 days

28 days

 5
 6
 8
9

  6
  8
  8
  9

  3
  4
  6
  8

  2
  3
  5
  7

  7
  9
11
12

  5
  6
  7
  8

  2
  3
  6
  8

Compressive strength (N/mm2): 

24 h
3 days
7 days

28 days

35
51
69
73

50
69
80
82

12
30
55
65

  3
15
35
45

55
65
75
85

33
45
61
70

  4
20
38
48

Water (liter per 25 kg) 3-5 3-5 3-5 3-5 3-5 3-5 3-5

Swelling (%) 0,1-2,0 0,1-2,0 0,1-2,0 0,1-2,0 0,1-2,0 0,1-2,0 0,1-2,0

Grouting space height 
(mm) 0/10 5/20 5/20 5/20 15/40 15/40 15/40

Grouting mortar TM 
054060 
4,0 mm 

054100
4,0 mm

054090
4,0 mm

054050
4,0 mm

054060
8,0 mm D

054110
8,0 mm 

Typical compressive 
strength (N/mm2) K70 K50 K30 K70 K50 K30

Tensile strength (N/mm2): 

24 h
3 days
7 days

28 days

6
8
8
9

  5
  6
  7
  8

  2
  3
  4
  7

  9
10
12
14

  8
  9
10
13

  2
  4
  6
  9

Compressive strength (N/mm2): 

24 h
3 days
7 days

28 days

42
50
74
76

37
52
60
75

  6
25
40
50

50
65
75
85

45
55
70
85

18
30
40
58

Water (liter per 25 kg) 3-5 3-5 3-5 2-5 2-3 2-3

Swelling (%) 0,1-2,0 0,1-2,0 0,1-2,0 0,1-2,0 0,1-2,0 0,1-2,0

Grouting space height 
(mm) 30/60 30/60 30/60 >60 >60 >60

All trials are carried out in accordance with “CUR Recommendation 24” and the German “Merkblatt Ver-
gussmörtel”. All figures are indicative only and may deviate in practice as a result of, for example, the effect 
of temperature and water addition. Environment class: all except XA2 XA3



10.1.2 CEMENT-BOUND REPAIR MORTAR
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REPAIR MORTAR TM 92/21

Article number 050910 051380

Repair mortar TM 92/21 0.5 mm 
(050910)
Repair mortar TM 92/21 2.0 mm 
(051380)

Product description
Repair mortar TM 92/21 is a low-shrink 
mortar based on CEM-I cement and 
synthetic resins. It is used for various 
repairs on concrete and precast 
concrete structures. The maximum 
grain size of the aggregate is 0.5 mm 
(art 050910) or 2 mm (051380) . Repair 
mortar TM 92/21 has an excellent 
adhesiveness which ensures a good 
bond to the underground. Special 
compounds in the product provide for 
good workability.

Application
Repair mortar TM 92/21 is used as a 
joint filler, for levelling out rock pock-
ets, and for the application of thin lev-
elling courses on floors, walls and pil-
lars. For larger repair work, the mortar 
should be applied in layers, or sand 
with a grain size of 0-2 mm should be 
added.

User instructions 
Repair mortar TM 92/21 is mixed with 
water until the workability requested is 
obtained. This may take up to 5 litres of 
water for every 25 kg of Repair mortar 
TM 92/21. The surface has to be free of 
grease and of any other loose particles. 
The area to be repaired is thoroughly 
wetted before the application, however, 
excessive water and slops should be 
wiped off. Application of a bonding 
bridge is recommended. It can easily 
be made by mixing 1 part Acrytekt TM 
(Art. No. 033020) and 1 part of cement 
(or mortar). Repair mortar TM 92/21 is 
applied as soon as the bonding bridge 
becomes matte. After the application, 
Repair mortar TM 92/21 has to be 
protected from premature drying by 
applying Curing Compound TM AC-1 
(Art. No. 032040).

Yield
N.a.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.
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REPAIR MORTAR TM 91/28

Article number 050930

Product description
Repair mortar TM 91/28 is made of 
highly reactive cement and high-tem-
perature dried quartz sand.  It is used 
for repairing precast concrete units 
which have soon to be put into opera-
tion again. Special substances in the 
product ensure good adhesion to the 
underground. Moreover, the tightness 
of the hardened mortar is increased. 
Multi-layer application is possible.

Application
Repair mortar TM 91/28 is used to 
repair holes and flaws in concrete 
carriageways, for bedding manhole 
covers and drains, as well as for fast 
repairs of concrete and precast con-
crete parts.

User instructions 
Repair mortar TM 91/28 is mixed with 
water to prepare earth-moist, or slight-
ly plastic, mortar. Only small amounts 
should be prepared as the materi-
al hardens very fast. Mix thorough-
ly and apply with a steel trowel. The 
processing time is about 5 minutes, 
and the freshly applied repair mortar 
can be finished about 5 to 10 minutes 
after the application. Processing and 
finishing times are highly dependent 
of the environmental and mortar tem-
peratures. A mixing time of at least 3 
minutes has to be observed to ensure 
the activation of the plasticising com-
ponents. The concrete surface to be 
repaired has to be clean, and free of 
grease and any loose particles. Be-
fore the application, the surface has 
to be wetted. Alternatively, a bond-
ing bridge can be applied, made of 1 
part of Acrytekt TM (Art. No. 033020) 
and 1 part of cement. To prevent the 
premature drying of the repair layer, 
which would cause shrinkage cracks, 
treatment with a curing compound (ar-
ticle group 3200) is necessary.

Yield
1 kg Repair mortar TM 91/28 pre-
pared with water will yield about 0.5 
litre Mortar.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.
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Preliminary tests for the product‘s suitability 
are indispensable

REPAIR MORTAR TM TERRAFIX 
PCC 0,5 MM

Article number 050980

Product description
Repair mortar TM Terrafix PCC is 
made of high-quality cement and high-
temperature dried quartz sand con-
taining a maximum grain of 0.5 mm. 
The product contains special synthet-
ics which ensure increased adhesion 
of the mortar on the underground.

Application
Repair mortar TM Terrafix PCC is 
used to repair precast concrete units 
and mortars containing Terrament as 
a binder. Repair mortar TM Terrafix 
PCC can be applied in layers of up to 
40 mm.

User instructions 
The surface to be repaired has to be 
cleaned; loose particles have to be 
removed before the surface is wet-
ted. Repair mortar TM Terrafix PCC 
is mixed with water to obtain a plastic 
mortar which is then applied on the 
surface with appropriate tools. The 
product is not suitable to be proc-
essed in direct solar radiation.

Yield
N.a.

Technical data
- State of aggregation: powder
- Colour: red-brown
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Buckets, Sacks.

Remarks
There might be differences in colour 
between the mortar and the existing 
surface. Strengths of Repair mortar 
TM Terrafix PCC when prepared with 
4 litres of water for every 25 kg of mor-
tar:

Age
when
tested

Tensile 
strength
(N/mm2)

Com-
pressive 
strength 
(N/mm2)

7 Days 4.5 36
28 Days 4.9 40
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FIXCEMENT TM 

Fixcement TM 78/13 (051010)
Fixcement TM (051110)
Fixcement TM 70/85 (051280)

Product description
Fixcement TM is made of highly-re-
active cement and high-temperature-
dried quartz sand with a maximum 
grain size of 0.5 mm. Fixcement TM is 
used for smaller repairs of concrete, if 
the mortar used is to be rapid-harden-
ing. Special components provide for 
good adhesion to the surface and for 
increased water impermeability. Once 
mixed with water, Fixcement TM hard-
ens in a few minutes.

Application
Fixcement TM is used for minor 
repairs of precast concrete units, if the 
mortar used is requested to be rapid-
hardening; for sealing leakages and 
water penetration on walls, mortars 
and concrete; and for filling cracks in 
concrete surfaces.

User instructions 
Fixcement TM is prepared with water 
to produce a low-plastic mortar. The 
mortar is added to the water; both are 
thoroughly mixed and then the ready 
mortar is applied using appropriate 
tools. Only small amounts should be 
prepared at once, as the hardening is 
very fast (see Remarks). For repairing 
surface cracks, these cracks are chis-
elled out in a v-shape and afterwards 
filled up with  Fixcement TM.

Yield
2 kg Fixcement TM, prepared with wa-
ter will yield about 1 litre Mortar.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Buckets, sacks, pallets.

Remarks
Processing time at 20ºC:

Art.nr.
051010

Art.nr.
051110

Art.nr.
051280

30 sec. 5 min. 10 min.
2 min. 25 min. 30 min.

Article number 051010 051110
 051280
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Preliminary tests for the product‘s suitability 
are indispensable

FAIR FACED CONCRETE 
REPAIR POWDER TM

Fair faced concrete repair powder TM 
(051040)
Fair faced concrete repair powder TM 
dark  (051340) 
Fair faced concrete repair powder TM H 
(050970)

Product description
Fair faced concrete repair powder TM,  
Fair faced concrete repair powder TM 
dark (based on high-quality CEM-I 
cement), and Fair faced concrete repair 
powder TM H (based on high-quality 
CEM-III cement) are repair products 
containing special components which 
ensure excellent adhesive properties 
and good workability. 

Application
Fair faced concrete repair powder TM is 
used for finer repair work and levelling 
out  flaws on concrete surfaces. This pro-
duct is the perfect medium for repairing 
fair faced concrete surfaces. The choice 
of different types enables to find an ade-
quate repair medium to match the colour 
of the existing concrete.

User instructions 
The concrete surfaces to be repaired 
have to be thoroughly cleaned and 
loose particles have to be removed. 
The surface has to be wetted before the 
application. Fair faced concrete repair 
powder TM is prepared with water to 
produce a plastic mortar which is then 
applied using appropriate tools. After 
the finishing of the fresh surface, the 
mortar has to be protected from drying 
up; for example, it could be kept slightly 
wet. Fair faced concrete repair powder 
TM is not suitable to be processed in 
direct solar radiation. After a hardening 
period of 24 hours, the renewed spaces 
are roughened up. By using the same 
cement used for the concrete unit, the 
colour can be adjusted to match the 
existing construction unit.

Yield
N.a.

Technical data
- State of aggregation: powder
- Colour: 
 Art.Nr. 5104: grey
 Art.Nr. 5134: grey
 Art.Nr. 5097: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.

Remarks
Used tools can be cleaned with wa-
ter.

Article number 051040 051340
 050970
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REPAIR MORTAR TM 78/31

Article number 051050 051360

Repair mortar TM 78/31 0.5 mm 
(051050)
Repair mortar TM 78/31 2.0 mm 
(051360)

Product description
Repair mortar TM 78/31 is a quick 
setting mortar, made of Portland 
cement and synthetic resins. Repair 
mortar TM 78/31 has good adhesive 
strength, which provides for excellent 
adhesion even to small surfaces. The 
product has a remarkable workabil-
ity. A special component ensures the 
mortar not to dry up too fast, prevent-
ing “burning” of the mortar.

Application
Repair mortar TM 78/31 is used:
- for repairing gravel pockets, batte-

red angles and edges
- for sealing joints and gaps
- for bedding concrete units, sealing 

cracks in prestressed concrete or 
the cones of tendons

- to make thin levelling courses on 
floors, walls and pillars

User instructions 
Repair mortar TM 78/31 is mixed with 
water until the desired workability 
is reached (about 5.5 litres of water 
are added for every 25 kg of Repair 
mortar TM 78/31). The ready mortar is 
applied to the cleaned, wetted surface 
with appropriate tools. Loose particles, 
dirt and other substances which 
could negatively influence surface 
adhesion have to be removed before 
the application. Thin layers of mortar 
should be protected from premature 
drying through the application of 
Curing Compound AC-1 (Art. No. 
032040).

Yield
N.a.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.
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Preliminary tests for the product‘s suitability 
are indispensable

REPAIR MORTAR TM 88/14

Repair mortar TM 88/14 0.5 mm 
(051080)
Repair mortar TM 88/14 H (050990)
Repair mortar TM 88/14 S2 (051690)

Product description
Repair mortar TM 88/14 consists of 
high-quality CEM-I cement and quartz 
sand with a maximum grain size of  
0.5 mm; Repair mortar TM 88/14 H is 
based on high-quality CEM-III cement; 
Repair mortar TM 88/14 S2 has a 
shortened processing time of approxi-
mately 30 minutes and is used for fast 
repairs. Synthetic resins are added to 
all three types to ensure good adhe-
siveness. Repair mortar TM 88/14 is 
perfectly suitable for repairing and fill-
ing flaws on concrete and mortar units. 
By intermixing the different types of 
Repair mortar TM 88/14, the repair 
mortar can be adjusted in colour to fit 
the unit to be repaired. Layers applied 
can be up to 40 mm thick.

Application
Repair mortar TM is used to repair 
concrete and mortar parts of all kinds, 
e.g. battered edges and angles; to 
fill flaws like shrink holes and gravel 
pockets.

Article number 051080 050990
 051690
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User instructions 
The surface has to be thoroughly 
cleaned, loose particles, grease, oils, 
and any other substances which could 
negatively influence surface adhesion 
have to be removed. The surface 
has to be wetted before the applica-
tion of the mortar. Depending on the 
consistency desired, for every 25 kg 
of Repair mortar TM 88/14 about 4-5 
litres of water have to be added. The 
product is preferably mixed in a rotary-
drum or compulsory mixer, smaller 
amounts can be prepared manually. 
Mixing time is about 3 minutes; pro-
cessing time is about 30-45 minutes, 
depending on the type of product and 
the temperature. The freshly-treated 
surfaces should be treated with 
Curing Compound TM AC-1 (Art. No. 
032040) to prevent the repair mortar 
from premature drying. The product is 
not suitable to be processed at free-
zing temperatures.

Strength and shrinkage behaviour 
of  Repair mortar TM 88/14 0.5 mm, 
Repair mortar TM 88/14 H and Repair 
mortar TM 88/14 S2 at 20ºC if 4.5 
litres of water were added for every 
25 kg of dry mortar:

5108 5099
Com-
pressive 
strength
(N/mm2)

24 hours
7 days
28 days

22
38
47

5 
26
43

Tensile 
strength
(N/mm2)

24 hours
7 days
28 days

5
6
8

2
5
7

Shrink-
age

7 days
28 days

-0.1%
-0.1%

-0.1%
-0.1%

Yield
100 kg Repair mortar TM 88/14, 88/14 
H and 88/14 S2 will yield about 50 li-
tres of ready mortar.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.

Remarks
Clean used equipment with water.

Article number 051080 050990
 051690
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Preliminary tests for the product‘s suitability 
are indispensable

FAIR FACED CONCRETE RE-
PAIR POWDER TM X

Fair faced concrete repair powder TM 
X (051090)
Fair faced concrete repair powder TM 
X anthracit (051720)
Fair faced concrete repair powder TM 
X dark-hued (051590)
Fair faced concrete repair powder TM 
X anthracit I (051790)
Fair faced concrete repair powder TM 
X anthracit II (051800)

Product description
Fair faced concrete repair powder TM 
X is made of high-quality cement and 
quartz sand. The substances added 
to the product provide for good ad-
hesion properties. Several different 
types are available of Fair faced con-
crete repair powder TM X which are 
all high-quality products. The only 
difference between them is that they 
vary in colour.

Application
Fair faced concrete repair powder TM 
X is used for executing fast repairs of 
flaws and faults of all kinds, whether 
it is a fair faced concrete surface, a 
battered edge, or a shrink hole in a 
concrete element. The processing 
time for all types is about 10 minutes.  
Fair faced concrete repair powder TM 
X is therefore perfectly suitable if re-
pair work has to be done fast and if 
smooth surfaces are requested.

Article number 051090 051720 
051590 051790 051800

User instructions 
The surface to be repaired has to be 
cleaned from dust, dirt and loose par-
ticles, and it has to be wetted before 
the application. However, if the surface 
to be repaired is porous, it is recom-
mended to apply a bonding bridge 
made of 1 part of Acrytekt TM (Art. No. 
033020) and 1 part of cement. Fair 
faced concrete repair powder TM X is 
prepared with water to obtain a plas-
tic mortar which is then applied to the 
surface using appropriate tools. As the 
finishing of this freshly applied surface 
proceeds, it has to be wetted several 
times. The product is not suitable to 
be applied in direct solar radiation. 
Fair faced concrete repair powder 
TM X is a fast-setting product, so only 
mixes which can be processed within 
the processing period given should be 
prepared. The processing time can be 
prolonged by adding approximately 
500 gr of Acrytekt (Art. No. 033020) 
for every 10 kg of Fair faced concrete 
repair powder TM X. Alternatively, a  
lean mortar can be made by adding a 
maximum 10% of dune sand.
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Yield
N.a.

Technical data
- State of aggregation: powder
- Colour: grey-black
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.

Article number 051090 051720 
051590 051790 051800
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Preliminary tests for the product‘s suitability 
are indispensable

REPAIR MORTAR TM B.S.L. 0,5 
MM (code red)

Product description
Repair mortar TM B.S.L. consists of 
cements which are highly water-reac-
tive, and a quartz sand with a maxi-
mum aggregate of 0.5 mm. Special 
components provide for good adhe-
siveness and water tightness.

Application 
Repair mortar TM B.S.L. is used for 
small repairs in concrete.

User instructions 
Repair mortar TM B.S.L. is prepared 
with water and thoroughly mixed to 
obtain a low-plastic mortar which is 
then applied using a steel trowel. The 
product hardens within a very short 
period of time, so it is recommend to 
prepare only those amounts which 
can be processed during this period. 
For every 5 kg of Repair mortar TM 
B.S.L. about 0.8 litres of water are 
added.

Consumption
2 kg Repair mortar TM B.S.L. pre-
pared with water will yield about 1 litre 
Mortar.

Technical data
- State of aggregation: Powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): entfallt
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Sacks, pallets, big bags.

Remarks
Test results for compressive and 
tensile strengths are available on re-
quest.

Article number 051130
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Yield
2 kg Rapid Mortar TM 5R prepared 
with water will yield about 1 litre mor-
tar.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.

RAPID MORTAR TM 5R

Article number 051150

Product description
Rapid mortar TM 5R is produced of a 
cement with a very high reactivity to 
water, and quartz sand with a maxi-
mum aggregate of 4 mm. Special 
synthetic components provide for 
good adhesion to the surface. Rapid 
mortar TM 5R exhibits high strength 
within a very short period of time.

Application
Rapid mortar TM 5R is used for repai-
ring concrete and concrete units, 
which have to be back in operation in 
a short period of time, i.e.:
- repairs of manhole covers and 

drains in road construction
- assembly of parking meters and 

road signs

User instructions 
Rapid mortar TM 5R is prepared 
with water until a plastic mortar is 
obtained. The water is filled into the 
mixer first, and then Rapid mortar TM 
5R is added. For every 25 kg of  Rapid 
mortar TM 5R about 3.75 litres of 
water are added. Mixing time is about 
3 minutes after which the mortar is 
applied using appropriate tools. The 
processing time is about 15 minutes 
at a temperature of 20ºC.
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DB FIXMO TM W 15/2

Article number 051260

Product description
DB Fixmo TM W 15/2 is a swellable, 
water impermeable and quick-setting 
construction mortar. The product is 
used for small and larger repairs on 
concrete and brickwork. DB Fixmo 
TM W 15/2 seals the structure imme-
diately and reliably, due to its expan-
sion as the hardening proceeds. The 
construction mortar has a good ad-
hesiveness which ensures excellent 
bond to the underground. The product 
exhibits a very good workability. Spe-
cial components in the product pre-
vent the mortar from premature dry-
ing and from losing too much to the 
underground.

Application
DB Fixmo TM W 15/2 is used:
- to directly and permanently seal 

water inrushes
- to seal water bearing joints
- to fill up drilled holes for anchors

User instructions 
DB Fixmo TM W 15/2 is prepared with 
water until the desired consistency is 
obtained. When adding about 2.25 
litres of water to 15 kg of DB Fixmo 
TM W 15/2, the construction mortar 
will have a processing time of about 
10 minutes.

Yield
N.a.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.



Article number 051260

Remarks
Measuring value at 20oC:

Compressive 
strength
(N/mm2)

Tensile 
strength
(N/mm2)

Adhesive pull 
strength
(N/mm2)

Water intake
(g)

1 hour - - - 16
2 hours - - - 17
4 hours 4.0 2.0 0.2 -
7 hours 5.0 2.1 0.3 -
24 hours 10.0 5.0 0.5 18
3 days 15.0 5.1 0.8 18
7 days 30.0 6.1 0.8 18
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REPAIR MORTAR TM 
TERRAQUICK PCC 0.5 MM

Article number 051510

Product description
Repair mortar TM Terraquick PCC 0.5 
mm consists of high-quality cement 
and high-temperature dried quartz 
sand with a maximum aggregate of 
0.5 mm. Synthetic resins added to 
the product provide for an excellent 
adhesion to the underground. Repair 
mortar TM Terraquick PCC 0.5 mm is 
used to repair all kinds of damaged 
concrete and mortar units based on 
Terracement.

Application
Repair mortar TM Terraquick PCC 0.5 
mm is used:
- to fill gravel pockets in concrete 

units
- to repair battered angles and edges 

of concrete units
- to repair damaged mortar surfaces

User instructions 
Prior to the application of Repair 
mortar TM Terraquick PCC 0.5 mm, 
the surface to be repaired has to be 
cleaned; grease, oil, and loose par-
ticles have to be removed. The next 
step is to wet the surface. Porous 
surfaces should be pre-treated with 
a bonding bridge made of Acrytekt 
TM (Art. No. 033020). The mortar 
is prepared with water in an appro-
priate mixer, in which it is mixed for 
about 3 minutes. Water is added until 
the desired consistency is obtained. 
Freshly repaired surfaces should be 
protected from premature drying by 
treating them with Curing Compound 
TM AC-1 (Art. No. 032040).

Yield
N.a.

Technical data
- State of aggregation: powder
- Colour: red-brown
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Buckets, sacks, pallets, big bags.
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PCC REPAIR COMPOUND TM 
COMPONENT A+B

Article number 051550 051560  
051570

PCC Repair compound TM compo-
nent A 0,5 mm (051560)
PCC Repair compound TM compo-
nent A 2,0 mm (051570)
PCC Repair compound TM compo-
nent B (051550)

Product description
The PCC Repair Compound TM is a 
two-component polymer-modified re-
pair system. This low-shrink product 
is cement-bound and contains a max-
imum grain size of 0.5 to 2 mm. It can 
be applied to all kinds of concrete and 
mortar surfaces, and shows excellent 
adhesive properties even on steel 
surfaces.

Application
The PCC Repair Compound TM is 
used to fill anchor holes, to repair 
flaws in walls and floors, damaged 
concrete elements and rock pockets. 
The mortar can be applied in layers of 
up to 25mm. 

User instructions 
Clean the surface to be treated and 
remove loose particles and fats. Apply 
a bonding bridge made of 1 part of 
component A and 1 part of component 
B. Apply the PCC Repair Compound 
TM wet-on-wet. The PCC Repair 
Compound TM is prepared by mixing 
both components. For every 25kg of 
component A add 3.5-4.5 kg of com-
ponent B. The product is not suitable 
to be used at freezing temperatures. 
100kg of PCC Repair Compound TM 
yield about 55 litres of ready mortar. 
The repaired surfaces can be treated 
with a spreader or with a piece of wet 
styrofoam. A treatment with Curing 
Compound AC-1 (Art. No. 032040) is 
recommended.

Yield
N.a.

Technical data
component A component B
State of aggregation:
powder liquid
Colour:
grey white 
Density (kg/l):
n.a. n.a.
pH-Value:
n.a. n.a.
max. alkali content (% Na2O eq):
n.a. n.a.
max. chloride content (%):
n.a. n.a.
Colour code:
n.a. n.a.
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
6 months, after date of production.

Packaging
Liquid: Cans, barrels, IBC, bulk.
Powder: Sacks, pallets, big bags.
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SEALING MORTAR TM

Sealing mortar TM 89/62 white 
(051200)
Sealing mortar TM 89/62 grey 
(051210)
Sealing mortar TM 89/63 sulfate re-
sisting (051220)

Product description
Sealing mortar TM is a cementicious 
sealant used for sealing vertical and 
horizontal surfaces of buildings. There 
is no difference whether the surface 
to be sealed consists of concrete, 
cement facing or of a flush-joint brick 
wall. Application should take place only 
after the biggest shrinkage deformati-
ons wore off (1-3 months depending 
on the weather). Sealing mortar TM is 
perfectly suitable for renovation work 
as it can be used to seal walls from 
the inside, which cannot be done with 
synthetic or bituminous coatings.

Application
Sealing mortar TM is used as a seal-
ant against humidity for cellar walls 
and the transitions of walls to the 
floor,  retaining walls, foundations and 
members under similar strain. Sealing 
mortar TM is especially suitable for 
swimming pools, baths, shower tubs, 
wastewater treatment plants and gal-
lery work.

Article number 051200 051210 
051220

User instructions 
Sealing mortar TM is applied, depend-
ing on its consistency, by brush, big 
brush or trowel. If the underground 
is thoroughly wet, the mortar should 
be prepared for application by trowel, 
in any other case a brushable mortar 
will do. For obtaining good results, at 
least two layers of Sealing mortar TM 
should be applied, three are recom-
mended. However, usually two layers, 
brush-applied, are sufficient. Special 
attention should be given to the transi-
tions between horizontal and vertical 
surfaces. Weak spots, such as gravel 
nests and loose particles have to be 
repaired before the application. The 
surface has to be clean and free of 
grease, as well as it has to be of a 
certain stability. Extremely smooth 
surfaces have to be roughened up to 
increase adhesiveness.  The surface 
is thoroughly wetted, and a bonding 
bridge, made of 1 part of Acrytekt 
TM (Art. No. 033020) and 1 part of 
cement, is applied. Sealing mortar TM 
is then applied on the still slightly wet 
bonding bridge. The added amount 
of water influences the quality of the 
sealing effect. Sealing mortar TM has 
to be protected from premature drying 
due to sun and wind after the appli-
cation; treating the fresh surface with 
Curing Compound TM AC-1 (Art. No. 
032040) will perfectly fit this purpose. 
It will take a week until the surfaces 
treated can fully withstand water 
strain and until the sealing effect is 
completely activated.



278

020519-15

Tillman B.V. - Julianaweg 12 - 7078 AR Megchelen Gld.NL - tel. +31(0)315377541 - fax. +31(0)315377577 - info@tillman.nl - www.tillman.nl

Preliminary tests for the product‘s suitability 
are indispensable

Dosage
For sealing against soil moisture, 
consumption will be approximately 3 
kg/m²; for sealing against soil moisture 
about 5 kg/m²; a consistency suitable 
be by applied by trowel, consumption 
will be about 8 kg/m².

Technical data
- State of aggregation: powder
- Colour: grey-white
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.

Remarks
Cement-bound products are not suit-
able to absorb movements of the 
underground. Those surfaces which 
have been treated with Sealing mor-
tar TM, which have to withstand me-
chanical stresses, are to be protected 
against shock, impact and abrasion.

Article number 051200 051210 
051220
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CONSTRUCTION MORTAR 
TM K

Construction mortar TM K005 
(051670)
Construction mortar TM K01 
(051660)
Construction mortar TM K04 
(051610)
Construction mortar TM K08 
(051630)

Product description
Construction mortar TM K is a mor-
tar consisting of high-quality binders, 
aggregates and additives. The added 
polymers enhance the mortar’s adhe-
siveness and provide for optimised 
adhesive properties. The are no 
chlorides, or other substances which 
might cause corrosion, contained in 
the product. It is very resistant against 
grease and mineral oils. Special addi-
tives provide fora n increase in volume 
of 0.5–0.8%. Construction mortar 
TM K gains a very high compressive 
strength.

Application
Construction mortar TM K is used for 
bedding and fixing concrete elements 
and for constructional repair work.

User instructions 
For every 25 kg of Construction mor-
tar TM K, 3-4 litres of water are added. 
Construction mortar TM K is usually 
prepared in a compulsory mixer, but it 
is possible to prepare smaller amounts 
manually or with a handheld mixing 
device. Construction mortar TM K is 
processed in an earth-moist state. It 
is applied to the cleaned surface with 
appropriate tools.

Consumption
100 kg KonstruktionsMortar TM K 
prepared with water will yield about 50 
litre mortar.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Buckets, sacks.

Remarks
Article 

number
Strength 

class
(N/mm²)

Grain size 
(mm)

051670 K 70 0.5
051660 K 70 1.0
051610 K 70 4.0
051630 K 70 8.0

Article number 051670 051660 
051610 051630



10.1.3 CEMENT-BOUND ADHESIVES
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ELEMENT ADHESIVE TM

Article number 050810

Product description
Element adhesive TM is a high-quality 
cement-bound product for jointing con-
crete units and members of all kinds. 
Additionally to the special cement type 
and the high-quality sands, synthetic 
resins are added to the product to 
increase its adhesiveness. Moreover, 
these resins make Element adhesive 
TM perfectly suitable for a wide vari-
ety of applications.

Application
Element adhesive TM is used to fix:
- toppings on walls
- window sills
- concrete units, lightweight concrete 

units

User instructions 
The cleaned surface is sufficiently 
wetted. Element adhesive TM is 
mixed with water until a low-plastic 
mortar is obtained. For every 25 kg 
approximately 3-3.5 litres of water will 
be required. The mortar is preferably 
prepared in a mixer with a high mixing 
intensity. The product is not suitable 
to be processed at freezing tempera-
tures.

Yield
100 kg Elementenleim TM prepared 
with water will yield about 50 litres of 
mortar.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.

Remarks
Element adhesive TM is not subjected 
to shrinkage once it hardened.
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TILE ADHESIVE TM

Tile adhesive TM 83/33 (051030) 
Tile adhesive TM 89/38 (051160)
Tile adhesive TM 90/31 (051270)

Product description
Tile adhesive TM is a cement-bound 
product modified with synthetic sub-
stances used for installing ceramic 
facing on walls and floors. The 
polymers added to Tile adhesive 
TM provide for excellent adhesive 
strength and high flexibility. Tile adhe-
sive TM can also be used for fixing 
natural stones and aerated concrete 
blocks of all kinds. When working with 
aerated concrete blocks, the mortar 
should be a bit more plastic. The only 
difference between the different types 
of Tile adhesive TM is the duration of 
the processing and hardening times. 
Tile adhesive TM is suitable for inte-
rior and exterior use.

Application
Tile adhesive TM is used for:
- laying ceramic facings on walls and 

floors
- fixing aerated concrete and natural 

stones

User instructions 
Tile adhesive TM is prepared with 
cold water to obtain a plastic mor-
tar. Smaller batches can be mixed 
manually whereas a compulsory or 
rotary-drum mixer is recommended 
for larger amounts. Tile adhesive 
TM is applied with a notched trowel. 
The surface to be treated has to be 
clean, stable and free of grease; for 
the application of Tile adhesive TM it 
may be dry or wet. Porous or highly-
absorbent undergrounds should be 
pre-treated with Acrytekt TM (Art. No. 
033020). The product is not suitable to 
be processed at temperatures of less 
than 5ºC.

Consumption
N.a.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Buckets, sacks, pallets.

Remarks
Type of tile 
adhesive 83/33 89/38 90/31
Processing 
time

2-3 
hours

1-1.5
hours

30-60
min.

Processing times depend on environ-
mental temperature. The high content 
in polymers gives the mortar flexible 
properties.

Article number 051030 051160 
051270
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VWS POLYSTYRENE ADHESIVE 
TM 282

VWS Polystyrene adhesive TM 282 
1.5 mm (051300)
VWS Polystyrene adhesive TM 282 
0.5 mm (051470)
VWS Polystyrene adhesive TM 282 
0.5 mm White (051580)
VWS Polystyrene adhesive TM 282 L 
0.5 mm (051640)

Product description
VWS Polystyrene adhesive TM 282 is 
a polymer-modified adhesive based 
on hydraulic binders. The adhesive 
can be applied to dry and wet sur-
faces. VWS Polystyrene adhesive 
TM 282 is a low-shrink product, and 
remains plastic for a sufficiently long 
period of time to enable subsequent 
finishing. VWS Polystyrene adhesive 
TM 282 L 0.5 mm (Art. No. 051640) 
offers the longest processing time.

Application
VWS Polystyrene adhesive TM 282 
is used to fix heat insulation plates 
(polystyrene plates) to existing walls 
for thermal insulation.

User instructions 
The wall has to be even and stable, 
and free of dirt, grease and loose par-
ticles. Sanding and highly absorbent 
walls have to be pre-treated. Unstable 
calcium sulfate, chalking and crum-
bling paintwork have to be removed. 
Absorbent cement-based surfaces 
should be pre-treated with Acrytekt 
TM (Art. No. 033020). When install-
ing expanded plastic slabs or similar 
products, the adhesive is applied on 
the wall in palm-sized spots, smooth 
rear sides might need to be rough-
ened up.

Depending on strength and weight, 
the slabs might possibly be secured 
by using dowels after glueing them to 
the wall. VWS Polystyrene adhesive 
TM 282 is not suitable to be applied 
on gypsum calcium sulfate or gypsum 
calcium sulfateboards. The product is 
not to be processed at temperatures 
below +5ºC or above +25ºC. VWS 
Polystyrene adhesive TM 282 is pre-
pared with water until a workable mor-
tar is obtained which is free of lumps. 
Minimum mixing time is approximate-
ly 5 minutes. After a maturing time of 
10-15 minutes, the product is stirred 
once more and can then be applied 
within the next 1-2 hours.

Remarks
Standard values VWS Polystyrene 
adhesive TM 282 at 20ºC:

3
days

7
days

28
days

Compres-
sive strength 
(N/mm²)

10.0 12.5 12.5

Tensile 
strength
(N/mm²)

2.3 2.6 5.5

Adhesive 
pull strength
(N/mm²)

2.3 2.6 4.0

Article number 051300 051470 
051580 051640
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Yield
50 kg VWS Polystyrolkleber TM 282 
prepared with water will yield about 25 
litres of mortar.

Article number 051300 051470 
051580 051640

Technical data
051300 051470 051580 051640
State of aggregation:
powder powder powder powder
Colour:
grey grey white grey
Density (kg/l):
n.a. n.a. n.a. n.a.
pH-Value:
n.a. n.a. n.a. n.a.
max. alkali content (% Na2O eq):
n.a. n.a. n.a. n.a.
max. chloride content (%):
n.a. n.a. n.a. n.a.
Colour code:
n.a. n.a. n.a. n.a.
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
6 months after date of production.

Packaging
Sacks, pallets, big bags.



10.1.4 CEMENT-BOUND ANTI-WEAR 
MATERIALS
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Polygrid TM 1 (059510)
Polygrid TM 2 (059520)

Product description
Polygrid TM 1 and TM 2 are ready-
to-use strewable hard materials for 
the production of abrasion- and wear-
proof, as well as resistant, layers of 
hard materials. Polygrid TM 1 and TM 
2 consist of crystalline quartz and other 
high-quality components. Polygrid TM 
1 and TM 2 provide for above-average 
tensile and compressive strengths 
and for a very favourable wear index, 
which will ensure a longer service life 
of the floor.

Application 
Polygrid TM 1 and TM 2 are used 
wherever concrete floors are desired 
to be abrasion-proof and resistant. 
Polygrid TM 1 and TM 2 are suitable 
for interior and exterior use, in damp 
rooms, and whenever a floor has to 
be resistant to highly diversified me-
chanical strains and stresses. Poly-
grid TM 1 and TM 2 are perfectly suit-
able to make hard-material coatings 
which have to be resistant to de-icing 
agents, petrol, oil and solvents.

User instructions 
Polygrid TM 1 and TM 2 are to be 
applied on the still slightly wet concrete 
immediately after it is walkable again. 
This enables Polygrid TM 1 and TM 
2 and the concrete to harden at the 
same time, which results in an excel-
lent bond of Polygrid TM 1 and TM 2 
to the concrete. Concrete treated with 
Polygrid TM 1 and TM 2 has to cor-
respond to strength class C20/25 (as 
a minimum).

POLYGRID TM

Article number 059510 059520
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Preliminary tests for the product‘s suitability 
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It has to be observed that the hard 
material is evenly strewn in; for this 
purpose, using a spreading device 
is recommended. Prerequisite for 
an optimised installation of the hard-
material layer is a flawless and even 
concrete surface. Cement residues 
on the concrete surface caused by 
bleeding are to be removed immedi-
ately after the wiping of the surface. 
After the hard material is strewn in 
and distributed, it is rubbed in and the 
surface is mechanically smoothed. 
For this work stage, power trowels 
have proven their suitability. 

Curing
As the installation proceeds, the hard 
material has to be protected from 
environmental conditions like sun, 
wind and rain. After the installation 
however, premature drying has to be 
avoided. This can be accomplished by 
applying Curing Compound TM AC-1 
(Art. No. 032040). Under all circum-
stances, spraying, spreading or pour-
ing of water onto the freshly treated 
surface has to be prevented.

Article number 059510 059520

Dosage
N.a.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.
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Product description
Polygrid TM 3 is a ready-to-use strew-
able hard material for the production 
of abrasion- and wear-proof, as well 
as resistant, hard material layers. Pol-
ygrid TM 3 contains electrocorundum, 
crystalline quartz and other high-qual-
ity components. The application of 
Polygrid TM 3 ensures above-average 
compressive and tensile strengths, 
and a very advantageous wear index, 
which results in a longer service life of 
the floor.

Application
Polygrid TM 3 is used wherever abra-
sion-proof and resistant concrete floors 
are desired. Polygrid TM 3 is suitable 
for interior and exterior use, as well as 
it can be used in damp rooms. Poly-
grid TM 3 is the ideal product if the 
floor is exposed to the most diverse 
kinds of mechanical stresses and 
strains. Polygrid TM 3 can be used to 
produce hard-material layers which 
are exposed to de-icing salt, petrol, oil 
and solvents.

User instructions
Polygrid TM 3 is to be applied on the 
still slightly wet concrete immediately 
after it is walkable again. This enables 
Polygrid TM 3 and the concrete to 
harden at the same time, which results 
in an excellent bond of Polygrid TM 3 
to the concrete. If a concrete surface 
is to be treated with Polygrid TM 3, it 
should at least be of a strength class 
corresponding to C20/25. 

POLYGRID TM 3

Article number 059530
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Preliminary tests for the product‘s suitability 
are indispensable Article number 059530

Care has to be taken that the hard 
material is strewn in evenly; using a 
spreading device for this purpose is 
recommended. For a professional 
installation of the hard-material layer 
the concrete surface is to be faultless 
and even. Cement residues on the 
concrete surface caused by bleed-
ing are to be removed immediately 
after the wiping of the surface. A hard-
material layer is applied in one layer 
only. After the hard material is strewn 
in and distributed, it is rubbed in and 
the surface is mechanically smoothed. 
For this work stage, power trowels 
have proven their suitability.  Joints 
in the hard-material layer have to be 
identical in arrangement with joints in 
the concrete to which it is applied. 

Curing
The hard material has to be protected 
from environmental impacts such as 
sun, wind, and rain as the installation 
proceeds. After the installation, pre-
mature drying of the freshly applied 
layer has to be avoided. This can be 
accomplished by covering the surface 
with a foil, or by treating it with Curing 
Compound TM AC-1 (Art. No. 3204). 
Curing Compound TM AC-1 can be 
spray-applied or worked in directly. 
Under all circumstances, spraying, 
spreading or pouring of water onto 
the freshly treated surface is to be 
avoided.

Dosage
N.a.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.
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Product description
Polygrid TM 51 is a cement-bound, 
ready-to-use strewable hard mate-
rial used for the production of 
abrasion- and wear-proof, and resist-
ant hard-material layers. Polygrid TM 
51 contains crystalline quartz and 
other high-quality components. Poly-
grid TM 51 ensures above-average 
compressive and tensile strength, 
and a very advantageous wear index, 
which results in a prolonged service 
life of the floor.

Application
Polygrid TM 51 is used wherever 
abrasion-proof and resistant concrete 
floors are desired. Polygrid TM 51 is 
suitable for interior and exterior use, 
as well as it can be used in damp 
rooms. Polygrid TM 51 is the ideal 
product if the floor is exposed to the 
most diverse kinds of mechanical 
stresses and strains. Polygrid TM 51 
can be used to produce hard-material 
layers which are exposed to de-icing 
salt, petrol, oil and solvents.

User instructions
Due to the high cement content of 
Polygrid TM 51, subsequently adding 
more cement is redundant. Polygrid 
TM 51 is to be applied on the still 
slightly wet concrete immediately after 
it is walkable again.

POLYGRID TM 51

Article number 059750

This enables Polygrid TM 51 and the 
concrete to harden at the same time, 
which results in an excellent bond of 
Polygrid TM 51 to the concrete. If a 
concrete surface is to be treated with 
Polygrid TM 51, it should at least be 
of a strength class corresponding to 
C20/25. Care has to be taken that the 
hard material is strewn in evenly; using 
a spreading device for this purpose 
is recommended. For a professional 
installation of the hard-material layer 
the concrete surface is to be faultless 
and even. Cement residues on the 
concrete surface caused by bleed-
ing are to be removed immediately 
after the wiping of the surface. A hard-
material layer is applied in one layer 
only. After the hard material is strewn 
in and distributed, it is rubbed in and 
the surface is mechanically smoothed. 
For this work stage, power trowels 
have proven their suitability.  Joints 
in the hard-material layer have to be 
identical in arrangement with joints in 
the concrete to which it is applied.

Curing
The hard material has to be protected 
from environmental impacts such as 
sun, wind, and rain as the installation 
proceeds. After the installation, pre-
mature drying of the freshly applied 
layer has to be avoided. This can be 
accomplished by spray-applying Cur-
ing Compound TM AC-1 (Art. No. 
032040). Under all circumstances, 
spraying, spreading or pouring of wa-
ter onto the freshly treated surface is 
to be avoided.
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Preliminary tests for the product‘s suitability 
are indispensable Article number 059750

Dosage
N.a.

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.



10.2 EPOXY RESINS



Construction adhesive TM 17+4 
(051060)
Construction adhesive TM 18+4 
(051070)

Product description
Construction adhesive TM is a two-
component epoxy resin containing 
quartz sand of up to 0.5 mm. Both com-
ponents are exactly adjusted to each 
other. Component A is brown and vis-
cous, component B is colourless and 
low-viscous. Hardening will start soon 
after mixing both components. Lay-

CONSTRUCTION ADHESIVE TM

Article number 051060 051070

ers of up to 5 mm can be applied with 
Construction adhesive TM 17+4; for 
layers that are up to 20 mm thick, Con-
struction adhesive TM 18+4 is used.

Application
Construction adhesive TM is used:
- to level out rough concrete surfaces 

in layers of 1-5 mm
- to fill gaps and cracks in floors, con-

crete and brickwork and to execute 
small repairs

- to bed iron bars and structural steel 
elements in concrete

- to enhance the chemical resistance
Chemical resistance of Bauleim TM. Duration 
of tests in months. 1 2 4 8 12

Water, demineralized + + + + +
Sea water + + + +
Sulphuric acid 20-70% (H2SO4) + + + + +
Hydrochloric acid 10-20% (HCl) + + + + +
Hydrochloric acid 36% (konz.) (HCI) + A n.r.
Acetic acid 10% n.r.
Sodium hydroxide solution 20% (NaOH) + + + + +
Ammonia 10% + + A n.r.
Ethanol 50% + A A A A
Octyl alcohol 50% + + + + +
Acetone n.r.
Ethylene glycol A A A
Butyl acetate A A A A A1
Trichloroethylene A A A A A1
Benzene + + + + +
Xylene + + + + +
Oil + + + + +

Petrol, combustibles + + + + +

+ = resistant    n.r. = not resistant
A = is attacked    A1 = surface becomes soft, regenerates very fast

CONSTRUCTION ADHESIVE TM
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Consumption
Depending on the respective surface 
about 1-1.5 kg are consumed per m2.

Technical data
- State of aggregation: comp. A: vis-

cous / comp. B: liquid
- Colour: brown
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Tins, buckets.

Remarks
If the surface is sticky after hardening, 
it can be rinsed with water (add 0.5 l of 
vinegar for every 10 l of water). Sticki-
ness should then have disappeared. 
Alternatively, dry quartz sand can be 
scattered on the surface. When the 
surface to be treated is vertical, pref-
erably use Construction adhesive TM 
A+S (Art. No. 051170).

User instructions
Pre-treating surfaces:
The surface has to be cleaned and 
cement residues, oil and loose 
particles have to be removed by sand-
blasting or roughening. The surface 
has to be dry for the application. Com-
ponent A is thoroughly stirred before 
component B is added. Then both 
components are mixed thoroughly. 
The product is applied and smoothed 
using appropriate tools. When work-
ing with Construction adhesive TM, 
protective gloves are to be worn. At 
20ºC, the mixed product has to be 
processed after 20-30 minutes.

Filling and glueing
Pre-treat surface as instructed. Com-
ponent A is thoroughly stirred before 
component B is added. Mix is to be 
processed directly. For 0.6 litres of 
adhesive about 1 kg of Construction 
adhesive TM is required. 

Bedding and filling
For every kilo of Construction adhe-
sive TM 1-2 kg of quartz sand are 
added, until a consistency is obtained 
with which brick working is possible. 
In this case, the volume of the mortar 
will double. The required consistency 
is determined by the user. The sand is 
added to component A first, and then 
component B is added.

Article number 051060 051070



Product description
Construction adhesive TM A+S is a 
two-component product consisting of 
epoxy resin and high-quality quartz 
sand with a grain size of up to 0.5 mm. 
Both components, resin and hard-
ener, are perfectly adapted to each 
other and contained in the product in 
the ideal proportions. Component A 
is brown and viscous, component B 
is low-viscous and transparent. Hard-
ening will start soon after mixing both 
components.

Article number 051170

Application
Construction adhesive TM A+S can 
be used for a wide variety of appli-
cations. The product improves water 
impermeability as well as the chemi-
cal resistance to highly diverse sub-
stances (see chart).

Chemical resistance of Bauleim A+S.Duration 
of tests in months. 1 2 4 8 12

Water, distilled + + + + +
Sea water + + + +
Sulphuric acid 20-70% (H2SO4) + + + + +
Hydrochloric acid 10-20% (HCl) + + + + +
Hydrochloric acid 36% (konz.) (HCI) + A n.r.
Acetic acid 10% n.r.
Sodium hydroxide solution 20% (NaOH) + + + + +
Ammonia 10% + + A n.r.
Ethanol 50% + A A A A
Octyl alcohol 50% + + + + +
Acetone n.r.
Ethylene glycol A A A
Butyl acetate A A A A A1
Trichloroethylene A A A A A1
Benzene + + + + +
Xylene + + + + +
Oil + + + + +
Petrol, combustibles + + + + +

+ = resistant    n.r. = not resistant
A = is attacked    A1 = surface becomes soft, regenerates very fast

CONSTRUCTION ADHESIVE TM 
A + S
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Article number 051170

Consumption
N.a.

Technical data
- State of aggregation: Comp. A vis-

cous / Comp. B liquid
- Colour: Comp. A brown / Comp. B 

colourless, transparent
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Tins, buckets.

Remarks
If the surface is sticky after hardening, 
it can be rinsed with water (add 0.5 
l of vinegar for every 10 l of water). 
Stickiness should then have disap-
peared. If a rough and textured sur-
face is desired instead of the smooth 
one obtained, dry quartz sand can be 
scattered on the surface after apply-
ing Construction adhesive TM A+S.

Construction adhesive TM A+S can be 
used as a bonding bridge for smooth 
materials (e.g. steel), for repair work, 
or for bedding steel anchors and iron 
bars in concrete. Moreover, it can be 
used for levelling rough vertical con-
crete surfaces.

User instructions
The surface has to be cleaned and 
cement  residues, oil and loose 
particles have to be removed by 
sandblasting or roughening. The sur-
face has to be dry for the application 
of Construction adhesive TM A+S. 
Component B is added to component 
A. Then both components are thor-
oughly mixed. The product is applied 
and smoothed using appropriate 
tools. When working with Construc-
tion adhesive TM A+S, protective 
gloves are to be worn. At 20ºC, the 
mixed product has to be processed 
after 20-30 minutes.



Product description
Epoxy resin TM is a two-component 
epoxy resin consisting of the compo-
nents A+B. Both components, resin 
and hardener, are perfectly adapted to 
each other and contained in the prod-
uct in the ideal proportions. Compo-
nent A is brown and viscous, compo-
nent B is low-viscous and transparent. 
Hardening will start soon after mixing 
both components.

EPOXY RESIN TM  
(2-COMPONENT)

Article number 051190

Application
Epoxy resin TM is used:
- as a primary coat on porous sur-

faces and as a pre-treatment for the 
application of Construction adhe-
sive TM 17+4 (Art. No. 051060)

- for filling cracks and for executing 
small repairs on concrete

- for bedding anchors and iron rods in 
concrete

Chemical resistance of Epoxidharz TM
(2-component). Duration of tests in months. 1 2 4 8 12

Water, de-ionized + + + + +
Sea water + + + + +
Sulphuric acid 20-70% (H2SO4) + + + + +
Hydrochloric acid 10-20% (HCl) + + + + +
Hydrochloric acid 36% (konz.) (HCI) + A n.r.
Acetic acid 10% n.r.
Sodium hydroxide solution 20% (NaOH) + + + + +
Ammonia 10% + + A n.r.
Ethanol 50% + A A A A
Octyl alcohol 50% + + + + +
Acetone n.r.
Ethylene glycol A A A
Butyl acetate A A A A A1
Trichloroethylene A A A A A1
Benzene + + + + +
Xylene + + + + +
Oil + + + + +
Petrol, combustibles + + + + +

+ = resistant    n.r. = not resistant
A = is attacked    A1 = surface becomes soft, regenerates very fast
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Article number 051190

Consumption
Depending on the surface, consump-
tion is about 1-1.5 kg/m², when ap-
plied to smooth surfaces or very thinly 
up to 3 m².

Technical data
- State of aggregation: Comp. A vis-

cous / Comp. B liquid 
- Colour: colourless
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Tins, buckets.

Remarks
If the surface is sticky after hardening, 
it can be rinsed with water (add 0.5 
l of vinegar for every 10 l of water). 
Stickiness should then have disap-
peared. If a rough and textured sur-
face is desired instead of the smooth 
one obtained, dry quartz sand can be 
scattered on the surface after apply-
ing Epoxy resin TM.

User instructions
The surface has to be cleaned and 
cement residues, oil and loose 
particles have to be removed by 
sandblasting or roughening. The sur-
face has to be dry for the application 
of Epoxy resin TM. Both components 
are thoroughly mixed until no inter-
nal waviness remains. Then Epoxy 
resin TM is applied by brush or roller, 
excessive material should be removed 
with a steel trowel. When working on 
vertical surfaces, Epoxy resin TM is 
applied with a small roller with a fine 
structure to avoid runs. When using 
Epoxy resin TM, protective gloves are 
to be worn. At 20ºC, the mixed prod-
uct has to be processed after 20-30 
minutes.
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EPOXY MORTAR TM GREY

Product description
Epoxy mortar TM Grey is a solvent-
free 3-component mortar based on 
epoxy resin. All components are accu-
rately adjusted to each other. Compo-
nent A light grey powder; component B 
light brown and viscous; component C 
transparent liquid. After mixing all com-
ponents, hardening will rapidly start 
following the processing time.

Application 
Epoxy mortar TM Grey is used:
- for the small- and large-area adhe-
sion of all kinds of construction mate-
rials like for example steel, concrete, 
natural stones, ceramics, wood and 
synthetic materials,
- for repairs on concrete and precast 
concrete units
- for filling cracks etc.

User instructions 
Before the application, all surfaces 
have to be dry and intact/stable, free 
of grease and dust, as well as free of 
loose particles or other dirt which could 
act as a separating layer. Metallic sur-
faces must be entirely free of rust. The 
mortar is prepared directly in the relat-
ed packaging  as follows: Component 
B is added to component A, and then 
mixed to obtain a homogeneous mass. 
Then component C is added. The mix-
ture is mixed until a homogeneous, 
paste-like mass is obtained, which is 
then processed as fast as possible.

Consumption
N.a.

Technical data
- State of aggregation: Comp. A pow-

der / Comp. B viscous / Comp. C 
liquid

- Colour: Comp. A grey / Comp. B 
brown / Comp. C colourless

- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Buckets.

Article number 051750
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EPOXY MORTAR TM EP2

Product description
Epoxy mortar TM EP2 is a solvent-
free three-component mortar based 
on epoxy resin. The components are 
perfectly adapted to each other; com-
ponent A is a light-grey powder, com-
ponent B is light-brown and viscous, 
and component C is colourless and 
low-viscous. Once the components are 
mixed, hardening sets in very soon.

Application 
Epoxy mortar TM EP2 is used for glue-
ing together construction materials of 
all kinds, as there are steel, concrete, 
natural stone, ceramics, wood and 
synthetic materials. It can further be 
used for repairing damaged concrete 
surfaces and members, e.g. for filling 
cracks, gaps, and holes; surfaces can 
be evened out and levelled.

User instructions 
Before Epoxy mortar TM EP2 grey is 
applied, the surfaces have to be sta-
ble, dry, dust-free, and cleaned of any 
loose particles, oil, grease and any 
other dirt which could negatively influ-
ence adhesion. The surfaces have to 
be pre-treated if necessary. The mor-
tar can be prepared in the delivered 
packaging. Component B is added 
to component A, both are thoroughly 
mixed. Then, component C is added. 
Mixing goes on, until a pasty, homo-
geneous mixture is obtained. Mixing is 
preferably executed with a mechanical 
mixing device. Used equipment should 
as soon as possible, preferably imme-
diately, be cleaned with a solvent-con-
taining cleaning agent. The tempera-
ture of the surface to be treated should 
not be less than 7ºC. Epoxy mortar 
TM EP2 is preferably applied with a 
toothed putty (toothing 1-5 mm). When 
glueing together concrete members, 
these should be pressed together and 
fixed for 24 hours at a concrete tem-
perature of approximately 20ºC.

Consumption
N.a.

Technical data
- State of aggregation: Comp. A pow-

der / Comp. B viscous / Comp. C 
liquid

- Colour: Comp. A grey / Comp. B 
brown / Comp. C colourless

- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Delivered in packaging of a nominal 
capacity of 5 kg, components B+C in 
separate packaging. The components 
are delivered in exact mixing propor-
tions.

Article number 051770



11.1 PRESERVATIVE AND IMPREGNATING 
AGENTS
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IMPREX TM

Product description
Imprex TM is used to impregnate and 
seal wooden formwork. After the ap-
plication of Imprex TM, an elastic film 
is formed which prevents cement wa-
ter from penetrating the wood. The 
treated parts should be left to dry for 
36 hours, and can then be treated 
with formwork oil. Imprex TM forms 
a flexible layer which remains on the 
wooden underground even when its 
dry and when the wood works. 

Application 
Imprex TM is used to seal untreated 
wooden formwork to prevent intake of 
water. The structure of the wood is not 
affected.

User instructions 
Imprex TM is thinly applied using a big 
brush or roller.

Coverage
1 Litre Imprex TM is sufficient for about 
5-10 m².

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 0.92
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Provide for good aeration, no open 
flames.

Article number 031140
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FLUATE TM

Product description
Fluate TM increases the chemical 
resistance of concrete members. 
When applying Fluate TM, the free 
lime generated during the hydration 
process, in the near-surface areas of 
the concrete is transformed into insol-
uble fluorine compounds (calcium 
fluoride).

Application 
Fluate TM is applied on concrete walls 
and floors:
- to increase the resistance to acids, 

bases, oils, and so on
- to improve the wear resistance of 

the surface
- to produce dust-free surfaces
- for sealing the capillaries

User instructions 
The surface has to be free of dust and 
grease. Fluate TM is mixed with water 
in a ratio of 1:1 and applied on the 
surface. About 3 hours later a second, 
undiluted layer is applied.

Coverage
1 Litre Fluat TM is sufficient for about 
ca. 3-5 m², depending on the porosity 
of the surface.

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 1.11
- pH-Value: 2.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
When working with Fluate TM, protec-
tive goggles and gloves have to be 
worn. In the case of spatters in eyes 
or on skin, they are to be rinsed with 
boric water. Metal and glass have to 
be covered to prevent any contact 
with Fluate TM, as it attacks these 
materials.

Article number 061010
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PURGA TM

Product description
Purga TM consists of dissolved poly-
urethanes and is applied to concrete 
structures and floors to prevent them 
from dusting. A thin elastic and glossy 
film layer is generated as the solvent 
contained in the product evaporates.

Application 
Purga TM is used in garages and 
factory buildings. The floors exhibit 
increased resistance to diesel, petrol, 
acids, alkaline solutions, grease and 
oils after being treated with Purga TM 
as its chemical and wear resistances 
are improved.

User instructions 
The surface has to be clean, and free 
of dust and grease. Purga TM is richly 
applied to the dry surface by big brush 
or roller until the whole area is cov-
ered. Depending on the porosity of 
the surface, a second treatment might 
be necessary (after 24 hours). To in-
crease adhesiveness, the layers are 
applied thinly.

Consumption
Depending on the surface consump-
tion is about 1 litre for 3-5 m².

Technical data
- State of aggregation: liquid
- Colour: transparent
- Density (kg/l): 0.92
- pH-Value: 6.0 
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
When working with Purga TM, protec-
tive goggles and gloves have to be 
worn. In the case of spatters in eyes 
or on skin, they are to be rinsed with 
boric water. Provide for good aera-
tion during the application; no open 
flames, no smoking.

Article number 061020
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POROSEAL TM 3

Product description
Poroseal TM 3 is a water-reducing 
admixture which allows to reduce the 
water-cement ratio while the workabi-
lity remains constant. This results in 
a tighter and smoother surface struc-
ture, in an improved wear resistance 
and in the prevention of efflorescence. 
Special components in the admixture 
intensify and enhance the coloration 
of coloured concrete.

Application 
Poroseal TM 3 is used:
- for the production of concrete pro-

ducts and paving stones
- to increase the compactness of 

earth-moist concrete
- to reduce efflorescence on earth-

moist concrete
- for reducing the water-cement ratio 

of earth-moist concrete while wor-
kability is constant

- for increasing chemical resistance

Dosage
- Min. dosage: 0.2% of the cement 

weight.
- Max. dosage: 0.35% of the cement 

weight.
- Method of adding and point of time: 

preferably added directly after the 
mix water.

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.01
- pH-Value: 10.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 061040
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Silko TM 40 (061070)
Silikonat TM (061080)
Silko Top TM RA (061130)
Silko TM RA (061140)
Silko 40 TM RA  (061150)

Product description
Impregnating agents TM are based 
on silicone resins with special prop-
erties. One side of the molecules in 
this resins bonds to the underground, 
while the other side is water-repellent. 
This effect is used to make stone-like 
materials water-repellent without influ-
encing the water vapour permeability. 
These products also prevent the for-
mation of moss and algae.

User instructions 
Impregnating agents TM are thinly 
applied to the dry surface with a big 
brush or by spraying. The surface 
should be saturated, and special care 
should be taken of the joints. Silko TM 
is applied in two layers. If the treated 
surface is highly absorbent, a third 
application might be necessary. Silko 
TM 40, Silko 40 TM RA and Silikonat 
TM can be applied to wet surfaces 
as well. Silikonat TM leaves a white, 
wax-like layer on coloured stones af-
ter drying.

Coverage
The treatment with this product can-
not be repeated. Coverage is:
Silko TM 40: 1 litre per 2-5 m²
Silikonat TM: 1 litre per 5-10 m²
Silko Top TM RA: 1 litre per 5-8 m²
Silko TM RA: 1 litre per 5-8 m²
Silkon 40 TM RA: 1 litre per 2-5 m²

Article number 061070 061080 
061130 061140 061150

Technical data
061070 061080 061130 061140 061150
State of aggregation:
liquid liquid liquid liquid liquid
Colour:
colour-
less

colour-
less

colour-
less

colour-
less

colour-
less

Density (kg/l):
0.79 1.04 0.79 0.79 0.79
pH-Value:
6.0 13.0 6.5 6.0 6.0
max. alkali content (% Na2O eq):
n.a. n.a. n.a. n.a. n.a.
max. chloride content (%):
n.a. n.a. n.a. n.a. n.a.
Colour code:
n.a. n.a. n.a. n.a. n.a.

Storage: dry, frost-protected, in closed pak-
kaging

Shelf-life: when stored correctly at least 1 
year, after date of production.

SILKO TM

Packaging
Tins, Cans, barrels, IBC, bulk.²



Application 
Impregnating agents TM can be applied to the following materials, applicability 
given for every product.

Silko TM RA Silko TM 40
Silko 40 TM RA

Silikonat TM Silko Top TM RA

Concrete + + +
Roof tiles +
Calcium 
sulfate

+ + (+) (+)

Aerated 
concrete

+ + + +

Sand-lime 
stone

+ +

Lightweight 
concrete

+ + +

Mortar + + (+) (+)
Natural stone + + (+) (+)
Tiles + + + +
Gypsum 
boards

+ +

Bricks + +

+   = suitable
(+) = less suitable

Remarks
Impregnating agents TM are suitable for exterior use only. All materials other 
than stone-like materials, like window frames, glass and so on, are to be cov-
ered before the application. No open flames, provide for sufficient aeration.

Article number 6107 6108 6113 6114 6115
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IMPREX TM ID

Product description
Imprex TM ID is a colourless admix-
ture used for impregnating natural 
stone, concrete, mortar and brickwork 
without negatively influencing water 
vapour permeability. The surface of 
natural stones is stabilised, formation 
of algae and efflorescence is largely 
reduced. Moreover, Imprex TM ID 
increases the frost resistance of the 
treated materials and improves their 
appearance.

Application 
Imprex TM ID can be applied to the 
following surfaces:
- concrete
- roof tiles
- mortar
- natural stone
- lightweight concrete

User instructions 
Imprex TM ID brush- or spray-applied. 
The surface should be saturated. The 
product can be applied to existent con-
crete structures. However, to increase 
the frost-thaw resistance, Imprex TM 
ID has to be applied to the freshly cast 
concrete.

Consumption
Standard values on freshly cast con-
crete: 250 g/m². On natural stone (2 
applications): 200-400 g/m². On highly 
absorbent surfaces: up to 500 g/m².

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 1.03
- pH-Value: 8.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 061090
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Product description
Silo coating TM is an asphaltic bitu-
men dissolved in solvents. It is used 
as a water- and weather-resistant 
protective coating. The product will 
be dry and firm only a few hours after 
application. Silo coating TM gener-
ates a protective, watertight top layer 
on the treated surface. This prevents 
the penetration of aggressive ground 
water and humic acid as well as it 
prevents the formation of algae and 
mould.

Application 
Silo coating TM is used as a bonding 
bridge on bitumen or bituminous con-
struction materials. It is an excellent 
adhesive for bonding fine aggregate 
and for gluing bitumen sheeting when 
covering roofs. It protects concrete, 
brickwork, wood, iron, and steel (for 
which the application of several layers 
is recommended). Additionally, it can 
be used as an exterior finish of man-
gers and steel walls, and so on.

User instructions 
Silo coating TM is applied with a big 
brush or roller, preferably in several 
layers. If necessary, the product can 
be thinned down with turpentine.

Consumption
1 kg of Silo coating TM covers about 
4 m² of concrete and about 10 m² of 
steel.

Technical data
- State of aggregation: viscous
- Colour: black
- Density (kg/l): n.a. 
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Tins, Cans, barrels, IBC, bulk.

Article number 061100

SILO COATING TM



Chemical resistance of 
Silolack TM: Concentration 30°C 65°C

Sulphuric acid (H2SO4) 25% + +
Nitric acid (HNO3) 10% +
Hydrochloric acid (HCl) 25% + +
Lactic acid + +
Citric acid + +
Tartaric acid 25% + +
Formic acid 40% +
Acetic acid 25% + +
Butyric acid - -
Oleic acid - -
Oxalic acid + +
Benzene +
Phenol - -
Potassium (KOH) +
Sodium hydroxide solution (NaOH) +
Ammonia water (NH4OH) + +
Aniline - -
Drinking water + +
Beer +
Sugar + +
Soap suds + +
Wastewater +

+ resistant
- not resistant

Article number 061100
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FLEXCOAT TM

Product description
Flexcoat TM is a bituminous rubber 
emulsion which forms a flexible layer 
after the application. Thus, if the layer 
formed is thick enough, it can even 
bridge shrinkage cracks. The layer 
formed is watertight and resistant 
to all kinds of chemical attacks that 
might occur. Flexcoat TM exhibits 
good adhesion to brickwork, concrete, 
wood, zinc, steel, paper, and bitumi-
nous surfaces.

Application 
Flexcoat TM is used:
- for sealing against ground water in 

building construction and civil engi-
neering

- for sealing balconies and terraces
- to seal cracks and joints in con-

crete
- for sealing fertilizer silos, and so on

User instructions 
Stir well before usage. Flexcoat TM 
is applied to the clean, dry and sta-
ble surface using a brush, roller, or 
big brush. Joints in brickwork have to 
be completely filled. The packaging is 
to be kept closed. The product is not 
suitable to be processed at tempera-
tures of less than +5ºC.

Consumption
Depending on the surface, consump-
tion is about 1.5-3.0 kg/m².

Technical data
- State of aggregation: viscous
- Colour: black
- Density (kg/l): 1.03
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Tins, cans, barrels, IBC, bulk.

Remarks
Used equipment can be cleaned with 
water; if the product is already dry, the 
use of turpentine or petroleum ether is 
recommended.

Article number 061120
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MIXER PROTECTOR TM

Product description
Mixer Protector TM prevents the 
adhesion of concrete and mortar com-
ponents on construction equipment. 
Using Mixer protector TM notably 
prolongs the service life of concrete 
mixers and other equipment. Mixer 
protector TM is also adequate to treat 
scaffolding and working platforms, 
which might be stained by cement 
paste.

Application 
Mixer Protector TM can be applied 
easily and fast and enables prob-
lem-free cleaning of the treated devic-
es. Thus there are economies in time 
and money. Mixer protector TM can 
be applied on wet surfaces. Its for-
mula not only prevents cement paste 
from sticking to surfaces, but also wa-
ter from being taken in. Therefore, it 
prevents the generation of rust on the 
equipment to be protected.

User instructions 
Mixer Protector TM is applied to the 
surfaces by spraying or with a big 
brush. Mixer Protector TM can be ap-
plied to wet surfaces.

Coverage
N.a.

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 0.83 
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 031180
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BRICK CLEANING AGENT TM

Product description
Brick cleaning agent TM consists of 
acidic, dissolved phosphate salts and 
is used for removing efflorescence.

Application 
Brick cleaning agent TM is used to 
remove efflorescence from:
- concrete surfaces
- brickwork
- clinker fronts
- bricks
- paving stones
- natural stone

Brick cleaning agent TM is not suitable 
for the removal of gypsum stains.

User instructions 
The surface is saturated with water. 
Brick cleaning agent TM is mixed with 
water in a ratio of 1:1. Thoroughly rub 
the efflorescence with a brush apply-
ing this solution, and then allow it to 
react for 15 minutes after which the 
solution is rinsed off with water. Tena-
cious stains might need a second 
application. Polished and calcareous 
rock, as well as metals, have to be 
protected from any contact with Brick 
cleaning agent TM.

Coverage
Depending on the surface, 1 litre of 
the diluted Brick cleaning agent TM 
covers about 3-5 m².

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 1.12
- pH-Value: 1.1
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
When working with Brick cleaning 
agent TM, protective gloves and gog-
gles are to be worn. Spatters on the 
skin can be rinsed with water, spatters 
in the eyes are rinsed with boric wa-
ter.

Article number 071010
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CONCRETE SOLVENT TM

Product description
Concrete solvent TM is used to 
remove concrete stains, lime mortar 
and cement stains and residues. The 
product doesn’t contain hydrochloric 
acid.

Application 
Concrete solvent TM is used for:
- construction machines
- scaffolding
- formwork
- equipment and tools
- concrete mixers
- mixer trucks

User instructions 
Concrete solvent TM is applied on 
the concrete stains using a brush, big 
brush or a spraying device. Depend-
ing on the condition of the stains, the 
product is allowed to react for a shorter 
or longer period. For tenacious stains, 
a second treatment is recommended. 
After the removal of the stains, the 
treated surface is abundantly rinsed 
with water.

Dosage
N.a.

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 1.10
- pH-Value: 1.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
When applying Concrete solvent TM, 
protective gloves and goggles are to 
be worn.

Article number 071020
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Preliminary tests for the product‘s suitability 
are indispensable

CONCRETE DILUENT TM

Product description
Concrete diluent TM is an excellent 
product for cleaning construction 
equipment, machinery and tools 
which are used to produce and trans-
port concrete and mortar and might be 
stained by cement- and lime-bound 
construction materials. Concrete dilu-
ent TM can also be used to make a 
solution for dipping applications.

Application 
Concrete diluent TM is used to clean:
- construction machines
- scaffolding
- formwork
- tools

User instructions 
Concrete diluent TM is sprayed 
or brushed onto the objects to be 
cleaned. The product is allowed to 
react depending on the condition of 
the stains. For tenacious stains, a 
second treatment is recommended. 
After the stains are removed, the 
treated surfaces have to be thor-
oughly rinsed with water. As soon 
as the treated objects are dry, they 
should be treated with Preservation 
agent TM (Art. No. 3107) for longer 
waiting times, or Anti-concrete adhe-
sive TM (Art. No. 071100) to prevent 
and reduce renewed staining.

Dosage
N.a.

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 1.14
- pH-Value: 1.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
When working with Concrete diluent 
TM, protective gloves and goggles are 
to be worn.

Article number 071030
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RUST REMOVER TM

Product description
Rust remover TM is a ready-to-use 
product based on oxygen-reducing 
acids. Rust remover TM is used to 
remove rust from iron and steel. After 
the product has been allowed to re-
act for a while, it forms a passive layer 
which protects the metal from further 
generation of rust for a certain period 
of time.

Application 
Rust remover TM is used to remove 
rust from:
- steel formwork
- iron slabs
- iron equipment and tools, and so 

on

User instructions 
Rust remover TM is applied using a 
big brush and is then allowed to react 
for several hours; subsequently, the 
objects are rinsed with water. For 
tenacious rust stains, the treatment 
should be repeated until the objects 
are free of rust. To obtain a long-last-
ing protection against the formation 
of rust, the cleaned objects should be 
treated with Preservation agent TM 
(Art. No. 031070).

Dosage
N.a.

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 1.21
- pH-Value: 1.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
For removing rust stains from concrete 
surfaces, apply Concrete rust remover 
TM 72/17 (Art. No. 071160). 

Article number 7104
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Preliminary tests for the product‘s suitability 
are indispensable

TILE CLEANER TM 

Product description
Tile cleaner TM is used to remove 
cement residues which remain after 
the laying and jointing of tiles. The 
product can also be used to remove 
lime residues from wall and floor 
tiles.

Application 
Tile cleaner TM is used for:
- cleaning wall and floor tiles
- removing lime residues from water 

taps, and so on

User instructions 
Tile cleaner TM is sprayed onto the 
cement or lime residues, rubbed in and 
allowed to react for about 5 minutes. 
The surface should then be rinsed 
with water. If this is not possible, the 
surface is treated with a slightly wet 
cloth or an appropriate rubber wiper 
several times. Repeated treatment 
might be necessary for heavily stained 
areas.

Dosage
N.a.

Technical data
- State of aggregation: liquid
- Colour: transparent yellow
- Density (kg/l): 1.06
- pH-Value: 1.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
When working with Tile cleaner TM, 
protective gloves and goggles are to 
be worn. The product is not suitable 
for calcareous natural stones, as for 
example marble. Objects like floor 
covering and furniture should be cov-
ered before the application.

Article number 071060
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MIXER CLEANER TM

Product description
Mixer cleaner TM is applied for clean-
ing and maintaining machinery and 
construction equipment used for the 
production and transport of concrete 
and mortar. The product doesn’t con-
tain hydrochloric acid.

Application 
Mixer cleaner TM is used for the 
cleaning and maintenance of:
- the exterior and mixer drum of truck 

mixers
- machines and equipment used for 

concrete and mortar production 
- concrete pumps, and so on

User instructions 
Depending on the degree of soiling, 
Mixer cleaner TM can be used in full 
strength or diluted with water in a ratio 
of 1:5. Mixer cleaner TM, or the dilu-
tion, is applied to the objects to be 
cleaned with a soft broom or a brush 
after which they are rinsed with water. 
Treatment of the cleaned objects with 
Mixer protector TM (Art. No. 031180) 
or Anti-concrete adhesive (Art. No. 
071100) prevents the renewed adhe-
sion of concrete.

Dosage
N.a.

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 1.06 
- pH-Value: 1.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 071070
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Preliminary tests for the product‘s suitability 
are indispensable

BIOCIDE TM

Product description
Biocide TM is a liquid product for 
the treatment of surfaces which are 
soiled by algae or mould. Biocide TM 
chemically impacts on the stains and 
loosens them from the surface.

Application 
Biocide TM is used for the treatment 
of:
- concrete and mortar surfaces
- stones and calcium sulfates
- pavings
- masonry and brickwork
- boardwalks and wooden garden fur-

niture

User instructions 
The surface is wetted before the 
application of Biocide TM, which is 
then applied and allowed to react for 
about 1 hour after which it is rinsed 
off with water. The treatment is to be 
repeated for tenacious stains. Highly 
porous surfaces can additionally be 
brushed with an appropriate brush. 
Usage of a pressure washer is pos-
sible and would result in an improved 
penetration effect. Moreover, Biocide 
TM holds impregnating properties 
which prevent the renewed forma-
tion of “green” soiling for a long time. 
Biocide TM can be thinned down with 
water up to a ratio of 1:3.

Dosage
N.a.

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 1.12 
- pH-Value: 1.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Biocide TM mustn’t get into contact 
with surrounding vegetation during 
the application.

Article number 071080
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OIL SOLVENT TM

Product description
Oil solvent TM removes grease and 
oil stains from cement-bound con-
struction materials and stones within a 
short period of time. The product’s dif-
ferent components act on the oil and 
grease particles and emulsify them, 
which means that they can easily 
be removed with water. The product 
doesn’t contain acids and therefore 
doesn’t attack the surfaces to which 
it is applied.

Application 
Oil solvent TM is used for cleaning: 
- concrete and mortar surfaces
- tiles and roof tiles
- pavings
- natural stones like porphyry and 

granite

User instructions 
Oil solvent TM is applied with a big 
brush or a roller onto the dry surface 
which is then thoroughly brushed. Af-
ter brushing, the solvent is allowed to 
react (don’t let it dry). Then the surface 
is thoroughly rinsed with water. For te-
nacious stains, the treatment can be 
repeated; however, the surface has to 
be dry again before another applica-
tion. Exterior use preferred.

Consumption
1 Litre of Oil solvent TM is sufficient 
for 3-5 m².

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 0.9
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
When used for interior projects, good 
aeration has to be provided.

Article number 071090
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Preliminary tests for the product‘s suitability 
are indispensable

ANTI-CONCRETE ADHESIVE 
TM

Product description
Anti-concrete adhesive TM prevents 
concrete and mortar from sticking to 
construction equipment. The service 
life of the treated objects is remarka-
bly prolonged through the application 
of Anti-concrete adhesive TM. It is 
also possible to treat scaffolding and 
working platforms which are exposed 
to cement paste and might be stained. 
Application of the product is fast and 
easy and enables problem-free clean-
ing of the treated objects which results 
in savings of time and labour costs. 
Anti-concrete adhesive TM can even 
be applied to slightly wet surfaces.

Application 
Anti-concrete adhesive TM is used to 
protect:
- concrete and mortar mixers
- concrete pumps
- power trowels
- concrete and transport buckets
- equipment, scaffolding and working 

platforms

User instructions 
Anti-concrete adhesive TM is applied 
to the cleaned surface by using a 
big brush or a spraying-device. The 
product can be applied on dry and 
slightly wet surfaces.

Dosage
N.a.

Technical data
- State of aggregation: liquid
- Colour: white
- Density (kg/l): 0.93 
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 071100
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are indispensable

OIL FOR MIXERS TM 87/11

Product description
Oil for mixers TM 87/11 prevents 
concrete and mortar from sticking 
to metallic surfaces. Furthermore, it 
reduces rust generation. The prod-
uct protects construction equipment 
and machinery used for the produc-
tion and processing of concrete and 
mortar and which might be stained by 
these cement-bound materials. Oil for 
mixers TM 87/11 is used preventively 
and thereby enables faster and bet-
ter cleaning of production equipment. 
The product is suitable for interior and 
exterior use.

Application 
Oil for mixers TM 87/11 is used to 
minimise cleaning efforts for:
- mixers and mixing equipment
- concrete pumps
- power trowels
- concreting and transport buckets

User instructions 
Oil for mixers TM 87/11 is applied with a 
big brush or a spraying-device. Before 
the application, the surfaces have to 
be cleaned, i.e. free of concrete and 
mortar droppings and cement resi-
dues. Possibly, the desired effects 
are clearly visible only after several 
treatments, for example if the soiling 
is especially tenacious or if there are 
older stains.

Dosage
N.a.

Technical data
- State of aggregation: liquid
- Colour: transparent yellow
- Density (kg/l): 0.83 
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Oil for mixers TM 87/11 is not suitable 
for rubber-lined mixers.

Article number 071110
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EXTERIOR WALL CLEANER TM

Product description
Exterior wall cleaner TM is a prod-
uct for removing soiling and deposits 
from facades which were rendered 
unsightly by environmental influences. 
The colour of surfaces treated with 
Exterior wall cleaner TM becomes 
more intensive again. Moreover, the 
product removes cement residues 
and efflorescence from walls, bricks, 
and so on.

Application 
Exterior wall cleaner TM is used for 
cleaning:
- facades
- masonry
- cement-bound calcium sulfate 

mortar

User instructions 
Exterior wall cleaner TM is thinned 
down with water in a ratio of 1:4. The 
facade to be treated has to be thor-
oughly wetted before the thinned 
down facade cleaner is applied by 
brush or big brush or by using a spray-
ing device. After having been allowed 
to react for about 15 minutes, the sur-
face is brushed or scrubbed and then 
intensively rinsed with water. A trial 
application on a hidden spot of the 
respective surface is recommended. 
The treatment can be repeated for 
tenacious stains.

Dosage
N.a.

Technical data
- State of aggregation: liquid
- Colour: transparent yellow
- Density (kg/l): 1.1
- pH-Value: 1.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
When working with Exterior wall clean-
er TM, protective gloves and goggles 
are to be worn. Spatters in the eyes 
or on the skin are immediately to be 
rinsed off with much water. Exterior 
wall cleaner TM is not suitable for 
treating calciferous natural stone, e.g. 
marble.

Article number 071120
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DEGREASER TM

Product description
Degreaser TM is a product for clean-
ing oil- and grease-stained surfaces.

Application 
Degreaser TM is mainly used for 
cleaning:
- metal surfaces of all kinds
- construction equipment 
- tools
- steel formwork

User instructions 
Degreaser TM is applied with a big 
brush. A piece of cloth is taken to 
thoroughly wipe the treated surfaces 
and to remove excessive material. 
The treatment has to be repeated for 
tenacious stains. 

Dosage
N.a.

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 0.9 
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
When working with this product, pro-
tective clothing is to be worn. Provide 
for good aeration, no open flames.

Article number 071130
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WIDOL TM

Product description
Widol TM is a special product which 
prevents concrete and mortar from 
sticking to metal surfaces. Additives 
in the product reduce corrosion. Widol 
TM is primarily used to protect metal 
objects which might be stained by 
cement-bound construction materi-
als. 

Application 
Widol TM is used to prevent concrete 
and mortar from sticking to:
- tools, power trowels
- concrete mixing plants, truck 

mixers
- scaffolding
- concrete pumps, and so on

User instructions 
Widol TM is brush- or spray-applied to 
the cleaned surface. The product can 
be thinned down with water in a ratio 
of 1:1.

Dosage
N.a.

Technical data
- State of aggregation: liquid
- Colour: yellow
- Density (kg/l): 0.84
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 071150
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CONCRETE RUST REMOVER 
TM 72/17

Product description
Concrete rust remover TM 72/17 is a 
ready-to-use product based on oxy-
gen-reducing acids. Rust residues 
and stains on concrete and concrete 
structures caused by rusty formwork 
or other rusty metal parts, can be 
removed with this product.

Application 
Concrete rust remover TM 72/17 is 
used to remove rust stains from:
- concrete and concrete precast ele-

ments
- mortar surfaces
- tiles, and so on

User instructions 
The surface to be treated is wetted 
before the application of Concrete 
rust remover TM 72/17. The product 
is applied with a big brush and is then 
allowed to react for 20 minutes. Ad-
ditional brushing is possible before 
the surface is rinsed with water. Treat-
ment is to be repeated for tenacious 
stains.

Consumption
Depending on the degre of staining, 
consumption is about 1 litre for an 
area of 3-5 m². 

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 1.08 
- pH-Value: 7.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 071160
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Article number 071170

POWERCLEANER TM

Product description
Powercleaner TM Z100 is a highly 
concentrated, very efficient chemi-
cal agent used to effortlessly remove 
concrete stains and cement residues. 
It does not contain hydrochloric acid 
or chlorides. Thanks to its outstand-
ing properties it does not influence the 
quality of the concrete, it is gentle on 
varnish and prevents the formation of 
rust when mixed properly.  

Application 
Powercleaner TM Z100 is used to 
clean: 
- concrete mixing facilities
- truck mixers
- concrete pumps
- cement silo lorries
- tools and so on

User instructions 
Powercleaner TM Z100 is to be diluted 
with 5 - 10 parts of water. Important: 
Powercleaner Z100 must be added to 
the water (and by no means the other 
way around).
Powercleaner TM Z100 is brushed 
onto the surface to be cleaned, where-
upon a chemical reaction (foaming) 
sets in. As soon as the foam formation 
ceases, repeat the treatment until all 
surfaces are completely cleaned. Then 
thoroughly rinse them with water. For 
tenacious concrete stains, enhace the 
treatment mechanically with a trowel or 
scraper tool. 
If requested, a dosing system can be 
included in the delivery to facilitate the 
adjustment of the product’s concentra-
tion. The dosing system is connected 
to the water system with a flexible 
tube. The desired concentration can be 
adjusted directly at the barrel. 

Wear appropriate protective clothing in 
accordance with the workspace safety 
(safety glasses, gloves) 

Dosage
- Min. dosage:
10 lit.water: 1 lit. Powercleaner TM Z100
- Max. dosage
5 lit. Water: 1 lit. Powercleaner TM Z100
- Method of adding and point of time:
Powercleaner TM Z100 must be added 

to the water  (and by no means the 
other way around)

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 1.36 
- pH-Value: 2
- Colour code: n.a.
- Storage: dry, frost-protected, in closed 

packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of production

Packaging
Cans, barrels, IBC, bulk.

Comment:
Regard the usual precaution for han-
dling chemicals.

P281 Use personal protective equip-
ment as required. 
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STABILISER TM 74/125

Product description
Stabiliser TM 74/125 is a powdery, 
chloride-free admixture used for the 
production of underwater and light-
weight concrete and for stabilising 
superplasticised concrete. Used in 
underwater concrete, Stabiliser TM 
74/125 prevents the fine particles of 
the concrete from being washed out 
during casting. When used in light-
weight concrete or masonry mortar 
with porous aggregate, the product 
reduces the subsequent intake of 
water of the lightweight aggregate and 
thus enables workability to remain 
constant. The lightweight aggregate 
is prevented from floating during the 
compaction of concrete and mortar. 
Superplasticised concrete is stabi-
lised by adding Stabiliser TM 74/125 
which results in better pump ability.

Application 
Stabiliser TM 74/125 is used for the 
production of concrete for underwater 
use and for securing embankments; 
for the production of lightweight 
concrete and masonry mortar; for 
stabilising superplasticised concrete; 
to reduce the floating of lightweight 
aggregate during compaction.

Dosage
- Min. dosage: 4-5 kg/m³ concrete
- Max Dosage: n.a.
- Method of adding and point of time: 

added to the aggragates

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): 0.82
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: violett
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Sacks, pallets, big bags.

Article number 081010
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STABILISER TM MA-8

Product description
Stabiliser TM MA-8 is a stabiliser in 
powder form based on high-quality 
ingredients of natural origin. Stabiliser 
TM MA-8 improves the quality of the 
mortar by increasing its water reten-
tion and workability as well as its 
adhesion to the underground. The 
mortar is better prevented from dry-
ing. Moreover, the product stabilises 
the air pores contained in the mortar. 

Application 
Stabiliser TM MA-8 is perfectly suit-
able for the production of lightweight 
concrete, as well as cement- and ce-
ment-lime-bound mortar.

User instructions 
Stabiliser TM MA-8 is added to the dry 
mortar. After 1 minute of mixing, water 
and Plasticiser are added until the 
desired consistency is obtained. The 
processed mortar is to be protected 
from premature drying by thorough 
curing. 

Dosage
- Min. dosage: 600-700 g/m³
- Max. dosage: n.a.
- Method of adding and point of time: 

der trockenen Mischung zugeben

Technical data
- State of aggregation: powder
- Colour: white
- Density (kg/l): n.a.
- pH-Value: n.a.  
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: violett
- Storage: dry, frost-protected, in 

closed packaging
- Haltbarkeit: bei sachgemäßer 

Lagerung mindestens 1Jahr nach 
Produktionsdatum

Packaging
Buckets, sacks, pallets.

Article number 081020
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STABILISER TM MA

Product description
Stabiliser TM MA is a high-quality 
admixture used to give special prop-
erties to calcium sulfate and masonry 
mortar. Stabiliser TM MA increases 
the water retention of the mortar 
which improves cohesion and pre-
vents bleeding and premature drying. 
Workability is increased through bet-
ter homogeneity. Stabiliser TM MA 
provides for high adhesive strength 
and thus for good adhesion to the 
underground. The product’s special 
components allow the application of 
thinner layers which makes the mor-
tar more economic as a larger surface 
can be covered. Moreover, Stabiliser 
TM MA allows to reduce the amount 
of cement added and makes adding 
lime redundant. If the mortar is prop-
erly composed, applied and cured, 
Stabiliser TM MA prevents the forma-
tion of cracks. For curing, a treatment 
with Curing compound TM AC-1 (Art. 
No. 032040) is recommended.

Application 
Stabiliser TM MA is used for the pro-
duction of:
- cement mortar
- calcium sulfate and masonry mortar
- spray mortar and grout
- lightweight mortar

Dosage
- Min. dosage: 0.25% of the cement 

weight.
- Max. dosage: n.a..
- Method of adding and point of time: 

preferably added to the dry mortar, 
mixed at least 1 minute; desired 
consistency is obtained by adjusting 
the amount of added water

Technical data
- State of aggregation: powder
- Colour: white
- Density (kg/l): 0.4
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: violett
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Tins, buckets, sacks, pallets.

Article number 081030
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STABILISER TM S

Product description
Stabiliser TM S is a powdery stabiliser 
used to optimise the properties of light-
weight and masonry mortar. Stabiliser 
TM S improves the workability and 
coherence of the mortar, water reten-
tion is increased. Added air pores are 
stabilised, adhesion to the surface is 
increased while premature drying of 
the mortar is prevented. 

Application 
Stabiliser TM S is used for:
- the production of lightweight 

masonry mortar
- the production of cement- and 

cement-lime-bound masonry 
mortar

Dosage
- Min. dosage: 0.4% of the binder 

weight
- Max. dosage: n.a.
- Method of adding and point of time: 

added to the dry mortar, mixed for 
at least one minute; consistency 
obtained by adjusting the added 
water 

Technical data
- State of aggregation: powder
- Colour: grey-brown
- Density (kg/l): 0.88 
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: violett
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Buckets, sacks, pallets.

Article number 081040
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VI-RE COMPOUND TM 1100 
STABILISER FOR UNDERWATER 
CONCRETE CON. 100% 

Product description
VI-RE Compound TM 1100 is a sta-
biliser for underwater concrete. VI-RE 
Compound TM 1100 is a powder 
admixture that, when added to fresh 
concrete, reduces to a minimum the 
quantity of the finer particles that 
might be washed out of the cement 
while the casting is done underwater. 
All demands, as stated in the CUR 18 
(colloidal concrete) and in the regula-
tions on underwater concrete, are met 
by adding VI-RE Compound TM 1100 
as this product causes a viscous/pasty 
coherence of the concrete and a sta-
ble, long-lasting consistency. 

Application 
VI-RE Compound TM 1100 can be 
added to reinforced and non-rein-
forced concrete, as well as it can be 
used to cotter quarry stones as a bank 
reinforcement. It can be used for dike 
construction according to any given 
regulation, for example it can be used 
to produce concrete dike toppings 
according to common standards. If 
dosage and mix design are adjusted, 
there are also other possible fields 
of application, e.g. with swelling 
clay (Lytag), or inclined planes, or 
downward slopes. Casting of under-
water concrete can be executed 
following common methods, e.g. 
concrete pumps or buckets. Finally, 
casting can be executed above or 
beneath the water line and in running 
or motionless waters.

Dosage
- Min. dosage: 2.5 kg/m³
- Max. dosage: n.a.
- Method of adding and point of time: 

preferably added to the aggregates 
or to the ready mix

Technical data
- State of aggregation: powder
- Colour: white
- Density (kg/l): 0.86
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

1.0
- max. chloride content (%): 0.1
- Colour code: red
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Sacks, pallets, big bags.

Remarks
A detailed brochure and further infor-
mation on the mix design and test and 
measurement results are available on 
request.

Article number 081090
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STABILISER TM MA-10

Product description
Stabiliser TM MA-10 is a highly effec-
tive, powdery admixture used in many 
different kinds of mortar. Stabiliser TM 
MA-10 is highly concentrated and thus 
retains its excellent effects even at low 
dosages. It increases water retention 
and adhesion to the surface, and it 
stabilises the air pores contained. 

Application 
Stabiliser TM MA-10 is used for the 
production of:
- lightweight concrete, e.g. with Lia-

por aggregate
- cement- and cement-lime-bound 

mortar

Dosage
- Min. dosage: 100-200 g/m³
- Max. dosage: n.a.
- Method of adding and point of 

time: preferably added to the ready 
mix, which is then mixed again for 
another minute

Technical data
- State of aggregation: powder
- Colour: white
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: violett
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Buckets, sacks, pallets.

Article number 081100
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STABILISER TM STABEX 100 
CON. 1% (ST)

Product description
Stabiliser TM Stabex 100 is a liquid 
admixture which improves the coher-
ence and workability of the fresh 
concrete while considerably reducing 
bleeding and segregation. Stabiliser 
TM Stabex 100 is used whenever 
stability and homogeneity of the con-
crete are important. The pumpability 
of the concrete is increased. Usage in 
aerated lightweight concrete has also 
proved favourable.

Application 
Stabiliser TM Stabex 100 is used:
- to stabilise aerated lightweight con-

crete 
- for stabilising superplasticised con-

crete, e.g. self-compacting concrete
- to stabilise concrete with a low 

cement content

Dosage
- Min. dosage: 0.5% of the cement 

weight
- Max. dosage: 1.2% of the cement 

weight
- Method of adding and point of time: 

preferably added to the last partial 
amount of mix water, or to the ready 
mix

Technical data
- State of aggregation: liquid
- Colour: green
- Density (kg/l): 1.01
- pH-Value: 8.0
- max. alkali content (% Na2O-eq): 

0.5
- max. chloride content (%): 0.1
- Colour code: violett
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Subsequent addition of water may in-
crease air content.

Article number 081110
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GRINDAID TM I / GRINDAID 
TM-IA (con.50%)

Grindaid TM I  (082160)
Grindaid TM IA con 50% (082100)

Product description
Conventional grinding aid based on 
high-grade amine technology without 
the binder discoloration and foaming 
and air entraining which is common 
for amines.
Consistent effect suitable for all types 
of cement. Due to the high evapora-
tion temperature Grindaid TM type 
I is highly suitable for high mill tem-
peratures and grinding facilities with 
widely varying temperatures.
The advantageous viscosity index al-
lows a very fast and good distribution 
on the particle surface, 

where it reduces the agglomerate 
building, thereby increasing the grind-
ing action of grinding mills. With this 
mechanism, the grinding capacity 
increases and the energy consump-
tion per produced cement volume is 
reduced. Grindaid TM type I leaves a 
thin film on the surface of the cement 
particles which will reduce the mutual 
adhesion of the particles. 

Therefore the cement powder is eas-
ily transported and bridge - and cone 
formation in silos is greatly reduced. 
The flow behavior of the powder facili-
tates the packaging of the final prod-
uct and makes packaging equipment 
run optimally.
Special components in Grindaid TM 
type I ensures good hydration process 
, thereby increasing the early strength 
development of the Cement .

Dosage
- Min. dosage: 0.01% of the material 

to be ground
- Max. dosage: 0.2% of the material 

to be ground
- Method of adding and point of time: 

during the grinding, drip or spay 
continuously onto the clinker

Technical data
GRINDAID TM I GRINDAID TM IA
State of aggregation:
liquid liquid
Colour:
brown brown

Density (kg/l):
1.04 1.08
pH-Value:
10.0 10.0
max. alkali content (% Na2O-eq):
n.a. n.a.
max. chloride content (%):

0.1 0.1
kleurcode:
n.a. n.a.
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
1 year, after date of production

Article number 082160 082100

Packaging
IBC, bulk.
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Grindaid TM II-G  (082120)
Grindaid TM II G A con 50% (082150)

Product description
Economical interesting high grade 
Grinding aid based on the same poly-
mer technology as Grindaid TM II. 
Excellent performance with almost all 
cement types. Grindaid TM II G short-
ens the run time of clinker, slag, lime-
stone, fly-ashes and diverse materials 
in the mill where cement properties 
are not influenced negatively. 
An additional advantage is a lower 
temperature at higher mill production. 
The highly effective polymer technol-
ogy can achieved high yields with low 
dosages.
The dispersive effect allows a signifi-
cantly reduction of agglomerate form-
ing which has a positive effect on the 
final degree of hydration.

Dosage
- Min. dosage: 0.01% of the material 

to be ground
- Max. dosage: 0.2% of the material 

to be ground
- Method of adding and point of time: 

during the grinding, drip or spay 
continuously onto the clinker

Technical data
GRINDAID TM 
II-G

GRINDAID TM 
II- G A

State of aggregation:
liquid liquid
Colour:
brown brown

Density (kg/l):

pH-Value:

max. alkali content (% Na2O-eq):
n.a. n.a.
max. chloride content (%):

0.1 0.1
kleurcode:
n.a. n.a.
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
1 year, after date of production

GRINDAID TM II-G / GRINDAID 
TM-II-GA (con 50%)

Article number 082120 082150

Packaging
IBC, bulk.
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Grindaid TM II  (082070)
Grindaid TM II A con 50% (082110)

Product description
Grindaid TM II is a high-performance 
product added during the grinding of 
cement and slag sand. Grindaid TM 
II prevents the agglomeration and the 
static charge of the basematerials dur-
ing the grinding process. Grindaid TM 
II enhances the grindability of cement. 
Compared to other grinding aids, bet-
ter Blaine values are obtained for the 
same grinding period at equal dosag-
es. Thus, the residence time in the mill 
can be reduced, implying increased 
efficiency and a higher production 
of cement per hour. The increase in 
productivity depends, among oth-
ers, on the clinker to be ground, the 
type of mill, the mill temperature and 
the cement class desired. As a rule, 
the increase in productivity is higher 
for cement classes 42.5 and 52.5 
than for cements of lower strength 
classes. Grindaid TM II is particularly 
suitable for the grinding of CEM-III ce-
ments. However, a distinct increase 
in production can also be obtained 
for CEM-I and CEM-II cements. Ce-
ment properties, as for example the 
water requirement of the cement, are 
positively influenced. Depending on 
the base material, Grindaid TM II can 
be used to enhance initial strength 
development without influencing final 
strengths. Brown staining, which is 
frequently caused by the use of other 
grinding aids, didn’t occur up to now. 
Grindaid TM II doesn’t promote corro-
sion on reinforcing steel (according to 
DIN V 18988)..

GRINDAID TM II / GRINDAID 
TM II A (con.50%)

Article number 082070 082110
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Technical data
GRINDAID TM II GRINDAID TM II A
State of aggregation:
liquid liquid
Colour:
brown brown

Density (kg/l):
1.12
pH-Value:
9.6
max. alkali content (% Na2O-eq):
n.a. n.a.
max. chloride content (%):

0.1 0.1
kleurcode:
n.a. n.a.
Storage: dry, frost-protected, in closed 
packaging
Shelf-life: when stored correctly at least 
1 year, after date of production

Dosage
- Min. dosage: 0.01% of the material 

to be ground
- Max. dosage: 0.2% of the material 

to be ground
- Method of adding and point of time: 

during the grinding, drip or spay 
continuously onto the clinker

Application 
Grindaid TM II is used to:
- enhance the intensity during grind-

ing of cement and slag sand
- increase Blaine values for egual 

grinding periods
- increase production
- enhance initial strengths
- limit final strengths
- prevent brown staining of the 

cement
- reduce the water requirement of the 

cement
- save energy during the grinding 

process

Article number 082070 082110

Packaging
IBC, bulk.
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Preliminary tests for the product‘s suitability 
are indispensable

INJEX TM MV

Product description
Injex TM MV is a ready-to-use, chlo-
ride-free admixture which causes an 
increase in volume of concrete and 
mortar due to its chemical reactions 
with the cement components. Directly 
after mixing the cement or mortar, a 
slow expansion begins, and is only 
stopped by the setting process. Due 
to its modified ingredients bleeding 
is prevented while the content of mix 
water may be reduced. Injex TM MV 
remarkably increases the adhesive 
strength and provides for high final 
strength. Moreover, prestressing rods 
and cables are protected from corro-
sion. 

Application 
Injex TM MV is used:
- for the production of injection mortar 

for filling prestressing cuts (shea-
thing)

- for filling cavities
- for the production of non-shrink 

concrete for the rebuilding of foun-
dations

User instructions 
Standard values for 20ºC:
- 0.2% of the cement weight for an 

increase in volume of 0.3%
- 0.4% of the cement weight for an 

increase in volume of 0.6%
- 0.6% of the cement weight for an 

increase in volume of 0.8%
- 1.0% of the cement weight for an 

increase in volume of 1-2%

Dosage
- Min. dosage: 0.2% of the cement 

weight
- Max. dosage: 1.0% of the cement 

weight
- Method of adding and point of time: 

preferably added to the aggregates; 
added to the cement for filling pre-
stressing cuts

Technical data
- State of aggregation: powder
- Colour: grey
- Density (kg/l): 0.99
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: white
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Sacks, pallets, big bags.

Remarks
The increase in volume depends on 
the amount of mix water, temperature, 
and reactivity of the cement. The in-
crease in volume will be less at tem-
peratures lower than 10ºC.

Article number 081060



347

020519-15

Preliminary tests for the product‘s suitability 
are indispensable

Tillman B.V. - Julianaweg 12 - 7078 AR Megchelen Gld.NL - tel. +31(0)315377541 - fax. +31(0)315377577 - info@tillman.nl - www.tillman.nl

SHRINKREDUCER TM SRA-2

Product description
Shrinkreducer TM SRA-2 is a general 
use admixture to reduce shrinkage of 
concrete and cementitious mortars. 
The principle is based on affecting the 
capilaire tension of the pore-water, 
which regulates the water transport 
in the pores and thus reduces dehy-
dration shrink. Due to this regular, 
but strongly reduces shrink, concrete 
and mortar will be far more durable 
and less permeable for hazardous 
elements in the environment which 
disadvantageously influence the qual-
ity of constructions. SRA-2 generates 
an extreme watertight concrete con-
struction and makes mortars water 
inpenetrable. SRA-2 does not alter the 
concistency, slump or other properties 
of the concrete or mortar. It prevents 
shrink with aboute 10-60% compared 
to mortars without SRA-2. 

Application 
Shrinkreducer TM SRA-2 can be 
applied in nearly any cementitous 
product, when durability, higher 
water resistance and chemical resist-
ance are desireable. In special when 
producing high-end concrete or spe-
cialized mortars, SRA-2 proves its 
qualities. But in screeds as well, 
SRA-2 generates significantly better 
properties. 

User instructions 
Shrinkreducer TM SRA-2 is prefer-
ably added to the mixing water from 
the concrete or mortar. The dosage 
varies, depending on the desired 
properties of the mortar or concrete. 
Treating the fresh surface with Curing 
Compound TM AC-1 (Art.nr. 032040) 
is strongly recommended to prefent 
dehydration of the surfaces. 

Dosage
- Min. dosage: 0.5% of the cement 

weight
- Max. dosage: 3.0% of the cement 

weight

The dosage depands on the appli-
cation, the chemical reactivity of the 
cement, climatological conditions and 
workability. The applied raw materials 
like sand and gravel may effect the 
desired properties as well. A higher 
dosage may be administered as well, 
if the conditions or the use demand it. 

Technical data
- State of aggregation: liquid
- Colour: colourless
- Density (kg/l): 0.93
- pH-Value: 8.0
- max. alkali content (% Na2O-eq): 

0.1
- max. chloride content (%): 0.1
- Colour code: white
- Storage: Frost-protected, in closed 

packaging.
- Shelf-life: When stored correctly at 

least 1 year after date of production.

Packaging
Cans, barrels, IBC.

Article number 081200
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Preliminary tests for the product‘s suitability 
are indispensable

FLEXTEX 55 TM 

Product description
Flextex 55 TM is a special liquid added 
to cement-bound mortar which is used 
to grout open asphalt concrete. Flex-
tex 55 TM chemically reacts with the 
minerals in the cement. The cement 
stone generated forms an unbreakable 
bond with the asphalt concrete. Flex-
tex 55 TM is a suitable addition for the 
filling of asphalt concrete exposed to 
oil, petrol, kerosene, and the like.

Application 
Flextex 55 TM is used for:
- platforms
- air fields 
- parking spaces
- bus stops
- roads

Dosage
- Min. dosage: 125 kg/m³ 
- Max. dosage: n.a.
- Method of adding and point of time: 

added to the ready mix

Technical data
- State of aggregation: liquid
- Colour: white
- Density (kg/l): 1.07
- pH-Value: 8.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 082010





350

020519-15

Tillman B.V. - Julianaweg 12 - 7078 AR Megchelen Gld.NL - tel. +31(0)315377541 - fax. +31(0)315377577 - info@tillman.nl - www.tillman.nl

Preliminary tests for the product‘s suitability 
are indispensable

FLEXTEX 58 TM

Flextex 58L TM con. 15% (082040)
Flextex 58L TM con. 21% (082050)
Flextex 58 TM con. 31% (082020)
Flextex 58L TM con. 31% (082030)

Product description
Flextex 58 TM synthetic-modified 
product used in two-component repair 
systems. The product can also be 
used for the production of watertight 
mortar and for improving the chemi-
cal resistance. Flextex 58 TM can be 
diluted or not when added to mor-
tar. Mortar produced with Flextex 58 
TM has an exceptional adhesion to 
smooth surfaces (e.g. steel sheets), 
which enables a wide variety of pos-
sible applications.

Application 
Flextex 58 TM is used as a metering 
component in two-component repair 
systems; for the production of mortar 
layers for steel bulges; for the pro-
duction of water-impermeable mortar 
or an increased resistance against 
chemical effects; as a bonding bridge, 
undiluted or mixed with cement in a 
ratio of 1:1.

User instructions 
- Flextex 58 TM as a bonding bridge 

on clean, dust-free surfaces; applied 
with a smooth broom or a big brush; 
the mortar is applied as soon as the 
primer is dry to the touch

- Flextex 58 TM as a bonding bridge 
and/or sealing agent added to sand-
cement mortar in a proportion of 
1-4% of the cement weight

- Flextex 58 TM added in full strength 
to two-component repair systems

- Flextex 58 TM as a primer mixed 
with cement in a ratio of 1:1

Dosage
N.a.

Technical data
- State of aggregation: liquid
- Colour: white
- Density (kg/lt): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 6 months after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Remarks
Flextex 58L TM is also available as 
a type with a longer processing time, 
Flextex 58 L TM 9Art. No. 8203).

Article number 082020 082030 
082040 082050
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CONCRETE ANTI-FREEZE TM

Product description
Concrete anti-freeze TM protects 
concrete from frost impact at outdoor 
temperatures of -5ºC. The product is 
added to the mix water, which reduces 
the freezing point of the water. As 
soon as the temperature of the fresh 
concrete reaches +5ºC cement hydra-
tion begins, despite the low outdoor 
temperature. The concrete has to 
be protected from further heat loss, 
e.g. with the use of insulating foils. 
Concrete anti-freeze TM is free of 
chlorides which means it can be added 
to reinforced and plain concrete and 
mortar. All possible measures have to 
be taken to ensure fast hardening of 
the concrete. If necessary, the water-
cement ratio should be reduced while 
a cement of a better quality is to be 
used.

Application 
Concrete anti-freeze TM is:
- used to protect fresh concrete and 

mortar from frost impact
- spray-applied to frosted and snow-

covered reinforcements
- spray-applied to frozen formwork
- spray-applied to band-conveyors 

and covers
- spray-applied to the loading areas 

of skip lorries

Dosage
- Min. dosage: 1.0% of the cement 

weight bis -2°C
- Max. dosage: 1.5% of the cement 

weight bis -5°C
- Method of adding and point of time: 

preferably added directly after the 
mix water

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.04
- pH-Value: 4.25
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 082060
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Preliminary tests for the product‘s suitability 
are indispensable

GRINDAID TM II

Product description
Grindaid TM II is a high-performance 
product added during the grinding of 
cement and slag sand. Grindaid TM 
II prevents the agglomeration and the 
static charge of the basematerials dur-
ing the grinding process. Grindaid TM 
II enhances the grindability of cement. 
Compared to other grinding aids, bet-
ter Blaine values are obtained for the 
same grinding period at equal dos-
ages. Thus, the residence time in the 
mill can be reduced, implying increased 
efficiency and a higher production 
of cement per hour. The increase in 
productivity depends, among oth-
ers, on the clinker to be ground, the 
type of mill, the mill temperature and 
the cement class desired. As a rule, 
the increase in productivity is higher 
for cement classes 42.5 and 52.5 
than for cements of lower strength 
classes. Grindaid TM II is particularly 
suitable for the grinding of CEM-III 
cements. However, a distinct increase 
in production can also be obtained for 
CEM-I and CEM-II cements. Cement 
properties, as for example the water 
requirement of the cement, are posi-
tively influenced. Depending on the 
base material, Grindaid TM II can 
be used to enhance initial strength 
development without influencing final 
strengths. Brown staining, which is 
frequently caused by the use of other 
grinding aids, didn’t occur up to now. 
Grindaid TM II doesn’t promote corro-
sion on reinforcing steel (according to 
DIN V 18988).

Article number 082070



353

020519-15

Preliminary tests for the product‘s suitability 
are indispensable

Tillman B.V. - Julianaweg 12 - 7078 AR Megchelen Gld.NL - tel. +31(0)315377541 - fax. +31(0)315377577 - info@tillman.nl - www.tillman.nl

Application 
Grindaid TM II is used to:
- enhance the intensity during grind-

ing of cement and slag sand
- increase Blaine values for egual 

grinding periods
- increase production
- enhance initial strengths
- limit final strengths
- prevent brown staining of the 

cement
- reduce the water requirement of the 

cement
- save energy during the grinding 

process

Dosage
- Min. dosage: 0.01% of the material 

to be ground
- Max. dosage: 0.06% of the material 

to be ground
- Method of adding and point of time: 

during the grinding, drip or spay 
continuously onto the clinker

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.12
- pH-Value: 9.6
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
IBC, bulk.

Article number 082070
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Preliminary tests for the product‘s suitability 
are indispensable

CORREX TM

Product description
Correx TM is a ready-to-use admix-
ture for concrete and mortar and 
protects these from corrosion caused 
by chlorides. Correx TM can be used 
for prestressed or reinforced concrete. 
Usually, the alkaline properties of 
concrete provide a good protection of 
the reinforcing steel. If this protective 
layer is damaged by chlorides, Correx 
TM restores the protection. The dura-
bility of the reinforced concrete is the 
thus prolonged considerably. The pro-
tective effect of Correx TM depends 
on the dosage and on the technologi-
cal aspects of the concrete. Correx 
TM accelerates the hardening of con-
crete. If an accelerated hardening is 
unrequested, a concrete retarder can 
be added. Correx TM can be used in 
combination with other admixtures; 
however, dosage and addition should 
be carried out separately. Correx TM 
can be used with all commercially 
available types of cement.

Application 
Correx TM is used to protect rein-
forced concrete from corrosion and 
thus to prolong its durability. Correx 
TM is used wherever prestressed 
or reinforced concrete is exposed to 
chlorides. The use of Correx TM is 
especially suitable in environments 
with a high proportion of chlorides or 
if chloride-containing materials are 
used. Correx TM is used in harbour 
areas, car parking roofs close to sea-
water or if chlorides are added to the 
concrete.

Dosage
- Min. dosage: 5 kg/m³
- Max. dosage: 35 kg/m³
- Method of adding and point of time: 

preferably added to the mix water or 
to the aggregates. The mix water is 
reduced by the amount of the prod-
uct added.

Technical data
- State of aggregation: liquid
- Colour: brown
- Density (kg/l): 1.29
- pH-Value: 9.0
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): 0.1
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of produc-
tion

Packaging
Cans, barrels, IBC, bulk.

Article number 083010
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DISPERION 55-P

Article number 092020

Product description
Disperion 55-P is a combined non-
ionic dispergator and wetting agent 
for pigments and substrates. It per-
forms excellently in cementitious and 
calciumsulfate systems. Disperion 
55-P provides compatiblisation and 
stabilisation benefits in formulations, 
enabling to produce inorganic fillers, 
substrates and pigments, because of 
its excellent dispersing efficiency. It 
builds no foam or air in solvents, has 
low impact on the water-resistance 
and has a wide range of applications. 

Application 
Production of pigments or other (fluid) 
substrates. Easy to dose.

Dosage
N.a.

Technical data
- State of aggregation: powder
- Colour: n.a.
- Density (kg/l): n.a.
- pH-Value: n.a.
- max. alkali content (% Na2O-eq): 

n.a.
- max. chloride content (%): n.a.
- Colour code: n.a.
- Storage: dry, frost-protected, in 

closed packaging
- Shelf-life: when stored correctly at 

least 1 year, after date of production

Packaging
Sacks, pallets, big bags.
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General terms and conditions of sale 
private company with  limited liability 
Chemische Bouwstoffen Tillman B.V.

Applicability
1.1 These General Terms and Conditions are applicable to all 
our offers and sales agreements pertaining to movables.
1.2 These General Terms and Conditions can only be deviated 
from in writing.
1.3 Not applicable are the Buyer’s general terms and conditi-
ons, with whatever description.

Offers
2.1 All our verbal and written offers are without obligation unless 
the offer explicitly proves otherwise.
2.2 The information given in our price list and all other docu-
mentation and etceteras is subject to changes and is not 
binding, unless this information was agreed to by the parties 
in writing.
2.3 Slight differences in the technical specifications given by 
us, and in colours, weights, measurements and etceteras, con-
sidered to be acceptable and hardly unavoidable in trade, are 
accepted.

Orders
3.1 Our Agreement with the Buyer is concluded when we con-
firmed the instructions in writing by mail or fax message within 
eight days after receiving the instruction for delivery, or when 
commencing to carry out the instruction forthwith after consul-
tation with the Buyer, in which case the Agreement is concluded 
verbally on the day that we accepted the instructions.
3.2 Verbal promises by, and agreements with, our employees 
do not bind us, unless and as far as these promises are confir-
med by us in writing.

Quotations
4.1 Our quotations are given net ex work Megchelen (NL) in 
the agreed currency, including packaging except for the pallets 
and IBC, excluding VAT [BTW] unless otherwise agreed to in 
writing.
4.2 Our quotations are based on the cost price current at the 
time of the offer. Should one or more cost-price factors increase 
after the date of the offer, we are entitled to increase the agreed 
price accordingly.

Packaging
5.1 The mode of packaging is determined by us. Packaging is 
taken back only if the packaging was separately invoiced by us. 
If the invoiced packaging is returned to us carriage paid and in 
proper condition, the charged amount will be credited.
5.2 If it was agreed to with the Buyer that packaging is done 
in packaging material that we lent to the Buyer, this material is 
charged to the Buyer against cost price if it is not returned to our 
warehouse at Megchelen (NL) within 3 months in proper con-
dition, empty and cleaned. If the afore-mentioned packaging 
material was indeed returned to us but not carriage free, nor 
in proper condition or empty and cleaned, we are entitled to 
decide whether the packaging material is returned to the Buyer 
at his expense, or to recover the costs and/or damages incur-
red to us by failure in the Buyer’s performance. 

Quantum Reservation
6.1 For ordering goods that cannot be supplied from stock and 
which are manufactured only in certain standard quantities, 
weights or measurements, we retain the right to supply, con-
trary to the ordered goods, with a deviation of at the most 10% 
more or less on both sides.
  
Delivery Time
7.1 The delivery times are given approximately and do not bind 
us. However, we shall make all reasonable efforts to realize the 
delivery on or within the given delivery time.
7.2 The delivery time takes effect as soon as we have accepted 
the instructions and have received full information and all that 
the Buyer must pay in advance as per Agreement.
7.3 We are always entitled to deliver in parts.

7.4 As soon as we have knowledge of facts and/or circumstan-
ces that make it impossible to realize the delivering on or within 
the agreed delivery time, we shall notify the Buyer about this as 
soon as possible while stating the new delivery time.
7.5 If the inability of compliance even continues after the new 
delivery time set by us, the Buyer is entitled to give notice of 
default and to set a deadline; and if the default continues, the 
Buyer has the right to dissolve the Agreement promptly without 
us or the Buyer being obliged to pay any damages, unless there 
is an intentional act or omission, or gross negligence by one 
of the parties.

Shipping
8.1 At the Buyer’s request, we can deliver the goods at a desti-
nation specified by the Buyer, in which case the transportation 
costs and the transportation risks are for the Buyer. Transpor-
tation is carried out by us, a carrier appointed by us or a carrier 
appointed by the Buyer when he gives the instructions. 
8.2 We are not liable for any loss or damage suffered by the 
Buyer or third parties during or due to the delivery, unless it is 
proven that the loss or damage is the result of an intentional act 
or omission or gross negligence by us. 
      
Risk and property
9.1As soon as the goods have been delivered by us ex works 
Megchelen (NL) or have left our warehouse for being transpor-
ted to the Buyer, the goods are at the Buyer’s risk.
9.2 Should any damage and/or shortage or defect be found 
at the time of the delivery, the Buyer is obliged to report this 
damage or this shortage or defect forthwith to the carrier and 
inform us about it in writing.
9.3 If the Buyer does not take delivery of the goods, we will 
store the goods at the Buyer’s expense and risk while notifying 
the Buyer, without prejudicing our right to dissolve the Agree-
ment but while retaining our entitlement to compensation.
9.4 The title to the goods is transferred to the Buyer only after 
the Buyer has paid the purchase price and all that is owed to us 
by virtue of the Purchase Agreement, as well as our claim on 
account of any breach of contract.
       
Payments
10.1 Payment of our invoice shall take place within 30 days 
after the invoice date, at our office or by deposit or transfer to 
our bank account.
10.2 If delivery is made in parts we are entitled to invoice the 
Buyer with each partial delivery separately, and to demand 
payment.
10.3 We are entitled to deliver C.O.D. (cash/collect on delivery). 
If the C.O.D.-sent parcel is refused, the Buyer is obliged to com-
pensate all cost arising from this if the buyer was advised by us 
beforehand that the goods were to be sent cash on delivery. 
10.4 If the Buyer’s creditworthiness gives cause for it, we can 
request further security at all times, in default of which we may 
suspend fulfillment of the Agreement.
10.5 The payments made by the Buyer are for the settlement 
of all due interests and costs, and apply to outstanding invoices 
that have been overdue longest, even though the Buyer notified 
that the payment is related to a later/newer invoice.
10.6 If the Buyer does not pay within the agreed term, he is con-
sidered to be in default by law without further notice of default, 
and we are entitled to charge for an interest that is equal to the 
statutory interest increased by 2% starting from the due date for 
the duration of the default, and also for court and other costs 
related to the collection. The out-of-court costs are determined 
to be 15% off the claim, with a minimum of € 250,=. Should we 
prove that higher costs were incurred that were in all reasonabi-
lity necessary, these costs will also qualify for settlement.
        
Claims and guaranty
11.1 Without prejudicing the stipulations in sub-clause 2 of 
Clause 9, any defects and/or shortcomings that are not directly 
noticeable when delivery of the goods is taken we shall be 
forthwith notified in writing by the Buyer after discovering the 
defect or the flaw, but not later than fourteen days after the 
invoice date. In any case, the entitlement to claims will lapse 
after the goods supplied by us are handled or processed. The 
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Buyer must prove that the defect or flaw was caused solely 
or mainly as a direct result of faulty material or manufacturing 
defect.
11.2 Should we acknowledge liability for the defect or the flaw, 
we are entitled to restore (or cause the restoring of) the goods 
or to supply new goods in exchange for the supplied goods, at 
our own discretion. 
11.3 We shall not accept goods that are returned without our 
prior advice.
11.4 Small deviations in colour, qualities, weights and measure-
ments that are deemed acceptable or technically unavoidable 
in trade, shall not give reasons for claims, not even if sold 
by sample. Technical advice is given by us to the best of our 
knowledge and our ability, but can never be the cause of any 
liability.
11.5 Our guarantee does not apply to defects that are caused 
by outside force, weather influences, and wrong treatment, 
handling or processing after delivery by us, or other reasons 
beyond our control. Neither can we vouch for failings resulting 
from the Buyer’s providing us incorrect information or unsui-
table materials when instructing us.
11.6 As goods that are not included in our manufacturing pro-
gramm, we are required to give only the guarantee we were 
provided with by the manufacturer of these goods.
11.7 We cannot vouch for the goods being suitable for the pur-
pose for which the Buyer wants to designate them, not even 
if we were informed of this purpose, unless the contrary was 
explicitly agreed to by the Buyer and us.
11.8 Claims for guarantee do not suspend the Buyer’s payment 
obligations. The guarantee and any claim on this basis shall 
lapse when the Buyer fails to fulfill obligations towards us.
11.9 On pain of cancellation, legal actions relating to claims or 
guarantees must be commenced within one year after timely 
lodging the claim.
11.10 Compliance with our guarantee is the only full compen-
sation. Any further claim for compensation and every form of 
compensation for consequential loss is excluded. Should we 
nevertheless be bound to compensation of damages, they are 
deemed to be, at most, equal to the invoice price of the faulty 
part that caused the damage. Under no circumstances we are 
obliged to pay compensation more than our indemnity insu-
rance paid out.
11.11 The Buyer shall indemnify us and our employees against 
claims from third parties for damages for which we excluded or 
restricted our liability in our General Terms and Conditions in 
our relationship with the Buyer.
11.12 We shall never be liable for (the result of) faulty storage, 
or for wrong or improper use of the goods supplied by us.
 
Dissolution
12.1 Without prejudicing any further rights belonging to us, we, 
in case circumstances beyond our control prevent us from fulfil-
ling the Agreement, are entitled to suspend the delivery until 
these circumstances have ceased to exist, or, in as far as the 
Agreement has not been fulfilled, to dissolve the Agreement 
wholly or partly at our discretion, without being obliged to pay 
any damages or guarantee, without prejudicing the Buyer’s 
right stipulated in sub-clause 5 of Clause 7.
12.2 In these General Terms and Conditions, circumstances 
beyond our control shall mean any circumstance independent 
of our will, whether or not foreseeable, as a result of which we 
cannot comply with our obligations temporarily or permanently, 
including war, the threat of war, (natural) disasters, blockades, 
riots, strikes, government intervention, weather conditions that 
are bad for the goods to be delivered, damage of lost raw mate-
rials, transport difficulties, fire and other industrial disturbances, 
delayed delivery by sub-suppliers and other reasons beyond 
our control.
12.3 If the Buyer does not, or does not properly or timely com-
ply with an obligation resulting from the Agreement, as well as 
in case of bankruptcy, or suspension of payment or of a win-
ding-up of the Buyer’s company, the Buyer is considered to be 
in default by operation of law, and we are, at our discretion, 
entitled to suspend the fulfillment of all agreements with the 
Buyer without notice of default and without judicial intervention, 
without having to pay any damages. Should we dissolve the 

agreement(s) we are also entitled to take back the delivered 
and not-paid goods as our property, without prejudicing our 
right to damages.

Disputes
13.1 All disputes related to, or connected with, or ensuing from 
the agreements concluded with us shall only be submitted to 
the competent court in the district of Arnhem, the Netherlands, 
unless we would prefer to submit the dispute to another court 
with territorial jurisdiction.

Applicable Law 
14.1 Dutch law applies to all agreements under these Gene-
ral Terms and Conditions, with the exception of the “Uniform 
Law on the Formation of Contracts for the International Sale of 
Goods (ULFIS)”, “The Uniform Law on the International Sale of 
Goods (ULIS)” (The Vienna Sales Convention (CISG)).
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Eignungsversuche vorab sind erforderlich.ch.

DB FIXMO TM W 15/2 270
DEGREASER TM 325
DISPERION 55-P 352
ELEMENT ADHESIVE TM 278
EPOXY MORTAR TM EP2 298
EPOXY MORTAR TM GREY 297
EPOXY RESIN TM  
(2-COMPONENT) 295
ESTRIFIX TM 29
EXTERIOR WALL CLEANER TM 324
FAIR FACED CONCRETE REPAIR POWDER TM 261
FAIR FACED CONCRETE REPAIR POWDER TM X 265
FIXCEMENT TM  260
FLEXCOAT TM 309
FLEXTEX 55 TM  345
FLEXTEX 58 TM 347
FLOWING FLOOR ADMIXTURE TM 132
FLOWPOWER TM S300 CON. 17%  118
FLOWPOWER TM S340  119
FLOWPOWER TM S350 CON. 20%  120
FLOWPOWER TM S351 CON. 30% 121
FLUATE TM 301
FOAMING AGENT TM 80/23 148
FOAMING AGENT TM M1 149
FOAMING PROMOTER CONCENTRATE TM 3 143
FORMWORK OIL TM 170
FORMWORK OIL TM 76/109 177
FORMWORK OIL TM 88/7 180
FORMWORK OIL TM 89/3 182
FORMWORK OIL TM 89/17 178
FORMWORK OIL TM B 190
FORMWORK OIL TM E 191
FORMWORK OIL TM E-II 196
FORMWORK OIL TM J 179
FORMWORK OIL TM M 171
FORMWORK OIL TM M10 195
FORMWORK OIL TM M12 197
FORMWORK OIL TM M16 198
FORMWORK OIL TM S-04 194
FORMWORK OIL TM S-06 193
FORMWORK OIL TM SPECIAL 172
FORMWORK PASTE TM ECO-5 192
FORMWORK RELEASE TM 166
FORMWORK RELEASING OIL TM 167
FORMWORK RELEASING OIL TM C01 168
FORMWORK RELEASING OIL TM C02 169
FORMWORK REMOVAL OIL TM 176
GRINDAID TM I / GRINDAID TM-IA (CON.50%) 338
GRINDAID TM II 349
GRINDAID TM II-G / GRINDAID TM-II-GA (CON 50%) 339
GRINDAID TM II / GRINDAID TM II A (CON.50%) 340
GROUTING MORTAR TM 254
GROUT TM 244
GROUT TM BLD-II  248
GROUT TM DSM 8 MM 250

ACCELERATOR FOR SHOTCRETE TM S 25
ACCELERATOR TM 11
ACCELERATOR TM 72/42 13
ACCELERATOR TM 74/137  14
ACCELERATOR TM 96/100 CON. 30% 26
ACCELERATOR TM B CON. 44%  20
ACCELERATOR TM BLD 22
ACCELERATOR TM D 16
ACCELERATOR TM FOR SHOTCRETE 24
ACCELERATOR TM HBI 73/73 12
ACRYTEKT TM 214
ACRYTEKT TM-P 216
ACRYTEKT TM XB-1020 217
ACRYTEKT TM XE 156
AIRCEL TM 147
AIR ENTRAINING AGENT TM 89/29 E 139
AIR-ENTRAINING AGENT TM AEA-3 134
AIR ENTRAINING AGENT TM AEA-3 POWDER 135
AIR-ENTRAINING AGENT TM AEA-B  138
AIR-ENTRAINING PLASTICISER TM LPV 136
AIR-ENTRAINING RETARDER TM LPVZ-55 137
ANTI-CONCRETE ADHESIVE TM 321
ANTIFREEZE TM  15
ANTIFREEZE TM  17
BIOCIDE TM 319
BONDING BRIDGE TM  221
BRICK CLEANING AGENT TM 312
CALCIUM SULFATE  226
CHEMSEAL TM T5 159
CHLORIDE-FREE 17
COMPANY PROFILE 2
CON.14% 14
CON. 32% 67
CONCRETE ANTI-FREEZE TM 348
CONCRETE DILUENT TM 315
CONCRETE REPAIR EMULSION TM 213
CONCRETE RETARDER TM K 31
CONCRETE RUST REMOVER TM 72/17 327
CONCRETE SEALANT TM DM 152
CONCRETE SEALANT TM HYDROPHOBIC 154
CONCRETE SEALANT TM II (HYDROPHOBIC) 160
CONCRETE SOLVENT TM 313
CONSTRUCTION ADHESIVE TM 291
CONSTRUCTION ADHESIVE TM 291
CONSTRUCTION ADHESIVE TM A + S 293
CONSTRUCTION MORTAR TM E1 229
CONSTRUCTION MORTAR TM K 276
CONSTRUCTION MORTAR TM WATI 4 MM 241
CONTAINING CHLORIDE 15
CORREX TM 351
CURING COMPOUND TM 85/60 201
CURING COMPOUND TM 702 HD 5 233
CURING COMPOUND TM AC-1 205
CURING COMPOUND TM B 206
CURING COMPOUND TM P-OT 203



GROUT TM OVERLAY 249
GROUT TM V 252
GROUT TM VB 247
HYDROPHOBING POWDER TM 86/12 157
IMPREX TM 300
IMPREX TM ID 306
INJECTION MORTAR TM 91/31 224
INJEX TM MV 343
JOINT CASTING MORTAR TM 700 PFM 231
JOINT CASTING MORTAR TM PFM 242
JOINT FILLER FOR MASONRY TM 237
JOINT FILLER FOR TILES TM 230
JOINT FILLER WATER-REPELLENT TM 239
LEVELLING COMPOUND TM 225
MIXER CLEANER TM 318
MIXER PROTECTOR TM 311
MORTAR ACCELERATOR TM 72/42-HO 28
MORTAR ADDITIVE TM 79/7 38
MORTAR ADMIXTURE TM 79/8 40
MORTAR RETARDER TM FT CON. 30% 36
MORTAR RETARDER TM FT-P 37
MORTAR RETARDER TM W 39
MORTAR SEALANT TM 76/139 163
MORTAR STABILISER TM 81/36 142
MORTAR STABILISER TM FTB 141
MORTAR TM 226
MOULDING OIL TM 88/7 G 181
OFT-4N-P1  80
OFT-II 84/39 CON. 35%  75
OFT-II-DS CON. 37%  81
OFT-III+O CON. 39%  78
OIL FOR MIXERS TM 87/11 323
OIL SOLVENT TM 320
PCC REPAIR COMPOUND TM COMPONENT A+B 273
PLASTERING AGENT TM 144
PLASTER PLASTICISER TM XB-140 C 91
PLASTER RETARDER TM 88/15 42
PLASTER RETARDER TM 88/15 VL 43
PLASTICISER TM 51
PLASTICISER TM 70/153-A 54
PLASTICISER TM 85/11 60
PLASTICISER TM 300 CON.28% 55
PLASTICISER TM 400 61
PLASTICISER TM BV–VZ 58
PLASTICISER TM BV-VZ-P 59
PLASTICISER TM BV-X  67
PLASTICISER TM CON.33% 49
PLASTICISER TM CX-200 65
PLASTICISER TM F CON. 19% 57
PLASTICISER TM-P 53
PLASTICISER TM XR-100 CON. 37% 64
PLASTUATE TM 155
POLYFLOW 1500  115
POLYFLOW 1500 H3 CON.18% 126
POLYFLOW L100 CON. 20%  116

POLYFLOW S100  108
POLYFLOW S180   109
POLYFLOW S210   110
POLYFLOW S413 117
POLYFLOW S550   111
POLYFLOW S550 H3 CON.18% 127
POLYFLOW S570 CON.35% 125
POLYFLOW S620   112
POLYGRID TM 284
POLYGRID TM 3 286
POLYGRID TM 51 288
POLY SMART SYSTEM PSS A 113
POLY SMART SYSTEM PSS B 114
POLYTOP TM 2 210
POLYTOP TM AF 20 208
POROFLOW TM 105
POROFLOW TM P 106
POROSEAL TM 3 303
POWDERFLOW 300 123
POWERCLEANER TM 328
POWERPACK  CATALYST 128
PRE-CASTING AGENT TM  700 PFM 235
PREFAB ADMIXTURE TM 74
PRESERVATION AGENT TM 174
PRIMER TM 219
PURGA TM 302
RAPID MORTAR TM 5R 268
REGISTER 362
RELEASE AGENT BA TM 175
RELEASE AGENT TM 173
REPAIR MORTAR TM 78/31 262
REPAIR MORTAR TM 88/14 263
REPAIR MORTAR TM 91/28 258
REPAIR MORTAR TM 92/21 257
REPAIR MORTAR TM B.S.L. 0,5 MM (CODE RED) 267
REPAIR MORTAR TM TERRAFIX PCC 0,5 MM 259
REPAIR MORTAR TM TERRAQUICK PCC 0.5 MM 272
RETARDER TM K-P 33
RUST REMOVER TM 316
SEALANT TM II P (HYDROPHOBIC) 161
SEALING AGENT TM 164
SEALING MORTAR TM 274
SETTING ACCELERATOR TM 86/14 21
SETTING ACCELERATOR TM 87/10 19
SHRINKREDUCER TM SRA-2 344
SILKO TM 304
SILO COATING TM 307
SPRAY MORTAR TM 228
SPRAY MORTAR TM 8 MM 240
STABIFOAM TM II 145
STABILISER TM 74/125 330
STABILISER TM MA 332
STABILISER TM MA-8 331
STABILISER TM MA-10 335
STABILISER TM S 333



Tillman B.V.
Julianaweg 12, 7078 AR  Megchelen Gld.
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E-mail: info@tillman.nl  Internet: www.tillman.nl

Detailed information and prices on request. Tests for suitability are necessary before the application of our prod-
ucts. Recommendations for and information about our products and their application are made to the best of our 
knowledge and proficiency and can never be at the basis of or the justification for a liability claim. Our products 
have to be treated in compliance with all valid degrees for safety and waste materials treatment without excep-
tion. Our sales activities are executed in compliance to our general terms of sale, registered at the District Court 
in Arnhem on 16-03-2010, under number 8/2010.

STABILISER TM STABEX 100 CON. 1% (ST) 336
STONE ADMIXTURE TM 62
STONE ADMIXTURE TM R 66
SUPERLASTICISER TM 83/6 76
SUPERPLASTICISER 70
SUPERPLASTICISER TM  75
SUPERPLASTICISER TM  78
SUPERPLASTICISER TM  80
SUPERPLASTICISER TM  81
SUPERPLASTICISER TM  85
SUPERPLASTICISER TM 123
SUPERPLASTICISER TM CF-110 86
SUPERPLASTICISER TM K3T-11+H CON. 31% 72
SUPERPLASTICISER TM K3T-11+H CONCENTRATE 94
SUPERPLASTICISER TM OFT-4N 79
SUPERPLASTICISER TM OFT-5 83
SUPERPLASTICISER TM OFT-6 84
SUPERPLASTICISER TM OFT-600 CON. 26%  87
SUPERPLASTICISER TM OFT-II CON. 24% 71
SUPERPLASTICISER TM OFT-III 69
SUPERPLASTICISER TM ON1 92
SUPERPLASTICISER TM ON2 93
SUPERPLASTICISER TM ON-S1000 96
SUPERPLASTICISER TM ON-S1000B-P 98
SUPERPLASTICISER TM ON-S1000 H3 CON. 20%  124
SUPERPLASTICISER TM ON-S1000+O CON.20% 97
SUPERPLASTICISER TM ON-S1203 CON.30%  99
SUPERPLASTICISER TM ON-S2000 100
SUPERPLASTICISER TM ON-S2000+O CON.20% 122
SUPERPLASTICISER TM ON-S2000P 101
SUPERPLASTICISER TM ON-S4000 103
SUPERPLASTICISER TM ON-S5000 104
SUPERPLASTICISER TM ON-S6000 107
SUPERPLASTICISER TM XB-141 CON. 35% 89
SUPERPLASTICISER TM XB-141-P 90
SURFACE RETARDER TM  47
SURFACE RETARDER TM 72/34 45
SURFACE RETARDER TM M174 46
TABLE OF CONTENTS 6
TILE ADHESIVE TM 280
TILE CLEANER TM  317
TM OFT-III-P F 70
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UNIOIL TM X28 BIO 199
UNIOIL TM X41 188
UNIOIL TM X43 189
UNIOIL TM X61 186

VI-RE COMPOUND TM 1100 STABILISER FOR 
UNDERWATER CONCRETE CON. 100%  334
VWS POLYSTYRENE ADHESIVE TM 282 281
WATERTIGHT MEMBRANE TM 204
WIDOL TM 326
XB-140 CON. 40%  85
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